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------Start of the First Change------
8.3.1
UE Context Setup 

8.3.1.1
General
The purpose of the UE Context Setup procedure is to establish the UE Context including, among others, SRB, and DRB configuration. The procedure uses UE-associated signalling.

8.3.1.2
Successful Operation
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Figure 8.3.1.2-1: UE Context Setup Request procedure: Successful Operation

The gNB-CU initiates the procedure by sending UE CONTEXT SETUP REQUEST message to the gNB-DU. If the gNB-DU succeeds to establish the UE context, it replies to the gNB-CU with UE CONTEXT SETUP RESPONSE. If no UE-associated logical F1-connection exists, the UE-associated logical F1-connection shall be established as part of the procedure.

If the servingCellMO IE is included in the UE CONTEXT SETUP REQUEST message, the gNB-DU shall configure servingCellMO for the indicated SpCell accordingly.
If the SpCell UL Configured IE is included in the UE CONTEXT SETUP REQUEST message, the gNB-DU shall configure UL for the indicated SpCell accordingly.

If the SCell To Be Setup List IE is included in the UE CONTEXT SETUP REQUEST message, the gNB-DU shall act as specified in TS 38.401 [4]. If the SCell UL Configured IE is included in the UE CONTEXT SETUP REQUEST message, the gNB-DU shall configure UL for the indicated SCell accordingly. If the servingCellMO IE is included in the UE CONTEXT SETUP REQUEST message, the gNB-DU shall configure servingCellMO for the indicated SCell accordingly.

If the DRX Cycle IE is contained in the UE CONTEXT SETUP REQUEST message, the gNB-DU shall use the provided value from the gNB-CU.

If the UL Configuration IE in DRB to Be Setup Item IE is contained in the UE CONTEXT SETUP REQUEST message, the gNB-DU shall take it into account for UL scheduling.
If the SRB To Be Setup List IE is contained in the UE CONTEXT SETUP REQUEST message, the gNB-DU shall act as specified in TS 38.401 [4]. If Duplication Indication IE is contained in the SRB To Be Setup List IE, the gNB-DU shall, if supported, setup two RLC entities for the indicated SRB.
If the DRB To Be Setup List IE is contained in the UE CONTEXT SETUP REQUEST message, the gNB-DU shall act as specified in TS 38.401 [4]. If the QoS Flow Mapping Indication IE is included in the DRB To Be Setup List IE for a QoS flow, the gNB-DU may take it into account that only the uplink or downlink QoS flow is mapped to the indicated DRB.

If two UL UP TNL Information IEs are included in UE CONTEXT SETUP REQUEST message for a DRB, gNB-DU shall include two DL UP TNL Information IEs in UE CONTEXT SETUP RESPONSE message and setup two RLC entities for the indicated DRB. gNB-CU and gNB-DU use the UL UP TNL Information IEs and DL UP TNL Information IEs to support packet duplication for intra-gNB-DU CA as defined in TS 38.470 [2]. 

If Duplication Activation IE is included in the UE CONTEXT SETUP REQUEST message for a DRB, gNB-DU should take it into account when activing/deactiving CA based PDCP duplication for the DRB.

If DC Based Duplication Configured IE is included in the UE CONTEXT SETUP REQUEST message for a DRB, gNB-DU shall regard that DC based PDCP duplication is configured for this DRB if the value is set to be "true" and it should take the responsibility of PDCP duplication activation/deactivation. If DC Based Duplication Activation IE is included in the UE CONTEXT SETUP REQUEST message for a DRB, gNB-DU should take it into account when activing/deactiving DC based PDCP duplication for this DRB.

If UL PDCP SN length IE is included in the UE CONTEXT SETUP REQUEST message for a DRB, gNB-DU shall, if supported, store this information and use it for lower layer configuration.
For EN-DC operation, and if the Subscriber Profile ID for RAT/Frequency priority IE is received from an MeNB, the UE CONTEXT SETUP REQUEST message shall contain the Subscriber Profile ID for RAT/Frequency priority IE. The gNB-DU shall store the received Subscriber Profile ID for RAT/Frequency priority in the UE context and use it as defined in TS 36.300 [20].

If the Index to RAT/Frequency Selection Priority IE is available at the gNB-CU, the Index to RAT/Frequency Selection Priority IE shall be included in the UE CONTEXT SETUP REQUEST. The gNB-DU may use it for RRM purposes.
The gNB-DU shall report to the gNB-CU, in the UE CONTEXT SETUP RESPONSE message, the result for all the requested DRBs and SRBs in the following way:

-
A list of DRBs which are successfully established shall be included in the DRB Setup List IE;

-
A list of DRBs which failed to be established shall be included in the DRB Failed to Setup List IE;

-
A list of SRBs which failed to be established shall be included in the SRB Failed to Setup List IE. 

-
A list of successfully established SRBs with logical channel identities for primary path shall be included in the SRB Setup List IE only if CA based PDCP duplication is initiated for the concerned SRBs.

When the gNB-DU reports the unsuccessful establishment of a DRB or SRB, the cause value should be precise enough to enable the gNB-CU to know the reason for the unsuccessful establishment.

For EN-DC operation, the gNB-CU shall include in the UE CONTEXT SETUP REQUEST the E-UTRAN QoS IE. The allocation of resources according to the values of the Allocation and Retention Priority IE included in the E-UTRAN QoS IE shall follow the principles described for the E-RAB Setup procedure in TS 36.413 [15].

For NG-RAN operation, the gNB-CU shall include in the UE CONTEXT SETUP REQUEST the DRB Information IE.

For DC operation, the CG-ConfigInfo IE shall be included in the CU to DU RRC Information IE at the gNB acting as secondary node. If the CG-ConfigInfo IE is included in the UE CONTEXT SETUP REQUEST message, the gNB-DU shall regard it as a reconfiguration with sync as defined in TS 38.331 [8].

If the HandoverPreparationInformation IE is included in the CU to DU RRC Information IE in the UE CONTEXT SETUP REQUEST message, the gNB-DU of the gNB acting as master node shall regard it as a reconfiguration with sync as defined in TS 38.331 [8]. The gNB-CU of the gNB acting as master node shall only initiate the UE Context Setup procedure for handover or secondary node addition when at least one DRB is setup for the UE.

If the gNB-CU includes the SMTC information of the measured frequency(ies) in the MeasurementTimingConfiguration IE of the CU to DU RRC Information IE that is included in the UE CONTEXT SETUP REQUEST message, the gNB-DU shall generate the measurement gaps based on the received SMTC information. Then the gNB-DU shall send the measurement gaps information to the gNB-CU in the MeasGapConfig IE of the DU to CU RRC Information IE that is included in the UE CONTEXT SETUP RESPONSE message.

For EN-DC operation, if the gNB-CU includes the Resource Coordination Transfer Information IE in the UE CONTEXT SETUP REQUEST message, the gNB-DU shall, if supported, use it for the purpose of resource coordination. If the gNB-CU received the MeNB Resource Coordination Information as defined in TS 36.423 [9], it shall transparently transfer it to the gNB-DU via the Resource Coordination Transfer Container IE in the UE CONTEXT SETUP REQUEST message. The gNB-DU shall use the information received in the Resource Coordination Transfer Container IE for reception of MeNB Resource Coordination Information at the gNB acting as secondary node as described in TS 36.423 [9]. If the Resource Coordination E-UTRA Cell Information IE is included in the Resource Coordination Information IE, the gNB-DU shall store the information replacing previously received information for the same E-UTRA cell, and use the stored information for the purpose of resource coordination.

The UEAssistanceInformation IE shall be included in CU to DU RRC Information IE in the UE CONTEXT SETUP REQUEST message if the gNB-CU received this IE from the UE; if the UEAssistanceInformation IE is included in the CU to DU RRC Information IE in the UE CONTEXT SETUP REQUEST message, the gNB-DU shall, if supported, take it into account when configuring resources for the UE.

If the Resource Coordination Transfer Container IE is included in the UE CONTEXT SETUP RESPONSE, the gNB-CU shall transparently transfer this information for the purpose of resource coordination as described in TS 36.423 [9].

If the Masked IMEISV IE is contained in the UE CONTEXT SETUP REQUEST message the gNB-DU shall, if supported, use it to determine the characteristics of the UE for subsequent handling.
If the SCell Failed To Setup List IE is contained in the UE CONTEXT SETUP RESPONSE message, the gNB-CU shall regard the corresponding SCell(s) failed to be established with an appropriate cause value for each SCell failed to setup.

If the Inactivity Monitoring Request IE is contained in the UE CONTEXT SETUP REQUEST message, gNB-DU may consider that the gNB-CU has requested the gNB-DU to perform UE inactivity monitoring. If the Inactivity Monitoring Response IE is contained in the UE CONTEXT SETUP RESPONSE message and set to "Not-supported", the gNB-CU shall consider that the gNB-DU does not support UE inactivity monitoring for the UE. 

If the CellGroupConfig IE is included in the DU to CU RRC Information IE contained in the UE CONTEXT SETUP RESPONSE message, the gNB-CU shall perform RRC Reconfiguration or RRC connection resume as described in TS 38.331 [8]. The CellGroupConfig IE shall transparently be signaled to the UE as specified in TS 38.331 [8].

If the Full Configuration IE is contained in the UE CONTEXT SETUP RESPONSE message, the gNB-CU shall consider that the gNB-DU has generated the CellGroupConfig IE using full configuration.

If the C-RNTI IE is included in the UE CONTEXT SETUP RESPONSE, the gNB-CU shall consider that the C-RNTI has been allocated by the gNB-DU for this UE context.

The UE Context Setup Procedure is not used to configure SRB0.

If the UE CONTEXT SETUP REQUEST message contains the RRC-Container IE, the gNB-DU shall send the corresponding RRC message to the UE via SRB1.

If the Notification Control IE is included in the DRB to Be Setup List IE and it is set to active, the gNB-DU shall, if supported, monitor the QoS of the DRB and notify the gNB-CU if the QoS cannot be fulfilled any longer or if the QoS can be fulfilled again. The Notification Control IE can only be applied to GBR bearers.

If the UL PDU Session Aggregate Maximum Bit Rate IE is included in the QoS Flow Level QoS Parameters IE containded in the UE CONTEXT SETUP REQUEST message, the gNB-DU shall store the received UL PDU Session Aggregate Maximum Bit Rate and use it when enforcing uplink traffic policing for non-GBR Bearers for the concerned UE as specified in TS 23.501 [21].

The gNB-DU shall store the received gNB-DU UE Aggregate Maximum Bit Rate Uplink and use it for non-GBR Bearers for the concerned UE.

If the UE CONTEXT SETUP REQUEST message contains the QoS Flow Mapping Indication IE, the gNB-DU may take it into account that only the uplink or downlink QoS flow is mapped to the DRB.

If the Enhanced Coverage Restricted IE is included in the UE CONTEXT SETUP REQUEST message, the NG-DU shall store this information in the UE context and use it as defined in TS 23.401 [11].
If the CE-Mode-B Restricted IE is included in the UE CONTEXT SETUP REQUEST  message and the Enhanced Coverage Restricted IE is not set to restricted and the Enhanced Coverage Restricted information stored in the UE context is not set to restricted, the NG-DU shall store this information in the UE context and use it as defined in TS 23.401 [11].
------Start of the Next Change------
8.7.1
Paging 
8.7.1.1
General
The purpose of the Paging procedure is used to provide the paging information to enable the gNB-DU to page a UE. The procedure uses non-UE associated signalling.

8.7.1.2
Successful Operation
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Figure 8.7.1.2-1: Paging procedure. Successful operation.
The gNB-CU initiates the procedure by sending a PAGING message.

The Paging DRX IE may be included in the PAGING message, and if present the gNB-DU may use it to determine the final paging cycle for the UE.

The Paging Priority IE may be included in the PAGING message, and if present the gNB-DU may use it according to TS 23.501 [21].

At the reception of the PAGING message, the gNB-DU shall perform paging of the UE in cells which belong to cells as indicated in the Paging Cell List IE.

The Paging Origin IE may be included in the PAGING message, and if present the gNB-DU shall transfer it to the UE.

If the Enhanced Coverage Restricted IE is included in the PAGING message, the NG-DU shall, if supported, use it as defined in TS 23.401 [11].
If the CE-Mode-B Restricted IE is included in the PAGING message and the Enhanced Coverage Restricted IE is not set to restricted, the NG-DU shall use it as defined in TS 23.401 [11].
------Start of the Next Change------
9.2.2.1
UE CONTEXT SETUP REQUEST

This message is sent by the gNB-CU to request the setup of a UE context.
Direction: gNB-CU ( gNB-DU. 
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	gNB-CU UE F1AP ID
	M 
	
	9.3.1.4
	
	YES
	reject

	gNB-DU UE F1AP ID 
	O
	
	9.3.1.5
	
	YES
	ignore

	SpCell ID
	M
	
	NR CGI

9.3.1.12
	Special Cell as defined in TS 38.321 [16]. For handover case, this IE shall be considered as target cell.
	YES
	reject

	ServCellIndex
	M
	
	INTEGER (0..31)
	
	YES
	reject

	SpCell UL Configured
	O
	
	Cell UL Configured

9.3.1.33
	
	YES
	ignore

	CU to DU RRC Information
	M
	
	9.3.1.25
	
	YES
	reject

	Candidate SpCell List
	
	0..1
	
	
	YES
	ignore

	>Candidate SpCell Item IEs
	
	1 .. <maxnoofCandidateSpCells>
	
	
	EACH
	ignore

	>>Candidate SpCell ID
	M
	
	NR CGI

9.3.1.12
	Special Cell as defined in TS 38.321 [16]
	-
	

	DRX Cycle 
	O
	
	DRX Cycle 

9.3.1.24
	
	YES
	ignore

	Resource Coordination Transfer Container
	O
	
	OCTET STRING
	Includes the MeNB Resource Coordination Information IE as defined in subclause 9.2.116 of TS 36.423 [9].
	YES
	ignore

	SCell To Be Setup List
	
	0..1
	
	
	YES
	ignore

	>SCell to Be Setup Item IEs
	
	1.. <maxnoofSCells>
	
	
	EACH
	ignore

	>>SCell ID
	M
	
	NR CGI

9.3.1.12
	SCell Identifier in gNB
	-
	

	>>SCellIndex
	M
	
	INTEGER (1..31)
	
	-
	

	>>SCell UL Configured
	O
	
	Cell UL Configured

9.3.1.33
	
	-
	

	>>servingCellMO
	O
	
	INTEGER (1..64)
	
	YES
	ignore

	SRB to Be Setup List
	
	0..1
	
	
	YES
	reject

	>SRB to Be Setup Item IEs
	
	1 .. <maxnoofSRBs>
	
	
	EACH
	reject

	>>SRB ID
	M
	
	9.3.1.7
	
	-
	

	>>Duplication Indication
	O
	
	ENUMERATED (true, ..., false)
	If included, it should be set to true.
	YES
	ignore

	DRB to Be Setup List
	
	0..1
	
	
	YES
	reject

	>DRB to Be Setup Item IEs
	
	1 .. <maxnoofDRBs> 
	
	
	EACH
	reject

	>>DRB ID
	M
	
	9.3.1.8
	
	-
	

	>>CHOICE QoS Information
	M
	
	
	
	-
	

	>>>E-UTRAN QoS
	M
	
	9.3.1.19
	Shall be used for EN-DC case to convey E-RAB Level QoS Parameters
	-
	

	>>>DRB Information
	
	1
	
	Shall be used for NG-RAN cases
	YES
	ignore

	>>>>DRB QoS
	M
	
	9.3.1.45
	
	-
	

	>>>>S-NSSAI
	M
	
	9.3.1.38
	
	-
	

	>>>>Notification Control
	O
	
	9.3.1.56
	
	-
	

	>>>>Flows Mapped to DRB Item
	
	1 .. <maxnoofQoSFlows>
	
	
	-
	

	>>>>>QoS Flow Identifier
	M
	
	9.3.1.63
	
	-
	

	>>>>>QoS Flow Level QoS Parameters
	M
	
	9.3.1.45
	
	-
	

	>>>>>QoS Flow Mapping Indication
	O
	
	9.3.1.72
	
	YES
	ignore

	>>UL UP TNL Information to be setup List
	
	1
	
	
	-
	

	>>> UL UP TNL Information to Be Setup Item IEs
	
	1 .. <maxnoofULUPTNLInformation>
	
	
	-
	

	>>>>UL UP TNL Information
	M
	
	UP Transport Layer Information

9.3.2.1
	gNB-CU endpoint of the F1 transport bearer. For delivery of UL PDUs.
	-
	

	>> RLC Mode
	M
	
	9.3.1.27
	
	-
	

	>> UL Configuration
	O
	
	UL Configuraiton  

9.3.1.31
	Information about UL usage in gNB-DU. 
	-
	

	>>Duplication Activation
	O
	
	9.3.1.36
	Information on the initial state of CA based UL PDCP duplication 
	-
	

	>> DC Based Duplication Configured
	O
	
	ENUMERATED (true, ..., false)
	Indication on whether DC based PDCP duplication is configured or not. If included, it should be set to true.
	YES
	reject

	>>DC Based Duplication Activation
	O
	
	Duplication Activation

9.3.1.36
	Information on the initial state of  DC basedUL PDCP duplication
	YES
	reject

	>>DL PDCP SN length
	M
	
	ENUMERATED (12bits, 18bits, ...)
	
	YES
	ignore

	>>UL PDCP SN length
	O
	
	ENUMERATED (12bits, 18bits, ...)
	
	YES
	ignore

	Inactivity Monitoring Request 
	O
	
	ENUMERATED (true, ...)
	
	YES
	reject

	RAT-Frequency Priority Information
	O
	
	9.3.1.34
	
	YES
	reject

	RRC-Container
	O
	
	9.3.1.6
	Includes the DL-DCCH-Message IE as defined in subclause 6.2 of TS 38.331 [8], encapsulated in a PDCP PDU.
	YES
	ignore

	Masked IMEISV
	O
	
	9.3.1.55
	
	YES
	ignore

	Serving PLMN
	O
	
	PLMN ID

9.3.1.14
	Indicates the PLMN serving the UE.
	YES
	ignore

	gNB-DU UE Aggregate Maximum Bit Rate Uplink
	C-ifDRBSetup
	
	Bit Rate 9.3.1.22
	The gNB-DU UE Aggregate Maximum Bit Rate Uplink is to be enforced by the gNB-DU.
	YES
	ignore

	RRC Delivery Status Request
	O
	
	ENUMERATED (true, …)
	Indicates whether RRC DELIVERY REPORT procedure is requested for the RRC message.
	YES
	ignore

	Resource Coordination Transfer Information
	O
	
	9.3.1.73
	
	YES
	ignore

	servingCellMO
	O
	
	INTEGER (1..64)
	
	YES
	ignore

	Enhanced Coverage Restricted
	O
	
	9.3.1.xx
	
	YES
	ignore

	CE-mode-B Restricted
	O
	
	9.3.1.xy
	
	YES
	ignore


	Range bound
	Explanation

	maxnoofSCells
	Maximum no. of SCells allowed towards one UE, the maximum value is 32.

	maxnoofSRBs
	Maximum no. of SRB allowed towards one UE, the maximum value is 8. 

	maxnoofDRBs
	Maximum no. of DRB allowed towards one UE, the maximum value is 64. 

	maxnoofULUPTNLInformation
	Maximum no. of ULUP TNL Information allowed towards one DRB, the maximum value is 2.

	maxnoofCandidateSpCells
	Maximum no. of SpCells allowed towards one UE, the maximum value is 64.

	maxnoofQoSFlows
	Maximum no. of flows allowed to be mapped to one DRB, the maximum value is 64.


	Condition
	Explanation

	ifDRBSetup
	This IE shall be present only if the DRB to Be Setup List IE is present.


------Start of the Next Change------
9.2.6.1
PAGING

This message is sent by the gNB-CU and is used to request the gNB-DU to page UEs.

Direction: gNB-CU ( gNB-DU

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	ignore

	UE Identity Index value
	M
	
	9.3.1.39
	
	YES
	reject

	CHOICE Paging Identity 
	M
	
	
	
	YES
	reject

	>RAN UE Paging identity
	M
	
	9.3.1.43
	
	-
	

	>CN UE paging identity 
	M
	
	9.3.1.44
	
	-
	

	Paging DRX
	O
	
	9.3.1.40
	It is defined as the minimum between the RAN UE Paging DRX and CN UE Paging DRX
	YES
	ignore

	Paging Priority
	O
	
	9.3.1.41
	
	YES
	ignore

	Paging Cell List 
	
	1
	
	
	YES
	ignore

	>Paging Cell Item IEs
	
	1 .. <maxnoofPagingCells>
	
	
	EACH
	ignore

	>>NR CGI
	M
	
	9.3.1.12
	
	-
	

	Paging Origin
	O
	
	9.3.1.79
	
	YES
	ignore

	Enhanced Coverage Restricted
	O
	
	9.3.1.xx
	
	YES
	ignore

	CE-mode-B Restricted
	O
	
	9.3.1.xy
	
	YES
	ignore


	Range bound
	Explanation

	maxnoofPagingCells
	Maximum no. of paging cells, the maximum value is 512. 


------Start of the Next Change------
9.3.1.xx
Enhanced Coverage Restricted
This IE provides information on the restriction information of using Coverage Enhancement.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Enhanced Coverage Restricted
	O
	
	ENUMERATED (restricted, ...)
	Indicates whether the UE is restricted to use coverage enhancement.

Value “restricted” indicates that the UE is not allowed to use coverage enhancement.
	-
	-


------Start of the Next Change------
9.2.1.xy 
CE-mode-B Restricted
This IE provides information on the restriction information of using Coverage Enhancement Mode B.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	CE-mode-B Restricted
	O
	
	ENUMERATED (restricted, not-restricted...)
	Indicates whether the UE is restricted to use coverage enhancement.

Value “restricted” indicates that the UE is not allowed to use coverage enhancement mode B. Value “not-restricted” indicates that the UE is allowed to use coverage enhancement mode B.
	-
	-


------Start of the Next Change------
9.4.4
PDU Definitions

-- ASN1START 

-- **************************************************************

--

-- PDU definitions for F1AP.

--

-- **************************************************************

F1AP-PDU-Contents { 

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

ngran-access (22) modules (3) f1ap (3) version1 (1) f1ap-PDU-Contents (1) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


Candidate-SpCell-Item,


----Skip the unchanged part----

PagingOrigin

EnhancedCoverageRestricted
CE-ModeBRestricted
FROM F1AP-IEs


PrivateIE-Container{},


ProtocolExtensionContainer{},


ProtocolIE-Container{},


ProtocolIE-ContainerPair{},


ProtocolIE-SingleContainer{},


F1AP-PRIVATE-IES,


F1AP-PROTOCOL-EXTENSION,


F1AP-PROTOCOL-IES,


F1AP-PROTOCOL-IES-PAIR

FROM F1AP-Containers


id-Candidate-SpCell-Item,


----Skip the unchanged part----

id-PagingOrigin,
id-EnhancedCoverageRestricted
id-CE-ModeBRestricted

maxCellingNBDU,


maxnoofCandidateSpCells,


maxnoofDRBs,


maxnoofErrors,


maxnoofIndividualF1ConnectionsToReset,


maxnoofPotentialSpCells,

maxnoofSCells,


maxnoofSRBs,


maxnoofPagingCells,


maxnoofTNLAssociations,


maxCellineNB,


maxnoofUEIDs
FROM F1AP-Constants;

----Skip the unchanged part----
-- **************************************************************

--

-- UE Context Setup ELEMENTARY PROCEDURE

--

-- **************************************************************

-- **************************************************************

--

-- UE CONTEXT SETUP REQUEST

--

-- **************************************************************

UEContextSetupRequest ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { { UEContextSetupRequestIEs} },


...

}

UEContextSetupRequestIEs F1AP-PROTOCOL-IES ::= {


{ ID id-gNB-CU-UE-F1AP-ID





CRITICALITY reject
TYPE GNB-CU-UE-F1AP-ID







PRESENCE mandatory
}|


{ ID id-gNB-DU-UE-F1AP-ID





CRITICALITY ignore
TYPE GNB-DU-UE-F1AP-ID







PRESENCE optional 
}|


{ ID id-SpCell-ID







CRITICALITY reject
TYPE NRCGI










PRESENCE mandatory
}|


{ ID id-ServCellIndex






CRITICALITY reject
TYPE ServCellIndex








PRESENCE mandatory
}|


{ ID id-SpCellULConfigured





CRITICALITY ignore
TYPE CellULConfigured







PRESENCE optional
}|


{ ID id-CUtoDURRCInformation




CRITICALITY reject
TYPE CUtoDURRCInformation






PRESENCE mandatory}|

{ ID id-Candidate-SpCell-List




CRITICALITY ignore
TYPE Candidate-SpCell-List






PRESENCE optional
}|

{ ID id-DRXCycle







CRITICALITY ignore
TYPE DRXCycle









PRESENCE optional
}|


{ ID id-ResourceCoordinationTransferContainer
CRITICALITY ignore
TYPE ResourceCoordinationTransferContainer
PRESENCE optional
}|


{ ID id-SCell-ToBeSetup-List




CRITICALITY ignore
TYPE SCell-ToBeSetup-List






PRESENCE optional
}|


{ ID id-SRBs-ToBeSetup-List





CRITICALITY reject
TYPE SRBs-ToBeSetup-List






PRESENCE optional
}|


{ ID id-DRBs-ToBeSetup-List





CRITICALITY reject
TYPE DRBs-ToBeSetup-List






PRESENCE optional
}|


{ ID id-InactivityMonitoringRequest



CRITICALITY reject
TYPE InactivityMonitoringRequest




PRESENCE optional
}|


{ ID id-RAT-FrequencyPriorityInformation

CRITICALITY reject
TYPE RAT-FrequencyPriorityInformation


PRESENCE optional
}|


{ ID id-RRCContainer






CRITICALITY ignore
TYPE RRCContainer








PRESENCE optional
}|


{ ID id-MaskedIMEISV






CRITICALITY ignore
TYPE MaskedIMEISV








PRESENCE optional
}|


{ ID id-ServingPLMN







CRITICALITY ignore
TYPE PLMN-Identity








PRESENCE optional
}|


{ ID id-GNB-DU-UE-AMBR-UL





CRITICALITY ignore
TYPE BitRate









PRESENCE conditional }|

{ ID id-RRCDeliveryStatusRequest




CRITICALITY ignore
TYPE RRCDeliveryStatusRequest



PRESENCE optional }|


{ ID id-ResourceCoordinationTransferInformation
CRITICALITY ignore
TYPE ResourceCoordinationTransferInformation
PRESENCE optional
}|


{ ID id-ServingCellMO





CRITICALITY ignore
TYPE ServingCellMO









PRESENCE optional
}|

{ ID id-EnhancedCoverageRestricted



CRITICALITY ignore
TYPE EnhancedCoverageRestricted


      PRESENCE optional }|

{ ID id-CE-ModeBRestricted



        CRITICALITY ignore
TYPE CE-ModeBRestricted


               PRESENCE optional},


...

} 

----Skip the unchanged part----
-- **************************************************************

--

-- Paging PROCEDURE

--

-- **************************************************************

-- **************************************************************

--

-- Paging

--

-- **************************************************************

Paging ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       {{ PagingIEs}},


...

}

PagingIEs F1AP-PROTOCOL-IES ::= {


{ ID id-UEIdentityIndexValue
CRITICALITY reject
TYPE UEIdentityIndexValue

PRESENCE mandatory
}|


{ ID id-PagingIdentity


CRITICALITY reject
TYPE PagingIdentity



PRESENCE mandatory
}|


{ ID id-PagingDRX



CRITICALITY ignore
TYPE PagingDRX




PRESENCE optional
}|


{ ID id-PagingPriority


CRITICALITY ignore
TYPE PagingPriority



PRESENCE optional
}|


{ ID id-PagingCell-List


CRITICALITY ignore
TYPE PagingCell-list


PRESENCE mandatory
}|


{ ID id-PagingOrigin


CRITICALITY ignore
TYPE PagingOrigin



PRESENCE optional
}|


{ ID id-EnhancedCoverageRestricted



CRITICALITY ignore
TYPE EnhancedCoverageRestricted


         PRESENCE optional
}|

{ ID id-CE-ModeBRestricted



        CRITICALITY ignore
TYPE CE-ModeBRestricted


                  PRESENCE optional},


...

}

----Skip the unchanged part----
END
-- ASN1STOP 

9.4.5
Information Element Definitions

-- ASN1START 

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

F1AP-IEs {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

ngran-access (22) modules (3) f1ap (3) version1 (1) f1ap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

----Skip the unchanged part----

-- E

Endpoint-IP-address-and-port ::=SEQUENCE {


endpointIPAddress TransportLayerAddress,


iE-Extensions




ProtocolExtensionContainer { { Endpoint-IP-address-and-port-ExtIEs} } OPTIONAL

}

Endpoint-IP-address-and-port-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {


...

}
EnhancedCoverageRestricted ::= ENUMERATED {


restricted,


...

}
ExtendedAvailablePLMN-List ::= SEQUENCE (SIZE(1..maxnoofExtendedBPLMNs)) OF ExtendedAvailablePLMN-Item

----Skip the unchanged part----
-- Z

END
-- ASN1STOP 

9.4.7
Constant Definitions

-- ASN1START 

-- **************************************************************

--

-- Constant definitions

--

-- **************************************************************

F1AP-Constants { 

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

ngran-access (22) modules (3) f1ap (3) version1 (1) f1ap-Constants (4) } 

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

----Skip the unchanged part----
-- **************************************************************

--

-- IEs

--

-- **************************************************************

id-Cause










ProtocolIE-ID ::= 0

----Skip the unchanged part----
id-PagingOrigin









ProtocolIE-ID ::= 216
id-EnhancedCoverageRestricted





ProtocolIE-ID ::= 217
END

-- ASN1STOP 

------End of the Change------
3GPP


