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<<<<<<<<<<<<<<<<<<<< START OF CHANGES >>>>>>>>>>>>>>>>>>>>
3.3
Abbreviations
RIM
Remote Interference Management
RIM-RS
RIM Reference Signal
<<<<<<<<<<<<<<<<<<<< NEXT CHANGES >>>>>>>>>>>>>>>>>>>>
5.2.x
RIM information transfer function

This function allows to transfer RIM information between the gNB-CU and the gNB-DU. RIM information containing “RIM-RS detected” or “RIM-RS disappeared” are transferred over F1-C. And the one or more TAI/Global gNB ID information corresponding to Set ID decoded from RIM-RS also may be transferred over F1-C from aggressor gNB-DU to gNB-CU. The gNB-CU in victim side shall make an appropriate decision to distribute RIM information to the gNB-DUs and expect gNB-DUs to continue or stop RIM-RS transmission according to all the received RIM-RS detection information.
<<<<<<<<<<<<<<<<<<<< NEXT CHANGES >>>>>>>>>>>>>>>>>>>>
6.1.x
RIM Information Transfer procedures
The F1 RIM Information transfer procedures are listed below:
-
Uplink RIM Information Transfer procedure

-
Downlink RIM Information Transfer procedure

<<<<<<<<<<<<<<<<<<<< END OF CHANGES >>>>>>>>>>>>>>>>>>>>
