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<<<<<<<<<<<<<<<<<<<< Changes Begin >>>>>>>>>>>>>>>>>>>>

8.2.2.2
Successful Operation
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Figure 8.2.2.2-1: Error Indication procedure, gNB-CU-CP originated. Successful operation.
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Figure 8.2.2.2-2: Error Indication procedure, gNB-CU-UP originated. Successful operation.

When the conditions defined in clause 10 are fulfilled, the Error Indication procedure is initiated by an ERROR INDICATION message sent from the receiving node.

The ERROR INDICATION message shall contain at least either the Cause IE or the Criticality Diagnostics IE. In case the Error Indication procedure is triggered by utilising UE associated signalling the gNB-CU-CP UE E1AP ID IE and gNB-CU-UP UE E1AP ID IE shall be included in the ERROR INDICATION message. If one or both of the gNB-CU-CP UE E1AP ID IE and the gNB-CU-UP UE E1AP ID IE are not correct, the cause shall be set to appropriate value, e.g., "Unknown Local UE E1AP ID" or "Inconsistent remote UE E1AP ID".

<<<<<<<<<<<<<<<<<<<< Next Changes >>>>>>>>>>>>>>>>>>>>
9.3.1.2
Cause

The purpose of the Cause IE is to indicate the reason for a particular event for the E1AP protocol.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	CHOICE Cause Group
	M
	
	
	

	>Radio Network Layer
	
	
	
	

	>>Radio Network Layer Cause 
	M
	
	ENUMERATED
(Unspecified, 

Unknown Local UE E1AP ID, 


Inconsistent remote UE E1AP ID, 

Interaction with other procedure, 

PDCP Count Wrap Around, 
Not supported QCI value,

Not supported 5QI value,

Encryption algorithms not supported, 
Integrity protection algorithms not supported,

UP integrity protection not possible, 

UP confidentiality protection not possible,

Multiple PDU Session ID Instances,

Unknown PDU Session ID,

Multiple QoS Flow ID Instances,

Unknown QoS Flow ID,

Multiple DRB ID Instances,

Unknown DRB ID,

Invalid QoS combination,

Procedure cancelled,

Normal release,

No radio resources available,

Action desirable for radio reasons,

Resources not available for the slice,

PDCP configuration not supported,

…,
UE DL maximum integrity protected data rate reason,

UP integrity protection failure, Release due to Pre-Emption)
	

	>Transport Layer
	
	
	
	

	>>Transport Layer Cause
	M
	
	ENUMERATED
(Unspecified, 

Transport Resource Unavailable, …)
	

	>Protocol
	
	
	
	

	>>Protocol Cause
	M
	
	ENUMERATED
(Transfer Syntax Error,
Abstract Syntax Error (Reject),
Abstract Syntax Error (Ignore and Notify),
Message not Compatible with Receiver State,

Semantic Error,

Abstract Syntax Error (Falsely Constructed Message), Unspecified, …)
	

	>Misc
	
	
	
	

	>>Miscellaneous Cause
	M
	
	ENUMERATED
(Control Processing Overload, Not enough User Plane Processing Resources,
Hardware Failure,
O&M Intervention,
Unspecified, …)
	


The meaning of the different cause values is described in the following table. In general, "not supported" cause values indicate that the related capability is missing. On the other hand, "not available" cause values indicate that the related capability is present, but insufficient resources were available to perform the requested action.

	Radio Network Layer cause
	Meaning
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