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1. possible issue 
In E1AP the BEARER CONTEXT MODIFICATION REQUEST message there exists no Activity Notification Level IE, however in the same message the UE Inactivity Timer IE its semantic description has “Included if the Activity Notification Level is set to UE.”. 
The consequence is in the receiving side, that has no mean to check what is the indicating activity notification level (“UE”, “DRB” or “PDU Session”), and no way to check the condition whether e.g. the UE Inactivity Timer IE is to be present or not.

Same situation for the DRB Inactivity Timer IE and PDU Session Inactivity Timer IE.
2. Discussion and proposal
The simple way is to solve is to add Activity Notification Level IE in the BEARER CONTEXT MODIFICATION REQUEST message, similar with that in the BEARER CONTEXT SETUP REQUEST message that always indicate the activity notification level (either “UE”, “DRB” or “PDU Session”).
Alternatively, interpret in a way that when e.g. the UE Inactivity Timer IE is present then it means the activity notification level is “UE”. This way is also workable however compare with the explicit indicating in Activity Notification level IE, this ay makes the receiving side more checking the presence of UE Inactivity Timer IE, DRB Inactivity Timer IE and the PDU Session Inactivity Timer IE.
It is therefore preferable to add the Activity Notification Level IE in the BEARER CONTEXT MODIFICATION REQUEST message

Proposal: It is proposed to add the Activity Notification Level IE in the BEARER CONTEXT MODIFICATION REQUEST message, so the receiving side can know the condition of the presence of the UE Inactivity Timer IE, DRB Inactivity Timer IE and PDU Session Inactivity Timer IE.
Companion CR is submitted.
Annex: 
	UE Inactivity Timer
	O
	
	Inactivity Timer 

9.3.1.54
	Included if the Activity Notification Level is set to UE.
	-
	-


	>>>>DRB Inactivity Timer
	O
	
	Inactivity Timer 

9.3.1.54
	Included if the Activity Notification Level is set to DRB.
	-
	-


	>>>>PDU Session Inactivity Timer
	O
	
	Inactivity Timer 

9.3.1.54
	Included if the Activity Notification Level is set to PDU Session.
	-
	-


	Activity Notification Level
	M
	
	ENUMERATED (DRB, PDU Session, UE, …)
	
	YES
	reject
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