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[bookmark: _Toc525680103]<<<<<<<<<<<<<<<<<<<< Changes Begin >>>>>>>>>>>>>>>>>>>>
[bookmark: _Toc5612679]3.3	Abbreviations
For the purposes of the present document, the abbreviations given in 3GPP TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in 3GPP TR 21.905 [1].
DRB	Data Radio Bearers
F1-U	F1 User plane interface
F1-C	F1 Control plane interface
F1AP	F1 Application Protocol
GTP-U	GPRS Tunnelling Protocol
IP	Internet Protocol
NR-MIB	NR-Master Information Block
O&M	Operation and Maintenance
PA	Paging Area
PF	Paging Frame
PO	Paging Occasion
QoS	Quality of Service
RRC	Radio Resource Control
SCTP	Stream Control Transmission Protocol
SRB	Signalling Radio Bearers
SIB1	System Information Block 1
TMF	Transmission Measurement Function
TNL	Transport Network Layer

<<<<<<<<<<<<<<<<<<<< Unchanged Text Omitted >>>>>>>>>>>>>>>>>>>>
[bookmark: _Toc534718373]
[bookmark: OLE_LINK3]5.2.x Positioning function	
This function allows to transfer positioning messages between the gNB-CU and the gNB-DU. The positioning messages are transferred over F1-C. A transmission measurement function (TMF) may be deployed on gNB-DU. The TMF is responsible for transmitting positioning reference signals, and receiving sounding reference signals for uplink positioning measurements.
With this function, gNB-CU requests downlink/uplink positioning information from gNB-DU, and gNB-DU responds to gNB-CU with the downlink/uplink positioning information.
With this function, gNB-CU requests positioning measurements from gNB-DU, and gNB-DU responds to gNB-CU with the positioning measurements.

<<<<<<<<<<<<<<<<<<<< Unchanged Text Omitted >>>>>>>>>>>>>>>>>>>>

6.1.x Positioning procedures	
The F1 positioning procedures are listed below:
· DL Positioning Information Exchange Procedure;
· UL Positioning Information Exchange Procedure;
· Positioning Measurement Procedure;
· Positioning Measurement Update Procedure;
· Positioning Measurement Terminate Procedure.

<<<<<<<<<<<<<<<<<<<< Changes End >>>>>>>>>>>>>>>>>>>>

