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	Reason for change:
	In NG-AP NG SETUP RESPONSE and AMF CONFIGURATION UPDATE messages, the Backup AMF name IE is optionally included in the Tabular. This may be used in the AMF reselection in case the associated GUAMI is not available. 

But currently no procedural texts on the Backup AMF name are given. 




	
	

	Summary of change:
	
To add the procedural texts on the Backup AMF Name IE in NG-AP NG SETUP RESPONSE and AMF CONFIGURATION UPDATE messages. That is, this IE can be used by the NG-RAN node to perform AMF reselection.
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Impact assessment towards the previous version of the specification (same release):
This CR has an isolated impact towards the previous version of the specification (same release).
This CR only has an impact on the NG setup and AMF configuration update function. 


	
	

	Consequences if not approved:
	The usage of backup AMF name in NG setup and AMF configuraiton update procedure is not clear. 
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[bookmark: _Toc5694163][bookmark: _Toc525567631][bookmark: _Toc525567067][bookmark: _Toc534900834][bookmark: _Toc535237692]8.7.1	NG Setup
[bookmark: _Toc5694164]8.7.1.1	General
The purpose of the NG Setup procedure is to exchange application level data needed for the NG-RAN node and the AMF to correctly interoperate on the NG-C interface. This procedure shall be the first NGAP procedure triggered after the TNL association has become operational. The procedure uses non-UE associated signalling.
This procedure erases any existing application level configuration data in the two nodes, replaces it by the one received and clears AMF overload state information at the NG-RAN node. If the NG-RAN node and AMF do not agree on retaining the UE contexts this procedure also re-initialises the NGAP UE-related contexts (if any) and erases all related signalling connections in the two nodes like an NG Reset procedure would do.
[bookmark: _Toc5694165]8.7.1.2	Successful Operation


Figure 8.7.1.2-1: NG setup: successful operation
The NG-RAN node initiates the procedure by sending an NG SETUP REQUEST message including the appropriate data to the AMF. The AMF responds with an NG SETUP RESPONSE message including the appropriate data.
If the UE Retention Information IE set to “ues-retained“ is included in the NG SETUP REQUEST message, the AMF may accept the proposal to retain the existing UE related contexts and signalling connections by including the UE Retention Information IE set to “ues-retained“ in the NG SETUP RESPONSE message.
If the Backup AMF Name IE is included in the NG SETUP REQUEST message, the NG-RAN node shall, if supported, perform AMF reselection considering the AMF as indicated by the Backup AMF Name IE as specified in TS 23.501. 


----------------------------------------------------------Next Change--------------------------------------------------------
8.7.3	AMF Configuration Update
[bookmark: _Toc5694174]8.7.3.1	General
The purpose of the AMF Configuration Update procedure is to update application level configuration data needed for the NG-RAN node and AMF to interoperate correctly on the NG-C interface. This procedure does not affect existing UE-related contexts, if any.
[bookmark: _Toc5694175]8.7.3.2	Successful Operation


Figure 8.7.3.2-1: AMF configuration update: successful operation
<Unchanged Text Omitted>
If the TNL Association Usage IE or the TNL Address Weight Factor IE is included in the AMF TNL Association to Add List IE or the AMF TNL Association to Update List IE, the NG-RAN node shall, if supported, consider it as defined in TS 23.502 [10].
If the Backup AMF Name IE is included in the NG SETUP REQUEST message, the NG-RAN node shall, if supported, perform AMF reselection considering the AMF as indicated by the Backup AMF Name IE as specified in TS 23.501. 
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