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8.2.2
PDU Session Resource Release

8.2.2.1
General

The purpose of the PDU Session Resource Release procedure is to enable the release of already established PDU session resources for a given UE. The procedure uses UE-associated signalling.
8.2.2.2
Successful Operation
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Figure 8.2.2.2-1: PDU session resource release: successful operation

The AMF initiates the procedure by sending a PDU SESSION RESOURCE RELEASE COMMAND message. 

The PDU SESSION RESOURCE RELEASE COMMAND message shall contain the information required by the NG-RAN node to release at least one PDU session resource, and include each PDU session resource to release in the PDU Session Resource to Release List IE. 


Upon reception of the PDU SESSION RESOURCE RELEASE COMMAND message the NG-RAN node shall execute the release of the requested PDU sessions. For each PDU session to be released the NG-RAN node shall release the corresponding resources over Uu and over NG. 

If the RAN Paging Priority IE is included in the PDU SESSION RESOURCE RELEASE COMMAND message, the NG-RAN node may use it to determine a priority for paging the UE in RRC_INACTIVE state.
The NG-RAN node shall, if supported, report in the PDU SESSION RESOURCE RELEASE RESPONSE message location information of the UE in the User Location Information IE.
After sending a PDU SESSION RESOURCE RELEASE RESPONSE message, the NG-RAN node shall be prepared to receive a PDU SESSION RESOURCE SETUP REQUEST message requesting establishment of a PDU session with a PDU Session ID corresponding to one of the PDU Session IDs that was present in the PDU Session Resource to Release List IE of the PDU SESSION RESOURCE RELEASE COMMAND message.

If the User Location Information IE is included in the PDU SESSION RESOURCE RELEASE RESPONSE message, the AMF shall handle this information as specified in TS 23.501 [9].
For each PDU session for which the Secondary RAT Usage Information IE is included in the PDU Session Resource Release Response Transfer IE, the SMF shall handle this information as specified in TS 23.502 [10].
8.2.2.3
Unsuccessful Operation

The unsuccessful operation is specified in the successful operation section.

8.2.2.4
Abnormal Conditions

If the NG-RAN node receives a PDU SESSION RESOURCE RELEASE COMMAND message containing multiple PDU Session ID IEs (in the PDU Session Resource to Release List IE) set to the same value, the NG-RAN node shall initiate the release of one corresponding PDU session and ignore the duplication of the instances of the selected corresponding PDU sessions.
If the NG-RAN node receives a PDU SESSION RESOURCE RELEASE COMMAND message containing PDU Session ID IE(s) (in the PDU Session Resource to Release List IE) that the NG-RAN node does not recognize, the NG-RAN node shall report the corresponding invalid PDU session(s) as failed in the PDU SESSION RESOURCE RELEASE RESPONSE message with an appropriate cause value.
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9.2.1.3
PDU SESSION RESOURCE RELEASE COMMAND

This message is sent by the AMF and is used to request the NG-RAN node to release already established PDU session resources for a given UE.

Direction: AMF ( NG-RAN node
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	AMF UE NGAP ID
	M
	
	9.3.3.1
	
	YES
	reject

	RAN UE NGAP ID
	M
	
	9.3.3.2
	
	YES
	reject

	RAN Paging Priority
	O
	
	9.3.3.15
	
	YES
	ignore

	
	
	
	
	
	
	

	PDU Session Resource to Release List
	
	1
	
	
	YES
	reject

	>PDU Session Resource to Release Item
	
	1..<maxnoofPDUSessions>
	
	
	-
	

	>>PDU Session ID
	M
	
	9.3.1.50
	
	-
	

	>>PDU Session Resource Release Command Transfer
	M
	
	OCTET STRING
	Containing the PDU Session Resource Release Command Transfer IE specified in subclause 9.3.4.12.
	-
	


	Range bound
	Explanation

	maxnoofPDUSessions
	Maximum no. of PDU sessions allowed towards one UE. Value is 256.
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9.4.5
Information Element Definitions

-- ASN1START

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

NGAP-IEs {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

ngran-Access (22) modules (3) ngap (1) version1 (1) ngap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS


id-AdditionalDLForwardingUPTNLInformation,


id-AdditionalDLUPTNLInformationForHOList,


id-AdditionalNG-UUPTNLInformation,


id-AdditionalDLQosFlowPerTNLInformation,

id-AdditionalUL-NGU-UP-TNLInformation,


id-Cause,


id-DataForwardingNotPossible,


id-DL-NGU-UP-TNLInformation,

id-LastE-UTRANPLMNIdentity,

id-NetworkInstance,


id-PDUSessionAggregateMaximumBitRate,


id-PDUSessionResourceFailedToSetupListCxtFail,

id-PDUSessionResourceReleaseResponseTransfer,

id-PDUSessionType,


id-QosFlowAddOrModifyRequestList,


id-QosFlowSetupRequestList,


id-QosFlowToReleaseList,

id-SecondaryRATUsageInformation,

id-SecurityIndication,

id-SecurityResult,

id-UL-NGU-UP-TNLInformation,


id-UL-NGU-UP-TNLModifyList,

id-S-NSSAI,

id-MaximumIntegrityProtectedDataRate-DL,


maxnoofAllowedAreas,

maxnoofAllowedS-NSSAIs,


maxnoofBPLMNs,
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-- **************************************************************

--

-- PDU Session Resource Release Elementary Procedure

--

-- **************************************************************

-- **************************************************************

--

-- PDU SESSION RESOURCE RELEASE COMMAND

--

-- **************************************************************

PDUSessionResourceReleaseCommand ::= SEQUENCE {


protocolIEs

ProtocolIE-Container

{ {PDUSessionResourceReleaseCommandIEs} },


...

}

PDUSessionResourceReleaseCommandIEs NGAP-PROTOCOL-IES ::= {


{ ID id-AMF-UE-NGAP-ID







CRITICALITY reject
TYPE AMF-UE-NGAP-ID


PRESENCE mandatory
}|


{ ID id-RAN-UE-NGAP-ID







CRITICALITY reject
TYPE RAN-UE-NGAP-ID


PRESENCE mandatory
}|


{ ID id-RANPagingPriority






CRITICALITY ignore
TYPE RANPagingPriority
PRESENCE optional
}|




{ ID id-PDUSessionResourceToReleaseListRelCmd

CRITICALITY reject
TYPE PDUSessionResourceToReleaseListRelCmd
PRESENCE mandatory
},


...

}
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