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1
Introduction

This paper discusses a couple of corrections proposed on top of the agreed/endorsed CRs.
2
Discussion

Stage 2 CR for 38.300 (was endorsed in R3-192095)

-
the stage 2 text needs to be put into context of the scenario, i.e. in-order delivery is requested, and an end-marker has not yet been received.

-
it needs to be clarified which kind of data is forwarded in the UL forwarding tunnel. It is assumed to be correct, that these are SDAP SDUs of the re-mapped QoS flows that might have been received from the UE via the new DRB(s) to which the QoS flow(s) have been remapped.
-
it is proposed, to make it crystal clear, that the target NG-RAN node should not deliver data of the QoS flow from the new DRB to 5GCN before receiving the end marker from the UE via the old DRB
Stage 3 CR for 38.423 (was agreed in R3-192154)

-
the stage 3 text needs to be put into context of the scenario, i.e. in-order delivery is requested, and an end-marker has not yet been received.

-
further, stage 3 should, where possible, describe the receiver’s behaviour

Stage 3 CR for 38.413 (was agreed in R3-192155)

-
the stage 3 text needs to be put into context of the scenario, i.e. in-order delivery is requested, and an end-marker has not yet been received.

-
further, stage 3 should, where possible, describe the receiver’s behaviour

3
Conclusion and Proposals
It is proposed to agree on the changes shown in the accompanied papers.
R3-193010, R3-193011 and R3-193012
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