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1   Introduction
In RAN3#101 meeting, it was agreed to introduce Data forwarding for Retrieve UE Context in case of RRC connection re-establishment, the corresponding CR was agreed in [1].

In this contribution, we propose to update the corrponding asn.1 part of that procedure.

2   Discussion

As almost all the other UE associated X2AP procedures, the following 4 parameters are carried in the message to identify the UE.
	Old eNB UE X2AP ID
	M

	Old eNB UE X2AP ID Extension
	O

	New eNB UE X2AP ID
	M

	New eNB UE X2AP ID Extension
	O


And they are also been included in the tabular of DATA FORWARDING ADDRESS INDICATION message, as below:

9.1.2.43
DATA FORWARDING ADDRESS INDICATION

This message is sent by the new eNB to indicate to the old eNB forwarding addresses for each E-RAB for which it admits data forwarding.

Direction: new eNB ( old eNB.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.13
	
	YES
	ignore

	New eNB UE X2AP ID
	M
	
	eNB UE X2AP ID

9.2.24
	Allocated at the new eNB
	YES
	ignore

	New eNB UE X2AP ID Extension
	O
	
	Extended eNB UE X2AP ID

9.2.86
	Allocated at the new eNB
	YES
	ignore

	Old eNB UE X2AP ID
	M
	
	eNB UE X2AP ID

9.2.24
	Allocated at the old eNB
	YES
	ignore

	Old eNB UE X2AP ID Extension
	O
	
	Extended eNB UE X2AP ID

9.2.86
	Allocated at the old eNB
	YES
	ignore

	E-RABs Data Forwarding Address List
	
	1
	
	
	YES
	ignore

	> E-RABs Data Forwarding Address Item
	
	1 .. <maxnoofBearers>
	
	
	EACH
	ignore

	>>E-RAB ID
	M
	
	9.2.23
	
	–
	–

	>>DL GTP Tunnel Endpoint
	M
	
	GTP Tunnel Endpoint 9.2.1
	Identifies the X2 transport bearer used for forwarding of DL PDUs
	–
	–


But in the ASN.1 part, the New eNB UE X2AP ID was missing:

DataForwardingAddressIndication-IEs X2AP-PROTOCOL-IES ::= {


{ ID id-New-eNB-UE-X2AP-ID-Extension

CRITICALITY ignore
TYPE UE-X2AP-ID-Extension





PRESENCE optional }|


{ ID id-Old-eNB-UE-X2AP-ID




CRITICALITY ignore
TYPE UE-X2AP-ID








PRESENCE mandatory}|


{ ID id-Old-eNB-UE-X2AP-ID-Extension

CRITICALITY ignore
TYPE UE-X2AP-ID-Extension





PRESENCE optional }|


{ ID id-E-RABs-DataForwardingAddress-List
CRITICALITY ignore
TYPE E-RABs-DataForwardingAddress-List

PRESENCE mandatory},


...

}

There are several potential ways to fix the issue:

· Option 1: update the ASN.1 part to align with the tabular, i.e. add New eNB UE X2AP ID IE as the first mandatory IE in ASN.1 part, no change to the tabular.
· Option 2: update both ASN.1 part and Tabular, i.e. introduce New eNB UE X2AP ID IE as the last optional IE in ASN.1 part, and update tabular accordingly.

· Option 3: update the tabular part to align with the asn.1, i.e. remove New eNB UE X2AP ID IE in tabular, no change to the ASN.1.

For these three options, option 2 and 3 are backward compatible and option 1 is not, considering that the option 1 is the most straight forward way to update, and the feature was recently introduced, if it is acceptable by all the companies, it is preferred to select option 1 as the way to solve the issue.

Proposal 1: update the ASN.1 part of the DATA FORWARDING ADDRESS INDICATION message to align with the tabular.
3   Proposal
In this contribution, we propose to:
Proposal: update the ASN.1 part of the DATA FORWARDING ADDRESS INDICATION message to align with the tabular.

It is also proposed to agree the corresponding CR in [2].
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