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1   Introduction
In [1], for the Common CP/UP aspects of CIoT, the Coverage Enhancement including CE for paging was marked as FFS as below:

	Common CP/UP aspects of CIoT  (E///)

	LTE_eMTC5, NB_IOTenh3

	- Idle mode eDRX (only common IEs)

	· - Pending data indication (FFS) 

· UE subscription-based differentiation (FFS)

· Coverage Enhancement including CE for paging (FFS)

	· 38.413

· 38.423 (FFS)


Note that these listed items in the table in section 1, were intended to be included in a CR which use two WI codes, i.e. LTE_eMTC5, NB_IOTenh3.
In this contribution, we discuss how to handle the coverage enhancement related aspects.
2   Discussion

To support coverage enhancement feature, there were several impacts in S1AP:

a) Enhanced Coverage Restricted IE in INITIAL CONTEXT SETUP REQUEST, CONNECTION ESTABLISHMENT INDICATION, HANDOVER REQUEST, PATH SWITCH REQUEST ACKNOWLEDGE, PAGING and DOWNLINK NAS TRANSPORT
b) Cell Identifier and Coverage Enhancement Level IE in the UE CONTEXT RELEASE COMPLETE and UE CONTEXT SUSPEND REQUEST.
c) Coverage Level IE is included in the INITIAL UE MESSAGE.
d) CE-Mode-B Restricted IE in the INITIAL CONTEXT SETUP REQUEST, CONNECTION ESTABLISHMENT INDICATION, HANDOVER REQUEST, PATH SWITCH REQUEST ACKNOWLEDGE, PAGING and DOWNLINK NAS TRANSPORT
e) CE-mode-B Support Indicator IE in the INITIAL UE MESSAGE and HANDOVER REQUEST ACKNOWLEDGE.
Among these five bullets, a), b) and c) are applicable for both NB-IoT and MTC, d) and e) are only applicable for MTC.

It is needed to further discuss whether to introduce the CE-mode-B related (MTC only) part in a separate NGAP CR with only one WI code, i.e. LTE_eMTC5.

Proposal: RAN3 to discuss whether to include the CE-mode-B related (MTC only) part (i.e. CE-Mode-B Restricted IE and CE-mode-B Support Indicator IE) in a separate NGAP CR with only one WI code, i.e. LTE_eMTC5.
3   Proposal
In this contribution, we discuss the corresponding RAN3 impact to support coverage enhancement, and get the following proposal:
Proposal: RAN3 to discuss whether to include the CE-mode-B related (MTC only) part (i.e. CE-Mode-B Restricted IE and CE-mode-B Support Indicator IE) in a separate NGAP CR with only one WI code, i.e. LTE_eMTC5.
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