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Beginning of Text Proposal for TS 38.413 
[bookmark: _Toc14165860]9.3.1.10	GBR QoS Flow Information
This IE indicates QoS parameters for a GBR QoS flow for downlink and uplink.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Maximum Flow Bit Rate Downlink
	M
	
	Bit Rate
9.3.1.4
	Maximum Bit Rate in DL. Details in TS 23.501 [9].
	-
	

	Maximum Flow Bit Rate Uplink
	M
	
	Bit Rate
9.3.1.4
	Maximum Bit Rate in UL. Details in TS 23.501 [9].
	-
	

	Guaranteed Flow Bit Rate Downlink
	M
	
	Bit Rate
9.3.1.4
	Guaranteed Bit Rate (provided there is data to deliver) in DL. Details in TS 23.501 [9].
	-
	

	Guaranteed Flow Bit Rate Uplink
	M
	
	Bit Rate
9.3.1.4
	Guaranteed Bit Rate (provided there is data to deliver). Details in TS 23.501 [9].
	-
	

	Notification Control
	O
	
	ENUMERATED (notification requested, ...) 
	Details in TS 23.501 [9].
	-
	

	Maximum Packet Loss Rate Downlink
	O
	
	Packet Loss Rate
9.3.1.79
	Indicates the maximum rate for lost packets that can be tolerated in the downlink direction. Details in TS 23.501 [9].
	-
	

	Maximum Packet Loss Rate Uplink
	O
	
	Packet Loss Rate
9.3.1.79
	Indicates the maximum rate for lost packets that can be tolerated in the uplink direction. Details in TS 23.501 [9].
	-
	

	TSC Assistance Information Downlink
	O
	
	TSC Assistance Information
9.3.1.x
	
	YES
	ignore

	TSC Assistance Information Uplink
	O
	
	TSC Assistance Information
9.3.1.x
	
	YES
	ignore



Next Change
9.3.1.x	TSC Assistance Information
This IE describes the TSC traffic characteristics (see TS 23.501 [9]) and applies to delay critical GBR QoS flows only.
Editor’s Note: The encodings of Periodicity and Burst Arrival Time are pending RAN2 decisions.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Periodicity
	M
	
	FFS
	Periodicity as specified in TS 23.501 [9].

	Burst Arrival Time
	M
	
	FFS
	Burst Arrival Time as specified in TS 23.501 [9].





	

Next Change
[bookmark: _Toc14166041]9.4.5	Information Element Definitions
-- ASN1START
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************

NGAP-IEs {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
ngran-Access (22) modules (3) ngap (1) version1 (1) ngap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS

[bookmark: _Hlk512952190]	id-AdditionalDLForwardingUPTNLInformation,
	id-AdditionalDLQosFlowPerTNLInformation,
	id-AdditionalDLUPTNLInformationForHOList,
	id-AdditionalNGU-UP-TNLInformation,
	id-AdditionalUL-NGU-UP-TNLInformation,
	id-Cause,
	id-CNTypeRestrictionsForEquivalent,
	id-CNTypeRestrictionsForServing,
	id-CommonNetworkInstance,
	id-DataForwardingNotPossible,
	id-DL-NGU-UP-TNLInformation,
	id-LastEUTRAN-PLMNIdentity,
	id-MaximumIntegrityProtectedDataRate-DL,
	id-NetworkInstance,
	id-OldAssociatedQosFlowList-ULendmarkerexpected,
	id-PDUSessionAggregateMaximumBitRate,
	id-PDUSessionResourceFailedToSetupListCxtFail,
	id-PDUSessionResourceReleaseResponseTransfer,
	id-PDUSessionType,
	id-PSCellInformation,
	id-QosFlowAddOrModifyRequestList,
	id-QosFlowSetupRequestList,
	id-QosFlowToReleaseList,
	id-SecondaryRATUsageInformation,
	id-SecurityIndication,
	id-SecurityResult,
	id-S-NSSAI,
	id-TSCAssistanceInformationDL,
	id-TSCAssistanceInformationUL,
	id-UL-NGU-UP-TNLInformation,
	id-UL-NGU-UP-TNLModifyList,
	id-ULForwarding,
	id-ULForwardingUP-TNLInformation,
	maxnoofAllowedAreas,
	maxnoofAllowedS-NSSAIs,
	maxnoofBPLMNs,
	maxnoofCellIDforWarning,
	maxnoofCellinAoI,
	maxnoofCellinEAI,
	maxnoofCellsingNB,
	maxnoofCellsinngeNB,
	maxnoofCellinTAI,
	maxnoofCellsinUEHistoryInfo,
	maxnoofCellsUEMovingTrajectory,
	maxnoofDRBs,
	maxnoofEmergencyAreaID,
	maxnoofEAIforRestart,
	maxnoofEPLMNs,
	maxnoofEPLMNsPlusOne,
	maxnoofE-RABs,
	maxnoofErrors,
	maxnoofForbTACs,
	maxnoofMultiConnectivity,
	maxnoofMultiConnectivityMinusOne,
	maxnoofNGConnectionsToReset,
	maxnoofPDUSessions,
	maxnoofPLMNs,
	maxnoofQosFlows,
	maxnoofRANNodeinAoI,
	maxnoofRecommendedCells,
	maxnoofRecommendedRANNodes,
	maxnoofAoI,
	maxnoofServedGUAMIs,
	maxnoofSliceItems,
	maxnoofTACs,
	maxnoofTAIforInactive,
	maxnoofTAIforPaging,
	maxnoofTAIforRestart,
	maxnoofTAIforWarning,
	maxnoofTAIinAoI,
	maxnoofTimePeriods,
	maxnoofTNLAssociations,
	maxnoofXnExtTLAs,
	maxnoofXnGTP-TLAs,
	maxnoofXnTLAs

FROM NGAP-Constants

[bookmark: _GoBack]** Skipping unchanged text **
-- G

GBR-QosInformation ::= SEQUENCE {
	maximumFlowBitRateDL		BitRate,
	maximumFlowBitRateUL		BitRate,
	guaranteedFlowBitRateDL		BitRate,
	guaranteedFlowBitRateUL		BitRate,
	notificationControl			NotificationControl									OPTIONAL,
	maximumPacketLossRateDL		PacketLossRate										OPTIONAL,
	maximumPacketLossRateUL		PacketLossRate										OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { {GBR-QosInformation-ExtIEs} }	OPTIONAL,
	...
}

GBR-QosInformation-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	{ ID id-TSCAssistanceInformationDL	CRITICALITY ignore	EXTENSION TSCAssistanceInformation	PRESENCE optional	}|
	{ ID id-TSCAssistanceInformationUL	CRITICALITY ignore	EXTENSION TSCAssistanceInformation	PRESENCE optional	},
	...}

** Skipping unchanged text **
TransportLayerAddress ::= BIT STRING (SIZE(1..160, ...))

TSCAssistanceInformation ::= SEQUENCE {
	periodicity				INTEGER,		-- encoding is FFS pending RAN2 decision
	burstArrivalTime		INTEGER,		-- encoding is FFS pending RAN2 decision
	iE-Extensions		ProtocolExtensionContainer { {TSCAssistanceInformation-ExtIEs} }	OPTIONAL,
	...
}

TSCAssistanceInformation-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

TypeOfError ::= ENUMERATED {
	not-understood,
	missing,
	...
}

Next Change
[bookmark: _Toc14166043]9.4.7	Constant Definitions
-- ASN1START
-- **************************************************************
--
-- Constant definitions
--
-- **************************************************************

NGAP-Constants { 
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
ngran-Access (22) modules (3) ngap (1) version1 (1) ngap-Constants (4) } 

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

** Skipping unchanged text **
	id-CommonNetworkInstance								ProtocolIE-ID ::= 166
	id-TSCAssistanceInformationDL							ProtocolIE-ID ::= X1
	id-TSCAssistanceInformationUL							ProtocolIE-ID ::= X2


END
-- ASN1STOP

End of Text Proposal for TS 38.413 


