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---------------------------- Start of 1st change ---------------------------

8.1
List of F1AP Elementary procedures

In the following tables, all EPs are divided into Class 1 and Class 2 EPs (see subclause 3.1 for explanation of the different classes):

Table 1: Class 1 procedures

	Elementary Procedure
	Initiating Message
	Successful Outcome
	Unsuccessful Outcome

	
	
	Response message
	Response message

	Reset
	RESET
	RESET ACKNOWLEDGE
	

	F1 Setup
	F1 SETUP REQUEST
	F1 SETUP RESPONSE
	F1 SETUP FAILURE

	gNB-DU Configuration Update
	GNB-DU CONFIGURATION UPDATE
	GNB-DU CONFIGURATION UPDATE ACKNOWLEDGE
	GNB-DU CONFIGURATION UPDATE FAILURE

	gNB-CU Configuration Update
	GNB-CU CONFIGURATION UPDATE
	GNB-CU CONFIGURATION UPDATE ACKNOWLEDGE
	GNB-CU CONFIGURATION UPDATE FAILURE

	UE Context Setup
	UE CONTEXT SETUP REQUEST
	UE CONTEXT SETUP RESPONSE
	UE CONTEXT SETUP FAILURE

	UE Context Release (gNB-CU initiated)
	UE CONTEXT RELEASE COMMAND
	UE CONTEXT RELEASE COMPLETE
	

	UE Context Modification (gNB-CU initiated)
	UE CONTEXT MODIFICATION REQUEST
	UE CONTEXT MODIFICATION RESPONSE
	UE CONTEXT MODIFICATION FAILURE

	UE Context Modification Required (gNB-DU initiated)
	UE CONTEXT MODIFICATION REQUIRED
	UE CONTEXT MODIFICATION CONFIRM
	UE CONTEXT MODIFICATION REFUSE

	Write-Replace Warning 
	WRITE-REPLACE WARNING REQUEST
	WRITE-REPLACE WARNING RESPONSE
	

	PWS Cancel
	PWS CANCEL REQUEST
	PWS CANCEL RESPONSE
	

	GNB-DU RESOURCE COORDINATION
	GNB-DU RESOURCE COORDINATION REQUEST
	GNB-DU RESOURCE COORDINATION RESPONSE
	

	Load Status Reporting Initiation
	LOAD STATUS REQUEST
	LOAD STATUS  RESPONSE
	LOAD STATUS FAILURE


Table 2: Class 2 procedures

	Elementary Procedure
	Message

	Error Indication
	ERROR INDICATION

	UE Context Release Request (gNB-DU initiated)
	UE CONTEXT RELEASE REQUEST

	Initial UL RRC Message Transfer
	INITIAL UL RRC MESSAGE TRANSFER

	DL RRC Message Transfer
	DL RRC MESSAGE TRANSFER

	UL RRC Message Transfer
	UL RRC MESSAGE TRANSFER

	UE Inactivity Notification 
	UE INACTIVITY NOTIFICATION

	System Information Delivery
	SYSTEM INFORMATION DELIVERY COMMAND

	Paging
	PAGING

	Notify
	NOTIFY

	PWS Restart Indication
	PWS RESTART INDICATION

	PWS Failure Indication
	PWS FAILURE INDICATION

	gNB-DU Status Indication
	GNB-DU STATUS INDICATION

	RRC Delivery Report
	RRC DELIVERY REPORT

	Network Access Rate Reduction
	NETWORK ACCESS RATE REDUCTION

	Load Status Reporting 
	LOAD STATUS UPDATE




---------------------------- End of 1st change ---------------------------


---------------------------- Start of 2nd change ---------------------------

8.2.X
Load Status Reporting Procedures

8.2.X.1
Load Status Reporting Initiation
8.2.X.1.1
General

This procedure is used by the gNB-CU to request the reporting of load measurements to the gNB-DU.

Editor’s Note:
Further details are FFS.
8.2.X.1.2
Successful Operation
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Figure 8.2.X.1.2-1: Load Status Reporting Initiation, successful operation

The procedure is initiated with a LOAD STATUS REQUEST message sent from the gNB-CU to the gNB-DU. Upon receipt, the gNB-DU shall initiate the requested measurement according to the parameters given in the request and respond with the LOAD STATUS RESPONSE message.

Editor’s Note:
Further details are FFS.

8.2.X.1.3
Unsuccessful Operation


[image: image2.emf]gNB-CU

LOADSTATUSREQUEST

gNB-DU

LOADSTATUSFAILURE


Figure 8.2.X.1.3-1: Load Status Reporting Initiation, unsuccessful operation 

If none of the requested measurements can be initiated, the gNB-DU shall send a LOAD STATUS FAILURE message. 

Editor’s Note:
Further details are FFS.

8.2.X.1.4
Abnormal Conditions

Editor’s Note:
Further details are FFS.

8.2.X.2
Load Status Reporting
8.2.X.2.1
General

This procedure is initiated by the gNB-DU to report the result of measurements admitted by the gNB-DU following a successful Load Status Reporting Initiation procedure.

Editor’s Note:
Further details are FFS.

8.2.X.2.2
Successful Operation
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Figure 8.2.X.2.2-1: Load Status Reporting, successful operation

The gNB-DU shall report the results of the admitted measurements in LOAD STATUS UPDATE message. 

Editor’s Note:
Further details are FFS.

8.2.X.2.3
Unsuccessful Operation

Not applicable.

8.2.X.2.4
Abnormal Conditions

Editor’s Note:
Further details are FFS.



---------------------------- End of 2nd change ---------------------------


---------------------------- Start of 3rd change ---------------------------

9.2.1.X1
LOAD STATUS REQUEST
This message is sent by gNB-CU to gNB-DU to initiate the requested measurement according to the parameters given in the message.

Direction: gNB-CU ( gNB-DU.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	gNB-CU Measurement ID
	M
	
	INTEGER (1..4095,...)
	Allocated by gNB-CU
	YES
	reject

	gNB-DU Measurement ID
	C-ifRegistrationRequestStoporPartialStoporAdd
	
	INTEGER (1..4095,...)
	Allocated by gNB-DU
	YES
	ignore

	Registration Request
	M
	
	ENUMERATED(start, stop,

…, partial stop, add)
	Type of request for which the resource status is required.
	YES
	reject

	Report Characteristics
	O
	
	BITSTRING

(SIZE(32))
	FFS
	YES
	reject

	Cell To Report
	
	1
	
	Cell ID list to which the request applies.
	YES
	ignore

	>Cell To Report Item
	
	1 .. <maxCellingNBDU>
	
	
	EACH
	ignore

	>>Cell ID
	M
	
	NR CGI

9.3.1.12
	
	–
	

	Reporting Periodicity
	O
	
	FFS
	FFS
	--
	-

	Partial Success Indicator
	O
	
	FFS
	FFS
	--
	--

	Reporting Periodicity of RSRP Measurement Report
	O
	
	FFS
	FFS
	--
	--

	Reporting Periodicity of CSI Report
	O
	
	FFS
	FFS
	--
	--


	Range bound
	Explanation

	maxnoofCellsingNBDU
	Maximum nunmerbs of cells that can be served by a gNB-DU. Value is 512.


	Condition
	Explanation

	ifRegistrationRequestStoporPartialStoporAdd
	This IE shall be present if the Registration Request IE is set to the value "stop", "partial stop" or "add".


9.2.1.X2
LOAD STATUS RESPONSE
This message is sent by the gNB-DU to indicate that the requested measurement, for all or for a subset of the measurement objects included in the measurement is successfully initiated.

Direction: gNB-DU ( gNB-CU.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	gNB-CU Measurement ID
	M
	
	INTEGER (1..4095,...)
	Allocated by gNB-CU
	YES
	reject

	gNB-DU Measurement ID
	M
	
	INTEGER (1..4095,...)
	Allocated by gNB-DU
	YES
	reject

	Criticality Diagnostics
	O
	
	9.3.1.3
	
	YES
	ignore

	Measurement Initiation Result
	
	0..1
	
	List of all cells in which measurement objects were requested, included when indicating partial success
	YES
	ignore

	>Measurement Initiation Result Item
	
	1 .. <maxCellingNBDU>
	
	
	EACH
	ignore

	>>Cell ID
	M
	
	NR CGI
9.3.1.12
	
	–
	

	>>Measurement Failure Cause List
	
	0..1
	
	Indicates that gNB-DU could not initiate the measurement for at least one of the requested measurement objects in the cell
	–
	

	>>>Measurement Failure Cause Item
	
	1 .. <maxFailedMeasObjects>
	
	
	EACH
	ignore

	>>>>Measurement Failed Report Characteristics
	M
	
	BITSTRING

(SIZE(32))
	FFS
	–
	

	>>>>Cause
	M
	
	9.3.1.2
	Failure cause for measurement objects for which the measurement cannot be initiated
	–
	


	Range bound
	Explanation

	maxFailedMeasObjects
	Maximum number of measurement objects that can fail per measurement. Value is 32.

	maxCellingNBDU
	Maximum nunmerbs of cells that can be served by a gNB-DU. Value is 512.


9.2.1.X3
LOAD STATUS FAILURE
This message is sent by the gNB-DU to indicate that for none of the requested measurement objects the measurement can be initiated.

Direction: gNB-DU ( gNB-CU.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	gNB-CU Measurement ID
	M
	
	INTEGER (1..4095,...)
	Allocated by gNB-CU
	YES
	reject

	gNB-DU Measurement ID
	M
	
	INTEGER (1..4095,...)
	Allocated by gNB-DU
	YES
	reject

	Cause
	M
	
	9.3.1.2
	Ignored by the receiver when the Complete Failure Cause Information IE is included
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.3.1.3
	
	YES
	ignore

	Complete Failure Cause Information
	
	0..1
	
	Complete list of failure causes for all requested cells
	YES
	ignore

	>Complete Failure Cause Information Item
	
	1 .. <maxCellingNBDU>
	
	
	EACH
	ignore

	>>Cell ID
	M
	
	NR CGI

9.3.1.12
	
	–
	

	>>Measurement Failure Cause List
	
	1
	
	
	–
	

	>>>Measurement Failure Cause Item
	
	1 .. <maxFailedMeasObjects>
	
	
	EACH
	ignore

	>>>>Measurement Failed Report Characteristics
	M
	
	BITSTRING

(SIZE(32))
	FFS
	–
	

	>>>>Cause
	M
	
	9.3.1.2
	Failure cause for measurements that cannot be initiated
	–
	


	Range bound
	Explanation

	maxCellingNBDU
	Maximum nunmerbs of cells that can be served by a gNB-DU. Value is 512.

	maxFailedMeasObjects
	Max number of measurement objects that can fail per measurement. Value is 32.


9.2.1.X4
LOAD STATUS UPDATE

This message is sent by gNB-DU to gNB-CU to report the results of the requested measurements.

Direction: gNB-DU ( gNB-CU.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	ignore

	gNB-CU Measurement ID
	M
	
	INTEGER (1..4095,...)
	Allocated by gNB-CU
	YES
	reject

	gNB-DU Measurement ID
	M
	
	INTEGER (1..4095,...)
	Allocated by gNB-DU
	YES
	reject

	Cell Measurement Result
	
	1
	
	
	YES
	ignore

	>Cell Measurement Result Item
	
	1 .. <maxCellingNBDU>
	
	
	EACH
	ignore

	>>Cell ID
	M
	
	NR CGI

9.3.1.12
	
	
	

	>>Load Information Container
	O
	
	
	Load information reported from gNB-DU to gNB-CU
	
	


	Range bound
	Explanation

	maxCellingNBDU
	Maximum nunmerbs of cells that can be served by a gNB-DU. Value is 512.




---------------------------- End of 3rd change ---------------------------
_1234567891.doc


LOAD STATUS FAILURE







LOAD STATUS REQUEST







gNB-DU











 gNB-CU












_1234567892.doc


LOAD STATUS UPDATE







gNB-DU







 gNB-CU
















_1234567890.doc


LOAD STATUS RESPONSE







LOAD STATUS REQUEST







gNB-DU











 gNB-CU












