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	*********First Change**********




[bookmark: _Toc14165786]9.2.3.8	PATH SWITCH REQUEST
This message is sent by the NG-RAN node to inform the AMF of the new serving NG-RAN node and to transfer some NG-U DL tunnel termination point(s) to the SMF via the AMF for one or multiple PDU session resources.
Direction: NG-RAN node  AMF.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	RAN UE NGAP ID
	M
	
	9.3.3.2
	
	YES
	reject

	Source AMF UE NGAP ID
	M
	
	AMF UE NGAP ID
9.3.3.1
	
	YES
	reject

	User Location Information
	M
	
	9.3.1.16
	
	YES
	ignore

	UE Security Capabilities
	M
	
	9.3.1.86
	
	YES
	ignore

	PDU Session Resource to be Switched in Downlink List
	
	1
	
	
	YES
	reject

	>PDU Session Resource to be Switched in Downlink Item
	
	1..<maxnoofPDUSessions> 
	
	
	-
	

	>>PDU Session ID 
	M
	
	9.3.1.50
	
	-
	

	>>Path Switch Request Transfer
	M
	
	OCTET STRING
	Containing the Path Switch Request Transfer IE specified in subclause 9.3.4.8.
	-
	

	PDU Session Resource Failed to Setup List
	
	0..1
	
	
	YES
	ignore

	>PDU Session Resource Failed to Setup Item
	
	1..<maxnoofPDUSessions>
	
	
	-
	

	>>PDU Session ID
	M
	
	9.3.1.50
	
	-
	

	>>Path Switch Request Setup Failed Transfer
	M
	
	OCTET STRING
	Containing the Path Switch Request Setup Failed Transfer IE specified in subclause 9.3.4.15.
	-
	

	Selecetd NID
	O
	
	9.3.1.x3
	
	YES
	ignore



	Range bound
	Explanation

	maxnoofPDUSessions
	Maximum no. of PDU sessions allowed towards one UE. Value is 256.




	*********Next Change**********








[bookmark: _Toc14165796]9.2.5.1	INITIAL UE MESSAGE
This message is sent by the NG-RAN node to transfer the initial layer 3 message to the AMF over the NG interface.
Direction: NG-RAN node  AMF
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	ignore

	RAN UE NGAP ID
	M
	
	9.3.3.2
	
	YES
	reject

	NAS-PDU
	M
	
	9.3.3.4
	
	YES
	reject

	User Location Information
	M
	
	9.3.1.16
	
	YES
	reject

	RRC Establishment Cause
	M
	
	9.3.1.111
	
	YES
	ignore

	5G-S-TMSI
	O
	
	9.3.3.20
	
	YES
	reject

	AMF Set ID
	O
	
	9.3.3.12
	
	YES
	ignore

	UE Context Request
	O
	
	ENUMERATED (requested, ...)
	Indicates that a UE context including security information needs to be setup at the NG-RAN.
	YES
	ignore

	Allowed NSSAI
	O
	
	9.3.1.31
	
	YES
	reject

	Selected CAG ID
	O
	
	9.3.1.x4
	
	YES
	ignore

	Selecetd NID
	O
	
	9.3.1.x3
	
	YES
	ignore




	*********Next Change**********







[bookmark: _Toc14165802]9.2.6.1	NG SETUP REQUEST
This message is sent by the NG-RAN node to transfer application layer information for an NG-C interface instance.
Direction: NG-RAN node  AMF
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	Global RAN Node ID
	M
	
	9.3.1.5
	
	YES
	reject

	RAN Node Name
	O
	
	PrintableString
(SIZE(1..150, …))
	
	YES
	ignore

	Supported TA List
	
	1
	
	Supported TAs in the NG-RAN node.
	YES
	reject

	>Supported TA Item
	
	1..<maxnoofTACs>
	
	
	-
	

	>>TAC
	M
	
	9.3.3.10
	Broadcast TAC
	-
	

	>>Broadcast PLMN List
	
	1
	
	
	-
	

	>>>Broadcast PLMN Item
	
	1..<maxnoofBPLMNs>
	
	
	-
	

	>>>>PLMN Identity
	M
	
	9.3.3.5
	Broadcast PLMN
	-
	

	>>>>TAI Slice Support List
	M
	
	Slice Support List
9.3.1.17
	Supported S-NSSAIs per TA.
	-
	

	>>>> CAG List
	O
	
	9.3.1.x1
	Supported CAGs
	-
	

	>>>> NID List
	O
	
	9.3.1.x2
	Supported NIDs
	-
	

	Default Paging DRX
	M
	
	Paging DRX
9.3.1.90
	
	YES
	ignore

	UE Retention Information
	O
	
	9.3.1.117
	
	YES
	ignore



	Range bound
	Explanation

	maxnoofTACs
	Maximum no. of TACs. Value is 256.

	maxnoofBPLMNs
	Maximum no. of Broadcast PLMNs. Value is 12.





	*********Next Change**********






[bookmark: _Toc14165803]9.2.6.2	NG SETUP RESPONSE
This message is sent by the AMF to transfer application layer information for an NG-C interface instance.
Direction: AMF  NG-RAN node
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	AMF Name
	M
	
	9.3.3.21 
	
	YES
	reject

	Served GUAMI List
	
	1
	
	
	YES
	reject

	>Served GUAMI Item
	
	1..<maxnoofServedGUAMIs>
	
	
	-
	

	>>GUAMI
	M
	
	9.3.3.3
	
	-
	

	>>Backup AMF Name
	O
	
	AMF Name
9.3.3.21
	
	-
	

	Relative AMF Capacity
	M
	
	9.3.1.32
	
	YES
	ignore

	PLMN Support List
	
	1
	
	
	YES
	reject

	>PLMN Support Item
	
	1..<maxnoofPLMNs>
	
	
	-
	

	>>PLMN Identity
	M
	
	9.3.3.5
	
	-
	

	>>Slice Support List
	M
	
	9.3.1.17
	Supported S-NSSAIs per PLMN
	-
	

	>> NID List
	O
	
	9.3.1.x2
	Supported NIDs
	-
	

	Criticality Diagnostics
	O
	
	9.3.1.3
	
	YES
	ignore

	UE Retention Information
	O
	
	9.3.1.117
	
	YES
	ignore



	Range bound
	Explanation

	maxnoofServedGUAMIs
	Maximum no. of GUAMIs served by an AMF. Value is 256.

	maxnoofPLMNs
	Maximum no. of PLMNs per message. Value is 12.






	*********Next Change**********





[bookmark: _Toc14165805]9.2.6.4	RAN CONFIGURATION UPDATE
This message is sent by the NG-RAN node to transfer updated application layer information for an NG-C interface instance.
Direction: NG-RAN node  AMF
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	RAN Node Name
	O
	
	PrintableString
(SIZE(1..150, …))
	
	YES
	ignore

	Supported TA List
	
	0..1
	
	Supported TAs in the NG-RAN node.
	YES
	reject

	>Supported TA Item
	
	1..<maxnoofTACs>
	
	
	-
	

	>>TAC
	M
	
	9.3.3.10
	Broadcast TAC
	-
	

	>>Broadcast PLMN List
	
	1
	
	
	-
	

	>>>Broadcast PLMN Item
	
	1..<maxnoofBPLMNs>
	
	
	-
	

	>>>>PLMN Identity
	M
	
	9.3.3.5
	Broadcast PLMN
	-
	

	>>>>TAI Slice Support List
	M
	
	Slice Support List
9.3.1.17
	Supported S-NSSAIs per TA.
	-
	

	>>>> CAG List
	O
	
	9.3.1.x1
	Supported CAGs
	-
	

	>>>> NID List
	O
	
	9.3.1.x2
	Supported NIDs
	-
	

	Default Paging DRX
	O
	
	Paging DRX
9.3.1.90
	
	YES
	ignore

	Global RAN Node ID
	O
	
	9.3.1.5
	
	YES
	ignore



	Range bound
	Explanation

	maxnoofTACs
	Maximum no. of TACs. Value is 256.

	maxnoofBPLMNs
	Maximum no. of Broadcast PLMNs. Value is 12.







	*********Next Change**********





[bookmark: _Toc14165808]9.2.6.7	AMF CONFIGURATION UPDATE
This message is sent by the AMF to transfer updated information for an NG-C interface instance.
Direction: AMF  NG-RAN node
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	AMF Name
	O
	
	9.3.3.21
	
	YES
	reject

	Served GUAMI List
	
	0..1
	
	
	YES
	reject

	>Served GUAMI Item
	
	1..<maxnoofServedGUAMIs>
	
	
	-
	

	>>GUAMI
	M
	
	9.3.3.3
	
	-
	

	>>Backup AMF Name
	O
	
	AMF Name
9.3.3.21
	
	-
	

	Relative AMF Capacity
	O
	
	9.3.1.32
	
	YES
	ignore

	PLMN Support List
	
	0..1
	
	
	YES
	reject

	>PLMN Support Item
	
	1..<maxnoofPLMNs>
	
	
	-
	

	>>PLMN Identity
	M
	
	9.3.3.5
	
	-
	

	>>Slice Support List
	M
	
	9.3.1.17
	Supported S-NSSAIs per PLMN
	-
	

	>> NID List
	O
	
	9.3.1.x2
	Supported NIDs
	-
	

	AMF TNL Association to Add List 
	
	0..1
	
	
	YES
	ignore

	>AMF TNL Association to Add Item
	
	1..<maxnoofTNLAssociations>
	
	
	-
	

	>>AMF TNL Association Address
	M
	
	CP Transport Layer Information
9.3.2.6
	AMF Transport Layer information used to set up the new TNL association.
	-
	

	>>TNL Association Usage
	O
	
	9.3.2.9
	
	-
	

	>>TNL Address Weight Factor
	M
	
	9.3.2.10
	
	-
	

	AMF TNL Association to Remove List 
	
	0..1
	
	
	YES
	ignore

	>AMF TNL Association to Remove Item
	
	1..<maxnoofTNLAssociations>
	
	
	-
	

	>>AMF TNL Association Address
	M
	
	CP Transport Layer Information
9.3.2.6
	AMF Transport Layer information used to identify the TNL association to be removed.
	-
	

	AMF TNL Association to Update List 
	
	0..1
	
	
	YES
	ignore

	>AMF TNL Association to Update Item
	
	1..<maxnoofTNLAssociations>
	
	
	-
	

	>>AMF TNL Association Address
	M
	
	CP Transport Layer Information
9.3.2.6
	AMF Transport Layer information used to identify the TNL association to be updated.
	-
	

	>>TNL Association Usage
	O
	
	9.3.2.9
	
	-
	

	>>TNL Address Weight Factor
	O
	
	9.3.2.10
	
	-
	



	Range bound
	Explanation

	maxnoofServedGUAMIs
	Maximum no. of GUAMIs served by an AMF. Value is 256.

	maxnoofPLMNs
	Maximum no. of PLMNs per message. Value is 12.

	maxnoofTNLAssociations
	Maximum no. of TNL Associations between the NG-RAN node and the AMF. Value is 32.





	*********Next Change**********







	*********Next Change**********





[bookmark: _Toc14165935]9.3.1.85	Mobility Restriction List
This IE defines roaming or access restrictions for subsequent mobility action for which the NR-RAN provides information about the target of the mobility action towards the UE, e.g., handover, or for SCG selection during dual connectivity operation or for assigning proper RNAs. If the NG-RAN receives the Mobility Restriction List IE, it shall overwrite previously received mobility restriction information. NG-RAN behaviour upon receiving this IE is specified in TS 23.501 [9].
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Serving PLMN
	M
	
	PLMN Identity
9.3.3.5
	
	-
	

	Equivalent PLMNs
	
	0..<maxnoofEPLMNs>
	
	Allowed PLMNs in addition to Serving PLMN.
This list corresponds to the list of "equivalent PLMNs" as defined in TS 24.501 [26].
This list is part of the roaming restriction information. Roaming restrictions apply to PLMNs other than the Serving PLMN and Equivalent PLMNs.
	-
	

	>PLMN Identity
	M
	
	9.3.3.5
	
	-
	

	[bookmark: _Hlk515218479]RAT Restrictions
	
	0..<maxnoofEPLMNsPlusOne>
	
	This IE contains RAT restriction related information as specified in TS 23.501 [9].
	-
	

	>PLMN Identity
	M
	
	9.3.3.5
	
	-
	

	>RAT Restriction Information
	M
	
	BIT STRING {
e-UTRA (0),
nR (1) }
(SIZE(8, …))
	Each position in the bitmap represents a RAT.
If a bit is set to "1", the respective RAT is restricted for the UE.
If a bit is set to "0", the respective RAT is not restricted for the UE.
This version of the specification does not use bits 2-7, the sending node shall set bits 2-7 to "0", the receiving node shall ignore bits 2-7. 
	-
	

	Forbidden Area Information
	
	0..<maxnoofEPLMNsPlusOne>
	
	This IE contains Forbidden Area information as specified in TS 23.501 [9].
	-
	

	>PLMN Identity
	M
	
	9.3.3.5
	
	-
	

	>Forbidden TACs
	
	1..<maxnoofForbTACs>
	
	
	-
	

	>>TAC
	M
	
	9.3.3.10
	The TAC of the forbidden TAI.
	-
	

	Service Area Information
	
	0..<maxnoofEPLMNsPlusOne>
	
	This IE contains Service Area Restriction information as specified in TS 23.501 [9].
	-
	

	>PLMN Identity
	M
	
	9.3.3.5
	
	-
	

	>Allowed TACs
	
	0..<maxnoofAllowedAreas>
	
	
	-
	

	>>TAC
	M
	
	9.3.3.10
	The TAC of the allowed TAI.
	-
	

	>Not Allowed TACs
	
	0..<maxnoofAllowedAreas>
	
	
	-
	

	>>TAC
	M
	
	9.3.3.10
	The TAC of the not-allowed TAI.
	-
	

	Last E-UTRAN PLMN Identity
	O
	
	PLMN Identity
9.3.3.5
	Indicates the E-UTRAN PLMN ID from where the UE formerly handed over to 5GS and which is preferred in case of subsequent mobility to EPS.
	YES
	ignore

	Core Network Type Restriction for Serving PLMN
	O
	
	ENUMERATED( EPCForbidden,…)
	Indicates whether the UE is restricted to connect to EPC for the Serving PLMN as specified in TS 23.501 [9].
	YES
	ignore

	Core Network Type Restriction for Equivalent PLMNs
	
	0..<maxnoofEPLMNs>
	
	
	YES
	ignore

	>PLMN Identity
	M
	
	9.3.3.5
	Includes any of the Equivalent PLMNs listed in the Mobility Restriction List IE for which CN Type restriction applies as specified in TS 23.501 [9].
	-
	

	>Core Network Type Restriction
	M
	
	ENUMERATED( EPCForbidden, 5GCForbidden,…)
	Indicates whether the UE is restricted to connect to EPC or to 5GC for this PLMN.
	
	

	Serving NID
	O
	
	9.3.1.x4
	
	YES
	ignore

	CAG Restrictions
	
	0..<maxnoofEPLMNsPlusOne>
	
	This IE contains CAG restriction information as specified in TS 23.501 [9].
	-
	

	>PLMN Identity
	M
	
	9.3.3.5
	
	-
	

	Allowed CAGs
	
	0..<maxnoofCAGs>
	
	Allowed CAGs.
	-
	

	 >>CAG Id
	M
	
	9.3.1.x3
	
	-
	

	CAG only 5GS access
	O
	
	ENUMERATED(5GSViaCAGOnly, …)
	
	
	



	Range bound
	Explanation

	maxnoofEPLMNs
	Maximum no. of equivalent PLMNs. Value is 15.

	maxnoofEPLMNsPlusOne
	Maximum no. of allowed PLMNs. Value is 16.

	maxnoofForbTACs
	Maximum no. of forbidden Tracking Area Codes. Value is 4096.

	maxnoofAllowedAreas
	Maximum no. of allowed or not allowed Tracking Areas. Value is 16.





	*********Next Change**********






[bookmark: _Toc5694491]9.3.1.x1		CAG List
This IE indicates the list of CAGs.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	CAG Item
	
	1..<maxnoofCAGs>
	
	

	>CAG ID
	M
	
	9.3.1.x3
	

	>CAG Name
	O
	
	PrintableString (SIZE(1..100, …))
	



	Range bound
	Explanation

	maxnoofCAGs
	Maximum no. of CAGs. Value is 256.



9.3.1.x2		NID List
This IE indicates the list of CAGs.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	CAG Item
	
	1..<maxnoofNIDs>
	
	

	>NID
	M
	
	9.3.1.x4
	

	>NID Name
	O
	
	PrintableString (SIZE(1..100, …))
	



	Range bound
	Explanation

	maxnoofNIDs
	Maximum no. of NIDs. Value is 256.



[bookmark: _Toc5694526]9.3.1.x3		CAG ID
This IE uniquely identifies the CAG within a PLMN.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	CAG ID
	M
	
	INTEGER
	





9.3.1.x4		NID
This IE identifies the NID.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	NID
	M
	
	INTEGER 
	



	*********End Change**********




