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	[bookmark: _Toc384916784][bookmark: _Toc384916783]Change Begins



[bookmark: _Toc14165667]8.8.2	Downlink RAN Configuration Transfer
[bookmark: _Toc14165668]8.8.2.1	General
The purpose of the Downlink RAN Configuration Transfer procedure is to transfer RAN configuration information from the AMF to the NG-RAN node. This procedure uses non-UE associated signalling.
[bookmark: _Toc14165669]8.8.2.2	Successful Operation


Figure 8.8.2.2-1: Downlink RAN configuration transfer
<Unchanged Text Omitted> 
If the NG-RAN node is configured to use one IPsec tunnel for all NG and Xn traffic (IPsec star topology) then the traffic to the peer NG-RAN node shall be routed through this IPsec tunnel and the IP-Sec Transport Layer Address IE shall be ignored.
If the NG-RAN node receives the SON Information IE containing the SON Information Reply IE including the TA Supported Slice List IE as an answer to a former request, it may use it for further network slice related decisions.
[bookmark: _Toc14165670]8.8.2.3	Abnormal Conditions
Void.
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[bookmark: _Toc14165992]9.3.3.7	SON Information
This IE identifies the nature of the configuration information transferred, i.e., a request, a reply or a report.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	CHOICE SON Information
	M
	
	
	

	>SON Information Request
	
	
	
	

	>>SON Information Request
	M
	
	ENUMERATED
(Xn TNL Configuration Info, …, TA Slice Support Info)
	

	>SON Information Reply
	
	
	
	

	>>SON Information Reply
	M
	
	9.3.3.8
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[bookmark: _Toc14165993]9.3.3.8	SON Information Reply
This IE contains the configuration information to be replied to the NG-RAN node.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Xn TNL Configuration Info
	O
	
	9.3.3.9
	

	TA Supported Slice List
	O
	
	9.3.3.x
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[bookmark: _Toc14165863]9.3.3.x	TA Supported Slice List
This IE contains a list of supported slices per TA in the NG-RAN node.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	TA Supported Slice Item
	
	1..<maxnoofTACs>
	
	

	>TAC
	M
	
	9.3.3.10
	Broadcast TAC

	>Broadcast PLMN List
	
	1
	
	

	>>Broadcast PLMN Item
	
	1..<maxnoofBPLMNs>
	
	

	>>>PLMN Identity
	M
	
	9.3.3.5
	Broadcast PLMN

	>>>TAI Slice Support List
	M
	
	Slice Support List
9.3.1.17
	Supported S-NSSAIs per TA.



	Range bound
	Explanation

	maxnoofTACs
	Maximum no. of TACs. Value is 256.

	maxnoofBPLMNs
	Maximum no. of Broadcast PLMNs. Value is 12.
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[bookmark: _Toc14166041]9.4.5	Information Element Definitions
-- ASN1START
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************
<Unchanged Text Omitted> 

	id-TASupportedSliceList,
	id-AdditionalDLForwardingUPTNLInformation,
	id-AdditionalDLQosFlowPerTNLInformation,

<Unchanged Text Omitted> 


SONInformationReply ::= SEQUENCE {
	xnTNLConfigurationInfo		XnTNLConfigurationInfo									OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { {SONInformationReply-ExtIEs} }		OPTIONAL,
	...
}

SONInformationReply-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	{ID id-TASupportedSliceList		CRITICALITY ignore	EXTENSION TASupportedSliceList		PRESENCE optional},
	...
}

SONInformationRequest ::= ENUMERATED { 
	xn-TNL-configuration-info,
	...,
	ta-slice-support-info
}

<Unchanged Text Omitted> 

TASupportedSliceList ::= SEQUENCE (SIZE(1..maxnoofTACs)) OF TASupportedSliceItem

TASupportedSliceItem ::= SEQUENCE {
	tAC									TAC,
	broadcastPLMNList		BroadcastPLMNList,
	iE-Extensions		ProtocolExtensionContainer { { TASupportedSliceItem-ExtIEs} } OPTIONAL,
	...
}

TASupportedSliceItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

<Unchanged Text Omitted> 
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[bookmark: _Toc14166043]9.4.7	Constant Definitions
-- ASN1START
-- **************************************************************
--
-- Constant definitions
--
-- **************************************************************

<Unchanged Text Omitted> 
id-TASupportedSliceList								ProtocolIE-ID ::= xxx
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