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	Reason for change:
	During the development for the NGAP Location Report procedure based on S1AP Location Report procedure, some text was mistakenly missing when request reporting change of serving cell. For example, when the AMF requested the location report for “Change of serving cell”, it is unclear whether the NG-RAN node shall immediately send the location report, for example, the last reported UE’s serving cell is not anymore valid. 



	
	

	Summary of change:
	Clarify the NG-RAN node behavior, when the AMF requested the location report for “Change of serving cell”, the NG-RAN node immediately send a location report.
Impact assessment towards the previous version of the specification (same release): 

The impact can be considered isolated because the change clarifies the unclear NG-RAN node behavior.



	
	

	Consequences if not approved:
	Unclear NG-RAN node behavior, and may cause IOT issue.
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Beginning of Text Proposal
8.12
Location Reporting Procedures
8.12.1
Location Reporting Control
8.12.1.1
General

The purpose of the Location Reporting Control procedure is to allow the AMF to request the NG-RAN node to report the UE's current location, or the UE's last known location with time stamp, or the UE's presence in the area of interest while in CM-CONNECTED state as specified in TS 23.501 [9] and TS 23.502 [10]. The procedure uses UE-associated signalling.

8.12.1.2
Successful Operation
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Figure 8.12.1.2-1: Location reporting control

The AMF initiates the procedure by sending a LOCATION REPORTING CONTROL message to the NG-RAN node. On receipt of the LOCATION REPORTING CONTROL message the NG-RAN node shall perform the requested location reporting control action for the UE.
The Location Reporting Request Type IE indicates to the NG-RAN node whether:

-
to report directly;

-
to report upon change of serving cell and PSCell, if Dual Connectivity is activated for the UE;

-
to report UE presence in the area of interest;

-
to stop reporting at change of serving cell and PSCell, if Dual Connectivity is activated for the UE;

-
to stop reporting UE presence in the area of interest;

-
to cancel location reporting for the UE.
If the Area Of Interest List IE is included in the Location Reporting Request Type IE in the LOCATION REPORTING CONTROL message, the NG-RAN node shall store this information and use it to track the UE's presence in the area of interest as defined in TS 23.502 [10].
If reporting upon change of serving cell is requested, the NG-RAN node shall send a report immediately, and shall send a report whenever the UE’s location changes.
End of Text Proposal
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