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<<<<<<<<<<<<<<<<<<<< START OF CHANGES >>>>>>>>>>>>>>>>>>>>

2
References

[4X]
3GPP TS 38.331: "NR; Radio Resource Control (RRC); Protocol specification".

9.1.16
eNB CONFIGURATION TRANSFER

This message is sent by the eNB in order to transfer RAN configuration information.

Direction: eNB ( MME.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	ignore

	SON Configuration Transfer
	O
	
	9.2.3.26
	
	YES
	ignore

	EN-DC SON Configuration Transfer
	O
	
	9.2.3.26a
	
	YES
	ignore

	Inter System Information transfer
	O
	
	Defined in TS 38.413 [44] 

	Defined in TS 38.413 [44] 

	YES
	ignore


<<<<<<<<<<<<<<<<<<<< NEXT CHANGES >>>>>>>>>>>>>>>>>>>>
9.1.17
MME CONFIGURATION TRANSFER

This message is sent by the MME in order to transfer RAN configuration information.

Direction: MME ( eNB.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	ignore

	SON Configuration Transfer
	O
	
	9.2.3.26
	
	YES
	ignore

	EN-DC SON Configuration Transfer
	O
	
	9.2.3.26a
	
	YES
	ignore

	Inter System Information transfer
	O
	
	BIT STRING
	Defined in TS 38.413 [44] 

	
	


<<<<<<<<<<<<<<<<<<<< NEXT CHANGES >>>>>>>>>>>>>>>>>>>>
9.3.3.X
 Inter system information Transfer

This IE contains the inter system information, used by e.g., SON MRO functionality, and additionally includes the RAN node identifier of other RAT of the destination and the NG-RAN node identifier of the source of this information.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Target RAN Node ID
	M
	
	
	

	>Global RAN Node ID
	M
	
	9.2.1.131
	

	>Selected TAI
	M
	
	5GS TAI

9.2.3.52
	

	Source eNode ID
	M
	
	
	

	>Global eNode ID
	M
	
	9.2.1.3.7
	

	>Selected TAI
	M
	
	TAI

9.2.3.16
	

	Inter system Information
	M
	
	9.3.3.Y
	


<<<<<<<<<<<<<<<<<<<< NEXT CHANGES >>>>>>>>>>>>>>>>>>>>
9.3.3.Y
Inter system Information

This IE identifies the inter system information transferred between LTE and NG-RAN.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	>Inter System information
	
	
	
	

	>>failure due to inter system HO report
	O
	
	
	

	>>> Too Early inter-RAT inter system HO report
	O
	
	
	

	>>>> UE RLF Report Container
	M
	
	UE LTE RLF Report Container
	RLF Report contained in the UEInformationResponse message (TS 36.331 [16])

	>>>>> Mobility Information
	O
	
	BIT STRING (SIZE (32))
	Information related to the handover; the external handover source provides it in the Source eNB to target Node Transparent Container in order to enable later analysis of the conditions that led to a wrong HO.

	>>> Too late intra RAT inter system HO report 
	O
	
	
	

	>>>> UE RLF Report Container
	M
	
	UE NR RLF Report Container
	RLF Report contained in the UEInformationResponse message (TS 38.331 [4x])

	>>>>> Mobility Information
	O
	
	BIT STRING (SIZE (32))
	Information related to the handover; the external handover source provides it in the Source gNB to target Node Transparent Container in order to enable later analysis of the conditions that led to a wrong HO.


<<<<<<<<<<<<<<<<<<<< End CHANGES >>>>>>>>>>>>>>>>>>>>

