
3GPP TSG-RAN WG3 Meeting # 105
R3-193907
Ljubljana, Slovenija, 26th - 30th Aug 2019
	CR-Form-v12.0

	CHANGE REQUEST

	

	
	38.413
	CR
	
	rev
	
	Current version:
	15.4.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	X
	Core Network
	


	

	Title:

	Signalling support of NR MDT in TS38.413

	
	

	Source to WG:
	ZTE

	Source to TSG:
	R3

	
	

	Work item code:
	NR_SON_MDT
	
	Date:
	2019-08-24

	
	
	
	
	

	Category:
	B
	
	Release:
	Rel-16

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)
Rel-15
(Release 15)
Rel-16
(Release 16)

	
	

	Reason for change:
	NR MDT signalling not support in Rel-16 specification.

	
	

	Summary of change:
	Introduce MDT configuration with Trace activation into NGAP.

	
	

	Consequences if not approved:
	Function of NR MDT not supported in TS 38.413.

	
	

	Clauses affected:
	8.3.1.2, 8.4.2.2, 8.11.1.2,9.3.1.14

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	

	
	

	This CR's revision history:
	


<<<<<<<<<<<<<<<<<<<< START OF CHANGES >>>>>>>>>>>>>>>>>>>>

8.3.1
Initial Context Setup

8.3.1.1
General

The purpose of the Initial Context Setup procedure is to establish the necessary overall initial UE context at the NG-RAN node, when required, including PDU session context, the Security Key, Mobility Restriction List, UE Radio Capability and UE Security Capabilities, etc. The AMF may initiate the Initial Context Setup procedure if a UE-associated logical NG-connection exists for the UE or if the AMF has received the RAN UE NGAP ID IE in an INITIAL UE MESSAGE message or if the NG-RAN node has already initiated a UE-associated logical NG-connection by sending an INITIAL UE MESSAGE message via another NG interface instance. The procedure uses UE-associated signalling.

8.3.1.2
Successful Operation
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Figure 8.3.1.2-1: Initial context setup: successful operation

In case of the establishment of a PDU session the 5GC shall be prepared to receive user data before the INITIAL CONTEXT SETUP RESPONSE message has been received by the AMF. If no UE-associated logical NG-connection exists, the UE-associated logical NG-connection shall be established at reception of the INITIAL CONTEXT SETUP REQUEST message.

If the Trace Activation IE is included in the INITIAL CONTEXT SETUP REQUEST message the NG-RAN node shall, if supported, initiate the requested trace function as described in TS 32.422 [11]. In particular, the NG-RAN node shall, if supported:

-
if the Trace Activation IE includes the MDT Configuration IE, initiate MDT session as described in TS 32.422 [11];

<<<<<<<<<<<<<<<<<<<< NEXT CHANGES >>>>>>>>>>>>>>>>>>>>
8.4.2
Handover Resource Allocation

8.4.2.1
General

The purpose of the Handover Resource Allocation procedure is to reserve resources at the target NG-RAN node for the handover of a UE.

8.4.2.2
Successful Operation
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Figure 8.4.2.2-1: Handover resource allocation: successful operation

If the Trace Activation IE is included in the HANDOVER REQUEST message the target NG-RAN node shall, if supported, initiate the requested trace function as described in TS 32.422 [11]. In particular, the NG-RAN node shall, if supported:

-
if the Trace Activation IE includes the MDT Configuration IE, initiate MDT session as described in TS 32.422 [11];

<<<<<<<<<<<<<<<<<<<< NEXT CHANGES >>>>>>>>>>>>>>>>>>>>
8.11
Trace Procedures

8.11.1
Trace Start

8.11.1.1
General

The purpose of the Trace Start procedure is to allow the AMF to request the NG-RAN node to initiate a trace session for a UE. The procedure uses UE-associated signalling. If no UE-associated logical NG-connection exists, the UE-associated logical NG-connection shall be established as part of the procedure.

8.11.1.2
Successful Operation
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Figure 8.11.1.2-1: Trace start

The AMF initiates the procedure by sending a TRACE START message. Upon reception of the TRACE START message, the NG-RAN node shall initiate the requested trace session as described in TS 32.422 [11].In particular, the NG-RAN node shall, if supported:

-
if the Trace Activation IE includes the MDT Configuration IE,  initiate MDT session as described inTS 32.422 [11];

<<<<<<<<<<<<<<<<<<<< NEXT CHANGES >>>>>>>>>>>>>>>>>>>>
9.3.1.14
Trace Activation

This IE defines parameters related to a trace session activation.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	NG-RAN Trace ID
	M
	
	OCTET STRING (SIZE(8))
	This IE is composed of the following: 

Trace Reference defined in TS 32.422 [11] (leftmost 6 octets, with PLMN information encoded as in 9.3.3.1), and

Trace Recording Session Reference defined in TS 32.422 [11] (last 2 octets).

	Interfaces to Trace
	M
	
	BIT STRING (SIZE(8))
	Each position in the bitmap represents an NG-RAN node interface:

first bit = NG-C, second bit = Xn-C, third bit = Uu, fourth bit = F1-C, fifth bit = E1:

other bits reserved for future use. Value '1' indicates 'should be traced'. Value '0' indicates 'should not be traced'.

	Trace Depth
	M
	
	ENUMERATED (minimum, medium, maximum, minimumWithoutVendorSpecificExtension,

mediumWithoutVendorSpecificExtension,

maximumWithoutVendorSpecificExtension, …)
	Defined in TS 32.422 [11].

	Trace Collection Entity IP Address
	M
	
	Transport Layer Address

9.3.2.4
	Defined in TS 32.422 [11]

	MDT Configuration
	O
	
	FFS  
	This IE should based RAN2’s input


<<<<<<<<<<<<<<<<<<<< End CHANGES >>>>>>>>>>>>>>>>>>>>
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