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	[bookmark: _Toc384916784][bookmark: _Toc384916783][bookmark: _Toc534720312]Change Begins



8.7.1	NG Setup
[bookmark: _Toc534720314]/********Skip to next change**********/
8.7.1.2	Successful Operation


Figure 8.7.1.2-1: NG setup: successful operation
The NG-RAN node initiates the procedure by sending an NG SETUP REQUEST message including the appropriate data to the AMF. The AMF responds with an NG SETUP RESPONSE message including the appropriate data.
If the UE Retention Information IE set to “ues-retained“ is included in the NG SETUP REQUEST message, the AMF may accept the proposal to retain the existing UE related contexts and signalling connections by including the UE Retention Information IE set to “ues-retained“ in the NG SETUP RESPONSE message.
If the GUAMI Type IE is included in the NG SETUP REQUEST message, the NG-RAN shall store the received value and use it for further AMF selection as defined in TS 23. 501 [9].
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[bookmark: _Toc14165631]8.7.3	AMF Configuration Update
/********Skip to next change**********/
[bookmark: _Toc14165633]8.7.3.2	Successful Operation


Figure 8.7.3.2-1: AMF configuration update: successful operation
The AMF initiates the procedure by sending an AMF CONFIGURATION UPDATE message including the appropriate updated configuration data to the NG-RAN node. The NG-RAN node responds with an AMF CONFIGURATION UPDATE ACKNOWLEDGE message to acknowledge that it successfully updated the configuration data. If an information element is not included in the AMF CONFIGURATION UPDATE message, the NG-RAN node shall interpret that the corresponding configuration data is not changed and shall continue to operate the NG-C interface with the existing related configuration data.
If the PLMN Support List IE is included in the AMF CONFIGURATION UPDATE message, the NG-RAN node shall overwrite the whole list of supported PLMN Identities and the corresponding list of AMF slices for each PLMN Identity and use the received values for further network slice selection and AMF selection. 
If the AMF TNL Association to Add List IE is included in the AMF CONFIGURATION UPDATE message, the NG-RAN node shall, if supported, use it to establish the TNL association(s) with the AMF. The NG-RAN node shall report to the AMF, in the AMF CONFIGURATION UPDATE ACKNOWLEDGE message, the successful establishment of the TNL association(s) with the AMF as follows:
[bookmark: _Hlk497194898]-	A list of successfully established TNL associations shall be included in the AMF TNL Association Setup List IE;
-	A list of TNL associations that failed to be established shall be included in the AMF TNL Association Failed to Setup List IE.
If the AMF TNL Association to Remove List IE is included in the AMF CONFIGURATION UPDATE message the NG-RAN node shall, if supported, initiate removal of the TNL association(s) indicated by the received AMF Transport Layer information towards the AMF.
If the AMF Name IE is included in the AMF CONFIGURATION UPDATE message, the NG-RAN node shall overwrite the previously stored AMF name and use it to identify the AMF.
If the Served GUAMI List IE is included in the AMF CONFIGURATION UPDATE message, the NG-RAN node shall overwrite the whole list of GUAMIs served by the AMF by the new list and use the received values for further AMF management and AMF selection as defined in TS 23.501 [9]. 
If the Relative AMF Capacity IE is included in the AMF CONFIGURATION UPDATE message, the NG-RAN node may use it as defined in TS 23.501 [9].
If the AMF TNL Association to Update List IE is included in the AMF CONFIGURATION UPDATE message the NG-RAN node shall, if supported, update the TNL association(s) indicated by the received AMF Transport Layer information towards the AMF.
If the TNL Association Usage IE or the TNL Address Weight Factor IE is included in the AMF TNL Association to Add List IE or the AMF TNL Association to Update List IE, the NG-RAN node shall, if supported, consider it as defined in TS 23.502 [10].


	Next Change




[bookmark: _Toc525567501]9.2.6.2	NG SETUP RESPONSE
This message is sent by the AMF to transfer application layer information for an NG-C interface instance.
Direction: AMF  NG-RAN node
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	AMF Name
	M
	
	9.3.3.21 
	
	YES
	reject

	Served GUAMI List
	
	1
	
	
	YES
	reject

	>Served GUAMI Item
	
	1..<maxnoofServedGUAMIs>
	
	
	-
	

	>>GUAMI
	M
	
	9.3.3.3
	
	-
	

	>>Backup AMF Name
	O
	
	AMF Name
9.3.3.21
	
	-
	

	>>GUAMI Type
	O
	
	ENUMERATED (native, mapped, …)
	
	-
	

	Relative AMF Capacity
	M
	
	9.3.1.32
	
	YES
	ignore

	PLMN Support List
	
	1
	
	
	YES
	reject

	>PLMN Support Item
	
	1..<maxnoofPLMNs>
	
	
	-
	

	>>PLMN Identity
	M
	
	9.3.3.5
	
	-
	

	>>Slice Support List
	M
	
	9.3.1.17
	Supported S-NSSAIs per PLMN
	-
	

	Criticality Diagnostics
	O
	
	9.3.1.3
	
	YES
	ignore

	UE Retention Information
	O
	
	9.3.1.117
	
	YES
	ignore



	Range bound
	Explanation

	maxnoofServedGUAMIs
	Maximum no. of GUAMIs served by an AMF. Value is 256.

	maxnoofPLMNs
	Maximum no. of PLMNs per message. Value is 12.
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[bookmark: _Toc525567506]9.2.6.7	AMF CONFIGURATION UPDATE
This message is sent by the AMF to transfer updated information for an NG-C interface instance.
Direction: AMF  NG-RAN node
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	AMF Name
	O
	
	9.3.3.21
	
	YES
	reject

	Served GUAMI List
	
	0..1
	
	
	YES
	reject

	>Served GUAMI Item
	
	1..<maxnoofServedGUAMIs>
	
	
	-
	

	>>GUAMI
	M
	
	9.3.3.3
	
	-
	

	>>Backup AMF Name
	O
	
	AMF Name
9.3.3.21
	
	-
	

	>>GUAMI Type
	O
	
	ENUMERATED (native, mapped, …)
	
	-
	

	Relative AMF Capacity
	O
	
	9.3.1.32
	
	YES
	ignore

	PLMN Support List
	
	0..1
	
	
	YES
	reject

	>PLMN Support Item
	
	1..<maxnoofPLMNs>
	
	
	-
	

	>>PLMN Identity
	M
	
	9.3.3.5
	
	-
	

	>>Slice Support List
	M
	
	9.3.1.17
	Supported S-NSSAIs per PLMN
	-
	

	AMF TNL Association to Add List 
	
	0..1
	
	
	YES
	ignore

	>AMF TNL Association to Add Item
	
	1..<maxnoofTNLAssociations>
	
	
	-
	

	>>AMF TNL Association Address
	M
	
	CP Transport Layer Information
9.3.2.6
	AMF Transport Layer information used to set up the new TNL association.
	-
	

	>>TNL Association Usage
	O
	
	9.3.2.9
	
	-
	

	>>TNL Address Weight Factor
	M
	
	9.3.2.10
	
	-
	

	AMF TNL Association to Remove List 
	
	0..1
	
	
	YES
	ignore

	>AMF TNL Association to Remove Item
	
	1..<maxnoofTNLAssociations>
	
	
	-
	

	>>AMF TNL Association Address
	M
	
	CP Transport Layer Information
9.3.2.6
	AMF Transport Layer information used to identify the TNL association to be removed.
	-
	

	AMF TNL Association to Update List 
	
	0..1
	
	
	YES
	ignore

	>AMF TNL Association to Update Item
	
	1..<maxnoofTNLAssociations>
	
	
	-
	

	>>AMF TNL Association Address
	M
	
	CP Transport Layer Information
9.3.2.6
	AMF Transport Layer information used to identify the TNL association to be updated.
	-
	

	>>TNL Association Usage
	O
	
	9.3.2.9
	
	-
	

	>>TNL Address Weight Factor
	O
	
	9.3.2.10
	
	-
	



[bookmark: _Hlk513788894]
3GPP

	Range bound
	Explanation

	maxnoofServedGUAMIs
	Maximum no. of GUAMIs served by an AMF. Value is 256.

	maxnoofPLMNs
	Maximum no. of PLMNs per message. Value is 12.

	maxnoofTNLAssociations
	Maximum no. of TNL Associations between the NG-RAN node and the AMF. Value is 32.
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[bookmark: _Toc534720714]9.4.5	Information Element Definitions
-- ASN1START
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************

NGAP-IEs {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
ngran-Access (22) modules (3) ngap (1) version1 (1) ngap-IEs (2) }


/********Skip to next change**********/
	id-gUAMIType,

/********Skip to next change**********/

ServedGUAMIList ::= SEQUENCE (SIZE(1..maxnoofServedGUAMIs)) OF ServedGUAMIItem

ServedGUAMIItem ::= SEQUENCE {
	gUAMI				GUAMI,
	backupAMFName		AMFName													OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { {ServedGUAMIItem-ExtIEs} }	OPTIONAL,
	...
}

ServedGUAMIItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	{ID id-gUAMIType		CRITICALITY ignore	EXTENSION GUAMIType		PRESENCE optional},
	...
}

GUAMIType::= ENUMERATED {native, mapped, ...}


/********Skip to next change**********/
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[bookmark: _Toc534720716]9.4.7	Constant Definitions
-- ASN1START
-- **************************************************************
--
-- Constant definitions
--
-- **************************************************************

NGAP-Constants { 
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
ngran-Access (22) modules (3) ngap (1) version1 (1) ngap-Constants (4) } 

/********Skip to next change**********/

id-gUAMIType						ProtocolIE-ID ::= xx

	End of change
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