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	Reason for change:
	In clause 5.7.5.3 of TS 23. 501, it is described that the RQA can be removed by the SMF after the RQA has been provided to the NG-RAN as follows. 
· [bookmark: OLE_LINK7]When the Reflective QoS Attribute (RQA) has been provided to the NG-RAN for a QoS flow and the 5GC determines that the QoS Flow carries no more SDF for which Reflective QoS has to be used, the SMF should signal the removal of the RQA from the QoS Flow's QoS profile to the NG-RAN. 
However, in current TS 38.413, there is only one IE type “subject to” for RQA in the QoS flow level QoS parameters. Even if the SMF sends the PDU Session Resource Modify Request message without including the RQA, the NG-RAN may misundstand this IE is not changed. (i.e. still be enabled state) This means the SMF cannot remove the RQA from the QoS Flow's QoS profile to the NG-RAN. 



	
	

	Summary of change:
	Add “not subject to” in the IE type for the Reflective QoS Attribute.

Impact Analysis:
Impact assessment towards the previous version of the specification (same release): 
· This CR has isolated impact with the previous version of the specification (same release) 
· This CR has an impact under functional point of view. 
· The impact can be considered isolated because the change affects QoS flow level QoS parameters.


	
	

	Consequences if not approved:
	The SMF can not remove the RQA from the QoS Flow's QoS profile. 
Misalignment with TS 23. 501
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[bookmark: _Toc5694404]9.3.1.12	QoS Flow Level QoS Parameters
This IE defines the QoS parameters to be applied to a QoS flow.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	CHOICE QoS Characteristics
	M
	
	
	

	>Non-dynamic 5QI
	
	
	
	

	>>Non Dynamic 5QI Descriptor
	M
	
	9.3.1.28
	

	>Dynamic 5QI
	
	
	
	

	>>Dynamic 5QI Descriptor
	M
	
	9.3.1.18
	

	Allocation and Retention Priority
	M
	
	9.3.1.19
	

	GBR QoS Flow Information
	O
	
	9.3.1.10
	This IE shall be present for GBR QoS Flows only.

	Reflective QoS Attribute
	O
	
	ENUMERATED (subject to, …, not subject to)
	Details in TS 23.501 [9]. This IE may be present in case of Non-GBR QoS flows and shall be ignored otherwise.

	Additional QoS Flow Information
	O
	
	ENUMERATED (more likely, …)
	This IE indicates that traffic for this QoS flow is likely to appear more often than traffic for other flows established for the PDU session.
This IE may be present in case of Non-GBR QoS flows and shall be ignored otherwise.
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[bookmark: _Toc534720714]9.4.5	Information Element Definitions
-- ASN1START
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************

NGAP-IEs {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
ngran-Access (22) modules (3) ngap (1) version1 (1) ngap-IEs (2) }

/********Skip to next change**********/


ReflectiveQosAttribute ::= ENUMERATED {
	subject-to,
	...,
	not-subject-to
}
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