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============ Start of 1st change ==============

8.9.x
Trace activation over E1-C
8.9.x.1
Trace start
The procedure for requesting the gNB-CU-UP to initiate a trace session is shown in Figure 8.9.x.1-1.
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The gNB-CU-CP requests the gNB-CU-

UP to initiate a trace session for a UE

TRACE START


Figure 8.9.x.1-1: Trace start over E1-C
The gNB-CU-CP sends TRACE START message with the configuration for trace activation to the gNB-CU-UP.
8.9.x.2
Deactivate trace
The procedure for requesting the gNB-CU-UP to stop the trace session is shown in Figure 8.9.x.2-1.
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The gNB-CU-CP requests the gNB-CU-
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Figure 8.9.x.2-1: Deactivate trace over E1-C
The gNB-CU-CP sends DEACTIVATE TRACE message with the indicated trace reference to the gNB-CU-UP.
8.9.x
Trace activation over F1-C
8.9.x.1
Trace start
The procedure for requesting the gNB-DU to initiate a trace session is shown in Figure 8.9.x.1-1.
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The gNB-CU requests the gNB-DU to 

initiate a trace session for a UE

TRACE START


Figure 8.9.x.1-1: Trace start over F1-C
The gNB-CU sends TRACE START message with the configuration for trace activation to the gNB-DU.
8.9.x.2
Deactivate trace
The procedure for requesting the gNB-DU to stop the trace session is shown in Figure 8.9.x.2-1.
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The gNB-CU requests the gNB-DU to 

stop the trace session
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Figure 8.9.x.2-1: Deactivate trace over F1-C
The gNB-CU sends DEACTIVATE TRACE message with the indicated trace reference to the gNB-DU.
============ End of 1st change ==============
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The gNB-CU-CP requests the gNB-CU-UP to stop the trace session
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The gNB-CU requests the gNB-DU to initiate a trace session for a UE
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The gNB-CU requests the gNB-DU to stop the trace session
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The gNB-CU-CP requests the gNB-CU-UP to initiate a trace session for a UE
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