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8.7.3
S1 Setup 

8.7.3.1
General

The purpose of the S1 Setup procedure is to exchange application level data needed for the eNB and the MME to correctly interoperate on the S1 interface. This procedure shall be the first S1AP procedure triggered after the TNL association has become operational. The procedure uses non-UE associated signalling.

This procedure erases any existing application level configuration data in the two nodes and replaces it by the one received and clears MME overload state information at the eNB. If the eNB and MME do not agree on retaining the UE Contexts this procedure also re-initialises the E-UTRAN S1AP UE-related contexts (if any) and erases all related signalling connections in the two nodes like a Reset procedure would do. If the eNB initiating the S1 Setup procedure supports a CSG cell, the procedure shall report the CSG ID(s) of the supported CSGs.

8.7.3.2
Successful Operation
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Figure 8.7.3.2-1: S1 Setup procedure: Successful Operation.

The eNB initiates the procedure by sending a S1 SETUP REQUEST message including the appropriate data to the MME. The MME responds with a S1 SETUP RESPONSE message including the appropriate data.

The exchanged data shall be stored in respective node and used for the duration of the TNL association. When this procedure is finished, the S1 interface is operational and other S1 messages can be exchanged.

If the eNB initiating the S1 SETUP procedure supports one (or more) CSG cell(s), the S1 SETUP REQUEST message shall contain the CSG ID(s) of the supported CSG(s).

If the S1 SETUP REQUEST message contains the eNB Name IE the MME may use this IE as a human readable name of the eNB.

If the S1 SETUP RESPONSE message contains the MME Name IE the eNB may use this IE as a human readable name of the MME.

If the MME Relay Support Indicator IE is included in the S1 SETUP RESPONSE message, the eNB shall consider this information when selecting an appropriate MME for the Relay Node.

If the UE Retention Information IE set to “ues-retained“ was included in the S1 SETUP REQUEST message, then the MME may accept the proposal to retain the existing UE related contexts and signalling connections by including the UE Retention Information IE set to “ues-retained“ in the S1 SETUP RESPONSE message.

If the NB-IoT Default Paging DRX IE is included in the S1 SETUP REQUEST message, the MME will take it into account as specified in TS36.300 [14].

If the S1 SETUP RESPONSE message contains the ServedDCNs IE then the eNB shall, if supported, use it as defined in TS 23.401 [48].
If the S1 SETUP RESPONSE message contains the GUMMEI Type IE then the eNB shall, if supported, use it to route the UE to the correct MME as specified in TS 23.401[48].
8.7.3.3
Unsuccessful Operation
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Figure 8.7.3.3-1: S1 Setup procedure: Unsuccessful Operation.

If the MME cannot accept the setup, it should respond with a S1 SETUP FAILURE and appropriate cause value.

If the S1 SETUP FAILURE message includes the Time To Wait IE, the eNB shall wait at least for the indicated time before reinitiating the S1 setup towards the same MME.

8.7.3.4
Abnormal Conditions

If the eNB initiates the procedure by sending a S1 SETUP REQUEST message including the PLMN Identity IEs and none of the PLMNs provided by the eNB is identified by the MME, then the MME shall reject the eNB S1 Setup Request procedure with the appropriate cause value, e.g., “Unknown PLMN”.
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9.1.8.5
S1 SETUP RESPONSE

This message is sent by the MME to transfer information for a TNL association.

Direction: MME ( eNB
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	reject

	MME Name
	O
	
	PrintableString(SIZE(1..150,…))
	
	YES
	ignore

	Served GUMMEIs
	
	1..<maxnoofRATs>
	
	The LTE related pool configuration is included on the first place in the list.
	GLOBAL
	reject

	>Served PLMNs
	
	1..<maxnoofPLMNsPerMME>
	
	
	-
	

	>>PLMN Identity
	M
	
	9.2.3.8
	
	-
	

	>Served GroupIDs
	
	1..<maxnoofGroupIDs>
	
	
	-
	

	>>MME Group ID
	M
	
	OCTET STRING (SIZE(2))
	
	-
	

	>Served MMECs
	
	1..<maxnoofMMECs>
	
	
	-
	

	>>MME Code
	M
	
	9.2.3.12
	
	-
	

	>GUMMEI Type
	O
	
	ENUMERATED (native, mapped, …, mapped_from_5G-GUTI)
	
	-
	ignore

	Relative MME Capacity
	M
	
	9.2.3.17
	
	YES
	ignore

	MME Relay Support Indicator
	O
	
	9.2.1.82
	
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.2.1.21
	
	YES
	ignore

	UE Retention Information
	O
	
	9.2.1.112
	
	YES
	ignore

	Served DCNs
	
	0..<maxnoofDCNs>
	
	
	GLOBAL
	ignore

	>Served DCNs Items
	M
	
	9.2.1.121
	
	-
	


	Range bound
	Explanation

	maxnoofPLMNsPerMME
	Maximum no. of PLMNs per MME. Value is 32.

	maxnoofRATs
	Maximum no. of RATs. Value is 8.

	maxnoofGroupIDs
	Maximum no. of GroupIDs per node per RAT. Value is 65535.

	maxnoofMMECs
	Maximum no. of MMECs per node per RAT. Value is 256.

	maxnoofDCNs
	Maximum no. of DCNs servered by one MME. Value is 32. 


------------------------------------------
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9.3.4
Information Element Definitions

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

S1AP-IEs {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

eps-Access (21) modules (3) s1ap (1) version1 (1) s1ap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS


id-E-RABInformationListItem,


id-E-RABItem,

id-GUMMEIType,

id-Bearers-SubjectToStatusTransfer-Item,

id-Time-Synchronisation-Info,

id-x2TNLConfigurationInfo,


id-eNBX2ExtendedTransportLayerAddresses,


id-MDTConfiguration,


id-Time-UE-StayedInCell-EnhancedGranularity,


id-HO-Cause,


id-M3Configuration,

------------------------------------------
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-- S

SecurityKey
::= BIT STRING (SIZE(256))

SecurityContext ::= SEQUENCE {


nextHopChainingCount

INTEGER (0..7),


nextHopParameter


SecurityKey,


iE-Extensions



ProtocolExtensionContainer { { SecurityContext-ExtIEs} }
OPTIONAL,


...
}

SecurityContext-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

SecondaryRATType ::= ENUMERATED {


nR,


...,


unlicensed
}

SecondaryRATDataUsageRequest ::= ENUMERATED {


requested,


...

}

SecondaryRATDataUsageReportList ::= SEQUENCE (SIZE(1.. maxnoofE-RABs)) OF ProtocolIE-SingleContainer { {SecondaryRATDataUsageReportItemIEs} }

SecondaryRATDataUsageReportItemIEs 
S1AP-PROTOCOL-IES ::= {


{ ID id-SecondaryRATDataUsageReportItem
 CRITICALITY ignore 
TYPE SecondaryRATDataUsageReportItem 
PRESENCE mandatory },


...

}

SecondaryRATDataUsageReportItem ::= SEQUENCE {


e-RAB-ID




E-RAB-ID,


secondaryRATType


SecondaryRATType,


e-RABUsageReportList

E-RABUsageReportList,


iE-Extensions



ProtocolExtensionContainer { { SecondaryRATDataUsageReportItem-ExtIEs} } OPTIONAL,


...

}

SecondaryRATDataUsageReportItem-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

SerialNumber ::= BIT STRING (SIZE (16))
ServiceType ::= ENUMERATED{


qMC-for-streaming-service,


qMC-for-MTSI-service,


...

}
SONInformation ::= CHOICE{


sONInformationRequest

SONInformationRequest,


sONInformationReply


SONInformationReply,


...,


sONInformation-Extension
SONInformation-Extension

}

SONInformation-Extension ::= ProtocolIE-SingleContainer {{ SONInformation-ExtensionIE }}

SONInformation-ExtensionIE S1AP-PROTOCOL-IES ::= {


{ ID id-SON-Information-Report
CRITICALITY ignore
TYPE SONInformationReport
PRESENCE mandatory}

}

SONInformationRequest ::= ENUMERATED { 


x2TNL-Configuration-Info,


...,


time-Synchronisation-Info,


activate-Muting,


deactivate-Muting}
SONInformationReply ::= SEQUENCE {


x2TNLConfigurationInfo


X2TNLConfigurationInfo


OPTIONAL,


iE-Extensions




ProtocolExtensionContainer {{SONInformationReply-ExtIEs}} OPTIONAL,


...

}

SONInformationReply-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {

-- Extension for Release 9 to transfer Time synchronisation information --


{ID id-Time-Synchronisation-Info

CRITICALITY ignore
EXTENSION TimeSynchronisationInfo

PRESENCE optional},


...,


{ID id-Muting-Pattern-Information

CRITICALITY ignore
EXTENSION MutingPatternInformation
PRESENCE optional}

}

SONInformationReport ::= CHOICE{


rLFReportInformation

RLFReportInformation,


...

}

SONConfigurationTransfer ::= SEQUENCE {


targeteNB-ID




TargeteNB-ID,


sourceeNB-ID




SourceeNB-ID,


sONInformation




SONInformation,


iE-Extensions


ProtocolExtensionContainer { { SONConfigurationTransfer-ExtIEs} }


OPTIONAL,
...

}

SONConfigurationTransfer-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {

-- Extension for Release 10 to transfer the IP addresses of the eNB initiating the ANR action --


{ID id-x2TNLConfigurationInfo

CRITICALITY ignore
EXTENSION X2TNLConfigurationInfo



PRESENCE conditional


-- This IE shall be present if the SON Information IE contains the SON Information Request IE and the SON Information Request IE is set to “X2TNL Configuration Info” --}|

-- Extension for Release 12 to transfer information concerning the source cell of synchronisation and the aggressor cell --


{ID id-Synchronisation-Information
CRITICALITY ignore
EXTENSION SynchronisationInformation


PRESENCE conditional


-- This IE shall be present if the SON Information IE contains the SON Information Request IE set to “ Activate Muting ” --},


...

}

SynchronisationInformation ::= SEQUENCE {


sourceStratumLevel



StratumLevel



OPTIONAL,


listeningSubframePattern

ListeningSubframePattern
OPTIONAL,


aggressoreCGI-List



ECGI-List




OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { {SynchronisationInformation-ExtIEs} } OPTIONAL,


...

}

SynchronisationInformation-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

Source-ToTarget-TransparentContainer ::= OCTET STRING

-- This IE includes a transparent container from the source RAN node to the target RAN node. 

-- The octets of the OCTET STRING are encoded according to the specifications of the target system.

SourceBSS-ToTargetBSS-TransparentContainer

::= OCTET STRING

-- This is a dummy IE used only as a reference to the actual definition in relevant specification.

SourceeNB-ID ::= SEQUENCE {


global-ENB-ID
Global-ENB-ID,


selected-TAI
TAI,


iE-Extensions
ProtocolExtensionContainer { {SourceeNB-ID-ExtIEs} } OPTIONAL

}

SourceeNB-ID-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

SRVCCOperationNotPossible ::= ENUMERATED {


notPossible,


...

}

SRVCCOperationPossible ::= ENUMERATED {


possible,


...

}

SRVCCHOIndication ::= ENUMERATED {


pSandCS,


cSonly,


...

}

SourceeNB-ToTargeteNB-TransparentContainer

::= SEQUENCE {


rRC-Container



RRC-Container,


e-RABInformationList

E-RABInformationList


OPTIONAL,


targetCell-ID



EUTRAN-CGI,


subscriberProfileIDforRFP
SubscriberProfileIDforRFP

OPTIONAL,


uE-HistoryInformation

UE-HistoryInformation,


iE-Extensions



ProtocolExtensionContainer { {SourceeNB-ToTargeteNB-TransparentContainer-ExtIEs} } OPTIONAL,


...

}

SourceeNB-ToTargeteNB-TransparentContainer-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


{ID id-MobilityInformation



CRITICALITY ignore
EXTENSION MobilityInformation



PRESENCE optional}|


{ID id-uE-HistoryInformationFromTheUE
CRITICALITY ignore
EXTENSION UE-HistoryInformationFromTheUE

PRESENCE optional},


...

}

SourceRNC-ToTargetRNC-TransparentContainer

::= OCTET STRING

-- This is a dummy IE used only as a reference to the actual definition in relevant specification.

SourceNgRanNode-ToTargetNgRanNode-TransparentContainer

::= OCTET STRING

-- This is a dummy IE used only as a reference to the actual definition in relevant specification.
ServedGUMMEIs ::= SEQUENCE (SIZE (1.. maxnoofRATs)) OF ServedGUMMEIsItem

ServedGUMMEIsItem ::= SEQUENCE {


servedPLMNs



ServedPLMNs,


servedGroupIDs


ServedGroupIDs,


servedMMECs



ServedMMECs,


iE-Extensions


ProtocolExtensionContainer { {ServedGUMMEIsItem-ExtIEs} }
OPTIONAL,


...

}

ServedGUMMEIsItem-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {

{ID id-GUMMEIType

CRITICALITY ignore
EXTENSION GUMMEIType

PRESENCE optional},

...

}

ServedGroupIDs ::= SEQUENCE (SIZE(1.. maxnoofGroupIDs)) OF MME-Group-ID

ServedMMECs ::= SEQUENCE (SIZE(1.. maxnoofMMECs)) OF MME-Code

ServedPLMNs ::= SEQUENCE (SIZE(1.. maxnoofPLMNsPerMME)) OF PLMNidentity

SubscriberProfileIDforRFP ::= INTEGER (1..256) 

SupportedTAs ::= SEQUENCE (SIZE(1.. maxnoofTACs)) OF SupportedTAs-Item

SupportedTAs-Item ::=
SEQUENCE  {


tAC




TAC,


broadcastPLMNs

BPLMNs,


iE-Extensions

ProtocolExtensionContainer { {SupportedTAs-Item-ExtIEs} } OPTIONAL,


...

}

SupportedTAs-Item-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


-- Extension for Release 13 to transfer RAT-Type per TAC --


{ID id-RAT-Type

CRITICALITY reject
EXTENSION RAT-Type

PRESENCE optional},


...

}

StratumLevel ::= INTEGER (0..3, ...)
SynchronisationStatus ::= ENUMERATED { synchronous, asynchronous, ... }
TimeSynchronisationInfo ::= SEQUENCE {


stratumLevel




StratumLevel,


synchronisationStatus


SynchronisationStatus,

iE-Extensions




ProtocolExtensionContainer { { TimeSynchronisationInfo-ExtIEs} } OPTIONAL,


...

}

TimeSynchronisationInfo-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


-- Extension for Release 12 to transfer Muting Availability Indication --


{ID id-Muting-Availability-Indication

CRITICALITY ignore
EXTENSION MutingAvailabilityIndication
PRESENCE optional},


...

}

S-TMSI ::= SEQUENCE {


mMEC
MME-Code,


m-TMSI
M-TMSI,

iE-Extensions

ProtocolExtensionContainer { {S-TMSI-ExtIEs} } OPTIONAL,


...

}

S-TMSI-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}
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