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[bookmark: _Toc14044421]9.2.1.4	F1 SETUP REQUEST
This message is sent by the gNB-DU to transfer information associated to an F1-C interface instance.
NOTE:	If a TNL association is shared among several F1-C interface instances, several F1 Setup procedures are issued via the same TNL association after that TNL association has become operational.
Direction: gNB-DU  gNB-CU
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	Transaction ID
	M
	
	9.3.1.23
	
	YES
	reject

	gNB-DU ID
	M
	
	9.3.1.9
	
	YES
	reject

	gNB-DU Name
	O
	
	PrintableString(SIZE(1..150,...))
	
	YES
	ignore

	gNB-DU Served Cells List
	
	0.. 1
	
	List of cells configured in the gNB-DU
	YES
	reject

	>gNB-DU Served Cells Item
	
	1.. <maxCellingNBDU>
	
	
	EACH
	reject

	>>Served Cell Information
	M
	
	9.3.1.10
	Information about the cells configured in the gNB-DU
	-
	

	>>gNB-DU System Information
	O
	
	9.3.1.18
	RRC container with system information owned by gNB-DU
	-
	

	gNB-DU RRC version 
	M
	
	RRC version 9.3.1.70
	
	YES
	Reject

	UP DL TNL Information
	
	0..<maxnoofUPDLTLAs>
	
	
	
	

	> UP DL TNL Information List
	
	0..<maxnoofUPDLTLAs>
	
	
	
	

	>>UP DL TNL Information
	O
	
	UP Transport Layer Information
9.3.2.1
	Indicates gNB-DU IP endpoint user plane transport layer information
	
	

	>IPSec UP DL TNL Information List
	
	0..<maxnoofUPDLTLAs>
	
	
	
	

	>>IPSec UP DL TNL Information
	O
	
	UP Transport Layer Information
9.3.2.1
	Indicates  gNB-DU IPsec endpoint user plane transport layer information
	
	



	Range bound
	Explanation

	maxCellingNBDU
	Maximum no. cells that can be served by a gNB-DU. Value is 512.

	maxnoofUPDLTLAs
	Maximum no. user-plane transport layer addresses that can be served by a gNB-DU. Value is XX.



[bookmark: _Toc14044422]9.2.1.5	F1 SETUP RESPONSE
This message is sent by the gNB-CU to transfer information associated to an F1-C interface instance.
Direction: gNB-CU  gNB-DU
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	Transaction ID
	M
	
	9.3.1.23
	
	YES
	reject

	gNB-CU Name
	O
	
	PrintableString(SIZE(1..150,...))
	Human readable name of the gNB-CU. 
	YES
	ignore

	Cells to be Activated List
	
	0.. 1
	
	
	YES
	reject

	>Cells to be Activated List Item
	
	1.. <maxCellingNBDU>
	
	List of cells to be activated
	EACH
	reject

	>> NR CGI
	M
	
	9.3.1.12
	
	-
	

	>> NR PCI 
	O
	
	INTEGER (0..1007)
	Physical Cell ID
	-
	

	>>gNB-CU System Information
	O
	
	9.3.1.42
	RRC container with system information owned by gNB-CU 
	YES
	reject

	>>Available PLMN List
	O
	
	9.3.1.65
	
	YES
	ignore

	>>Extended Available PLMN List
	O
	
	9.3.1.76
	This is included if Available PLMN List IE is included and if more than 6 Available PLMNs is to be signalled. 
	YES
	ignore

	gNB-CU RRC version 
	M
	
	RRC version 9.3.1.70
	
	YES
	Reject

	UP UL TNL Information
	
	0..<maxnoofUPULTLAs>
	
	
	
	

	> UP UL TNL Information List
	
	0..<maxnoofUPULTLAs>
	
	
	
	

	>>UP UL TNL Information
	O
	
	UP Transport Layer Information
9.3.2.1
	Indicates  gNB-CU IP endpoint user plane transport layer information
	
	

	>IPSec UP UL TNL Information List
	
	0..<maxnoofUPULTLAs>
	
	
	
	

	>>IPSec UP UL TNL Information
	O
	
	UP Transport Layer Information
9.3.2.1
	Indicates gNB-CU IPsec endpoint user plane transport layer information
	
	



	Range bound
	Explanation

	maxCellingNBDU
	Maximum no. cells that can be served by a gNB-DU. Value is 512.

	maxnoofUPULTLAs
	Maximum no. user-plane transport layer addresses that can be served by a gNB-CU. Value is XX.



[bookmark: _Toc14044423]9.2.1.6	F1 SETUP FAILURE
This message is sent by the gNB-CU to indicate F1 Setup failure.
Direction: gNB-CU  gNB-DU
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	Transaction ID
	M
	
	9.3.1.23
	
	YES
	reject

	Cause
	M
	
	9.3.1.2
	
	YES
	ignore

	Time to wait
	O
	
	9.3.1.13
	
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.3.1.3
	
	YES
	ignore



[bookmark: _Toc14044424]9.2.1.7	GNB-DU CONFIGURATION UPDATE
This message is sent by the gNB-DU to transfer updated information associated to an F1-C interface instance.
NOTE:	If F1-C signalling transport is shared among several F1-C interface instance, this message may transfer updated information associated to several F1-C interface instances.
Direction: gNB-DU  gNB-CU
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	Transaction ID
	M
	
	9.3.1.23
	
	YES
	reject

	Served Cells To Add List
	
	0..1
	
	Complete list of added cells served by the gNB-DU
	YES
	reject

	>Served Cells To Add Item
	
	1 .. <maxCellingNBDU>
	
	
	EACH
	reject

	>>Served Cell Information
	M
	
	9.3.1.10
	Information about the cells configured in the gNB-DU
	-
	

	>>gNB-DU System Information
	O
	
	9.3.1.18
	RRC container with system information owned by gNB-DU
	-
	

	Served Cells To Modify List
	
	0..1
	
	Complete list of modified cells served by the gNB-DU
	YES
	reject

	>Served Cells To Modify Item
	
	1 .. <maxCellingNBDU>
	
	
	EACH
	reject

	>>Old NR CGI
	M
	
	NR CGI
9.3.1.12
	
	-
	

	>>Served Cell Information
	M
	
	9.3.1.10
	Information about the cells configured in the gNB-DU
	-
	

	>>gNB-DU System Information
	O
	
	9.3.1.18
	RRC container with system information owned by gNB-DU
	-
	

	Served Cells To Delete List
	
	0..1
	
	Complete list of deleted cells served by the gNB-DU
	YES
	reject

	>Served Cells To Delete Item
	
	1.. <maxCellingNBDU>
	
	
	EACH
	reject

	>>Old NR CGI
	M
	
	NR CGI
9.3.1.12
	
	-
	

	Cells Status List
	
	0..1
	
	Complete list of active cells
	YES
	reject

	> Cells Status Item
	
	0 .. <maxCellingNBDU>
	
	
	EACH
	reject

	>> NR CGI
	M
	
	9.3.1.12
	
	-
	

	>>Service Status
	M
	
	9.3.1.68
	
	-
	

	Dedicated SI Delivery Needed UE List
	
	0..1
	
	List of UEs unable to receive system information from broadcast
	YES
	ignore

	> Dedicated SI Delivery Needed UE Item
	
	1 .. <maxnoofUEIDs>
	
	
	EACH
	ignore

	>>gNB-CU UE F1AP ID
	M
	
	9.3.1.4
	
	-
	

	>>NR CGI
	M
	
	9.3.1.12
	
	-
	

	gNB-DU ID
	O
	
	9.3.1.9
	
	YES
	reject

	gNB-DU TNL Association To Remove List 
	
	0..1
	
	
	YES
	reject

	>gNB-DU TNL Association To Remove Item IEs
	
	1..<maxnoofTNLAssociation>
	
	
	EACH
	reject

	>>TNL Association Transport Layer Address
	M
	
	CP Transport Layer Address
9.3.2.4
	Transport Layer Address of the gNB-DU.
	-
	-

	>>TNL Association Transport Layer Address gNB-CU
	O
	
	CP Transport Layer Address
9.3.2.4
	Transport Layer Address of the gNB-CU
	-
	-

	UP DL TNL Information
	
	0..<maxnoofUPDLTLAs>
	
	
	
	

	> UP DL TNL Information List
	
	0..<maxnoofUPDLTLAs>
	
	
	
	

	>>UP DL TNL Information
	O
	
	UP Transport Layer Information
9.3.2.1
	Indicates gNB-DU IP endpoint user plane transport layer information
	
	

	>IPSec UP DL TNL Information List
	
	0..<maxnoofUPDLTLAs>
	
	
	
	

	>>IPSec UP DL TNL Information
	O
	
	UP Transport Layer Information
9.3.2.1
	Indicates  gNB-DU IPsec endpoint user plane transport layer information
	
	



	Range bound
	Explanation

	maxCellingNBDU
	Maximum no. cells that can be served by a gNB-DU. Value is 512.

	maxnoofUEIDs
	Maximum no. of UEs that can be served by a gNB-DU. Value is 65536.

	maxnoofTNLAssociations
	Maximum numbers of TNL Associations between the gNB-CU and the gNB-DU. Value is 32.

	maxnoofUPDLTLAs
	Maximum no. user-plane transport layer addresses that can be served by a gNB-DU. Value is XX.



[bookmark: _Toc14044425]9.2.1.8	GNB-DU CONFIGURATION UPDATE ACKNOWLEDGE
This message is sent by a gNB-CU to a gNB-DU to acknowledge update of information associated to an F1-C interface instance.
NOTE:	If F1-C signalling transport is shared among several F1-C interface instances, this message may transfer updated information associated to several F1-C interface instances.
Direction: gNB-CU  gNB-DU
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	Transaction ID
	M
	
	9.3.1.23
	
	YES
	reject

	Cells to be Activated List
	
	0.. 1
	
	List of cells to be activated
	YES
	reject

	>Cells to be Activated List Item
	
	1.. <maxCellingNBDU>
	
	
	EACH
	reject

	>> NR CGI
	M
	
	9.3.1.12
	
	-
	

	>> NR PCI 
	O
	
	INTEGER (0..1007)
	Physical Cell ID
	-
	

	>> gNB-CU System Information
	O
	
	9.3.1.42
	RRC container with system information owned by gNB-CU
	YES
	reject

	>>Available PLMN List
	O
	
	9.3.1.65
	
	YES
	ignore

	>>Extended Available PLMN List
	O
	
	9.3.1.76
	This is included if Available PLMN List IE is included and if more than 6 Available PLMNs is to be signalled.
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.3.1.3
	
	YES
	ignore

	Cells to be Deactivated List
	
	0.. 1
	
	List of cells to be deactivated
	YES
	reject

	>Cells to be Deactivated List Item
	
	1.. <maxCellingNBDU>
	
	
	EACH
	reject

	>> NR CGI
	M
	
	9.3.1.12
	
	-
	-

	UP UL TNL Information
	
	0..<maxnoofUPULTLAs>
	
	
	
	

	> UP UL TNL Information List
	
	0..<maxnoofUPULTLAs>
	
	
	
	

	>>UP UL TNL Information
	O
	
	UP Transport Layer Information
9.3.2.1
	Indicates  gNB-CU IP endpoint user plane transport layer information
	
	

	>IPSec UP UL TNL Information List
	
	0..<maxnoofUPULTLAs>
	
	
	
	

	>>IPSec UP UL TNL Information
	O
	
	UP Transport Layer Information
9.3.2.1
	Indicates gNB-CU IPsec endpoint user plane transport layer information
	
	



	Range bound
	Explanation

	maxCellingNBDU
	Maximum no. cells that can be served by a gNB-DU. Value is 512.

	maxnoofUPULTLA
	Maximum no. user-plane transport layer addresses that can be served by a gNB-CU. Value is XX.



[bookmark: _Toc14044426]9.2.1.9	GNB-DU CONFIGURATION UPDATE FAILURE
This message is sent by the gNB-CU to indicate gNB-DU Configuration Update failure.
Direction: gNB-CU  gNB-DU
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	Transaction ID
	M
	
	9.3.1.23
	
	YES
	reject

	Cause
	M
	
	9.3.1.2
	
	YES
	ignore

	Time to wait
	O
	
	9.3.1.13
	
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.3.1.3
	
	YES
	ignore



[bookmark: _Toc14044427]9.2.1.10	GNB-CU CONFIGURATION UPDATE
This message is sent by the gNB-CU to transfer updated information associated to an F1-C interface instance.
NOTE:	If F1-C signalling transport is shared among several F1-C interface instances, this message may transfer updated information associated to several F1-C interface instances.
Direction: gNB-CU  gNB-DU
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	Transaction ID
	M
	
	9.3.1.23
	
	YES
	reject

	Cells to be Activated List
	
	0..1
	
	List of cells to be activated or modified
	YES
	reject

	>Cells to be Activated List Item
	
	1.. <maxCellingNBDU>
	
	
	EACH
	reject

	>> NR CGI
	M
	
	9.3.1.12
	
	-
	

	>> NR PCI 
	O
	
	INTEGER (0..1007)
	Physical Cell ID
	-
	

	>> gNB-CU System Information
	O
	
	9.3.1.42
	RRC container with system information owned by gNB-CU
	YES
	reject

	>>Available PLMN List
	O
	
	9.3.1.65
	
	YES
	ignore

	>>Extended Available PLMN List
	O
	
	9.3.1.76
	This is included if Available PLMN List IE is included and if more than 6 Available PLMNs is to be signalled.
	YES
	ignore

	Cells to be Deactivated List
	
	0..1
	
	List of cells to be deactivated
	YES
	reject

	>Cells to be Deactivated List Item
	
	1.. <maxCellingNBDU>
	
	
	EACH
	reject

	>> NR CGI
	M
	
	9.3.1.12
	
	-
	

	gNB-CU TNL Association To Add List 
	
	0..1
	
	
	YES
	ignore

	>gNB-CU TNL Association To Add Item IEs
	
	1..<maxnoofTNLAssociations>
	
	
	EACH
	ignore

	>>TNL Association Transport Layer Information
	M
	
	CP Transport Layer Address
9.3.2.4
	Transport Layer Address of the gNB-CU.
	-
	

	>>TNL Association Usage
	M
	
	ENUMERATED (ue, non-ue, both, ...)
	Indicates whether the TNL association is only used for UE-associated signalling, or non-UE-associated signalling, or both. For usage of this IE, refer to TS 38.472 [22].
	-
	

	gNB-CU TNL Association To Remove List 
	
	0..1
	
	
	YES
	ignore

	>gNB-CU TNL Association To Remove Item IEs
	
	1..<maxnoofTNLAssociation>
	
	
	EACH
	ignore

	>>TNL Association Transport Layer Address
	M
	
	CP Transport Layer Address
9.3.2.4
	Transport Layer Address of the gNB-CU.
	-
	

	>>TNL Association Transport Layer Address gNB-DU
	O
	
	CP Transport Layer Address
9.3.2.4
	Transport Layer Address of the gNB-DU.
	YES
	reject

	gNB-CU TNL Association To Update List 
	
	0..1
	
	
	YES
	ignore

	>gNB-CU TNL Association To Update Item IEs
	
	1..<maxnoofTNLAssociations>
	
	
	EACH
	ignore

	>>TNL Association Transport Layer Address
	M
	
	CP Transport Layer Address
9.3.2.4
	Transport Layer Address of the gNB-CU.
	-
	

	>>TNL Association Usage
	O
	
	ENUMERATED (ue, non-ue, both, ...)
	Indicates whether the TNL association is only used for UE-associated signalling, or non-UE-associated signalling, or both. For usage of this IE, refer to TS 38.472 [22].
	-
	

	Cells to be barred List
	
	0..1
	
	List of cells to be barred.

	YES
	ignore

	>Cells to be barred List Item
	
	1.. <maxCellingNBDU>
	
	
	EACH
	ignore

	>>NR CGI
	M
	
	9.3.1.12
	
	-
	

	>> Cell Barred
	M
	
	ENUMERATED (barred, not-barred, ...)
	
	-
	

	Protected E-UTRA Resources List
	
	0..1
	
	List of Protected E-UTRA Resources.
	YES
	reject

	>Protected E-UTRA Resources List Item
	
	1.. <maxCellineNB>
	
	
	EACH
	reject

	>>Spectrum Sharing Group ID
	M
	
	INTEGER (1.. maxCellineNB)
	Indicates the E-UTRA cells involved in resource coordination with the NR cells affiliated with the same Spectrum Sharing Group ID.
	-
	

	>> E-UTRA Cells List
	
	1
	
	List of applicable E-UTRA cells. 
	-
	

	>>> E-UTRA Cells List Item
	
	1 .. <maxCellineNB>
	
	
	-
	

	>>>>EUTRA Cell ID
	M
	
	BIT STRING (SIZE(28))
	Indicates the E-UTRAN Cell Global Identifier as defined in subclause 9.2.14 in TS 36.423 [9].
	-
	

	>>>>Served E-UTRA  Cell Information
	M
	
	9.3.1.64
	
	-
	

	UP UL TNL Information
	
	0..<maxnoofUPULTLAs>
	
	
	
	

	> UP UL TNL Information List
	
	0..<maxnoofUPULTLAs>
	
	
	
	

	>>UP UL TNL Information
	O
	
	UP Transport Layer Information
9.3.2.1
	Indicates  gNB-CU IP endpoint user plane transport layer information
	
	

	>IPSec UP UL TNL Information List
	
	0..<maxnoofUPULTLAs>
	
	
	
	

	>>IPSec UP UL TNL Information
	O
	
	UP Transport Layer Information
9.3.2.1
	Indicates gNB-CU IPsec endpoint user plane transport layer information
	
	



	Range bound
	Explanation

	maxCellingNBDU
	Maximum nunmerbs of cells that can be served by a gNB-DU. Value is 512.

	maxnoofTNLAssociations
	Maximum numbers of TNL Associations between the gNB-CU and the gNB-DU. Value is 32.

	maxCellineNB
	Maximum no. cells that can be served by an eNB. Value is 256.

	maxnoofUPULTLA
	Maximum no. user-plane transport layer addresses that can be served by a gNB-CU. Value is XX.



[bookmark: _Toc14044428]9.2.1.11	GNB-CU CONFIGURATION UPDATE ACKNOWLEDGE
This message is sent by a gNB-DU to a gNB-CU to acknowledge update of information associated to an F1-C interface instance.
NOTE:	If F1-C signalling transport is shared among several F1-C interface instance, this message may transfer updated information associated to several F1-C interface instances.
Direction: gNB-DU  gNB-CU
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	Transaction ID
	M
	
	9.3.1.23
	
	YES
	reject

	Cells Failed to be Activated List
	
	0..1
	
	List of cells which are failed to be activated
	YES
	reject

	>Cells Failed to be Activated Item
	
	1.. <maxCellingNBDU>
	
	
	EACH
	reject

	>> NR CGI
	M
	
	9.3.1.12
	
	-
	

	>>Cause
	M
	
	9.3.1.2
	
	-
	

	Criticality Diagnostics
	O
	
	9.3.1.3
	
	YES
	ignore

	gNB-CU TNL Association Setup List 
	
	0..1
	
	
	YES
	ignore

	>gNB-CU TNL Association Setup Item IEs
	
	1..<maxnoofTNLAssociations>
	
	
	EACH
	ignore

	>>TNL Association Transport Layer Address
	M
	
	CP Transport Layer Address
9.3.2.4
	Transport Layer Address of the gNB-CU
	-
	

	gNB-CU TNL Association Failed to Setup List
	
	0..1
	
	
	YES
	ignore

	>gNB-CU TNL Association Failed To Setup Item IEs
	
	1..<maxnoofTNLAssociations>
	
	
	EACH
	ignore

	>>TNL Association Transport Layer Address
	M
	
	CP Transport Layer Address
9.3.2.4
	Transport Layer Address of the gNB-CU
	-
	

	>>Cause
	M
	
	9.3.1.2
	
	-
	

	Dedicated SI Delivery Needed UE List
	
	0..1
	
	List of UEs unable to receive system information from broadcast
	YES
	ignore

	>Dedicated SI Delivery Needed UE List
	
	1 .. <maxnoofUEIDs>
	
	
	EACH
	ignore

	>>gNB-CU UE F1AP ID
	M
	
	9.3.1.4
	
	-
	-

	>>NR CGI
	M
	
	9.3.1.12
	
	-
	-

	UP DL TNL Information
	
	0..<maxnoofUPDLTLAs>
	
	
	
	

	> UP DL TNL Information List
	
	0..<maxnoofUPDLTLAs>
	
	
	
	

	>>UP DL TNL Information
	O
	
	UP Transport Layer Information
9.3.2.1
	Indicates gNB-DU IP endpoint user plane transport layer information
	
	

	>IPSec UP DL TNL Information List
	
	0..<maxnoofUPDLTLAs>
	
	
	
	

	>>IPSec UP DL TNL Information
	O
	
	UP Transport Layer Information
9.3.2.1
	Indicates  gNB-DU IPsec endpoint user plane transport layer information
	
	



	Range bound
	Explanation

	maxCellingNBDU
	Maximum no. cells that can be served by a gNB-DU. Value is 512.

	maxnoofTNLAssociations
	Maximum no. of TNL Associations between the gNB-CU and the gNB-DU. Value is 32.

	maxnoofUEIDs
	Maximum no. of UEs that can be served by a gNB-DU. Value is 65536.

	maxnoofUPDLTLA
	Maximum no. user-plane transport layer addresses that can be served by a gNB-DU. Value is XX.
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