[bookmark: _GoBack]3GPP TSG-RAN WG3 Meeting #105	R3-194244
Ljubljana, Slovenia, August 26th – 30th 2019


Title:	[DRAFT] LS on UE Connected to Multiple CU-UPs
Release:	Rel-16
Study Item:	FS_enh_disagg_gNB
Source:	Ericsson [To be RAN3]
To:	SA3
 
Contact Person:	
Name:	Filip Barac
E-mail Address:	filip.barac@ericsson.com
 
Send any reply LS to:      3GPP Liaisons Coordinator, mailto:3GPPLiaison@etsi.org
Attachment:		 RP-191481  


1. Overall Description:
The SI on Enhancement for Disaggregated gNB Architecture has started at the RAN3#105 meeting. The SID (RP-191481) states the following task:
Identifying detailed solutions to support the scenario that one UE connects to several gNB-CU-UPs which belong to different security domains.
Note2: SA3 should be involved in this SI.
Note3: CP/UP separation and CU/DU split should be invisible to other nodes (especially UE should not be impacted).
An example scenario for placing gNB-CU-UPs affiliated to the same gNB-CU-CP at different physical locations may be the one where a gNB-CU-UP providing URLLC service to a UE can be collocated with a gNB-DU, while another, centralized gNB-CU-UP under the same gNB-CU-CP provides the eMBB service to the same UE.
The requirement in Rel15 is that, if a UE connects to multiple gNB-CU-UPs, these gNB-CU-UPs shall be in the same security domain. However, as described above, it may be necessary to enable a scenario where a UE is connected to two gNB-CU-UPs located in different security domains.

2. Actions: 

To SA3 group: 

RAN3 respectfully asks SA3 for comments on the above. 

3. Date of Next TSG-RAN WG3 Meetings: 

RAN3#105bis	14 – 18 October 2019	Chongqing, P.R. China
RAN3#106	18 – 22 November 2019	Reno, NV, USA
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