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1. Overall Description:

RAN3 discussed the interworking between PLMN and SNPN. RAN3 observed the following note in section 5.5.2 of TS 23. 501 for untrusted non-3GPP access.
NOTE 3:
It is assumed that a UE configured to receive services from a 5GC over non-3GPP access that is RM-DEREGISTERED or CM-IDLE over the non-3GPP access will attempt to establish Non-3GPP Access Connection and transition to CM-CONNECTED state whenever the UE successfully connects to a non-3GPP access unless prohibited by the network to make a N3GPP Access Connection (e.g. due to network congestion).

RAN3 understands that for UE access to PLMN services via SNPN, the SNPN will take the role of untrusted non-3GPP access. Or for UE access to SNPN service via PLMN, the PLMN will function as untrusted non-3GPP access. Therefore RAN3 wonders whether the above note applies to the interworking between SNPN and PLMN. If applies, does this imply that the UE will always maintain the connection with the N3IWF even without service requirement with either SNPN or PLMN?   
RAN3 would like to raise the following questions.

· Whether the above note is applied to the case where the UE can access to PLMN services via SNPN, or access to SNPN services via PLMN? And what is the potential impact on RAN with regard to the note to support NPN? 
2. Actions:

To SA2 group.

ACTION: 
RAN3 kindly asks SA2 to provide the answers to the above questions. 
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