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During the offline discussion it was discussion the need of Inter UE QoS in DL NAS message, the possible usage of the Retrieve UE information at re-establishment.
It was clarified that Inter UE QoS has no relevant scenario for DL NAS message.
The Retrieve UE information could not be the first message trigger at the reestablishment, because it does not allow the authentication of the UE by MME, establishment of AP ID etc …  as follow also the definition of the procedure:
· The purpose of the Retrieve UE information procedure is for the eNB to request the UE information including QoS Parameters and UE Radio capability from MME, for a NB-IoT UE using Control Plane CIoT EPS Optimisation.
· The purpose of the eNB CP Relocation Indication procedure is to request the MME to authenticate the UE’s re-establishment request as described in TS 36.300 [14], and trigger the establishment of the respective UE-associated logical S1-connection, for a NB-IoT UE using Control Plane CIoT EPS Optimisation.
Base on above explanation the introduction of the inter UE QoS parameters in CONNECTION ESTABLISHMENT INDICATION in rel-16 seems necessary. 
Agreement: introduction of inter UE QoS parameters in CONNECTION ESTABLISHMENT INDICATION in Rel-16
CR in R3-194585

Annex
Flows:


[image: image1.emf]UE eNB MME

RRCConnectionRequest-NB

CONNECTION ESTABLISHMENT INDICATION

or 

DOWNLINK NAS TRANSPORT

RRCConnectionSetup-NB

RETRIEVE UE INFORMATION

UE INFORMATION TRANSFER

with inter UE QoS Parameters,

UE Radio capa, etc

RRCConnectionSetupComplete-NB

INITIAL UE MESSAGE


Figure 1. Rel-14 inter UE QoS related procedure
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Figure 2. Rel-14 CP Relocation procedure
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