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1. Overall Description:
RAN3 has discussed the solution 1 of Solution #1 of KI 1, specially about how the RSN is to be used by NG-RAN node, and if PDU Session pair information (i.e. the two PDU sessions are indicated as the redundant pair) is needed. Among the companies expressed their view:

· Two companies believe that using RSN is good enough. Only in the case that NG-RAN decides to setup the PDU session even the RSN is not fulfilled, it may result into less redundancy, because the two redundant PDU sessions can be setup on the same NG-RAN node.

· [bookmark: _GoBack]One company believes that using RSN does not work because the NG-RAN cannot always follow radio conditions when deciding MR-DC configuration or not. PDU session pair information is needed.

·  Four companies believe that using RSN works. But the solution is restricting. It is not flexible at NG-RAN node handling with MR-DC or non-MR-DC operations.


RAN3 sees benefit if 5GC can provide the PDU session pair information to gain more flexibility in NG-RAN node, but RAN3 is not sure if the 5GC would be able to provide the PDU session pair information to NG-RAN node without adding too much complexity.


2. Actions:
ACTION: RAN3 kindly asks SA2 to clarify the above.

3. Date of Next TSG-RAN3 Meetings:
TSG RAN3 Meeting #105bis 	14th -  18th October 2019, 	Chongqing, China
TSG RAN3 Meeting #106		18th -  22nd November 2019, 	Reno, U.S.A




