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1   Introduction
This contribution, provides the Text Proposal about QoS and Slicing to the new NGAP procedures for NB-IoT only part, i.e. introduce S-NSSAI and allowed NSSAI in NGAP: UE Information Transfer procedure.

	CP NB-IoT signaling procedure (HW)

	NB_IOTenh3-Core

	· Introduce Retrieve UE Information function and procedure

· Introduce UE Information Transfer function and procedure

· Introduce RAN CP Relocation Indication function and procedure

	- FFS

	· 38.410 (N)

· 38.413


2   Text Proposal
----Start of the First Change----

8.3.y
UE Information Transfer

8.3.y.1
General

The purpose of the UE information transfer procedure is for the AMF to send the UE information including NB-IoT UE Priority and UE Radio capability to the NG-RAN node, for a NB-IoT UE using Control Plane CIoT 5GS Optimisation. This procedure applies only if the NG-RAN node is an ng-eNB.
8.3.y.2
Successful Operation 
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Figure 8.3.y.2-1: UE Information Transfer Procedure. Successful operation.
The AMF initiates the procedure by sending the UE INFORMATION TRANSFER message to the NG-RAN node.

If the NB-IoT UE Priority IE is contained in the UE INFORMATION TRANSFER message, the NG-RAN node shall store this information in the UE context, and use it as specified in TS 23.501 [9].
If the UE Radio Capability IE is contained in the UE INFORMATION TRANSFER message, the NG-RAN node shall store this information in the UE context, and use it as specified in TS 23.501 [9].
If the S-NSSAI IE is contained in the UE INFORMATION TRANSFER message, the NG-RAN node shall store this information in the UE context, and use it as specified in TS 23.501 [9].
If the allowed NSSAI IE is contained in the UE INFORMATION TRANSFER message, the NG-RAN node shall store this information in the UE context, and use it as specified in TS 23.501 [9].
----Start of the Next Change----

9.2.2.y
UE INFORMATION TRANSFER

The message is sent by the AMF to transfer UE information over the NG interface.

Direction: AMF ( NG-RAN node
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	5G-S-TMSI
	M
	
	9.3.3.20
	
	YES
	reject

	NB-IoT UE Priority
	O
	
	9.3.1.a
	
	YES
	ignore

	UE Radio Capability
	O
	
	9.3.1.74
	
	YES
	ignore

	S-NSSAI
	O
	
	9.3.1.24
	
	YES
	ignore

	Allowed NSSAI
	O
	
	9.3.1.31
	Indicates the S-NSSAIs permitted by the network
	YES
	ignore


----End of the Changes----
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