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Start of the first change
[bookmark: _Toc13759405]8.15	eNB Configuration Transfer
[bookmark: _Toc13759406]8.15.1	General
The purpose of the eNB Configuration Transfer procedure is to transfer RAN configuration information from the eNB to the MME in unacknowledged mode. The MME does not interpret the transferred RAN configuration information.
This procedure uses non-UE associated signalling.
[bookmark: _Toc13759407]8.15.2	Successful Operation
[bookmark: _Toc13759408]8.15.2.1	eNB Configuration Transfer


Figure 8.15.2.1-1: eNB Configuration Transfer procedure. Successful operation.
The procedure is initiated with an ENB CONFIGURATION TRANSFER message sent from the eNB to the MME.
If the MME receives the SON Configuration Transfer IE, it shall transparently transfer the SON Configuration Transfer IE towards the eNB indicated in the Target eNB-ID IE which is included in the SON Configuration Transfer IE.
If the MME receives the EN-DC SON Configuration Transfer IE, it shall transparently transfer the EN-DC SON Configuration Transfer IE either towards the eNB indicated in the Target eNB-ID IE or towards an eNB connected to the en-gNB indicated in the Target en-gNB-ID IE which is included in the EN-DC SON Configuration Transfer IE. The EN-DC SON Configuration Transfer IE may also contain, if available, 
-	the Target eNB ID IE,
-	the Associated TAI IE,
-	the Broadcast 5GS TAI IE,
for purposes described in TS 36.300 [14].
If the MME receives the Inter-system SON Configuration Transfer IE, it shall transparently transfer the Inter-system SON Configuration Transfer IE towards the AMF serving the NG-RAN Node indicated in the Target gNB-ID IE which is included in the Inter-system SON Configuration Transfer IE.
[bookmark: _Toc13759409]8.15.3	Abnormal Conditions
Not applicable.
Start of the first change
[bookmark: _Toc13759532][bookmark: _Toc13759533]9.1.16	eNB CONFIGURATION TRANSFER
This message is sent by the eNB in order to transfer RAN configuration information.
Direction: eNB  MME.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	ignore

	SON Configuration Transfer
	O
	
	9.2.3.26
	
	YES
	ignore

	EN-DC SON Configuration Transfer
	O
	
	9.2.3.26a
	
	YES
	ignore

	Inter-system SON Configuration Transfer
	O
	
	OCTET STRING
	Contains the Inter-system SON Configuration Transfer IE as defined in TS 38.413 [44].
	
	




9.1.17	MME CONFIGURATION TRANSFER
This message is sent by the MME in order to transfer RAN configuration information.
Direction: MME  eNB.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	ignore

	SON Configuration Transfer
	O
	
	9.2.3.26
	
	YES
	ignore

	EN-DC SON Configuration Transfer
	O
	
	9.2.3.26a
	
	YES
	ignore

	Inter-system SON Configuration Transfer
	O
	
	OCTET STRING
	Contains the Inter-system SON Configuration Transfer IE as defined in TS 38.413 [44].
	
	


End of the next change
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