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1 Introduction

When a RLF UE re-establishes the RRC connection in a cell that has no connection to its serving AMF, the receiving gNB may not be able to proceed the ongoing RRC Reestablishment, because path switch to a new AMF is not supported. Thus, the receiving gNB may fallback the UE to a new RRC Setup procedure. However, the gNB handling in this case in stage 2 spec is still missing.
In this document, we discuss this issue and propose to clarify it in stage 2 specification.

2 Discussion

In order to proceed the RRC reestablishment procedure, the target gNB initiates the NGAP Path Switch Request procedure to switch the user plane path. The Path Switch Request will be failed if the target gNB is not connected to the UE’s serving AMF. This situation may occur when the UE occurs RLF at the border of AMF regions. An example is given in Figure 1.
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Figure 1: No NG connection to UE’s Serving AMF in case of RRC reestablishment
In this case, the target gNB where the UE initiates the RRC Reestablishment message needs to fallback the UE to a new RRC Setup procedure. 
When an inactive UE resumes in a cell that has no connection to its current serving AMF, the receiving gNB may not be able to proceed the ongoing RRC Resume, because path switch to a new AMF is not supported. Thus, the receiving gNB may fallback the UE to a new RRC Setup procedure and respond to the resume request with an RRC Setup message. This is clarified in stage 2 specification in [1] as follows:

If the UE accesses a gNB other than the last serving gNB and the receiving gNB does not find a valid UE Context, the receiving gNB can perform establishment of a new RRC connection instead of resumption of the previous RRC connection. UE context retrieval will also fail and hence a new RRC connection needs to be established if the serving AMF changes.
We propose to clarify the gNB handling in case that the new gNB is not connected to the serving AMF in stage2 specification like above-mentioned what is done for RRCResume to maintain an aligned gNB implementation.

The new gNB may check whether it connects to the UE’s serving AMF:

· when the RRCReestablishmentRequest is received by means of the AMF region information received from the source gNB during Xn Setup.

· or after UE Context Retrieval procedure by checking the AMF set ID  in the GUAMI.

The procedure is illustrated in Figure 2.
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Figure 2: Fallback in RRC Reestablishment in caes of serving AMF change
Proposal: To clarify in stage 2 specification that if the new gNB in which the UE initiates the RRCReestablishment is not connected to the UE’s serving AMF, the new gNB may fallback the UE to a new RRC setup.
3 Conclusion

In this paper we discuss the serving AMF connectivity issue in case of RRC Reestablishment propose:
Proposal: To clarify in stage 2 specification that if the new gNB in which the UE initiates the RRCReestablishment is not connected to the UE’s serving AMF, the new gNB may fallback the UE to a new RRC setup.
The stage 2 CR is provided in [2]. 
4 Reference
[1] 3GPP TS 38.300.
[2] R3-194081, CR to 38.300 for Serving AMF change in RRC reestablishment.[image: image3.jpg]Y





 2/2

AMF
AMF
AMF Region 1
gNB1
gNB2
AMF
AMF
AMF Region 2
U
E
RLF
RRC Restab.



Target gNB
Source gNB
UE
RRCReestablishmentRequest
RRCSetup
RRCSetupComplete
XN SETUP REQUEST
(AMF Set Information)
XN SETUP RESPONSE
(AMF Set Information)
RETRIEVE UE CONTEXT REQUEST
RETRIEVE UE CONTEXT RESPONSE
no NG connection to the UE’s serving AMF, decides to fallback.
no NG connection to the UE’s serving AMF, decides to fallback.



