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[bookmark: _Toc5694070]8.2.4	PDU Session Resource Notify
[bookmark: _Toc5694071]8.2.4.1	General
The purpose of the PDU Session Resource Notify procedure is to notify that the already established QoS flow(s) or PDU session(s) for a given UE are released or not fulfilled anymore or fulfilled again by the NG-RAN node for which notification control is requested. The procedure uses UE-associated signalling.
[bookmark: _Toc5694072]8.2.4.2	Successful Operation


Figure 8.2.4.2-1: PDU session resource notify
The NG-RAN node initiates the procedure by sending a PDU SESSION RESOURCE NOTIFY message. 
The PDU SESSION RESOURCE NOTIFY message shall contain the information of PDU session resources or QoS flows which are released or not fulfilled anymore or fulfilled again by the NG-RAN node.
-	For each PDU session for which some QoS flows are released or not fulfilled anymore or fulfilled again by the NG-RAN node, the PDU Session Resource Notify Transfer IE shall be included containing: 
1.	The list of QoS flows which are released by the NG-RAN node, if any, in the QoS Flow Released List IE.
2.	The list of GBR QoS flows which are not fulfilled anymore or fulfilled again by the NG-RAN node, if any, in the QoS Flow Notify List IE together with the Notification Cause IE. The NG-RAN node may include the current Guaranteed Flow Bit Rate, Packet Delay Budget or Packet Delay Error Rate that it can currently guarantee.
-	For each PDU session resource which is released by the NG-RAN node, the PDU Session Resource Notify Released Transfer IE shall be included containing the release cause in the Cause IE.
The NG-RAN node shall, if supported, report in the PDU SESSION RESOURCE NOTIFY message location information of the UE in the User Location Information IE.
Upon reception of the PDU SESSION RESOURCE NOTIFY message, the AMF shall, for each PDU session indicated in the PDU Session ID IE, transfer transparently the PDU Session Resource Notify Transfer IE or PDU Session Resource Notify Released Transfer IE to the SMF associated with the concerned PDU session. Upon reception of PDU Session Resource Notify Transfer IE, the SMF normally initiate the appropriate release or modify procedure on the core network side for the PDU session(s) or QoS flow(s) identified as not fulfilled anymore.
For each PDU session for which the Secondary RAT Usage Information IE is included in the PDU Session Resource Notify Transfer IE or the PDU Session Resource Notify Released Transfer IE, the SMF shall handle this information as specified in TS 23.502 [10].
If the User Location Information IE is included in the PDU SESSION RESOURCE NOTIFY message, the AMF shall handle this information as specified in TS 23.501 [9].
[bookmark: _Toc5694073]8.2.4.3	Abnormal Conditions
Void.
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[bookmark: _Toc14165860]9.3.1.10	GBR QoS Flow Information
This IE indicates QoS parameters for a GBR QoS flow for downlink and uplink.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Maximum Flow Bit Rate Downlink
	M
	
	Bit Rate
9.3.1.4
	Maximum Bit Rate in DL. Details in TS 23.501 [9].
	-
	

	Maximum Flow Bit Rate Uplink
	M
	
	Bit Rate
9.3.1.4
	Maximum Bit Rate in UL. Details in TS 23.501 [9].
	-
	

	Guaranteed Flow Bit Rate Downlink
	M
	
	Bit Rate
9.3.1.4
	Guaranteed Bit Rate (provided there is data to deliver) in DL. Details in TS 23.501 [9].
	-
	

	Guaranteed Flow Bit Rate Uplink
	M
	
	Bit Rate
9.3.1.4
	Guaranteed Bit Rate (provided there is data to deliver). Details in TS 23.501 [9].
	-
	

	Notification Control
	O
	
	ENUMERATED (notification requested, ...) 
	Details in TS 23.501 [9].
	-
	

	Maximum Packet Loss Rate Downlink
	O
	
	Packet Loss Rate
9.3.1.79
	Indicates the maximum rate for lost packets that can be tolerated in the downlink direction. Details in TS 23.501 [9].
	-
	

	Maximum Packet Loss Rate Uplink
	O
	
	Packet Loss Rate
9.3.1.79
	Indicates the maximum rate for lost packets that can be tolerated in the uplink direction. Details in TS 23.501 [9].
	-
	

	Alternative QoS Profile List
	0..<maxnoofAlternativeQoSProfiles>
	
	
	This IE may be present only when Notification Control is requested.
It is the Alternative QoS Profile as specified in TS 23.501 [9].
	YES
	ignore

	>Alternative QoS Profile
	M
	
	9.3.z.z
	
	-
	



	Range bound
	Explanation

	maxnoofAlternativeQoSProfiles
	Maximum no. of Alternative QoS Profiles for the GBR QoS flows that are under Notification Control. Value is 8.
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[bookmark: _Toc5694556]9.3.4.5	PDU Session Resource Notify Transfer
This IE is transparent to the AMF.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	QoS Flow Notify List
	
	0..1
	
	
	-
	

	>QoS Flow Notify Item
	
	1..<maxnoofQoSFlows>
	
	
	-
	

	>>QoS Flow Identifier
	M
	
	9.3.1.51
	
	-
	

	>>Notification Cause
	M
	
	ENUMERATED (fullfilled, not fulfilled, …)
	
	-
	

	>> Current Guaranteed GBR QoS
	O
	
	9.3.x.y
	
	YES
	ignore

	QoS Flow Released List 
	O
	
	QoS Flow List with Cause
9.3.1.13
	
	-
	

	Secondary RAT Usage Information
	O
	
	9.3.1.114
	
	-
	



	Range bound
	Explanation

	maxnoofQoSFlows
	Maximum no. of QoS flows allowed within one PDU session. Value is 64.
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9.3.x.y	Current Guaranteed GBR QoS
This IE indicates the current GBR QoS that NG-RAN node can guarantee.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Guaranteed Flow Bit Rate Downlink
	O
	
	Bit Rate
9.3.1.4
	

	Guaranteed Flow Bit Rate Uplink
	O
	
	Bit Rate
9.3.1.4
	

	Packet Delay Budget
	O
	
	9.3.1.80
	

	Packet Error Rate
	O
	
	9.3.1.81
	





9.3.z.z	Alternative QoS Profile
This IE indicates Alternative QoS Profile, as specified in TS 23.501 [9].
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Maximum Flow Bit Rate Downlink
	M
	
	Bit Rate
9.3.1.4
	Maximum Bit Rate in DL. Details in TS 23.501 [9].

	Maximum Flow Bit Rate Uplink
	M
	
	Bit Rate
9.3.1.4
	Maximum Bit Rate in UL. Details in TS 23.501 [9].

	Guaranteed Flow Bit Rate Downlink
	M
	
	Bit Rate
9.3.1.4
	Guaranteed Bit Rate (provided there is data to deliver) in DL. Details in TS 23.501 [9].

	Guaranteed Flow Bit Rate Uplink
	M
	
	Bit Rate
9.3.1.4
	Guaranteed Bit Rate (provided there is data to deliver). Details in TS 23.501 [9].

	Maximum Packet Loss Rate Downlink
	O
	
	Packet Loss Rate
9.3.1.79
	Indicates the maximum rate for lost packets that can be tolerated in the downlink direction. Details in TS 23.501 [9].

	Maximum Packet Loss Rate Uplink
	O
	
	Packet Loss Rate
9.3.1.79
	Indicates the maximum rate for lost packets that can be tolerated in the uplink direction. Details in TS 23.501 [9].
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[bookmark: _Toc14166041]9.4.5	Information Element Definitions
-- ASN1START
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************

NGAP-IEs {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
ngran-Access (22) modules (3) ngap (1) version1 (1) ngap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS

	id-AdditionalDLForwardingUPTNLInformation,
	id-AdditionalDLQosFlowPerTNLInformation,
	id-AdditionalDLUPTNLInformationForHOList,
	id-AdditionalNGU-UP-TNLInformation,
	id-AdditionalUL-NGU-UP-TNLInformation,
	id-Cause,
	id-CNTypeRestrictionsForEquivalent,
	id-CNTypeRestrictionsForServing,
	id-CommonNetworkInstance,
	id-DataForwardingNotPossible,
	id-DL-NGU-UP-TNLInformation,
	id-LastEUTRAN-PLMNIdentity,
	id-MaximumIntegrityProtectedDataRate-DL,
	id-NetworkInstance,
	id-OldAssociatedQosFlowList-ULendmarkerexpected,
	id-PDUSessionAggregateMaximumBitRate,
	id-PDUSessionResourceFailedToSetupListCxtFail,
	id-PDUSessionResourceReleaseResponseTransfer,
	id-PDUSessionType,
	id-PSCellInformation,
	id-QosFlowAddOrModifyRequestList,
	id-QosFlowSetupRequestList,
	id-QosFlowToReleaseList,
	id-SecondaryRATUsageInformation,
	id-SecurityIndication,
	id-SecurityResult,
	id-S-NSSAI,
	id-UL-NGU-UP-TNLInformation,
	id-UL-NGU-UP-TNLModifyList,
	id-ULForwarding,
	id-ULForwardingUP-TNLInformation,
	id-CurrentGuaranteedGBRQoS,
	id-AlternativeQoSProfileList,
	maxnoofAllowedAreas,
	maxnoofAllowedS-NSSAIs,
	maxnoofAlternativeQoSProfiles,
	maxnoofBPLMNs,
	maxnoofCellIDforWarning,
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-- A

AdditionalDLUPTNLInformationForHOList ::= SEQUENCE (SIZE(1..maxnoofMultiConnectivityMinusOne)) OF AdditionalDLUPTNLInformationForHOItem

AdditionalDLUPTNLInformationForHOItem ::= SEQUENCE {
	additionalDL-NGU-UP-TNLInformation				UPTransportLayerInformation,
	additionalQosFlowSetupResponseList				QosFlowListWithDataForwarding,
	additionalDLForwardingUPTNLInformation			UPTransportLayerInformation 							OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { { AdditionalDLUPTNLInformationForHOItem-ExtIEs} }	OPTIONAL,
	...
}

AdditionalDLUPTNLInformationForHOItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

AdditionalQosFlowInformation ::= ENUMERATED {
	more-likely,
	...
}

AllocationAndRetentionPriority ::= SEQUENCE {
	priorityLevelARP				PriorityLevelARP,
	pre-emptionCapability			Pre-emptionCapability,
	pre-emptionVulnerability		Pre-emptionVulnerability,
	iE-Extensions		ProtocolExtensionContainer { {AllocationAndRetentionPriority-ExtIEs} } OPTIONAL,
	...
}

AllocationAndRetentionPriority-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

AllowedNSSAI ::= SEQUENCE (SIZE(1..maxnoofAllowedS-NSSAIs)) OF AllowedNSSAI-Item

AllowedNSSAI-Item ::= SEQUENCE {
	s-NSSAI				S-NSSAI,
	iE-Extensions		ProtocolExtensionContainer { {AllowedNSSAI-Item-ExtIEs} } OPTIONAL,
	...
}

AllowedNSSAI-Item-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

AllowedTACs ::= SEQUENCE (SIZE(1..maxnoofAllowedAreas)) OF TAC

AlternativeQoSProfileList ::= SEQUENCE (SIZE(1..maxnoofAlternativeQoSProfiles)) OF AlternativeQoSProfileItem

AlternativeQoSProfileItem ::= SEQUENCE {
	maximumFlowBitRateDL		BitRate,
	maximumFlowBitRateUL		BitRate,
	guaranteedFlowBitRateDL		BitRate,
	guaranteedFlowBitRateUL		BitRate,
	maximumPacketLossRateDL		PacketLossRate										OPTIONAL,
	maximumPacketLossRateUL		PacketLossRate										OPTIONAL,
	iE-Extensions				ProtocolExtensionContainer { {AlternativeQoSProfileItem-ExtIEs} }	OPTIONAL,
	...
}

AlternativeQoSProfileItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...}
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-- C

CancelAllWarningMessages ::= ENUMERATED {
	true,
	...
}

CancelledCellsInEAI-EUTRA ::= SEQUENCE (SIZE(1..maxnoofCellinEAI)) OF CancelledCellsInEAI-EUTRA-Item

CancelledCellsInEAI-EUTRA-Item ::= SEQUENCE {
	eUTRA-CGI				EUTRA-CGI,
	numberOfBroadcasts		NumberOfBroadcasts,
	iE-Extensions		ProtocolExtensionContainer { {CancelledCellsInEAI-EUTRA-Item-ExtIEs} } OPTIONAL,
	...
}
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CriticalityDiagnostics-IE-List ::= SEQUENCE (SIZE(1..maxnoofErrors)) OF CriticalityDiagnostics-IE-Item

CriticalityDiagnostics-IE-Item ::= SEQUENCE {
	iECriticality		Criticality,
	iE-ID				ProtocolIE-ID,
	typeOfError			TypeOfError,
	iE-Extensions		ProtocolExtensionContainer {{CriticalityDiagnostics-IE-Item-ExtIEs}} OPTIONAL,
	...
}

CriticalityDiagnostics-IE-Item-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

CurrentGuaranteedGBRQoS ::= SEQUENCE {
	guaranteedFlowBitRateDL		BitRate												OPTIONAL,
	guaranteedFlowBitRateUL		BitRate												OPTIONAL,
	packetDelayBudget			PacketDelayBudget									OPTIONAL,
	packetErrorRate				PacketErrorRate										OPTIONAL,
	iE-Extensions				ProtocolExtensionContainer { {CurrentGuaranteedGBRQoS-ExtIEs} }	OPTIONAL,
	...
}

CurrentGuaranteedGBRQoS-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...}
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-- G

GBR-QosInformation ::= SEQUENCE {
	maximumFlowBitRateDL		BitRate,
	maximumFlowBitRateUL		BitRate,
	guaranteedFlowBitRateDL		BitRate,
	guaranteedFlowBitRateUL		BitRate,
	notificationControl			NotificationControl									OPTIONAL,
	maximumPacketLossRateDL		PacketLossRate										OPTIONAL,
	maximumPacketLossRateUL		PacketLossRate										OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { {GBR-QosInformation-ExtIEs} }	OPTIONAL,
	...
}

GBR-QosInformation-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	{ID id-AlternativeQoSProfileList	CRITICALITY ignore	EXTENSION AlternativeQoSProfileList	PRESENCE optional},
	...}
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-- Q

QosCharacteristics ::= CHOICE {
	nonDynamic5QI		NonDynamic5QIDescriptor,
	dynamic5QI			Dynamic5QIDescriptor,
	choice-Extensions		ProtocolIE-SingleContainer { {QosCharacteristics-ExtIEs} }
}

QosCharacteristics-ExtIEs NGAP-PROTOCOL-IES ::= {
	...
}

QosFlowAcceptedList ::= SEQUENCE (SIZE(1..maxnoofQosFlows)) OF QosFlowAcceptedItem

QosFlowAcceptedItem ::= SEQUENCE {
	qosFlowIdentifier		QosFlowIdentifier,
	iE-Extensions		ProtocolExtensionContainer { {QosFlowAcceptedItem-ExtIEs} } OPTIONAL,
	...
}
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QosFlowNotifyList ::= SEQUENCE (SIZE(1..maxnoofQosFlows)) OF QosFlowNotifyItem

QosFlowNotifyItem ::= SEQUENCE {
	qosFlowIdentifier			QosFlowIdentifier,
	notificationCause			NotificationCause,
	iE-Extensions		ProtocolExtensionContainer { {QosFlowNotifyItem-ExtIEs} }	OPTIONAL,
	...
}

QosFlowNotifyItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	{ID id-CurrentGuaranteedGBRQoS	CRITICALITY ignore	EXTENSION CurrentGuaranteedGBRQoS	PRESENCE optional},
	...
}
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[bookmark: _Toc14166043]9.4.7	Constant Definitions
-- ASN1START
-- **************************************************************
--
-- Constant definitions
--
-- **************************************************************

NGAP-Constants { 
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
ngran-Access (22) modules (3) ngap (1) version1 (1) ngap-Constants (4) } 

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************
--
-- IE parameter types from other modules.
--
-- **************************************************************

IMPORTS

	ProcedureCode,
	ProtocolIE-ID
FROM NGAP-CommonDataTypes;


-- **************************************************************
--
-- Elementary Procedures
--
-- **************************************************************
-------------------------
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-- **************************************************************
--
-- Lists
--
-- **************************************************************

	maxnoofAllowedAreas					INTEGER ::= 16
	maxnoofAllowedS-NSSAIs				INTEGER ::= 8
	maxnoofAlternativeQoSProfiles		INTEGER ::= 8
	maxnoofBPLMNs						INTEGER ::= 12
	maxnoofCellIDforWarning				INTEGER ::= 65535
	maxnoofCellinAoI					INTEGER ::= 256
	maxnoofCellinEAI					INTEGER ::= 65535
	maxnoofCellinTAI					INTEGER ::= 65535
	maxnoofCellsingNB					INTEGER ::= 16384
	maxnoofCellsinngeNB					INTEGER ::= 256
	maxnoofCellsinUEHistoryInfo			INTEGER ::= 16

-------------------------
Skip to the next change
-------------------------


	id-SecurityResult										ProtocolIE-ID ::= 156
	id-ENDC-SONConfigurationTransferDL						ProtocolIE-ID ::= 157
	id-ENDC-SONConfigurationTransferUL						ProtocolIE-ID ::= 158
	id-OldAssociatedQosFlowList-ULendmarkerexpected			ProtocolIE-ID ::= 159
	id-CNTypeRestrictionsForEquivalent						ProtocolIE-ID ::= 160
	id-CNTypeRestrictionsForServing							ProtocolIE-ID ::= 161
	id-NewGUAMI												ProtocolIE-ID ::= 162
	id-ULForwarding											ProtocolIE-ID ::= 163
	id-ULForwardingUP-TNLInformation						ProtocolIE-ID ::= 164
	id-CNAssistedRANTuning									ProtocolIE-ID ::= 165
	id-CommonNetworkInstance								ProtocolIE-ID ::= 166
	id-CurrentGuaranteedGBRQoS								ProtocolIE-ID ::= 1xx
	id-AlternativeQoSProfileList							ProtocolIE-ID ::= 1xy



END
-- ASN1STOP
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