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	Reason for change:
	Whether the SIB encoded in gNB-CU is area-specific or cell-specific needs to be informed to gNB-DU.

	
	

	Summary of change:
	The area type is included in SIB type IE, in gNB-CU System Inforamtion IE.

Impact Analysis:
Impact assessment towards the previous version of the specification (same release): 
This CR has isolated impact with the previous version of the specification because the change only affects gNB-CU System Information IE. 
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	Positioning funciton cannot be supported in F1AP.
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[bookmark: OLE_LINK36][bookmark: _Toc14044512]9.3.1.42	gNB-CU System Information
This IE contains the system information encoded by the gNB-CU.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	SIB type to Be Updated List
	
	1
	
	

	>SIB type to Be Updated Item IEs
	
	1... <maxnoofSIBTypes>
	
	

	>>SIB type
	M
	
	INTEGER (2..32, ...)
	Indicates a certain SIB block, e.g. 2 means sibType2, 3 for sibType3, x for posSIB, etc.

	>>SIB message
	M
	
	OCTET STRING
	SIB message containing SIB as defined in TS 38.331 [8].

	>>Value Tag
	M
	
	INTEGER (0..31, ...)
	

	>>Area type
	O
	
	ENUMERATED(area-specific, cell-specific, …)
	Indicates the SIB is either area-specific, or cell-specific.



	Range bound
	Explanation

	maxnoofSIBTypes
	Maximum no. of SIB types, the maximum value is 32.
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