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1 Introduction
At the RAN3#103bis meeting, the issue of IAB capability indication was discussed and has the following agreements in [1]:

[image: image1]
However, there is still no conclusion on IAB node indication to CN. Therefore, in this contribution, we mainly discuss this issue. 
2 Discussion
In Rel-10, after receiving a relay indication from the relay, the donor eNB sends a “Relay Node Indicator” IE within the INITIAL UE MESSAGE message, to an MME supporting relay functionality. This indicator can help MME to select SGW/PGW embedded in the donor eNB. During the attach procedure, the EPC checks if the relay is authorised for relay operation, only if the relay is authorised, the EPC accepts the attach and sets up context for relay with the donor eNB, otherwise the EPC rejects the attach.  
Observation 1: In Rel-10 relay, an explicit “Relay Node Indicator” IE is included in INITIAL UE MESSAGE message to an MME supporting relay functionality.    
At the RAN3#103bis meeting, it was agreed that AMF shall send an IAB Authorized indication to IAB donor for SA case and MME shall send an IAB Authorized indication to eNB for NSA case, after the authentication/authorization of IAB node. Since the CN can know the access of IAB node based on the IAB node authorization information, it is necessary to discuss whether an IAB indication to CN is still needed or not during IAB node attach procedure. 
Issue 1: Whether an IAB indication to CN is needed during IAB node attach procedure?
For the MT part of IAB node, similar to normal UE, CN triggers the authentication/authorization procedure for the USIM of IAB node. Considering that the IAB node is not only a mobile terminal but also a network device which has DU part, some device special authentication/authorization may needed for IAB node. SA3 will handle the detailed discussions. Nevertheless, we see some beneficial to send IAB indication to CN since this will be helpful for CN to perform IAB specific device authentication/authorization.

Observation 2: An IAB indication to CN is helpful for performing device authentication/authorization for IAB node, more details are up to SA3.  
At RAN3#104 meeting, it was agreed that “the normal PDU session (for SA) or PDU connection (for NSA) based solution can be used for the OAM connectivity of IAB node”. Therefore, an IAB indication to CN is also helpful for SMF selection to establish specific PDU session for the OAM connectivity of IAB node. Different from UE, IAB node may only has one type UP traffic, i.e. the OAM traffic, thus the PDU session management for IAB node can be simplified and some specific SMF can be selected. In this case, an IAB indication to CN is necessary.

Observation 3: With IAB indication to CN, SMF simplified for IAB node can be selected to establish specific PDU session for the OAM connectivity of IAB node.
In addition, SA2 agrees a new WI on IAB in June 2019, and the scopes of this WI also include enhancement to provide support of capability indication of IAB nodes to the core network [2]. Therefore, we propose that:
Proposal 1: An IAB indication is needed in the INITIAL UE MESSAGE message to CN for both SA and NSA case. 
Issue 2: Whether the IAB indication carried in the INITIAL UE MESSAGE message is explicit or implicit? 
There are two solutions for the IAB indication.

Similar to Rel-10 relay, explicit indication means a new “IAB Node Indicator” IE is needed to be defined in the INITIAL UE MESSAGE message. 

Implicit indication means to regard IAB as a specific network slice, and reuse the existing “Allow NSSAI” IE in the INITIAL UE MESSAGE message to indicate the access of IAB node.  

Because the “Allow NSSAI” IE is optional IE, and the length of this IE at least is 8 bit. Compared with 1 bit explicit indication, it is meaningless to use 8 bit implicit indication to indicate the access of IAB node has too much signalling overhead. 

Proposal 2: Define a new optional “IAB Node Indicator” IE in the INITIAL UE MESSAGE message.
The corresponding TP for TS38.413 is given in the Appendix part for the SA scenario, and the corresponding TP for TS36.413 of NSA case is provided in [3]. 
3 . Conclusion
This paper mainly discusses the issue of IAB node indication to CN, and we have the following observations and proposals:
Observation 1: In Rel-10 relay, an explicit “Relay Node Indicator” IE is included in INITIAL UE MESSAGE message to an MME supporting relay functionality.  
Observation 2: An IAB indication to CN is helpful for performing device authentication/authorization for IAB node, more details are up to SA3. 
Observation 3: With IAB indication to CN, SMF simplified for IAB node can be selected to establish specific PDU session for the OAM connectivity of IAB node.
Proposal 1: An IAB indication is needed in the INITIAL UE MESSAGE message to CN for both SA and NSA case. 
Proposal 2: Define a new optional “IAB Node Indicator” IE in the INITIAL UE MESSAGE message.
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Appendix:Text Proposal for NR-IAB BL CR for TS 38.413

------------------------------------------------1st Change -----------------------------------------------------
8.6.1
Initial UE Message

8.6.1.1
General

The Initial UE Message procedure is used when the NG-RAN node has received from the radio interface the first uplink NAS message transmitted on an RRC connection to be forwarded to an AMF. 

8.6.1.2
Successful Operation
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Figure 8.6.1.2-1: Initial UE message

The NG-RAN node initiates the procedure by sending an INITIAL UE MESSAGE message to the AMF. The NG-RAN node shall allocate a unique RAN UE NGAP ID to be used for the UE and the NG-RAN node shall include this identity in the INITIAL UE MESSAGE message. 

The NAS-PDU IE contains a UE – AMF message that is transferred without interpretation in the NG-RAN node.

In case of network sharing, the selected PLMN is indicated by the PLMN Identity IE within the TAI IE included in the INITIAL UE MESSAGE message.

When the NG-RAN node has received from the radio interface the 5G-S-TMSI IE, it shall include it in the INITIAL UE MESSAGE message.
If the AMF Set ID IE is included in the INITIAL UE MESSAGE message this indicates that the message is a rerouted message and the AMF shall, if supported, use the IE as described in TS 23.502 [10].

If the UE Context Request IE is included in the INITIAL UE MESSAGE message the AMF shall trigger an Initial Context Setup procedure towards the NG-RAN node.

If the Allowed NSSAI IE is included in the INITIAL UE MESSAGE message the AMF shall use the IE as defined in TS 23.502 [10].
If the IAB Node Indication IE is included in the INITIAL UE MESSAGE message, the AMF shall treate the UE as an IAB node.
8.6.1.3
Abnormal Conditions

If the 5G-S-TMSI is not received by the AMF in the INITIAL UE MESSAGE message whereas expected, the AMF shall consider the procedure as failed.

------------------------------------------------2nd Change -----------------------------------------------------
9.2.5
NAS Transport Messages

9.2.5.1
INITIAL UE MESSAGE

This message is sent by the NG-RAN node to transfer the initial layer 3 message to the AMF over the NG interface.

Direction: NG-RAN node ( AMF
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	ignore

	RAN UE NGAP ID
	M
	
	9.3.3.2
	
	YES
	reject

	NAS-PDU
	M
	
	9.3.3.4
	
	YES
	reject

	User Location Information
	M
	
	9.3.1.16
	
	YES
	reject

	RRC Establishment Cause
	M
	
	9.3.1.111
	
	YES
	ignore

	5G-S-TMSI
	O
	
	9.3.3.20
	
	YES
	reject

	AMF Set ID
	O
	
	9.3.3.12
	
	YES
	ignore

	UE Context Request
	O
	
	ENUMERATED (requested, ...)
	Indicates that a UE context including security information needs to be setup at the NG-RAN.
	YES
	ignore

	Allowed NSSAI
	O
	
	9.3.1.31
	
	YES
	reject

	IAB Node Indication
	O
	
	ENUMERATED (true, ...)
	Indicating an IAB node
	YES
	reject


------------------------------------------------3rd Change -----------------------------------------------------
9.4.4
PDU Definitions

-- ASN1START

-- **************************************************************

--

-- PDU definitions for NGAP.

--

-- **************************************************************

NGAP-PDU-Contents { 

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

ngran-Access (22) modules (3) ngap (1) version1 (1) ngap-PDU-Contents (1) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


AllowedNSSAI,


AMFName,


AMFSetID,


AMF-TNLAssociationSetupList,


AMF-TNLAssociationToAddList,


AMF-TNLAssociationToRemoveList,


AMF-TNLAssociationToUpdateList,


AMF-UE-NGAP-ID,

AssistanceDataForPaging,


BroadcastCancelledAreaList,


BroadcastCompletedAreaList,


CancelAllWarningMessages,


Cause,


CellIDListForRestart,


ConcurrentWarningMessageInd,


CoreNetworkAssistanceInformation,


CPTransportLayerInformation,

CriticalityDiagnostics,


DataCodingScheme,


DirectForwardingPathAvailability,


EmergencyAreaIDListForRestart,


EmergencyFallbackIndicator,


EN-DCSONConfigurationTransfer,


EUTRA-CGI,


FiveG-S-TMSI,


GlobalRANNodeID,


GUAMI,


HandoverFlag,


HandoverType,


IMSVoiceSupportIndicator,


IndexToRFSP,


InfoOnRecommendedCellsAndRANNodesForPaging,


LocationReportingRequestType,


MaskedIMEISV,


MessageIdentifier,


MobilityRestrictionList,


NAS-PDU,


NASSecurityParametersFromNGRAN,

NewSecurityContextInd,


NGRAN-CGI,


NGRANTraceID,


NR-CGI,


NRPPa-PDU,


NumberOfBroadcastsRequested,


OverloadResponse,


OverloadStartNSSAIList,


PagingDRX,


PagingOrigin,


PagingPriority,


PDUSessionAggregateMaximumBitRate,


PDUSessionResourceAdmittedList,


PDUSessionResourceFailedToModifyListModCfm,


PDUSessionResourceFailedToModifyListModRes,


PDUSessionResourceFailedToSetupListCxtFail,

PDUSessionResourceFailedToSetupListCxtRes,


PDUSessionResourceFailedToSetupListHOAck,


PDUSessionResourceFailedToSetupListPSReq,


PDUSessionResourceFailedToSetupListSURes,


PDUSessionResourceHandoverList,


PDUSessionResourceListCxtRelCpl,


PDUSessionResourceListCxtRelReq,


PDUSessionResourceListHORqd,


PDUSessionResourceModifyListModCfm,


PDUSessionResourceModifyListModInd,


PDUSessionResourceModifyListModReq,


PDUSessionResourceModifyListModRes,


PDUSessionResourceNotifyList,

PDUSessionResourceReleasedListNot,


PDUSessionResourceReleasedListPSAck,


PDUSessionResourceReleasedListPSFail,


PDUSessionResourceReleasedListRelRes,

PDUSessionResourceSecondaryRATUsageList,


PDUSessionResourceSetupListCxtReq,


PDUSessionResourceSetupListCxtRes,


PDUSessionResourceSetupListHOReq,


PDUSessionResourceSetupListSUReq,


PDUSessionResourceSetupListSURes,

PDUSessionResourceSwitchedList,

PDUSessionResourceToBeSwitchedDLList,

PDUSessionResourceToReleaseListHOCmd,


PDUSessionResourceToReleaseListRelCmd,


PLMNSupportList,


PWSFailedCellIDList,


RANNodeName,


RANPagingPriority,


RANStatusTransfer-TransparentContainer,


RAN-UE-NGAP-ID,


RedirectionVoiceFallback,


RelativeAMFCapacity,


RepetitionPeriod,


ResetType,

RoutingID,


RRCEstablishmentCause,

RRCInactiveTransitionReportRequest,


RRCState,


SecurityContext,

SecurityKey,


SerialNumber,


ServedGUAMIList,


SliceSupportList,


S-NSSAI,


SONConfigurationTransfer,


SourceToTarget-TransparentContainer,


SupportedTAList,


TAIListForPaging,


TAIListForRestart,


TargetID,


TargetToSource-TransparentContainer,


TimeToWait,


TNLAssociationList,


TraceActivation,


TrafficLoadReductionIndication,

TransportLayerAddress,


UEAggregateMaximumBitRate,


UE-associatedLogicalNG-connectionList,


UEContextRequest,


UE-NGAP-IDs,


UEPagingIdentity,


UEPresenceInAreaOfInterestList,


UERadioCapability,


UERadioCapabilityForPaging,


UERetentionInformation,


UESecurityCapabilities,


UnavailableGUAMIList,


UserLocationInformation,


WarningAreaCoordinates,

WarningAreaList,


WarningMessageContents,


WarningSecurityInfo,


WarningType,

IABNodeIndication
FROM NGAP-IEs


PrivateIE-Container{},


ProtocolExtensionContainer{},


ProtocolIE-Container{},


ProtocolIE-ContainerList{},


ProtocolIE-ContainerPair{},


ProtocolIE-SingleContainer{},


NGAP-PRIVATE-IES,


NGAP-PROTOCOL-EXTENSION,


NGAP-PROTOCOL-IES,


NGAP-PROTOCOL-IES-PAIR

FROM NGAP-Containers


id-AllowedNSSAI,


id-AMFName,


id-AMFOverloadResponse,


id-AMFSetID,


id-AMF-TNLAssociationFailedToSetupList,


id-AMF-TNLAssociationSetupList,


id-AMF-TNLAssociationToAddList,


id-AMF-TNLAssociationToRemoveList,


id-AMF-TNLAssociationToUpdateList,


id-AMFTrafficLoadReductionIndication,


id-AMF-UE-NGAP-ID,


id-AssistanceDataForPaging,


id-BroadcastCancelledAreaList,


id-BroadcastCompletedAreaList,


id-CancelAllWarningMessages,


id-Cause,


id-CellIDListForRestart,


id-ConcurrentWarningMessageInd,


id-CoreNetworkAssistanceInformation,


id-CriticalityDiagnostics,


id-DataCodingScheme,


id-DefaultPagingDRX,


id-DirectForwardingPathAvailability,


id-EmergencyAreaIDListForRestart,


id-EmergencyFallbackIndicator,


id-ENDC-SONConfigurationTransferDL,


id-ENDC-SONConfigurationTransferUL,


id-EUTRA-CGI,


id-FiveG-S-TMSI,


id-GlobalRANNodeID,


id-GUAMI,


id-HandoverFlag,


id-HandoverType,


id-IMSVoiceSupportIndicator,


id-IndexToRFSP,


id-InfoOnRecommendedCellsAndRANNodesForPaging,


id-LocationReportingRequestType,


id-MaskedIMEISV,


id-MessageIdentifier,


id-MobilityRestrictionList,


id-NAS-PDU,


id-NASC,


id-NASSecurityParametersFromNGRAN,


id-NewAMF-UE-NGAP-ID,


id-NewSecurityContextInd,

id-NGAP-Message,


id-NGRAN-CGI,


id-NGRANTraceID,


id-NR-CGI,


id-NRPPa-PDU,


id-NumberOfBroadcastsRequested,


id-OldAMF,


id-OverloadStartNSSAIList,

id-PagingDRX,


id-PagingOrigin,


id-PagingPriority,


id-PDUSessionResourceAdmittedList,


id-PDUSessionResourceFailedToModifyListModCfm,


id-PDUSessionResourceFailedToModifyListModRes,


id-PDUSessionResourceFailedToSetupListCxtFail,


id-PDUSessionResourceFailedToSetupListCxtRes,


id-PDUSessionResourceFailedToSetupListHOAck,


id-PDUSessionResourceFailedToSetupListPSReq,


id-PDUSessionResourceFailedToSetupListSURes,


id-PDUSessionResourceHandoverList,


id-PDUSessionResourceListCxtRelCpl,

id-PDUSessionResourceListCxtRelReq,

id-PDUSessionResourceListHORqd,

id-PDUSessionResourceModifyListModCfm,


id-PDUSessionResourceModifyListModInd,


id-PDUSessionResourceModifyListModReq,


id-PDUSessionResourceModifyListModRes,


id-PDUSessionResourceNotifyList,


id-PDUSessionResourceReleasedListNot,


id-PDUSessionResourceReleasedListPSAck,


id-PDUSessionResourceReleasedListPSFail,


id-PDUSessionResourceReleasedListRelRes,


id-PDUSessionResourceSecondaryRATUsageList,

id-PDUSessionResourceSetupListCxtReq,


id-PDUSessionResourceSetupListCxtRes,


id-PDUSessionResourceSetupListHOReq,


id-PDUSessionResourceSetupListSUReq,


id-PDUSessionResourceSetupListSURes,


id-PDUSessionResourceSwitchedList,

id-PDUSessionResourceToBeSwitchedDLList,

id-PDUSessionResourceToReleaseListHOCmd,


id-PDUSessionResourceToReleaseListRelCmd,


id-PLMNSupportList,


id-PSCellInformation,


id-PWSFailedCellIDList,


id-RANNodeName,


id-RANPagingPriority,


id-RANStatusTransfer-TransparentContainer,


id-RAN-UE-NGAP-ID, 


id-RedirectionVoiceFallback,


id-RelativeAMFCapacity,


id-RepetitionPeriod,


id-ResetType,


id-RoutingID,


id-RRCEstablishmentCause,

id-RRCInactiveTransitionReportRequest,


id-RRCState,


id-SecurityContext,

id-SecurityKey,


id-SerialNumber,


id-ServedGUAMIList,


id-SliceSupportList,


id-SONConfigurationTransferDL,


id-SONConfigurationTransferUL,


id-SourceAMF-UE-NGAP-ID,


id-SourceToTarget-TransparentContainer,


id-SupportedTAList,


id-TAIListForPaging,


id-TAIListForRestart,


id-TargetID,


id-TargetToSource-TransparentContainer,


id-TimeToWait,


id-TraceActivation,


id-TraceCollectionEntityIPAddress,


id-UEAggregateMaximumBitRate,


id-UE-associatedLogicalNG-connectionList,


id-UEContextRequest,


id-UE-NGAP-IDs,


id-UEPagingIdentity,


id-UEPresenceInAreaOfInterestList,


id-UERadioCapability,


id-UERadioCapabilityForPaging,


id-UERetentionInformation,


id-UESecurityCapabilities,


id-UnavailableGUAMIList,


id-UserLocationInformation,


id-WarningAreaCoordinates,

id-WarningAreaList,


id-WarningMessageContents,


id-WarningSecurityInfo,


id-WarningType,


id-IABNodeIndication
-- **************************************************************

--

-- INITIAL UE MESSAGE

--

-- **************************************************************

InitialUEMessage ::= SEQUENCE {


protocolIEs

ProtocolIE-Container

{ {InitialUEMessage-IEs} },


...

}

InitialUEMessage-IEs NGAP-PROTOCOL-IES ::= {


{ ID id-RAN-UE-NGAP-ID



CRITICALITY reject
TYPE RAN-UE-NGAP-ID



PRESENCE mandatory
}|


{ ID id-NAS-PDU





CRITICALITY reject
TYPE NAS-PDU




PRESENCE mandatory
}|


{ ID id-UserLocationInformation

CRITICALITY reject
TYPE UserLocationInformation
PRESENCE mandatory
}|


{ ID id-RRCEstablishmentCause

CRITICALITY ignore
TYPE RRCEstablishmentCause

PRESENCE mandatory
}|


{ ID id-FiveG-S-TMSI



CRITICALITY reject
TYPE FiveG-S-TMSI



PRESENCE optional

}|


{ ID id-AMFSetID




CRITICALITY ignore
TYPE AMFSetID




PRESENCE optional

}|


{ ID id-UEContextRequest


CRITICALITY ignore
TYPE UEContextRequest


PRESENCE optional

}|


{ ID id-AllowedNSSAI



CRITICALITY reject
TYPE AllowedNSSAI



PRESENCE optional

}|

{ ID id-IABNodeIndication

CRITICALITY reject
TYPE IABNodeIndication


PRESENCE optional

},

...

}

9.4.5
Information Element Definitions

-- I

IABNodeIndication ::= ENUMERATED {


true,


...
}
IMSVoiceSupportIndicator ::= ENUMERATED {


supported,


not-supported,


...

}

IndexToRFSP ::= INTEGER (1..256, ...)

InfoOnRecommendedCellsAndRANNodesForPaging ::= SEQUENCE {


recommendedCellsForPaging

RecommendedCellsForPaging,


recommendRANNodesForPaging

RecommendedRANNodesForPaging,


iE-Extensions

ProtocolExtensionContainer { {InfoOnRecommendedCellsAndRANNodesForPaging-ExtIEs} }
OPTIONAL,


...

}

InfoOnRecommendedCellsAndRANNodesForPaging-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

IntegrityProtectionIndication ::= ENUMERATED {


required,


preferred,


not-needed,


...

}

IntegrityProtectionResult ::= ENUMERATED {


performed,


not-performed,


...

}

IntendedNumberOfPagingAttempts ::= INTEGER (1..16, ...)

InterfacesToTrace ::= BIT STRING (SIZE(8))

9.4.7
Constant Definitions

-- ASN1START

-- **************************************************************

--

-- Constant definitions

--

-- **************************************************************

NGAP-Constants { 

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

ngran-Access (22) modules (3) ngap (1) version1 (1) ngap-Constants (4) } 

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


ProcedureCode,


ProtocolIE-ID

FROM NGAP-CommonDataTypes;

-- **************************************************************

--

-- Elementary Procedures

--

-- **************************************************************

id-AMFConfigurationUpdate




ProcedureCode ::= 0

id-AMFStatusIndication





ProcedureCode ::= 1

id-CellTrafficTrace






ProcedureCode ::= 2
id-DeactivateTrace






ProcedureCode ::= 3
id-DownlinkNASTransport





ProcedureCode ::= 4

id-DownlinkNonUEAssociatedNRPPaTransport
ProcedureCode ::= 5

id-DownlinkRANConfigurationTransfer


ProcedureCode ::= 6

id-DownlinkRANStatusTransfer



ProcedureCode ::= 7

id-DownlinkUEAssociatedNRPPaTransport

ProcedureCode ::= 8

id-ErrorIndication






ProcedureCode ::= 9

id-HandoverCancel






ProcedureCode ::= 10

id-HandoverNotification





ProcedureCode ::= 11

id-HandoverPreparation





ProcedureCode ::= 12

id-HandoverResourceAllocation



ProcedureCode ::= 13

id-InitialContextSetup





ProcedureCode ::= 14

id-InitialUEMessage






ProcedureCode ::= 15

id-LocationReportingControl




ProcedureCode ::= 16
id-LocationReportingFailureIndication

ProcedureCode ::= 17
id-LocationReport






ProcedureCode ::= 18

id-NASNonDeliveryIndication




ProcedureCode ::= 19

id-NGReset








ProcedureCode ::= 20

id-NGSetup








ProcedureCode ::= 21

id-OverloadStart






ProcedureCode ::= 22
id-OverloadStop







ProcedureCode ::= 23
id-Paging








ProcedureCode ::= 24

id-PathSwitchRequest





ProcedureCode ::= 25

id-PDUSessionResourceModify




ProcedureCode ::= 26

id-PDUSessionResourceModifyIndication

ProcedureCode ::= 27

id-PDUSessionResourceRelease



ProcedureCode ::= 28

id-PDUSessionResourceSetup




ProcedureCode ::= 29

id-PDUSessionResourceNotify




ProcedureCode ::= 30

id-PrivateMessage






ProcedureCode ::= 31

id-PWSCancel







ProcedureCode ::= 32

id-PWSFailureIndication





ProcedureCode ::= 33

id-PWSRestartIndication





ProcedureCode ::= 34

id-RANConfigurationUpdate




ProcedureCode ::= 35

id-RerouteNASRequest





ProcedureCode ::= 36

id-RRCInactiveTransitionReport



ProcedureCode ::= 37

id-TraceFailureIndication




ProcedureCode ::= 38

id-TraceStart







ProcedureCode ::= 39

id-UEContextModification




ProcedureCode ::= 40

id-UEContextRelease






ProcedureCode ::= 41

id-UEContextReleaseRequest




ProcedureCode ::= 42

id-UERadioCapabilityCheck




ProcedureCode ::= 43

id-UERadioCapabilityInfoIndication


ProcedureCode ::= 44

id-UETNLABindingRelease





ProcedureCode ::= 45

id-UplinkNASTransport





ProcedureCode ::= 46

id-UplinkNonUEAssociatedNRPPaTransport

ProcedureCode ::= 47
id-UplinkRANConfigurationTransfer


ProcedureCode ::= 48

id-UplinkRANStatusTransfer




ProcedureCode ::= 49

id-UplinkUEAssociatedNRPPaTransport


ProcedureCode ::= 50

id-WriteReplaceWarning





ProcedureCode ::= 51

id-SecondaryRATDataUsageReport



ProcedureCode ::= 52

-- **************************************************************

--

-- Extension constants

--

-- **************************************************************

maxPrivateIEs






INTEGER ::= 65535

maxProtocolExtensions




INTEGER ::= 65535

maxProtocolIEs






INTEGER ::= 65535

-- **************************************************************

--

-- Lists

--

-- **************************************************************


maxnoofAllowedAreas




INTEGER ::= 16

maxnoofAllowedS-NSSAIs



INTEGER ::= 8

maxnoofBPLMNs





INTEGER ::= 12

maxnoofCellIDforWarning



INTEGER ::= 65535


maxnoofCellinAoI




INTEGER ::= 256

maxnoofCellinEAI




INTEGER ::= 65535

maxnoofCellinTAI




INTEGER ::= 65535


maxnoofCellsingNB




INTEGER ::= 16384

maxnoofCellsinngeNB




INTEGER ::= 256


maxnoofCellsinUEHistoryInfo


INTEGER ::= 16


maxnoofCellsUEMovingTrajectory

INTEGER ::= 16

maxnoofDRBs






INTEGER ::= 32

maxnoofEmergencyAreaID



INTEGER ::= 65535

maxnoofEAIforRestart



INTEGER ::= 256


maxnoofEPLMNs





INTEGER ::= 15


maxnoofEPLMNsPlusOne



INTEGER ::= 16

maxnoofE-RABs





INTEGER ::= 256

maxnoofErrors





INTEGER ::= 256


maxnoofForbTACs





INTEGER ::= 4096


maxnoofMultiConnectivity



INTEGER ::= 4


maxnoofMultiConnectivityMinusOne
INTEGER ::= 3

maxnoofNGConnectionsToReset


INTEGER ::= 65536

maxnoofPDUSessions




INTEGER ::= 256


maxnoofPLMNs





INTEGER ::= 12


maxnoofQosFlows





INTEGER ::= 64


maxnoofRANNodeinAoI




INTEGER ::= 64


maxnoofRecommendedCells



INTEGER ::= 16


maxnoofRecommendedRANNodes


INTEGER ::= 16


maxnoofAoI






INTEGER ::= 64

maxnoofServedGUAMIs




INTEGER ::= 256

maxnoofSliceItems




INTEGER ::= 1024

maxnoofTACs






INTEGER ::= 256

maxnoofTAIforInactive



INTEGER ::= 16

maxnoofTAIforPaging




INTEGER ::= 16

maxnoofTAIforRestart



INTEGER ::= 2048

maxnoofTAIforWarning



INTEGER ::= 65535


maxnoofTAIinAoI





INTEGER ::= 16


maxnoofTimePeriods




INTEGER ::= 2

maxnoofTNLAssociations



INTEGER ::= 32

maxnoofXnExtTLAs




INTEGER ::= 2

maxnoofXnGTP-TLAs




INTEGER ::= 16

maxnoofXnTLAs





INTEGER ::= 16
-- **************************************************************

--

-- IEs

--

-- **************************************************************


id-AllowedNSSAI










ProtocolIE-ID ::= 0


id-AMFName











ProtocolIE-ID ::= 1


id-AMFOverloadResponse








ProtocolIE-ID ::= 2


id-AMFSetID











ProtocolIE-ID ::= 3


id-AMF-TNLAssociationFailedToSetupList




ProtocolIE-ID ::= 4


id-AMF-TNLAssociationSetupList






ProtocolIE-ID ::= 5


id-AMF-TNLAssociationToAddList






ProtocolIE-ID ::= 6


id-AMF-TNLAssociationToRemoveList





ProtocolIE-ID ::= 7


id-AMF-TNLAssociationToUpdateList





ProtocolIE-ID ::= 8


id-AMFTrafficLoadReductionIndication




ProtocolIE-ID ::= 9


id-AMF-UE-NGAP-ID









ProtocolIE-ID ::= 10


id-AssistanceDataForPaging







ProtocolIE-ID ::= 11


id-BroadcastCancelledAreaList






ProtocolIE-ID ::= 12

id-BroadcastCompletedAreaList






ProtocolIE-ID ::= 13


id-CancelAllWarningMessages







ProtocolIE-ID ::= 14

id-Cause











ProtocolIE-ID ::= 15


id-CellIDListForRestart








ProtocolIE-ID ::= 16

id-ConcurrentWarningMessageInd






ProtocolIE-ID ::= 17


id-CoreNetworkAssistanceInformation





ProtocolIE-ID ::= 18


id-CriticalityDiagnostics







ProtocolIE-ID ::= 19


id-DataCodingScheme









ProtocolIE-ID ::= 20


id-DefaultPagingDRX









ProtocolIE-ID ::= 21


id-DirectForwardingPathAvailability





ProtocolIE-ID ::= 22


id-EmergencyAreaIDListForRestart





ProtocolIE-ID ::= 23

id-EmergencyFallbackIndicator






ProtocolIE-ID ::= 24


id-EUTRA-CGI










ProtocolIE-ID ::= 25


id-FiveG-S-TMSI










ProtocolIE-ID ::= 26


id-GlobalRANNodeID









ProtocolIE-ID ::= 27


id-GUAMI











ProtocolIE-ID ::= 28


id-HandoverType










ProtocolIE-ID ::= 29


id-IMSVoiceSupportIndicator







ProtocolIE-ID ::= 30


id-IndexToRFSP










ProtocolIE-ID ::= 31


id-InfoOnRecommendedCellsAndRANNodesForPaging


ProtocolIE-ID ::= 32


id-LocationReportingRequestType






ProtocolIE-ID ::= 33


id-MaskedIMEISV










ProtocolIE-ID ::= 34


id-MessageIdentifier








ProtocolIE-ID ::= 35


id-MobilityRestrictionList







ProtocolIE-ID ::= 36


id-NASC












ProtocolIE-ID ::= 37


id-NAS-PDU











ProtocolIE-ID ::= 38


id-NASSecurityParametersFromNGRAN





ProtocolIE-ID ::= 39


id-NewAMF-UE-NGAP-ID








ProtocolIE-ID ::= 40


id-NewSecurityContextInd







ProtocolIE-ID ::= 41


id-NGAP-Message










ProtocolIE-ID ::= 42

id-NGRAN-CGI










ProtocolIE-ID ::= 43


id-NGRANTraceID










ProtocolIE-ID ::= 44


id-NR-CGI











ProtocolIE-ID ::= 45


id-NRPPa-PDU










ProtocolIE-ID ::= 46


id-NumberOfBroadcastsRequested






ProtocolIE-ID ::= 47


id-OldAMF











ProtocolIE-ID ::= 48


id-OverloadStartNSSAIList







ProtocolIE-ID ::= 49


id-PagingDRX










ProtocolIE-ID ::= 50


id-PagingOrigin










ProtocolIE-ID ::= 51


id-PagingPriority









ProtocolIE-ID ::= 52


id-PDUSessionResourceAdmittedList





ProtocolIE-ID ::= 53


id-PDUSessionResourceFailedToModifyListModRes


ProtocolIE-ID ::= 54

id-PDUSessionResourceFailedToSetupListCxtRes


ProtocolIE-ID ::= 55


id-PDUSessionResourceFailedToSetupListHOAck



ProtocolIE-ID ::= 56


id-PDUSessionResourceFailedToSetupListPSReq



ProtocolIE-ID ::= 57


id-PDUSessionResourceFailedToSetupListSURes



ProtocolIE-ID ::= 58


id-PDUSessionResourceHandoverList





ProtocolIE-ID ::= 59

id-PDUSessionResourceListCxtRelCpl





ProtocolIE-ID ::= 60


id-PDUSessionResourceListHORqd






ProtocolIE-ID ::= 61


id-PDUSessionResourceModifyListModCfm




ProtocolIE-ID ::= 62

id-PDUSessionResourceModifyListModInd




ProtocolIE-ID ::= 63

id-PDUSessionResourceModifyListModReq




ProtocolIE-ID ::= 64

id-PDUSessionResourceModifyListModRes




ProtocolIE-ID ::= 65

id-PDUSessionResourceNotifyList






ProtocolIE-ID ::= 66

id-PDUSessionResourceReleasedListNot




ProtocolIE-ID ::= 67

id-PDUSessionResourceReleasedListPSAck




ProtocolIE-ID ::= 68


id-PDUSessionResourceReleasedListPSFail




ProtocolIE-ID ::= 69

id-PDUSessionResourceReleasedListRelRes




ProtocolIE-ID ::= 70

id-PDUSessionResourceSetupListCxtReq




ProtocolIE-ID ::= 71

id-PDUSessionResourceSetupListCxtRes




ProtocolIE-ID ::= 72

id-PDUSessionResourceSetupListHOReq





ProtocolIE-ID ::= 73

id-PDUSessionResourceSetupListSUReq





ProtocolIE-ID ::= 74

id-PDUSessionResourceSetupListSURes





ProtocolIE-ID ::= 75

id-PDUSessionResourceToBeSwitchedDLList




ProtocolIE-ID ::= 76

id-PDUSessionResourceSwitchedList





ProtocolIE-ID ::= 77

id-PDUSessionResourceToReleaseListHOCmd




ProtocolIE-ID ::= 78

id-PDUSessionResourceToReleaseListRelCmd



ProtocolIE-ID ::= 79

id-PLMNSupportList









ProtocolIE-ID ::= 80

id-PWSFailedCellIDList








ProtocolIE-ID ::= 81

id-RANNodeName










ProtocolIE-ID ::= 82


id-RANPagingPriority








ProtocolIE-ID ::= 83


id-RANStatusTransfer-TransparentContainer



ProtocolIE-ID ::= 84


id-RAN-UE-NGAP-ID









ProtocolIE-ID ::= 85


id-RelativeAMFCapacity








ProtocolIE-ID ::= 86


id-RepetitionPeriod









ProtocolIE-ID ::= 87


id-ResetType










ProtocolIE-ID ::= 88


id-RoutingID










ProtocolIE-ID ::= 89


id-RRCEstablishmentCause







ProtocolIE-ID ::= 90

id-RRCInactiveTransitionReportRequest




ProtocolIE-ID ::= 91


id-RRCState











ProtocolIE-ID ::= 92


id-SecurityContext









ProtocolIE-ID ::= 93


id-SecurityKey










ProtocolIE-ID ::= 94


id-SerialNumber










ProtocolIE-ID ::= 95


id-ServedGUAMIList









ProtocolIE-ID ::= 96


id-SliceSupportList









ProtocolIE-ID ::= 97


id-SONConfigurationTransferDL






ProtocolIE-ID ::= 98


id-SONConfigurationTransferUL






ProtocolIE-ID ::= 99


id-SourceAMF-UE-NGAP-ID








ProtocolIE-ID ::= 100


id-SourceToTarget-TransparentContainer




ProtocolIE-ID ::= 101


id-SupportedTAList









ProtocolIE-ID ::= 102


id-TAIListForPaging









ProtocolIE-ID ::= 103


id-TAIListForRestart








ProtocolIE-ID ::= 104

id-TargetID











ProtocolIE-ID ::= 105


id-TargetToSource-TransparentContainer




ProtocolIE-ID ::= 106

id-TimeToWait










ProtocolIE-ID ::= 107


id-TraceActivation









ProtocolIE-ID ::= 108


id-TraceCollectionEntityIPAddress





ProtocolIE-ID ::= 109

id-UEAggregateMaximumBitRate






ProtocolIE-ID ::= 110


id-UE-associatedLogicalNG-connectionList



ProtocolIE-ID ::= 111


id-UEContextRequest









ProtocolIE-ID ::= 112


id-UE-NGAP-IDs










ProtocolIE-ID ::= 114


id-UEPagingIdentity









ProtocolIE-ID ::= 115


id-UEPresenceInAreaOfInterestList





ProtocolIE-ID ::= 116

id-UERadioCapability








ProtocolIE-ID ::= 117


id-UERadioCapabilityForPaging






ProtocolIE-ID ::= 118


id-UESecurityCapabilities







ProtocolIE-ID ::= 119


id-UnavailableGUAMIList








ProtocolIE-ID ::= 120


id-UserLocationInformation







ProtocolIE-ID ::= 121

id-WarningAreaList









ProtocolIE-ID ::= 122


id-WarningMessageContents







ProtocolIE-ID ::= 123


id-WarningSecurityInfo








ProtocolIE-ID ::= 124


id-WarningType










ProtocolIE-ID ::= 125


id-AdditionalUL-NGU-UP-TNLInformation




ProtocolIE-ID ::= 126


id-DataForwardingNotPossible






ProtocolIE-ID ::= 127


id-DL-NGU-UP-TNLInformation







ProtocolIE-ID ::= 128


id-NetworkInstance









ProtocolIE-ID ::= 129


id-PDUSessionAggregateMaximumBitRate




ProtocolIE-ID ::= 130


id-PDUSessionResourceFailedToModifyListModCfm


ProtocolIE-ID ::= 131

id-PDUSessionResourceFailedToSetupListCxtFail


ProtocolIE-ID ::= 132


id-PDUSessionResourceListCxtRelReq





ProtocolIE-ID ::= 133


id-PDUSessionType









ProtocolIE-ID ::= 134


id-QosFlowAddOrModifyRequestList





ProtocolIE-ID ::= 135


id-QosFlowSetupRequestList







ProtocolIE-ID ::= 136


id-QosFlowToReleaseList








ProtocolIE-ID ::= 137


id-SecurityIndication








ProtocolIE-ID ::= 138


id-UL-NGU-UP-TNLInformation







ProtocolIE-ID ::= 139


id-UL-NGU-UP-TNLModifyList







ProtocolIE-ID ::= 140

id-WarningAreaCoordinates







ProtocolIE-ID ::= 141


id-PDUSessionResourceSecondaryRATUsageList



ProtocolIE-ID ::= 142


id-HandoverFlag










ProtocolIE-ID ::= 143


id-SecondaryRATUsageInformation






ProtocolIE-ID ::= 144


id-PDUSessionResourceReleaseResponseTransfer


ProtocolIE-ID ::= 145


id-RedirectionVoiceFallback







ProtocolIE-ID ::= 146


id-UERetentionInformation







ProtocolIE-ID ::= 147


id-S-NSSAI











ProtocolIE-ID ::= 148


id-PSCellInformation








ProtocolIE-ID ::= 149


id-LastEUTRAN-PLMNIdentity







ProtocolIE-ID ::= 150


id-MaximumIntegrityProtectedDataRate-DL




ProtocolIE-ID ::= 151


id-AdditionalDLForwardingUPTNLInformation



ProtocolIE-ID ::= 152


id-AdditionalDLUPTNLInformationForHOList



ProtocolIE-ID ::= 153


id-AdditionalNGU-UP-TNLInformation





ProtocolIE-ID ::= 154


id-AdditionalDLQosFlowPerTNLInformation




ProtocolIE-ID ::= 155


id-SecurityResult









ProtocolIE-ID ::= 156


id-ENDC-SONConfigurationTransferDL





ProtocolIE-ID ::= 157


id-ENDC-SONConfigurationTransferUL





ProtocolIE-ID ::= 158

id-OldAssociatedQosFlowList-ULendmarkerexpected


ProtocolIE-ID ::= 159


id-CNTypeRestrictionsForEquivalent





ProtocolIE-ID ::= 160


id-CNTypeRestrictionsForServing






ProtocolIE-ID ::= 161


id-NewGUAMI











ProtocolIE-ID ::= 162


id-ULForwarding










ProtocolIE-ID ::= 163


id-ULForwardingUP-TNLInformation





ProtocolIE-ID ::= 164


id-CNAssistedRANTuning








ProtocolIE-ID ::= 165


id-CommonNetworkInstance







ProtocolIE-ID ::= 166

id-IABNodeIndication








ProtocolIE-ID ::= 167
END

-- ASN1STOP

 AMF includes “IAB Authorized” IE in the INITIAL CONTEXT SETUP REQUEST/CONTEXT MODIFICATION REQUEST messages.


MME includes “IAB Authorized” IE in the INITIAL CONTEXT SETUP REQUEST/CONTEXT MODIFICATION REQUST messages.


The eNB should include “IAB Authorized” IE in SgNB ADDITION REQUEST/MODIFICATION REQUEST messages.
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