3GPP TSG-RAN WG3 Meeting #105
R3-194739
Ljubljana, Slovenia, 26-30 August 2019
Agenda item:

20.2.2
Source:
LG Electronics Inc.
Title:
Summary of Offline Discussion: List of open issues related to F1 for support of NR sidelink resource mode 1 and mode 2 
Document for:

Discussion 
1. Introduction

This document summarizes the open issues related to F1 for support of NR sidelink resource mode 1 and mode 2 based on the online/offline discussion: 
2. Open issues related to F1 in RAN3#105
· Support of NR Sidelink Resource mode 1 (dynamic, type 1 and type 2) and mode 2
· Impacts on F1 interface
· Whether the NR V2X resource pool for side link communication is configured in the gNB-CU or gNB-DU
· How to support the resource allocation modes for connected mode UE
· For resource allocation Mode 1 (type 2 case), gNB-DU is responsible for the scheduling of sidelink resource? P-UE/V-UE type is notified to DU or not for resource allocation? 
· For resource allocation Mode 2 and Mode 1 type 1, gNB-CU or DU allocates the resource pool/grant to UE?
· How to support on-demand broadcast (V2X SIB) for idle or inactive mode UE, e.g., the location of SIB and potential F1 signaling support for message 1 and message 3 based on demand broadcast? 
· Since in RAN1 it’s agreed that DCI-based activation/deactivation is supported instead of RRC-based, how to support NR Uu controlling LTE sidelink in the scenario of NR CU/DU Split? e.g., whether CU needs to notify to DU on whether the request is for LTE resource or NR resource for mode 1.
NOTE: Please monitor the progress of RAN1, RAN2 (including email discussions) on the issues related to their decisions. 
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