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1 Introduction
And at RAN3 105 meeting, following agreement has been achieved for conditional handover:
	1) CHO preparations for multiple target cells toward the same target node for the same UE are allowed.
2) CHO Cancel procedure from the target node shall not be used in legacy HO.

3) Both source and target nodes are allowed to initiate per-target cell CHO cancel; target node is only allowed to cancel a prepared CHO.
4) Add CHO indicator in Handover Request.


In this document we discussed the remaining issues for Conditional Handover and give our proposals.
2 Discussion
Conditional HO is under discussion in RAN2 at LTE_feMob-Core work item in R16. In a Conditional Handover procedure, the UE is provided with early HO configuration for a single or multiple target nodes. The condition for HO is also provided to the UE by the network and the network also prepares the single or multiple target nodes. When the HO condition is met, UE can choose the proper target eNB based on the handover criteria and imitates the access procedure.
At RAN3#105 meeting, it is agreed to add a CHO indicator into Handover Request [3], the target node shall consider that the request concerns a conditional handover. Because the target node may not accept or may not support the conditional handover. It is necessary to include an indicator in Handover Request Acknowledge for source node to know whether conditional Handover Request is accepted.

Proposal 1: Conditional handover indicator should be included in Handover Request Acknowledge.
For the target node reject the conditional handover, new cause value should be introduced for the reason such as the target node does not support conditional handover.

Proposal 2: New cause value ’CHO rejected’ should be introduced when target node rejects the enhanced Make Before Break handover procedure.
3 Conclusion
In this paper, we discussed the remaining issues for Conditional Handover and give our proposals as below:

Proposal 1: Conditional handover indicator should be included in Handover Request Acknowledge.
Proposal 2: New cause value ’CHO rejected’ should be introduced when target node rejects the enhanced Make Before Break handover procedure.
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