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Introduction

As agreed in RAN2#107 meeting [2], the BAP address of the IAB node is used to differentiate the traffic to be delivered to upper layers from the traffic to be delivered to egress RLC layer. As discussed in RAN3#105 meeting [3], RAN3 assumes that RAN receives an IAB-indication from the IAB-node MT in RRC message 5 (RRC SETUP COMPLETE). Based on this indication, the RAN selects an AMF/MME supporting IAB. In our opinion, donor CU could configure the BAP address to IAB node MT via RRC signalling after it receives the IAB-indication.

With regard to donor DU, we think it should also be configured with a BAP address. We have agreed to support multi-connectivity or route redundancy for back-up purposes. It is also possible that redundant routes are used concurrently, e.g., to achieve load balancing, reliability, etc. As shown in Figure 1, the UL data packets of IAB node MT might be routed via different paths to the same donor DU (Figure 1a) or different donor DUs (Figure 1b). For both cases, the BAP header should be added to the UL packet for routing purpose. The BAP header carries the BAP routing ID, which further consists of BAP address and optional BAP path ID. Unless we do not support multiple UL routing paths or multiple donor DU, the BAP routing ID should be carried by UL data packets and correspondingly BAP address for donor DU should be configured.  In this TP, the BAP address configuration of donor DU can be configured during the F1-C setup procedure is presented. 
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Figure 1 Route redundancy (Cited from TR 38.874)
2
Conclusions

Proposal: Agree the TP about BAP address configuration in appendix.

Appendix：TP for NR_IAB BL CR for TS 38.473
-------------------------------------------------1st  Change -------------------------------------------------
9
Elements for F1AP Communication

9.1
General

>>>>>>>>>>>>>>> Unchanged parts are skipped<<<<<<<<<<<<<<<<
9.2.1.5
F1 SETUP RESPONSE

This message is sent by the gNB-CU to transfer information for a TNL association.

Direction: gNB-CU ( gNB-DU
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	Transaction ID
	M
	
	9.3.1.23
	
	YES
	reject

	gNB-CU Name
	O
	
	PrintableString(SIZE(1..150,...))
	Human readable name of the gNB-CU. 
	YES
	ignore

	IAB node BAP ID
	O
	
	9.3.1x
	
	Yes
	ignore

	Cells to be Activated List
	
	0.. 1
	
	
	YES
	reject

	>Cells to be Activated List Item
	
	1.. <maxCellingNBDU>
	
	List of cells to be activated
	EACH
	reject

	>> NR CGI
	M
	
	9.3.1.12
	
	-
	

	>> NR PCI 
	O
	
	INTEGER (0..1007)
	Physical Cell ID
	-
	

	>>gNB-CU System Information
	O
	
	9.3.1.42
	RRC container with system information owned by gNB-CU 
	YES
	reject

	>>Available PLMN List
	O
	
	9.3.1.65
	
	YES
	ignore

	>>Extended Available PLMN List
	O
	
	9.3.1.76
	This is included if Available PLMN List IE is included and if more than 6 Available PLMNs is to be signalled. 
	YES
	ignore

	gNB-CU RRC version 
	M
	
	RRC version 9.3.1.70
	
	YES
	reject


	Range bound
	Explanation

	maxCellingNBDU
	Maximum no. cells that can be served by a gNB-DU. Value is 512.


>>>>>>>>>>>>>>> Unchanged parts are skipped<<<<<<<<<<<<<<<<
-------------------------------------------------2nd  Change -------------------------------------------------

9.3
Information Element Definitions

9.3.1
Radio Network Layer Related IEs

>>>>>>>>>>>>>>> Unchanged parts are skipped<<<<<<<<<<<<<<<<

9.3.1.x
IAB node BAP ID

The IAB node BAP ID uniquely identifies the IAB node within the gNB-CU.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	IAB node BAP ID
	M
	
	INTEGER (0 .. 216 -1)
	


-------------------------------------------------3th  Change -------------------------------------------------

9.4
Message and Information Element Abstract Syntax (with ASN.1)

>>>>>>>>>>>>>>> Unchanged parts are skipped<<<<<<<<<<<<<<<<

9.4.4
PDU Definitions

-- ASN1START 

-- **************************************************************

--

-- PDU definitions for F1AP.

--

-- **************************************************************

F1AP-PDU-Contents { 

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

ngran-access (22) modules (3) f1ap (3) version1 (1) f1ap-PDU-Contents (1) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


Candidate-SpCell-Item,


Cause,


Cells-Failed-to-be-Activated-List-Item,

Cells-Status-Item,

Cells-to-be-Activated-List-Item,


Cells-to-be-Deactivated-List-Item, 

CellULConfigured,


CriticalityDiagnostics, 

C-RNTI,


CUtoDURRCInformation, 

DRB-Activity-Item,


DRBID,


DRBs-FailedToBeModified-Item,


DRBs-FailedToBeSetup-Item,


DRBs-FailedToBeSetupMod-Item,


DRB-Notify-Item,


DRBs-ModifiedConf-Item,


DRBs-Modified-Item,


DRBs-Required-ToBeModified-Item,


DRBs-Required-ToBeReleased-Item,


DRBs-Setup-Item,


DRBs-SetupMod-Item,


DRBs-ToBeModified-Item,


DRBs-ToBeReleased-Item,


DRBs-ToBeSetup-Item,


DRBs-ToBeSetupMod-Item,


DRXCycle,


DRXConfigurationIndicator,


DUtoCURRCInformation,


EUTRANQoS,


ExecuteDuplication,


FullConfiguration,


GNB-CU-UE-F1AP-ID,


GNB-DU-UE-F1AP-ID,


GNB-DU-ID,


GNB-DU-Served-Cells-Item,


GNB-DU-System-Information, 

GNB-CU-Name,


GNB-DU-Name,

         IAB-NODE-BAP-ID,

InactivityMonitoringRequest,


InactivityMonitoringResponse,


NotificationControl,


NRCGI,


NRPCI,


Potential-SpCell-Item,


RAT-FrequencyPriorityInformation,


ResourceCoordinationTransferContainer,


RRCContainer,


RRCReconfigurationCompleteIndicator,


SCellIndex,


SCell-ToBeRemoved-Item,


SCell-ToBeSetup-Item,


SCell-ToBeSetupMod-Item,


SCell-FailedtoSetup-Item,


SCell-FailedtoSetupMod-Item, 

ServCellIndex,


Served-Cell-Information,


Served-Cells-To-Add-Item,


Served-Cells-To-Delete-Item,


Served-Cells-To-Modify-Item,

ServingCellMO,

SRBID,


SRBs-FailedToBeSetup-Item,


SRBs-FailedToBeSetupMod-Item,


SRBs-Required-ToBeReleased-Item,


SRBs-ToBeReleased-Item,


SRBs-ToBeSetup-Item,


SRBs-ToBeSetupMod-Item,


TimeToWait,


TransactionID,


TransmissionStopIndicator,


UE-associatedLogicalF1-ConnectionItem,


DUtoCURRCContainer,


PagingCell-Item, 


SItype-List,

UEIdentityIndexValue,


GNB-CU-TNL-Association-Setup-Item,


GNB-CU-TNL-Association-Failed-To-Setup-Item,


GNB-CU-TNL-Association-To-Add-Item,


GNB-CU-TNL-Association-To-Remove-Item,


GNB-CU-TNL-Association-To-Update-Item,


MaskedIMEISV,


PagingDRX,


PagingPriority,


PagingIdentity,


Cells-to-be-Barred-Item,


PWSSystemInformation,


Broadcast-To-Be-Cancelled-Item,


Cells-Broadcast-Cancelled-Item,


NR-CGI-List-For-Restart-Item,


PWS-Failed-NR-CGI-Item,


RepetitionPeriod,


NumberofBroadcastRequest,


Cells-To-Be-Broadcast-Item,


Cells-Broadcast-Completed-Item,


Cancel-all-Warning-Messages-Indicator,


EUTRA-NR-CellResourceCoordinationReq-Container,


EUTRA-NR-CellResourceCoordinationReqAck-Container,

RequestType,


PLMN-Identity,


RLCFailureIndication, 


UplinkTxDirectCurrentListInformation,


SULAccessIndication,


Protected-EUTRA-Resources-Item,


GNB-DUConfigurationQuery,


BitRate,


RRC-Version,


GNBDUOverloadInformation,


RRCDeliveryStatusRequest,


RRCDeliveryStatus,


ResourceCoordinationTransferInformation,


Dedicated-SIDelivery-NeededUE-Item,


Associated-SCell-Item
>>>>>>>>>>>>>>> Unchanged parts are skipped<<<<<<<<<<<<<<<<
-- **************************************************************

--

-- F1 Setup Response

--

-- **************************************************************

F1SetupResponse ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {F1SetupResponseIEs} },


...

}

F1SetupResponseIEs F1AP-PROTOCOL-IES ::= {


{ ID id-TransactionID



CRITICALITY reject
TYPE TransactionID




PRESENCE mandatory
}|


{ ID id-gNB-CU-Name




CRITICALITY ignore
TYPE GNB-CU-Name




PRESENCE optional
}|

         { ID id-IAB-Node-BAP-ID




CRITICALITY ignore
TYPE IAB-NODE-BAP-ID




PRESENCE optional
}|

{ ID id-Cells-to-be-Activated-List
CRITICALITY reject
TYPE Cells-to-be-Activated-List

PRESENCE optional
}|


{ ID id-GNB-CU-RRC-Version


CRITICALITY reject
TYPE RRC-Version




PRESENCE mandatory
},


...

}

-------------------------------------------------4th  Change -------------------------------------------------

9.4.5
Information Element Definitions

>>>>>>>>>>>>>>> Unchanged parts are skipped<<<<<<<<<<<<<<<<
-- I
IAB-NODE-BAP-ID


::= INTEGER (0..65535)
_1234567890.vsd
MT


MT


DU


MT


MT


DU


DU


MT


MT


DU


MT


MT


DU


MT


MT


DU


DU


MT


MT


DU


DU


a)


b)


UE


UE



