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	Reason for change:
	The gNB-DU can detect RLF events that are due to root causes monitored by the gNB-DU only. An example is of RLF causes detected by the gNB-DU only are maximum number of RLC retransmissions and maximum number of out-of-sync events. Without knowledge of these root cause of failures the gNB-CU does not have a complete view of why RLF events occurred
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[bookmark: _Toc367182965]<<<<<<<<<<<<<<<<<<<< 1st Change >>>>>>>>>>>>>>>>>>>>
[bookmark: _Toc5646119]8.2.x	Radio Link Failure Indication
[bookmark: _Toc5646120]8.2.x.1	General
The Radio Link Failure Indication procedure is initiated by gNB-DU in order to report a detected Radio Link Failure.
[bookmark: _Toc5646121]8.2.x.2	Successful Operation


[bookmark: _MON_1618212353]                       

Figure 8.2.x.2-1: Radio Link Failure Indication procedure. Successful operation
When gNB-DU detects Radio Link Failure, the Radio Link Failure Indication procedure is initiated by a RADIO LINK FAILURE INDICATION message sent from the gNB-DU.
[bookmark: _Toc5646122]8.2.x.3	Abnormal Conditions 
Not applicable.

<<<<<<<<<<<<<<<<<<<< 2nd Change >>>>>>>>>>>>>>>>>>>>
[bookmark: _Toc5646228]9.2.1.x	RADIO LINK FAILURE INDICATION
This message is sent by the gNB-DU and is used to indicate that a Radio Link Failure has been detected in the gNB-DU.
Direction: gNB-DU  gNB-CU
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	ignore

	gNB-CU UE F1AP ID
	M
	
	9.3.1.4
	
	YES
	reject

	gNB-DU UE F1AP ID
	M
	
	9.3.1.5
	
	YES
	reject

	RLF Type
	M
	
	9.3.1.x
	
	YES
	reject




<<<<<<<<<<<<<<<<<<<< 3th Change >>>>>>>>>>>>>>>>>>>>
[bookmark: _Toc5646284]9.3.1.xx	RLF Type
This IE indicates the type of RLF detected by the gNB-DU for a UE connection.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	RLF Type
	M
	
	ENUMERATED
(max num RLC retransmissions, out of sync, ...)
	




<<<<<<<<<<<<<<<<<<<< End of Changes >>>>>>>>>>>>>>>>>>>>
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