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1   Introduction
In RAN plenary #83 meeting, a new WID [1] on 5G V2X with NR sidelink is approved. The objective of this work item is to specify radio solutions that are necessary for NR to support advance V2X service. From RAN3 perspective, it is necessary to identify potential solutions to satisfy the high QoS requirement of the advance V2X service.
2   Discussion
In LTE V2X, the main impacts in RAN3 are on the subscription information exchange, e.g., introducing the V2X Services Authorized IE and UE Sidelink Aggregate Maximum Bit Rate IE to the related S1 and X2 interface messages. However, no further optimization was introduced for the network performance or to improve the UE experience because the QoS requirements of LTE V2X may be not high yet.
As specified in TR 38.885, the QoS requirements for advanced V2X services are much higher. To support the higher V2X service and improve the UE experience, it is necessary to consider the possible optimization from RAN3 perspective.
First of all, we need to consider the mobility optimization. In LTE, if the UE is connected to an eNB which does not support LTE V2X, then the UE will consider itself in out of coverage (OoC) state. In this state, the UE can only apply the LTE V2X pre-configuration, which is a configuration from EPC or written in the UE chip or SIM card. With such pre-configuration, the UE is able to perform LTE sidelink communication, but the QoS cannot be guaranteed. Therefore, there is common understanding that with pre-configuration the UE experience is worse than that with RRC dedicated configuration. In NR V2X, it could be the similar case, i.e., from the perspective of RAN, when performing the mobility determination for a V2X capable UE, especially when performing sidelink communication, it is beneficial to select a target RAN node supporting V2X. Therefore, we propose to exchange the V2X capability of the RAN node with each other. In that case the V2X capability can be whether supporting NR V2X and/or LTE V2X.
Proposal 1: RAN node should exchange the capability with each other whether it supports NR V2X and/or LTE V2X.

In addition, as agreed in previous RAN3 meeting and also been captured in the approved WID, RAN3 also needs to consider the resource coordination. 
· Resource coordination between NG-RAN nodes for V2X sidelink communication, taking into consideration previous RAN3 discussions  [RAN3]
To enable this, it is need to exchange the supported V2X frequency information to figure out whether the resource coordination is required. 
In sidelink, the resource is modelled as resource pool, including Tx resource pool and Rx resource pool. For each cell, there will be cell specific Tx/Rx resource pool broadcasted in the system information, also, there will be UE specific Tx/Rx resource pool. RAN3 needs to think which detailed information should be exchanged between RAN nodes. For example, is it enough to exchange sidelink frequency and bandwidth, or we need further exchange the Tx/Rx resource pool(s)? In our understanding, the basic information such as sidelink frequency and bandwidth are necessary, however, the Tx/Rx resource pool needs further discussion.

In details, the exchange of basic information can be performed during the interface setup procedure and configuration update procedure.

Proposal 2: The supported V2X frequency and bandwidth information should be exchanged between RAN nodes.

Proposal 3: RAN3 to discuss whether other information, e.g., Tx/Rx resource pool should be exchanged between RAN nodes.
3   Conclusion and Proposals
Based on the discussion, we have the following observations and proposals:

Proposal 1: RAN node should exchange the capability with each other whether it supports NR V2X and/or LTE V2X.

Proposal 2: The supported V2X frequency and bandwidth information should be exchanged between RAN nodes.

Proposal 3: RAN3 to discuss whether other information, e.g., Tx/Rx resource pool should be exchanged between RAN nodes.
The corresponding TPs for X2, Xn, and F1 interfaces are provided in the section 5, [2], and [3].
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5   Text Proposal for TS 36.423

------------------------------------------------------------CHANGE START------------------------------------------------------------
Editor’s note: whether the added IEs and their content are needed or not is FFS
9.1.2.3
X2 SETUP REQUEST

This message is sent by an eNB to a neighbouring eNB to transfer the initialization information for a TNL association.

Direction: eNB1 ( eNB2.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.13
	
	YES
	reject

	Global eNB ID
	M
	
	9.2.22
	
	YES
	reject

	Served Cells
	
	1 .. <maxCellineNB>
	
	Complete list of cells served by the eNB
	YES
	reject

	>Served Cell Information
	M
	
	9.2.8
	
	–
	

	>Neighbour Information
	
	0 .. <maxnoofNeighbours>
	
	
	–
	

	>>ECGI
	M
	
	ECGI

9.2.14
	E-UTRAN Cell Global Identifier of the neighbour cell
	–
	

	>>PCI
	M
	
	INTEGER (0..503, …)
	Physical Cell Identifier of the neighbour cell
	–
	

	>>EARFCN
	M
	
	9.2.26
	DL EARFCN for FDD or EARFCN for TDD
	–
	

	>>TAC
	O
	
	OCTET STRING (2)
	Tracking Area Code
	YES
	ignore

	>>EARFCN Extension
	O
	
	9.2.65
	DL EARFCN for FDD or EARFCN for TDD. If this IE is present, the value signalled in the EARFCN IE is ignored.
	YES
	reject

	>>LTE V2X Sidelink Info List (FFS)
	
	0..1
	
	
	YES
	ignore

	>>>LTE V2X Sidelink Info Item
	
	1..<maxnoofLTEV2XSidelinkCarriers>
	
	
	-
	

	>>>>LTE V2X Sidelink Carrier
	
	
	EARFCN

9.2.26
	
	-
	

	>>NR Sidelink Info List (FFS)
	
	0..1
	
	
	YES
	ignore

	>>>NR Sidelink Info Item 
	
	1..<maxnoofNNRSidelinkCarriers>
	
	
	-
	

	>>>>NR Sidelink Carrier
	
	
	NR Frequency Info

9.2.106
	
	-
	

	>NR Neighbour Information
	O
	
	9.2.98
	NR neighbour, capable of performing EN-DC with the served E-UTRA cell
	YES
	ignore

	GU Group Id List
	
	0 .. <maxfPools>
	
	List of all the pools to which the eNB belongs
	GLOBAL
	reject

	>GU Group Id
	M
	
	9.2.20 
	
	-
	

	LHN ID
	O
	
	9.2.83
	
	YES
	ignore


	Range bound
	Explanation

	maxCellineNB
	Maximum no. cells that can be served by an eNB. Value is 256.

	maxnoofNeighbours
	Maximum no. of neighbour cells associated to a given served cell. Value is 512.

	maxPools
	Maximum no. of pools an eNB can belong to. Value is 16.

	maxnoofLTEV2XSidelinkCarriers
	Maximum no. of LTE V2X sidelink carriers supported by a serving cell. Value is 8 (FFS).

	maxnoofNRSidelinkCarriers
	Maximum no. of NR sidelink carriers supported by a serving cell. Value is 8 (FFS).


9.1.2.4
X2 SETUP RESPONSE

This message is sent by an eNB to a neighbouring eNB to transfer the initialization information for a TNL association.

Direction: eNB2 ( eNB1.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.13
	
	YES
	reject

	Global eNB ID
	M
	
	9.2.22
	
	YES
	reject

	Served Cells
	
	1 .. <maxCellineNB>
	
	Complete list of cells served by the eNB
	GLOBAL
	reject

	>Served Cell Information
	M
	
	9.2.8
	
	–
	

	>Neighbour Information
	
	0 .. <maxnoofNeighbours>
	
	
	–
	

	>>ECGI
	M
	
	ECGI

9.2.14
	E-UTRAN Cell Global Identifier of the neighbour cell
	–
	

	>>PCI
	M
	
	INTEGER (0..503, …)
	Physical Cell Identifier of the neighbour cell
	–
	

	>>EARFCN
	M
	
	9.2.26
	DL EARFCN for FDD or EARFCN for TDD
	–
	

	>>TAC
	O
	
	OCTET STRING (2)
	Tracking Area Code
	YES
	ignore

	>>EARFCN Extension
	O
	
	9.2.65
	DL EARFCN for FDD or EARFCN for TDD. If this IE is present, the value signalled in the EARFCN IE is ignored.
	YES
	reject

	>>LTE V2X Sidelink Info List (FFS)
	
	0..1
	
	
	YES
	ignore

	>>>LTE V2X Sidelink Info Item
	
	1..<maxnoofLTEV2XSidelinkCarriers>
	
	
	-
	

	>>>>LTE V2X Sidelink Carrier
	
	
	EARFCN

9.2.26
	
	-
	

	>>NR Sidelink Info List (FFS)
	
	0..1
	
	
	YES
	ignore

	>>>NR Sidelink Info Item
	
	1..<maxnoofNNRSidelinkCarriers>
	
	
	-
	

	>>>>NR Sidelink Carrier
	
	
	NR Frequency Info

9.2.106
	
	-
	

	>NR Neighbour Information
	O
	
	9.2.98
	NR neighbour, capable of performing EN-DC with the served E-UTRA cell
	YES
	ignore

	GU Group Id List
	
	0 .. <maxPools>
	
	List of all the pools to which the eNB belongs
	GLOBAL
	reject

	>GU Group Id
	M
	
	9.2.20
	
	-
	

	Criticality Diagnostics
	O
	
	9.2.7
	
	YES
	ignore

	LHN ID
	O
	
	9.2.83
	
	YES
	ignore


	Range bound
	Explanation

	maxCellineNB
	Maximum no. cells that can be served by an eNB. Value is 256.

	maxnoofNeighbours
	Maximum no. of neighbour cells associated to a given served cell. Value is 512.

	maxPools
	Maximum no. of pools an eNB can belong to. Value is 16.

	maxnoofLTEV2XSidelinkCarriers
	Maximum no. of LTE V2X sidelink carriers supported by a serving cell. Value is 8 (FFS).

	maxnoofNRSidelinkCarriers
	Maximum no. of NR sidelink carriers supported by a serving cell. Value is 8 (FFS).


--------------------------------------------------------------NEXT CHANGE-------------------------------------------------------------

9.1.2.8
ENB CONFIGURATION UPDATE

This message is sent by an eNB to a peer eNB to transfer updated information for a TNL association.

Direction: eNB1 ( eNB2.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.13
	
	YES
	reject

	Served Cells To Add
	
	0 .. <maxCellineNB>
	
	Complete list of added cells served by the eNB
	GLOBAL
	reject

	>Served Cell Information
	M
	
	9.2.8
	
	–
	

	>Neighbour Information
	
	0 .. <maxnoofNeighbours>
	
	
	–
	

	>>ECGI
	M
	
	ECGI

9.2.14
	E-UTRAN Cell Global Identifier of the neighbour cell
	–
	

	>>PCI
	M
	
	INTEGER (0..503, …)
	Physical Cell Identifier of the neighbour cell
	–
	

	>>EARFCN
	M
	
	9.2.26
	DL EARFCN for FDD or EARFCN for TDD
	–
	

	>>TAC
	O
	
	OCTET STRING (2)
	Tracking Area Code
	YES
	ignore

	>>EARFCN Extension
	O
	
	9.2.65
	DL EARFCN for FDD or EARFCN for TDD. If this IE is present, the value signalled in the EARFCN IE is ignored.
	YES
	reject

	>>LTE V2X Sidelink Info List (FFS)
	
	0..1
	
	
	YES
	ignore

	>>>LTE V2X Sidelink Info Item
	
	1..<maxnoofLTEV2XSidelinkCarriers>
	
	
	-
	

	>>>>LTE V2X Sidelink Carrier
	
	
	EARFCN

9.2.26
	
	-
	

	>>NR Sidelink Info List (FFS)
	
	0..1
	
	
	YES
	ignore

	>>>NR Sidelink Info Item
	
	1..<maxnoofNNRSidelinkCarriers>
	
	
	-
	

	>>>>NR Sidelink Carrier
	
	
	NR Frequency Info

9.2.106
	
	-
	

	>NR Neighbour Information
	O
	
	9.2.98
	NR neighbour, capable of performing EN-DC with the served E-UTRA cell
	YES
	ignore

	Served Cells To Modify
	
	0 .. <maxCellineNB>
	
	Complete list of modified cells served by the eNB
	GLOBAL
	reject

	>Old ECGI
	M
	
	ECGI

9.2.14
	Old E-UTRAN Cell Global Identifier
	-
	

	>Served Cell Information
	M
	
	9.2.8
	
	–
	

	>Neighbour Information
	
	0 .. <maxnoofNeighbours>
	
	
	–
	

	>>ECGI
	M
	
	ECGI

9.2.14
	E-UTRAN Cell Global Identifier of the neighbour cell
	–
	

	>>PCI
	M
	
	INTEGER (0..503, …)
	Physical Cell Identifier of the neighbour cell
	–
	

	>>EARFCN
	M
	
	9.2.26
	DL EARFCN for FDD or EARFCN for TDD
	–
	

	>>TAC
	O
	
	OCTET STRING (2)
	Tracking Area Code
	YES
	ignore

	>>EARFCN Extension
	O
	
	9.2.65
	DL EARFCN for FDD or EARFCN for TDD. If this IE is present, the value signalled in the EARFCN IE is ignored.
	YES
	reject

	>>LTE V2X Sidelink Info List (FFS)
	
	0..1
	
	
	YES
	ignore

	>>>LTE V2X Sidelink Info Item
	
	1..<maxnoofLTEV2XSidelinkCarriers>
	
	
	-
	

	>>>>LTE V2X Sidelink Carrier
	
	
	EARFCN

9.2.26
	
	-
	

	>>NR Sidelink Info List (FFS)
	
	0..1
	
	
	YES
	ignore

	>>>NR Sidelink Info Item
	
	1..<maxnoofNNRSidelinkCarriers>
	
	
	-
	

	>>>>NR Sidelink Carrier
	
	
	NR Frequency Info

9.2.106
	
	-
	

	>NR Neighbour Information
	O
	
	9.2.98
	NR neighbour, capable of performing EN-DC with the served E-UTRA cell
	YES
	ignore

	>Deactivation Indication
	O
	
	ENUMERATED(deactivated,

…)
	Indicates that the concerned cell is switched off for energy saving reasons
	YES
	ignore

	Served Cells To Delete
	
	0 .. <maxCellineNB>
	
	Complete list of deleted cells served by the eNB
	GLOBAL
	reject

	>Old ECGI
	M
	
	ECGI

9.2.14
	Old E-UTRAN Cell Global Identifier of the cell to be deleted
	-
	

	GU Group Id To Add List
	
	0 .. <maxPools>
	
	
	GLOBAL
	reject

	>GU Group Id
	M
	
	9.2.20
	
	-
	

	GU Group Id To Delete List
	
	0 .. <maxPools>
	
	
	GLOBAL
	reject

	>GU Group Id
	M
	
	9.2.20
	
	-
	

	Coverage Modification List
	
	0 .. <maxCellineNB>
	
	List of cells with modified coverage
	GLOBAL
	reject

	>ECGI
	M
	
	ECGI

9.2.14
	E-UTRAN Cell Global Identifier of the cell to be modified
	-
	

	>Cell Coverage State
	M
	
	INTEGER (0..15, …)
	Value '0' indicates that the cell is inactive. Other values Indicates that the cell is active and also indicates the coverage configuration of the concerned cell
	-
	

	>Cell Deployment Status Indicator
	O
	
	ENUMERATED(pre-change-notification, ...)
	Indicates the Cell Coverage State is planned to be used at the next reconfiguration
	
	

	>Cell Replacing Info
	C-ifCellDeploymentStatusIndicatorPresent
	
	
	
	
	

	>>Replacing Cells
	
	0 .. <maxCellineNB>
	
	
	
	

	>>>ECGI
	
	
	ECGI

9.2.14
	E-UTRAN Cell Global Identifier of a cell that may replace all or part of the coverage of the cell to be modified
	
	


	Range bound
	Explanation

	maxCellineNB
	Maximum no. cells that can be served by an eNB. Value is 256.

	maxnoofNeighbours
	Maximum no. of neighbour cells associated to a given served cell. Value is 512.

	maxPools
	Maximum no. of pools an eNB can belong to. Value is 16.

	maxnoofLTEV2XSidelinkCarriers
	Maximum no. of LTE V2X sidelink carriers supported by a serving cell. Value is 8 (FFS).

	maxnoofNRSidelinkCarriers
	Maximum no. of NR sidelink carriers supported by a serving cell. Value is 8 (FFS).


	Condition
	Explanation

	ifCellDeploymentStatusIndicatorPresent
	This IE shall be present if the Cell Deployment Status Indicator IE is present.


--------------------------------------------------------------NEXT CHANGE-------------------------------------------------------------
9.2.8
Served Cell Information

This IE contains cell configuration information of a cell that a neighbour eNB may need for the X2 AP interface.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	 PCI
	M
	
	INTEGER (0..503, …)
	Physical Cell ID
	–
	

	Cell ID
	M
	
	ECGI

9.2.14
	
	–
	

	TAC
	M
	
	OCTET STRING(2)
	Tracking Area Code
	–
	

	Broadcast PLMNs
	
	1..<maxnoofBPLMNs>
	
	Broadcast PLMNs
	–
	

	>PLMN Identity
	M
	
	9.2.4
	
	–
	

	CHOICE EUTRA-Mode-Info
	M
	
	
	
	–
	

	>FDD
	
	
	
	
	
	

	>>FDD Info
	
	1
	
	
	–
	

	>>>UL EARFCN
	M
	
	EARFCN

9.2.26
	Corresponds to NUL in TS 36.104 [16] for E-UTRA operating bands for which it is defined; ignored for E-UTRA operating bands for which NUL is not defined
	–
	

	>>>DL EARFCN
	M
	
	EARFCN

9.2.26
	Corresponds to NDL in TS 36.104 [16]
	–
	

	>>>UL Transmission Bandwidth
	M
	
	Transmission Bandwidth

9.2.27
	Same as DL Transmission Bandwidth in this release; ignored in case UL EARFCN value is ignored
	–
	

	>>>DL Transmission Bandwidth
	M
	
	Transmission Bandwidth

9.2.27
	
	–
	

	>>>UL EARFCN Extension
	O
	
	EARFCN Extension
9.2.65
	If this IE is present, the value signalled in the UL EARFCN IE is ignored.
	YES
	reject

	>>>DL EARFCN Extension
	O
	
	EARFCN Extension
9.2.65
	If this IE is present, the value signalled in the DL EARFCN IE is ignored.
	YES
	reject

	>>>Offset of NB-IoT Channel Number to DL EARFCN
	O
	
	Offset of NB-IoT Channel Number to EARFCN

9.2.94
	Corresponds to MDL in TS 36.104 [16]
	YES
	reject

	>>>Offset of NB-IoT Channel Number to UL EARFCN
	O
	
	Offset of NB-IoT Channel Number to EARFCN

9.2.94
	Corresponds to MUL in TS 36.104 [16]
	YES
	reject

	>>>NRS-NSSS-PowerOffset
	O
	
	ENUMERATED (-3, 0, 3, …)
	NRS to NSSS power ratio,

as defined in TS6.213 [11].
	YES
	Ignore

	>>>NSSS-NumOccasionDifferentPrecoder
	O
	
	ENUMERATED (2, 4, 8, …)
	The number of consecutive NSSS occasions that use different precoders for NSSS transmission, as defined in TS6.213 [11].
	YES
	ignore

	>TDD
	
	
	
	
	–
	

	>>TDD Info
	
	1
	
	
	–
	

	>>>EARFCN
	M
	
	9.2.26
	Corresponds to NDL/NUL in TS 36.104 [16]
	–
	

	>>>Transmission Bandwidth
	M
	
	Transmission Bandwidth

9.2.27
	
	–
	

	>>>Subframe Assignment
	M
	
	ENUMERATED(sa0, sa1, sa2, sa3, sa4, sa5, sa6,…)
	Uplink-downlink subframe configuration information defined in TS 36.211 [10].

In NB-IOT, sa0 and sa6 are not applicable.
	–
	

	>>>Special Subframe Info
	
	1
	
	Special subframe configuration information defined in TS 36.211 [10]
	–
	

	>>>>Special Subframe Patterns
	M
	
	ENUMERATED(ssp0, ssp1, ssp2, ssp3, ssp4, ssp5, ssp6, ssp7, ssp8, …)
	
	–
	

	>>>>Cyclic Prefix DL
	M
	
	ENUMERATED(Normal, Extended,…)
	
	–
	

	>>>>Cyclic Prefix UL
	M
	
	ENUMERATED(Normal, Extended,…)
	
	–
	

	>>>Additional Special Subframe Info
	O
	
	
	Special subframe configuration information defined in TS 36.211 [10]. Only for newly defined configuration of special subframe from Release 11.
	YES
	ignore

	>>>>Additional Special Subframe Patterns
	M
	
	ENUMERATED(ssp0, ssp1, ssp2, ssp3, ssp4, ssp5, ssp6, ssp7, ssp8, ssp9, …)
	
	–
	

	>>>>Cyclic Prefix DL
	M
	
	ENUMERATED(Normal, Extended,…)
	
	–
	

	>>>>Cyclic Prefix UL
	M
	
	ENUMERATED(Normal, Extended,…)
	
	–
	

	>>>EARFCN Extension
	O
	
	9.2.65
	If this IE is present, the value signalled in the EARFCN IE is ignored.
	YES
	reject

	>>>Additional Special Subframe Extension Info
	O
	
	
	Special subframe configuration information defined in TS 36.211 [10]. Only for newly defined configuration of special subframe from Release 14.
	YES
	ignore

	>>>>Additional Special Subframe Patterns Extension
	M
	
	ENUMERATED(ssp10, …)
	
	–
	

	>>>>Cyclic Prefix DL
	M
	
	ENUMERATED(Normal, Extended,…)
	
	–
	

	>>>>Cyclic Prefix UL
	M
	
	ENUMERATED(Normal, Extended,…)
	
	–
	

	>>>Offset of NB-IoT Channel Number to DL EARFCN
	O
	
	Offset of NB-IoT Channel Number to EARFCN

9.2.94
	Corresponds to MDL in TS 36.104 [16]
	YES
	reject

	>>>NB-IoT UL DL Alignment Offset
	O
	
	NB-IoT UL DL Alignment Offset 

9.2.144
	Corresponds to the TDD-UL-DL-AlignmentOffset-NB in TS 36.331 [9].
	YES
	reject

	Number of Antenna Ports
	O
	
	9.2.43
	
	YES
	ignore

	PRACH Configuration
	O
	
	PRACH Configuration

9.2.50
	
	YES
	ignore

	MBSFN Subframe Info
	
	0..<maxnoofMBSFN>
	
	MBSFN subframe defined in TS 36.331 [9]
	GLOBAL
	ignore

	>Radioframe Allocation Period
	M
	
	ENUMERATED(n1, n2, n4, n8, n16, n32, …)
	
	–
	

	>Radioframe Allocation Offset
	M
	
	INTEGER (0..7, ...)
	
	–
	

	>Subframe Allocation
	M
	
	9.2.51
	
	–
	

	CSG ID
	O
	
	9.2.53
	
	YES
	ignore

	MBMS Service Area Identity List
	
	0..<maxnoofMBMSServiceAreaIdentities >
	
	Supported MBMS Service Area Identities in the cell
	GLOBAL
	ignore

	>MBMS Service Area Identity
	
	
	OCTET STRING(2)
	MBMS Service Area Identities as defined in TS 23.003 [29]
	
	

	MultibandInfoList
	O
	
	9.2.60
	
	YES
	ignore

	FreqBandIndicatorPriority
	O
	
	ENUMERATED (not-broadcasted, broadcasted, ...)
	This IE indicates that the eNodeB supports FreqBandIndicationPriority, and whether

FreqBandIndicatorPriority is broadcasted in SIB 1 (see TS 36.331 [9])
	YES
	ignore

	BandwidthReducedSI
	O
	
	ENUMERATED (scheduled, ...)
	This IE indicates that the SystemInformationBlockType1-BR is scheduled in the cell (see TS 36.331 [9])
	YES
	ignore

	Protected E-UTRA Resource Indication
	O
	
	9.2.125
	This IE indicates which E-UTRA control/reference signal resources are protected and are not subject to E-UTRA - NR Cell Resource Coordination.
	YES
	ignore

	Broadcast PLMN Identity Info List E-UTRA
	
	0..<maxnoofBPLMNs-1>
	
	This IE corresponds to the cellAccessRelatedInfo IE in SIB1 as specified in TS 36.331 [9]. The PLMN Identities and associated information contained in this IE shall be provided in the same order as broadcast in SIB1.
	YES
	ignore

	>Broadcast PLMNs
	
	1..<maxnoof BPLMNs>
	
	
	–
	

	>>PLMN Identity
	M
	
	9.2.4
	
	–
	

	>TAC
	M
	
	OCTET STRING(2)
	
	–
	

	>E-UTRA Cell Identity
	M
	
	BIT STRING (28)
	
	–
	

	LTE V2X Sidelink Info List (FFS)
	
	0..1
	
	
	YES
	ignore

	>LTE V2X Sidelink Info Item
	
	1..<maxnoofLTEV2XSidelinkCarriers>
	
	
	-
	

	>>LTE V2X Sidelink Carrier
	
	
	EARFCN

9.2.26
	
	-
	

	NR Sidelink Info List (FFS)
	
	0..1
	
	
	YES
	ignore

	>NR Sidelink Info Item
	
	1..<maxnoofNNRSidelinkCarriers>
	
	
	-
	

	>>NR Sidelink Carrier
	
	
	NR Frequency Info

9.2.106
	
	-
	


	Range bound
	Explanation

	maxnoofBPLMNs
	Maximum no. of Broadcast PLMN Ids. Value is 6.

	maxnoofMBSFN
	Maximum no. of MBSFN frame allocation with different offset. Value is 8.

	maxnoofMBMSServiceAreaIdentities
	Maximum no. of MBMS Service Area Identities. Value is 256.

	maxnoofBPLMNs-1
	Maximum no. of extended broadcast PLMN Ids minus 1. Value is 5.

	maxnoofLTEV2XSidelinkCarriers
	Maximum no. of LTE V2X sidelink carriers supported by a serving cell. Value is 8 (FFS).

	maxnoofNRSidelinkCarriers
	Maximum no. of NR sidelink carriers supported by a serving cell. Value is 8 (FFS).


--------------------------------------------------------------NEXT CHANGE-------------------------------------------------------------

9.2.26
EARFCN

The E-UTRA Absolute Radio Frequency Channel Number defines the carrier frequency used in a cell for a given direction (UL or DL or sidelink (FFS)) in FDD or for both UL and DL directions or sidelink (FFS) in TDD.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	EARFCN
	M
	
	INTEGER (0..maxEARFCN)
	The relation between EARFCN and carrier frequency (in MHz) are defined in TS 36.104 [16].


	Range bound
	Explanation

	maxEARFCN
	Maximum value of EARFCNs. Value is 65535.


--------------------------------------------------------------NEXT CHANGE-------------------------------------------------------------
ASN.1 changes are FFS.
9.3.5
Information Element definitions

-- ASN1START

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

X2AP-IEs {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

eps-Access (21) modules (3) x2ap (2) version1 (1) x2ap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS

id-E-RAB-Item,


id-Number-of-Antennaports,


id-MBSFN-Subframe-Info,


id-PRACH-Configuration,


id-CSG-Id,


id-MDTConfiguration,

id-SignallingBasedMDTPLMNList,


id-MultibandInfoList,


id-FreqBandIndicatorPriority,


id-NeighbourTAC,


id-Time-UE-StayedInCell-EnhancedGranularity,


id-MBMS-Service-Area-List,


id-HO-cause,


id-eARFCNExtension,


id-DL-EARFCNExtension,


id-UL-EARFCNExtension,


id-M3Configuration,


id-M4Configuration,


id-M5Configuration,


id-MDT-Location-Info,


id-NRrestrictioninEPSasSecondaryRAT,


id-NRrestrictionin5GS,


id-AdditionalSpecialSubframe-Info,


id-UEID,


id-enhancedRNTP,


id-ProSeUEtoNetworkRelaying,


id-M6Configuration,


id-M7Configuration,


id-OffsetOfNbiotChannelNumberToDL-EARFCN,


id-OffsetOfNbiotChannelNumberToUL-EARFCN,

id-AdditionalSpecialSubframeExtension-Info,


id-BandwidthReducedSI,


id-extended-e-RAB-MaximumBitrateDL,


id-extended-e-RAB-MaximumBitrateUL,


id-extended-e-RAB-GuaranteedBitrateDL,


id-extended-e-RAB-GuaranteedBitrateUL,


id-extended-uEaggregateMaximumBitRateDownlink,


id-extended-uEaggregateMaximumBitRateUplink,


id-E-RABUsageReport-Item,


id-SecondaryRATUsageReport-Item,


id-UEAppLayerMeasConfig,


id-DL-scheduling-PDCCH-CCE-usage,


id-UL-scheduling-PDCCH-CCE-usage,


id-DownlinkPacketLossRate,


id-UplinkPacketLossRate,


id-serviceType,


id-ProtectedEUTRAResourceIndication,


id-NRS-NSSS-PowerOffset,


id-NSSS-NumOccasionDifferentPrecoder,


id-CNTypeRestrictions,


id-BluetoothMeasurementConfiguration,


id-WLANMeasurementConfiguration,


id-ECGI,

id-NRCGI,


id-MeNBCoordinationAssistanceInformation,


id-SgNBCoordinationAssistanceInformation,


id-NRNeighbourInfoToAdd,


id-LastNG-RANPLMNIdentity,


id-BPLMN-ID-Info-EUTRA,


id-NBIoT-UL-DL-AlignmentOffset,

id-LTEV2XSidelinkInfoList,


id-NRSidelinkInfoList,

maxnoofBearers,


maxCellineNB,


maxEARFCN,


maxEARFCNPlusOne,


newmaxEARFCN,


maxInterfaces,


maxnoofBands,


maxnoofBPLMNs,


maxnoofAdditionalPLMNs,


maxnoofCells,


maxnoofEPLMNs,


maxnoofEPLMNsPlusOne,


maxnoofForbLACs,


maxnoofForbTACs,


maxnoofNeighbours,


maxnoofPRBs,


maxNrOfErrors,


maxPools,


maxnoofMBSFN,


maxnoofTAforMDT,


maxnoofCellIDforMDT,


maxnoofMBMSServiceAreaIdentities,


maxnoofMDTPLMNs,


maxnoofCoMPHypothesisSet,


maxnoofCoMPCells,


maxUEReport,


maxCellReport,


maxnoofPA,


maxCSIProcess,


maxCSIReport,


maxSubband,


maxnooftimeperiods,


maxnoofCellIDforQMC,


maxnoofTAforQMC,


maxnoofPLMNforQMC,

maxUEsinengNBDU,


maxnoofProtectedResourcePatterns,


maxnoNRcellsSpectrumSharingWithE-UTRA,


maxnoofNrCellBands,


maxnoofBluetoothName,


maxnoofWLANName,


maxofNRNeighbours,


maxnoofextBPLMNs,

maxnoofextBPLMNsminus1,

maxnoofBPLMNsminus1,


maxnoofLTEV2XSidelinkCarriers,

maxnoofNRSidelinkCarriers
FROM X2AP-Constants


Criticality,


ProcedureCode,


ProtocolIE-ID,


TriggeringMessage

FROM X2AP-CommonDataTypes


ProtocolExtensionContainer{},


ProtocolIE-Single-Container{},


X2AP-PROTOCOL-EXTENSION,


X2AP-PROTOCOL-IES

FROM X2AP-Containers;

--------------------------------------------------------------NEXT CHANGE-------------------------------------------------------------

-- L

LAC




::= OCTET STRING (SIZE (2)) --(EXCEPT ('0000'H|'FFFE'H))

LastVisitedCell-Item ::= CHOICE {


e-UTRAN-Cell




LastVisitedEUTRANCellInformation,


uTRAN-Cell





LastVisitedUTRANCellInformation,


gERAN-Cell





LastVisitedGERANCellInformation,


...,


nG-RAN-Cell





LastVisitedNGRANCellInformation
}

LastVisitedEUTRANCellInformation ::= SEQUENCE {


global-Cell-ID




ECGI,


cellType





CellType,


time-UE-StayedInCell


Time-UE-StayedInCell,


iE-Extensions




ProtocolExtensionContainer { {LastVisitedEUTRANCellInformation-ExtIEs} } OPTIONAL,


...

}

LastVisitedEUTRANCellInformation-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {

-- Extension for Rel-11 to support enhanced granularity for time UE stayed in cell --


{ ID id-Time-UE-StayedInCell-EnhancedGranularity
CRITICALITY ignore
EXTENSION Time-UE-StayedInCell-EnhancedGranularity
PRESENCE optional}|


{ ID id-HO-cause








CRITICALITY ignore
EXTENSION Cause












PRESENCE optional},


...

}

LastVisitedGERANCellInformation ::= CHOICE {


undefined





NULL,


...

}

LastVisitedNGRANCellInformation
::= OCTET STRING
LastVisitedUTRANCellInformation
::= OCTET STRING

LCID ::= INTEGER(1..32, ...)
LHN-ID ::= OCTET STRING(SIZE (32..256))

Links-to-log ::= ENUMERATED {uplink, downlink, both-uplink-and-downlink, ...}

LoadIndicator ::= ENUMERATED {


lowLoad,


mediumLoad, 


highLoad,

overLoad,


...

}

LocationInformationSgNB ::= SEQUENCE {


pSCell-id


NRCGI,


iE-Extensions

ProtocolExtensionContainer { {LocationInformationSgNB-ExtIEs} } OPTIONAL,


...

}

LocationInformationSgNB-ExtIEs X2AP-PROTOCOL-EXTENSION ::={


...

}

LocationInformationSgNBReporting ::= ENUMERATED {


pSCell,


...

}

LocationReportingInformation ::= SEQUENCE {


eventType

EventType,


reportArea

ReportArea,


iE-Extensions

ProtocolExtensionContainer { {LocationReportingInformation-ExtIEs} } OPTIONAL,


...

}

LocationReportingInformation-ExtIEs X2AP-PROTOCOL-EXTENSION ::={


...

}

LTEV2XSidelinkInfoList ::= SEQUENCE (SIZE (1..maxnoofLTEV2XSidelinkCarriers)) OF LTEV2XSidelinkInfo-Item

LTEV2XSidelinkInfo-Item ::= SEQUENCE {


lteV2XSidelinkCarrier


EARFCN,


...
}

--------------------------------------------------------------NEXT CHANGE-------------------------------------------------------------

-- N

NBIoT-UL-DL-AlignmentOffset ::= ENUMERATED {


khz-7dot5,


khz0,


khz7dot5,


...

}

Neighbour-Information ::= SEQUENCE (SIZE (0..maxnoofNeighbours)) OF SEQUENCE {


eCGI





ECGI,


pCI






PCI,


eARFCN





EARFCN,


iE-Extensions



ProtocolExtensionContainer { {Neighbour-Information-ExtIEs} } OPTIONAL,


...

}

Neighbour-Information-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {


{ ID id-NeighbourTAC

CRITICALITY ignore
EXTENSION TAC



PRESENCE optional}|


{ ID id-eARFCNExtension

CRITICALITY reject
EXTENSION EARFCNExtension
PRESENCE optional}|


{ ID id-LTEV2XSidelinkInfoList
CRITICALITY ignore
EXTENSION LTEV2XSidelinkInfoList
PRESENCE optional }|


{ ID id-NRSidelinkInfoList

CRITICALITY ignore
EXTENSION NRSidelinkInfoList

PRESENCE optional },


...

}

NextHopChainingCount ::= INTEGER (0..7)

NewDRBIDrequest::= ENUMERATED {true, ...}

Number-of-Antennaports ::= ENUMERATED {



an1,


 
an2,



an4,



...

}

NRFreqInfo ::= SEQUENCE{


nRARFCN


INTEGER (0.. 3279165),


freqBandListNr
SEQUENCE (SIZE(1..maxnoofNrCellBands)) OF FreqBandNrItem,


sULInformation
SULInformation

OPTIONAL,


iE-Extensions
ProtocolExtensionContainer { {NRFreqInfo-ExtIEs} } OPTIONAL,


...

}
NRFreqInfo-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}

NRSidelinkInfoList ::= SEQUENCE (SIZE (1..maxnoofNRSidelinkCarriers)) OF NRSidelinkInfo-Item

NRSidelinkInfo-Item ::= SEQUENCE {


nrSidelinkCarrier



NRFreqInfo,


...
}

NRCellIdentifier ::= BIT STRING (SIZE (36))

NRCGI ::= SEQUENCE {


pLMN-Identity



PLMN-Identity,


nRcellIdentifier



NRCellIdentifier,


iE-Extensions



ProtocolExtensionContainer { {NRCGI-ExtIEs} } OPTIONAL,


...

}

NRCGI-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}

NRNeighbour-Information ::= SEQUENCE (SIZE (1.. maxofNRNeighbours))OF SEQUENCE {


nrpCI






NRPCI,


nrCellID





NRCGI,


fiveGS-TAC





FiveGS-TAC
OPTIONAL,


configured-TAC




TAC


OPTIONAL,


measurementTimingConfiguration
OCTET STRING,


nRNeighbourModeInfo



CHOICE {



fdd

FDD-InfoNeighbourServedNRCell-Information,



tdd

TDD-InfoNeighbourServedNRCell-Information,



...


},


iE-Extensions





ProtocolExtensionContainer { {NRNeighbour-Information-ExtIEs} } OPTIONAL,


...

}

NRNeighbour-Information-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}

NRPCI ::= INTEGER (0..1007) 

NRrestrictioninEPSasSecondaryRAT ::= ENUMERATED {


nRrestrictedinEPSasSecondaryRAT,


...

}

NRrestrictionin5GS ::= ENUMERATED {


nRrestrictedin5GS,


...

}

NRencryptionAlgorithms ::= BIT STRING (SIZE (16,...))

NRintegrityProtectionAlgorithms ::= BIT STRING (SIZE (16,...))

NR-TxBW
::= SEQUENCE {


nRSCS
NRSCS,


nRNRB
NRNRB,


iE-Extensions



ProtocolExtensionContainer { {NR-TxBW-ExtIEs} } OPTIONAL,


...

}

NR-TxBW-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {

...

}

NRNRB ::= ENUMERATED { nrb11, nrb18, nrb24, nrb25, nrb31, nrb32, nrb38, nrb51, nrb52, nrb65, nrb66, nrb78, nrb79, nrb93, nrb106, nrb107, nrb121, nrb132, nrb133, nrb135, nrb160, nrb162, nrb189, nrb216, nrb217, nrb245, nrb264, nrb270, nrb273, ...}

NRSCS ::= ENUMERATED { scs15, scs30, scs60, scs120, ...}

NRS-NSSS-PowerOffset ::= ENUMERATED { minusThree, zero, three, ...}

FiveGS-TAC ::= OCTET STRING (SIZE (3)) 

NRUeReport ::= SEQUENCE {


uENRMeasurements


RRCContainer,


iE-Extensions


ProtocolExtensionContainer { { NRUeReport-ExtIEs} } OPTIONAL,


...

}

NRUeReport-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}

NRUESecurityCapabilities ::= SEQUENCE {


nRencryptionAlgorithms



NRencryptionAlgorithms,


nRintegrityProtectionAlgorithms

NRintegrityProtectionAlgorithms,


iE-Extensions





ProtocolExtensionContainer { {NRUESecurityCapabilities-ExtIEs} }
OPTIONAL,

...

}

NRUESecurityCapabilities-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}

NSSS-NumOccasionDifferentPrecoder ::= ENUMERATED { two, four, eight, ...}

--------------------------------------------------------------NEXT CHANGE-------------------------------------------------------------

-- S

S1TNLLoadIndicator ::= SEQUENCE {


dLS1TNLLoadIndicator


LoadIndicator,


uLS1TNLLoadIndicator


LoadIndicator,


iE-Extensions




ProtocolExtensionContainer { {S1TNLLoadIndicator-ExtIEs} } OPTIONAL,


...

}

S1TNLLoadIndicator-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}

SCGChangeIndication ::= ENUMERATED {pDCPCountWrapAround, pSCellChange, other, ...}

SecondaryRATUsageReportList ::= SEQUENCE (SIZE(1..maxnoofBearers)) OF ProtocolIE-Single-Container {{SecondaryRATUsageReport-ItemIEs}}

SecondaryRATUsageReport-ItemIEs
X2AP-PROTOCOL-IES ::= {


{ ID id-SecondaryRATUsageReport-Item

CRITICALITY reject
TYPE SecondaryRATUsageReport-Item

PRESENCE mandatory},


...

}

SecondaryRATUsageReport-Item ::= SEQUENCE {


e-RAB-ID





E-RAB-ID,


secondaryRATType



ENUMERATED {nr, ...},


e-RABUsageReportList


E-RABUsageReportList,


iE-Extensions



ProtocolExtensionContainer { {SecondaryRATUsageReport-Item-ExtIEs} } OPTIONAL,

...

}

SecondaryRATUsageReport-Item-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}

SeNBSecurityKey ::= BIT STRING (SIZE(256))

SeNBtoMeNBContainer ::= OCTET STRING

ServedCells ::= SEQUENCE (SIZE (1.. maxCellineNB)) OF SEQUENCE {


servedCellInfo




ServedCell-Information,


neighbour-Info




Neighbour-Information


OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { {ServedCell-ExtIEs} } OPTIONAL,


...

}

ServedCell-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {


{ ID id-NRNeighbourInfoToAdd


CRITICALITY ignore
EXTENSION NRNeighbour-Information



PRESENCE optional },


...

}

ServedCell-Information ::= SEQUENCE {


pCI




PCI,


cellId



ECGI,


tAC




TAC,


broadcastPLMNs

BroadcastPLMNs-Item,


eUTRA-Mode-Info

EUTRA-Mode-Info,

iE-Extensions

ProtocolExtensionContainer { {ServedCell-Information-ExtIEs} } OPTIONAL,


...

}

ServedCell-Information-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {


{ ID id-Number-of-Antennaports



CRITICALITY ignore
EXTENSION Number-of-Antennaports




PRESENCE optional}|


{ ID id-PRACH-Configuration




CRITICALITY ignore
EXTENSION PRACH-Configuration





PRESENCE optional}|


{ ID id-MBSFN-Subframe-Info




CRITICALITY ignore
EXTENSION MBSFN-Subframe-Infolist



PRESENCE optional}|


{ ID id-CSG-Id







CRITICALITY ignore
EXTENSION CSG-Id








PRESENCE optional}|


{ ID id-MBMS-Service-Area-List



CRITICALITY ignore
EXTENSION MBMS-Service-Area-Identity-List

PRESENCE optional}|


{ ID id-MultibandInfoList




CRITICALITY ignore
EXTENSION MultibandInfoList






PRESENCE optional}|


{ ID id-FreqBandIndicatorPriority


CRITICALITY ignore
EXTENSION FreqBandIndicatorPriority



PRESENCE optional}|


{ ID id-BandwidthReducedSI




CRITICALITY ignore
EXTENSION BandwidthReducedSI





PRESENCE optional}|


{ ID id-ProtectedEUTRAResourceIndication
CRITICALITY ignore
EXTENSION ProtectedEUTRAResourceIndication
PRESENCE optional}|


{ ID id-BPLMN-ID-Info-EUTRA




CRITICALITY ignore 
EXTENSION BPLMN-ID-Info-EUTRA





PRESENCE optional}|


{ ID id-LTEV2XSidelinkInfoList



CRITICALITY ignore
EXTENSION LTEV2XSidelinkInfoList




PRESENCE optional}|


{ ID id-NRSidelinkInfoList




CRITICALITY ignore
EXTENSION NRSidelinkInfoList





PRESENCE optional},

...

}

ServiceType ::= ENUMERATED{


qMC-for-streaming-service,


qMC-for-MTSI-service,


...

}

SgNBCoordinationAssistanceInformation ::= ENUMERATED{


coordination-not-required,


...

}
SgNBResourceCoordinationInformation ::= SEQUENCE {


nR-CGI






NRCGI,


uLCoordinationInformation

BIT STRING (SIZE(6..4400, ...)),


dLCoordinationInformation

BIT STRING (SIZE(6..4400, ...))
OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { {SgNBResourceCoordinationInformationExtIEs} }

 OPTIONAL,


...

}

SgNBResourceCoordinationInformationExtIEs X2AP-PROTOCOL-EXTENSION ::= {


{ ID id-ECGI









CRITICALITY ignore
EXTENSION ECGI











PRESENCE optional}|


{ ID id-SgNBCoordinationAssistanceInformation

CRITICALITY reject
EXTENSION SgNBCoordinationAssistanceInformation
PRESENCE optional},


...

}

SgNB-UE-X2AP-ID ::= INTEGER (0..4294967295)

SIPTOBearerDeactivationIndication ::= ENUMERATED {


true,


...

}

SharedResourceType ::= CHOICE{


uLOnlySharing

ULOnlySharing,


uLandDLSharing

ULandDLSharing,


...

}

ShortMAC-I ::= BIT STRING (SIZE(16))

SGNB-Addition-Trigger-Ind
 ::= ENUMERATED {


sn-change,


inter-eNB-HO,


intra-eNB-HO,


...

}

SourceOfUEActivityBehaviourInformation ::= ENUMERATED {


subscription-information,


statistics,


...

}

SpecialSubframe-Info ::= SEQUENCE {

specialSubframePatterns

SpecialSubframePatterns,


cyclicPrefixDL



CyclicPrefixDL,


cyclicPrefixUL



CyclicPrefixUL,


iE-Extensions



ProtocolExtensionContainer { {SpecialSubframe-Info-ExtIEs} } OPTIONAL,


...
}

SpecialSubframe-Info-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}

SpecialSubframePatterns ::= ENUMERATED { 


ssp0,


ssp1, 


ssp2,

ssp3,


ssp4,


ssp5,


ssp6,


ssp7,


ssp8,

...

}
SpectrumSharingGroupID ::= INTEGER (1..maxCellineNB)

SubbandCQI ::= SEQUENCE {


subbandCQICodeword0


SubbandCQICodeword0,


subbandCQICodeword1


SubbandCQICodeword1

OPTIONAL,


iE-Extensions



ProtocolExtensionContainer { {SubbandCQI-ExtIEs} } OPTIONAL,


...

}

Subscription-Based-UE-DifferentiationInfo ::= SEQUENCE {


periodicCommunicationIndicator
ENUMERATED {periodically, ondemand, ...}

OPTIONAL,


periodicTime




INTEGER (1..3600, ...) 






OPTIONAL,


scheduledCommunicationTime

ScheduledCommunicationTime 





OPTIONAL,


stationaryIndication


ENUMERATED {stationary, mobile, ...}


OPTIONAL,

trafficProfile 




ENUMERATED {single-packet, dual-packets, multiple-packets, ...} 


OPTIONAL,


batteryIndication



ENUMERATED {battery-powered, battery-powered-not-rechargeable-or-replaceable, not-battery-powered, ...}

OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { { Subscription-Based-UE-DifferentiationInfo-ExtIEs} } OPTIONAL,


...

}

Subscription-Based-UE-DifferentiationInfo-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}

ScheduledCommunicationTime ::= SEQUENCE {


dayofWeek



BIT STRING (SIZE(7))








OPTIONAL,


timeofDayStart


INTEGER (0..86399, ...) 







OPTIONAL,


timeofDayEnd


INTEGER (0..86399, ...) 







OPTIONAL,


iE-Extensions


ProtocolExtensionContainer { { ScheduledCommunicationTime-ExtIEs}}
OPTIONAL,


...

}

ScheduledCommunicationTime-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}

SRVCCOperationPossible ::= ENUMERATED {


possible,


...

}

SubbandCQI-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}

SubbandCQICodeword0 ::= CHOICE {


four-bitCQI





INTEGER (0..15, ...),


two-bitSubbandDifferentialCQI
INTEGER (0..3, ...),


two-bitDifferentialCQI


INTEGER (0..3, ...),


...

}

SubbandCQICodeword1 ::= CHOICE {


four-bitCQI






INTEGER (0..15, ...),


three-bitSpatialDifferentialCQI

INTEGER (0..7, ...),


two-bitSubbandDifferentialCQI

INTEGER (0..3, ...),


two-bitDifferentialCQI



INTEGER (0..3, ...),


...

}

SubbandCQIList ::= SEQUENCE (SIZE(1.. maxSubband)) OF SubbandCQIItem

SubbandCQIItem ::= SEQUENCE {


subbandCQI


SubbandCQI,


subbandIndex

INTEGER (0..27,...),


iE-Extensions

ProtocolExtensionContainer { {SubbandCQIItem-ExtIEs} } OPTIONAL,


...

}

SubbandCQIItem-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}

SubbandSize ::= ENUMERATED { 


size2,


size3,


size4,


size6,


size8,


...

}

SubscriberProfileIDforRFP ::= INTEGER (1..256) 
SubframeAllocation ::= CHOICE {


oneframe





Oneframe,


fourframes





Fourframes,


...

}

SubframeAssignment ::= ENUMERATED { 


sa0,


sa1, 


sa2,

sa3,


sa4,


sa5,


sa6,


...

}
SubframeType ::= ENUMERATED{mbsfn,nonmbsfn,...}

SgNBSecurityKey ::= BIT STRING (SIZE(256))

SgNBtoMeNBContainer ::= OCTET STRING

SRBType ::= ENUMERATED {srb1, srb2, ...}
SCGConfigurationQuery ::= ENUMERATED {true,...}
SULInformation ::= SEQUENCE {


sUL-ARFCN



INTEGER (0.. 3279165),


sUL-TxBW



NR-TxBW,


iE-Extensions


ProtocolExtensionContainer { {SULInformation-ExtIEs} }

OPTIONAL,


...

}

SupportedSULFreqBandItem ::= SEQUENCE {


freqBandIndicatorNr 


INTEGER (1..1024,...),


iE-Extensions


ProtocolExtensionContainer { {SupportedSULFreqBandItem-ExtIEs} }

OPTIONAL,


...

}

SupportedSULFreqBandItem-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}

SULInformation-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}

--------------------------------------------------------------NEXT CHANGE-------------------------------------------------------------

-- **************************************************************

--

-- Lists

--

-- **************************************************************

maxEARFCN








INTEGER ::= 65535
maxEARFCNPlusOne






INTEGER ::= 65536

newmaxEARFCN







INTEGER ::= 262143

maxInterfaces







INTEGER ::= 16

maxCellineNB







INTEGER ::= 256

maxnoofBands







INTEGER ::= 16

maxnoofBearers







INTEGER ::= 256

maxNrOfErrors







INTEGER ::= 256

maxnoofPDCP-SN







INTEGER ::= 16
maxnoofEPLMNs







INTEGER ::= 15

maxnoofEPLMNsPlusOne





INTEGER ::= 16

maxnoofForbLACs







INTEGER ::= 4096

maxnoofForbTACs







INTEGER ::= 4096

maxnoofBPLMNs







INTEGER ::= 6

maxnoofAdditionalPLMNs





INTEGER ::= 6
maxnoofNeighbours






INTEGER ::= 512

maxnoofPRBs








INTEGER ::= 110

maxPools








INTEGER ::= 16
maxnoofCells







INTEGER ::= 16
maxnoofMBSFN







INTEGER ::= 8
maxFailedMeasObjects





INTEGER ::= 32

maxnoofCellIDforMDT






INTEGER ::= 32

maxnoofTAforMDT







INTEGER ::= 8

maxnoofMBMSServiceAreaIdentities


INTEGER ::= 256

maxnoofMDTPLMNs







INTEGER ::= 16

maxnoofCoMPHypothesisSet




INTEGER ::= 256

maxnoofCoMPCells






INTEGER ::= 32

maxUEReport








INTEGER ::= 128

maxCellReport







INTEGER ::= 9

maxnoofPA








INTEGER ::= 3

maxCSIProcess







INTEGER ::= 4

maxCSIReport







INTEGER ::= 2

maxSubband








INTEGER ::= 14

maxofNRNeighbours






INTEGER ::= 1024

maxCellinengNB







INTEGER ::= 16384

--
maxnoofNRCarriers





INTEGER ::= 32

maxnooftimeperiods






INTEGER ::= 2

maxnoofCellIDforQMC






INTEGER ::= 32

maxnoofTAforQMC







INTEGER ::= 8

maxnoofPLMNforQMC






INTEGER ::= 16

maxUEsinengNBDU







INTEGER ::= 8192

maxnoofProtectedResourcePatterns


INTEGER ::= 16

maxnoNRcellsSpectrumSharingWithE-UTRA

INTEGER ::= 64

maxnoofNrCellBands






INTEGER ::= 32

maxnoofBluetoothName





INTEGER ::= 4

maxnoofWLANName







INTEGER ::= 4

maxnoofextBPLMNs






INTEGER ::= 12
maxnoofextBPLMNsminus1





INTEGER ::= 11
maxnoofBPLMNsminus1






INTEGER ::= 11

maxnoofLTEV2XSidelinkCarriers 



INTEGER ::= 8 (FFS)
maxnoofNRSidelinkCarriers




INTEGER ::= 8 (FFS)
-- **************************************************************

--

-- IEs

--

-- **************************************************************

id-E-RABs-Admitted-Item













ProtocolIE-ID ::= 0

id-E-RABs-Admitted-List













ProtocolIE-ID ::= 1

id-E-RAB-Item















ProtocolIE-ID ::= 2

id-E-RABs-NotAdmitted-List












ProtocolIE-ID ::= 3

id-E-RABs-ToBeSetup-Item












ProtocolIE-ID ::= 4

id-Cause
















ProtocolIE-ID ::= 5

id-CellInformation














ProtocolIE-ID ::= 6

id-CellInformation-Item













ProtocolIE-ID ::= 7

id-New-eNB-UE-X2AP-ID













ProtocolIE-ID ::= 9

id-Old-eNB-UE-X2AP-ID













ProtocolIE-ID ::= 10

id-TargetCell-ID














ProtocolIE-ID ::= 11

id-TargeteNBtoSource-eNBTransparentContainer







ProtocolIE-ID ::= 12

id-TraceActivation














ProtocolIE-ID ::= 13

id-UE-ContextInformation












ProtocolIE-ID ::= 14

id-UE-HistoryInformation












ProtocolIE-ID ::= 15

id-UE-X2AP-ID















ProtocolIE-ID ::= 16

id-CriticalityDiagnostics












ProtocolIE-ID ::= 17

id-E-RABs-SubjectToStatusTransfer-List









ProtocolIE-ID ::= 18

id-E-RABs-SubjectToStatusTransfer-Item









ProtocolIE-ID ::= 19

id-ServedCells















ProtocolIE-ID ::= 20

id-GlobalENB-ID















ProtocolIE-ID ::= 21

id-TimeToWait















ProtocolIE-ID ::= 22

id-GUMMEI-ID
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