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1   Text Proposal for TS 38.423
------------------------------------------------------------CHANGE START------------------------------------------------------------
Editor’s note: whether the added IEs and their content are needed or not is FFS
9.2.2.11
Served Cell Information NR

This IE contains cell configuration information of an NR cell that a neighbouring NG-RAN node may need for the Xn AP interface.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	NR-PCI
	M
	
	INTEGER (0..1007, …)
	NR Physical Cell ID
	–
	

	NR CGI
	M
	
	9.2.2.7
	
	–
	

	TAC
	M
	
	9.2.2.5
	Tracking Area Code
	–
	

	RANAC
	O
	
	RAN Area Code

9.2.2.6
	
	–
	

	Broadcast PLMNs
	
	1..<maxnoofBPLMNs>
	
	Broadcast PLMNs
	–
	

	>PLMN Identity
	M
	
	9.2.2.4
	
	–
	

	CHOICE NR-Mode-Info
	M
	
	
	
	–
	

	>FDD
	
	
	
	
	
	

	>>FDD Info
	
	1
	
	
	–
	

	>>>UL NR Frequency Info
	M
	
	NR Frequency Info

9.2.2.19
	
	–
	

	>>>DL NR Frequency Info
	M
	
	NR Frequency Info

9.2.2.19
	
	–
	

	>>>UL Transmission Bandwidth
	M
	
	NR Transmission Bandwidth

9.2.2.20
	
	–
	

	>>>DL Transmission Bandwidth
	M
	
	NR Transmission Bandwidth

9.2.2.20
	
	–
	

	>TDD
	
	
	
	
	
	

	>>TDD Info
	
	1
	
	
	–
	

	>>>Frequency Info
	M
	
	NR Frequency Info

9.2.2.19
	
	–
	

	>>>Transmission Bandwidth
	M
	
	NR Transmission Bandwidth

9.2.2.20
	
	–
	

	Measurement Timing Configuration
	M
	
	OCTET STRING
	Contains the MeasurementTimingConfiguration inter-node message for the served cell, as defined in TS 38.331 [10].
	–
	

	Connectivity Support
	M
	
	9.2.2.28
	
	–
	

	Broadcast PLMN Identity Info List NR
	
	0..<maxnoofBPLMNs-1>
	
	This IE corresponds to the PLMN-IdentityInfoList IE in SIB1 as specified in TS 38.331 [8]. The PLMN Identities and associated information contained in this IE are provided in the same order as broadcast in SIB1.
	YES
	ignore

	>Broadcast PLMNs
	
	1..<maxnoofBPLMNs>
	
	Broadcast PLMNs
	–
	

	>>PLMN Identity
	M
	
	9.2.2.4
	
	–
	

	>TAC
	M
	
	9.2.2.5
	
	–
	

	>NR Cell Identity
	M
	
	BIT STRING (SIZE(36))
	
	–
	

	>RANAC
	O
	
	RAN Area Code

9.2.2.6
	
	–
	

	LTE V2X Sidelink Info List (FFS)
	
	0..1
	
	
	YES
	ignore

	>LTE V2X Sidelink Info Item
	
	1..<maxnoofLTEV2XSidelinkCarriers>
	
	
	-
	

	>>LTE V2X Sidelink Carrier
	
	
	E-UTRA ARFCN

9.2.2.21
	
	-
	

	NR Sidelink Info List (FFS)
	
	0..1
	
	
	YES
	ignore

	>NR Sidelink Info Item
	
	1..<maxnoofNNRSidelinkCarriers>
	
	
	-
	

	>>NR Sidelink Carrier
	
	
	NR Frequency Info

9.2.2.19
	
	-
	


	Range bound
	Explanation

	maxnoofBPLMNs
	Maximum no. of broadcast PLMNs by a cell. Value is 12.

	maxnoofBPLMNs-1
	Maximum no. of PLMN Ids.broadcast a cell minus 1. Value is 11.

	maxnoofLTEV2XSidelinkCarriers
	Maximum no. of LTE V2X sidelink carriers supported by a serving cell. Value is 8 (FFS).

	maxnoofNRSidelinkCarriers
	Maximum no. of NR sidelink carriers supported by a serving cell. Value is 8 (FFS).


9.2.2.12
Served Cell Information E-UTRA

This IE contains cell configuration information of an E-UTRA cell that a neighbour NG-RAN node may need for the Xn AP interface.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	E-UTRA PCI
	M
	
	INTEGER (0..503, …)
	E-UTRA Physical Cell ID
	–
	

	ECGI
	M
	
	E-UTRA CGI

9.2.2.8
	
	–
	

	TAC
	M
	
	9.2.2.5
	Tracking Area Code
	–
	

	RANAC
	O
	
	RAN Area Code

9.2.2.6
	
	–
	

	Broadcast PLMNs
	
	1..<maxnoofBPLMNs>
	
	Broadcast PLMNs

NOTE: In this version of the specification, it is possible to broadcast only up to 6 PLMN IDs.
	–
	

	>PLMN Identity
	M
	
	9.2.2.4
	
	–
	

	CHOICE E-UTRA-Mode-Info
	M
	
	
	
	–
	

	>FDD
	
	
	
	
	–
	

	>>FDD Info
	
	1
	
	
	–
	

	>>>UL EARFCN
	M
	
	E-UTRA ARFCN

9.2.2.21
	Corresponds to NUL in TS 36.104 [25] for E-UTRA operating bands for which it is defined; ignored for E-UTRA operating bands for which NUL is not defined
	–
	

	>>>DL EARFCN
	M
	
	E-UTRA ARFCN

9.2.2.21
	Corresponds to NDL in TS 36.104 [25]
	–
	

	>>>UL E-UTRA Transmission Bandwidth
	M
	
	E-UTRA Transmission Bandwidth

9.2.2.22
	Same as DL Transmission Bandwidth in this release; ignored in case UL EARFCN value is ignored
	–
	

	>>>DL E-UTRA Transmission Bandwidth
	M
	
	E-UTRA Transmission Bandwidth

9.2.2.22
	
	–
	

	>TDD
	
	
	
	
	–
	

	>>TDD Info
	
	1
	
	
	–
	

	>>>EARFCN
	M
	
	E-UTRA ARFCN

9.2.2.21
	Corresponds to NDL/NUL in TS 36.104 [25]
	–
	

	>>>E-UTRA Transmission Bandwidth
	M
	
	9.2.2.22
	
	–
	

	>>>Subframe Assignment
	M
	
	ENUMERATED (sa0, sa1, sa2, sa3, sa4, sa5, sa6, ...)
	Uplink-downlink subframe configuration information defined in TS 36.211 [26]
	–
	

	>>>Special Subframe Info
	
	1
	
	Special subframe configuration information defined in TS 36.211 [26]
	–
	

	>>>>Special Subframe Patterns
	M
	
	ENUMERATED (ssp0, ssp1, ssp2, ssp3, ssp4, ssp5, ssp6, ssp7, ssp8, ssp9, ssp10, ...)
	
	–
	

	>>>>Cyclic Prefix DL
	M
	
	ENUMERATED (Normal, Extended,…)
	
	–
	

	>>>>Cyclic Prefix UL
	M
	
	ENUMERATED (Normal, Extended, ...)
	
	–
	

	Number of Antenna Ports E-UTRA
	O
	
	9.2.2.23
	
	–
	

	PRACH Configuration
	O
	
	E-UTRA PRACH Configuration

9.2.2.25
	
	–
	

	MBSFN Subframe Info
	
	0..<maxnoofMBSFN>
	
	MBSFN subframe defined in TS 36.331 [14]
	–
	

	>Radioframe Allocation Period
	M
	
	ENUMERATED (n1, n2, n4, n8, n16, n32, …)
	
	–
	

	>Radioframe Allocation Offset
	M
	
	INTEGER (0..7, ...)
	
	–
	

	>MBSFN Subframe Allocation E-UTRA
	M
	
	9.2.2.26
	
	–
	

	E-UTRA Multiband Info List
	O
	
	9.2.2.24
	
	–
	

	FreqBandIndicatorPriority
	O
	
	ENUMERATED (not-broadcast, broadcast, ...)
	This IE indicates that the eNodeB supports FreqBandIndicationPriority, and whether

FreqBandIndicatorPriority is broadcast in SIB 1 (see TS 36.331 [14])
	–
	

	BandwidthReducedSI
	O
	
	ENUMERATED (scheduled, ...)
	This IE indicates that the SystemInformationBlockType1-BR is scheduled in the cell (see TS 36.331 [14])
	–
	

	Protected E-UTRA Resource Indication
	O
	
	9.2.2.29
	This IE indicates which E-UTRA control/reference signal resources are protected and are not subject to E-UTRA - NR Cell Resource Coordination.
	–
	

	Broadcast PLMN Identity Info List E-UTRA
	
	0..<maxnoofEUTRABPLMNs-1>
	
	This IE corresponds to the cellAccessRelatedInfoList-5GC IE in SIB1 as specified in TS 36.331 [14]. The PLMN Identities and associated information contained in this IE are provided in the same order as broadcast in SIB1.
	YES
	ignore

	>Broadcast PLMNs
	
	1..<maxnoofEUTRABPLMNs>
	
	Broadcast PLMNs
	–
	

	>>PLMN Identity
	M
	
	9.2.2.4
	
	–
	

	>TAC
	M
	
	9.2.2.5
	
	–
	

	>E-UTRA Cell Identity
	M
	
	BIT STRING (SIZE(28))
	
	–
	

	>RANAC
	O
	
	RAN Area Code

9.2.2.6
	
	–
	

	LTE V2X Sidelink Info List (FFS)
	
	0..1
	
	
	YES
	ignore

	>LTE V2X Sidelink Info Item
	
	1..<maxnoofLTEV2XSidelinkCarriers>
	
	
	-
	

	>>LTE V2X Sidelink Carrier
	
	
	E-UTRA ARFCN

9.2.2.21
	
	-
	

	NR Sidelink Info List (FFS)
	
	0..1
	
	
	YES
	ignore

	>NR Sidelink Info Item
	
	1..<maxnoofNNRSidelinkCarriers>
	
	
	-
	

	>>NR Sidelink Carrier
	
	
	NR Frequency Info

9.2.2.19
	
	-
	


	Range bound
	Explanation

	maxnoofBPLMNs
	Maximum no. of broadcast PLMNs by a cell. The value is 12.

	maxnoofMBSFN
	Maximum no. of MBSFN frame allocation with different offset. Value is 8.

	maxnoofBPLMNs-1
	Maximum no. of PLMN Ids.broadcast a cell minus 1. Value is 11.

	maxnoofEUTRABPLMNs
	Maximum no. of PLMN Ids.broadcast in an E-UTRA cell. Value is 6.

	maxnoofEUTRABPLMNs-1
	Maximum no. of PLMN Ids.broadcast in an E-UTRA cell minus 1. Value is 5.

	maxnoofLTEV2XSidelinkCarriers
	Maximum no. of LTE V2X sidelink carriers supported by a serving cell. Value is 8 (FFS).

	maxnoofNRSidelinkCarriers
	Maximum no. of NR sidelink carriers supported by a serving cell. Value is 8 (FFS).


9.2.2.13
Neighbour Information NR

This IE contains cell configuration information of NR cells that a neighbour NG-RAN node may need to properly operate its own served cells.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Neighbour Information NR
	
	1 .. <maxnoofNeighbours>
	
	

	>NRPCI
	M
	
	INTEGER (0..1007)
	NR Physical Cell ID

	>NR CGI
	M
	
	9.2.2.7
	

	>TAC
	M
	
	9.2.2.5
	Tracking Area Code

	>RANAC
	O
	
	RAN Area Code

9.2.2.6
	

	>CHOICE NR-Mode-Info
	M
	
	
	

	>>FDD
	
	
	
	

	>>>FDD Info
	
	1
	
	

	>>>>UL NR FreqInfo
	M
	
	NR Frequency Info

9.2.2.19
	

	>>>>DL NR FreqInfo
	M
	
	NR Frequency Info

9.2.2.19
	

	>>TDD
	
	
	
	

	>>>TDD Info
	
	1
	
	

	>>>>NR FreqInfo
	M
	
	NR ARFCN Frequency Info

9.2.2.19
	

	>Connectivity Support
	M
	
	9.2.2.28
	

	>Measurement Timing Configuration
	M
	
	OCTET STRING
	Contains the MeasurementTimingConfiguration inter-node message for the neighbour cell, as defined in TS 38.331 [10].

	LTE V2X Sidelink Info List (FFS)
	
	0..1
	
	

	>LTE V2X Sidelink Info Item
	
	1..<maxnoofLTEV2XSidelinkCarriers>
	
	

	>>LTE V2X Sidelink Carrier
	
	
	E-UTRA ARFCN

9.2.2.21
	

	NR Sidelink Info List (FFS)
	
	0..1
	
	

	>NR Sidelink Info Item
	
	1..<maxnoofNNRSidelinkCarriers>
	
	

	>>NR Sidelink Carrier
	
	
	NR Frequency Info

9.2.2.19
	


	Range bound
	Explanation

	maxnoofNeighbours
	Maximum no. of neighbour cells associated to a given served cell. Value is 1024.

	maxnoofLTEV2XSidelinkCarriers
	Maximum no. of LTE V2X sidelink carriers supported by a serving cell. Value is 8 (FFS).

	maxnoofNRSidelinkCarriers
	Maximum no. of NR sidelink carriers supported by a serving cell. Value is 8 (FFS).


9.2.2.14
Neighbour Information E-UTRA

This IE contains cell configuration information of E-UTRA cells that a neighbour NG-RAN node may need to properly operate its own served cells.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	E-UTRA Neighbour Information E-UTRA
	
	1 .. <maxnoofNeighbours>
	
	

	>E-UTRA PCI
	M
	
	INTEGER (0..503, …)
	E-UTRA Physical Cell Identifier of the neighbour cell

	>ECGI
	M
	
	E-UTRA CGI

9.2.2.8
	

	>EARFCN
	M
	
	E-UTRA ARFCN

9.2.2.21
	DL EARFCN for FDD or EARFCN for TDD

	>TAC
	M
	
	9.2.2.5
	Tracking Area Code

	>RANAC
	O
	
	RAN Area Code

9.2.2.6
	

	LTE V2X Sidelink Info List (FFS)
	
	0..1
	
	

	>LTE V2X Sidelink Info Item
	
	1..<maxnoofLTEV2XSidelinkCarriers>
	
	

	>>LTE V2X Sidelink Carrier
	
	
	E-UTRA ARFCN

9.2.2.21
	

	NR Sidelink Info List (FFS)
	
	0..1
	
	

	>NR Sidelink Info Item
	
	1..<maxnoofNNRSidelinkCarriers>
	
	

	>>NR Sidelink Carrier
	
	
	NR Frequency Info

9.2.2.19
	


	Range bound
	Explanation

	maxnoofNeighbours
	Maximum no. of neighbour cells associated to a given served cell. Value is 1024.

	maxnoofLTEV2XSidelinkCarriers
	Maximum no. of LTE V2X sidelink carriers supported by a serving cell. Value is 8 (FFS).

	maxnoofNRSidelinkCarriers
	Maximum no. of NR sidelink carriers supported by a serving cell. Value is 8 (FFS).


--------------------------------------------------------------NEXT CHANGE-------------------------------------------------------------
9.2.2.21
E-UTRA ARFCN

The E-UTRA Absolute Radio Frequency Channel Number defines the carrier frequency used in an E-UTRAN cell for a given direction (UL or DL or sidelink (FFS)) in FDD or for both UL and DL directions or sidelink (FFS) in TDD.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	E-UTRA ARFCN
	M
	
	INTEGER (0..maxEARFCN)
	The relation between EARFCN and carrier frequency (in MHz) are defined in TS 36.104 [25].


--------------------------------------------------------------NEXT CHANGE-------------------------------------------------------------
ASN.1 changes are FFS.

9.3.5
Information Element definitions

-- ASN1START

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

XnAP-IEs {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)

ngran-access (22) modules (3) xnap (2) version1 (1) xnap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

IMPORTS


id-Additional-UL-NG-U-TNLatUPF-List,


id-DefaultDRB-Allowed,

id-SecondarydataForwardingInfoFromTarget-List,

id-LastE-UTRANPLMNIdentity,

id-MaxIPrate-DL,

id-SecurityResult,

id-OldQoSFlowMap-ULendmarkerexpected,

id-PDUSessionCommonNetworkInstance,

id-BPLMN-ID-Info-EUTRA,

id-BPLMN-ID-Info-NR,

id-DRBsNotAdmittedSetupModifyList,

id-Secondary-MN-Xn-U-TNLInfoatM,


id-LTEV2XSidelinkInfoList,


id-NRSidelinkInfoList,

maxEARFCN,


maxnoofAllowedAreas,

maxnoofAMFRegions,

maxnoofAoIs,


maxnoofBPLMNs,


maxnoofCellsinAoI,


maxnoofCellsinNG-RANnode,


maxnoofCellsinRNA,


maxnoofCellsinUEHistoryInfo,


maxnoofCellsUEMovingTrajectory,

maxnoofDRBs,


maxnoofEPLMNs,


maxnoofEUTRABands,

maxnoofEUTRABPLMNs,

maxnoofForbiddenTACs,


maxnoofMBSFNEUTRA,

maxnoofMultiConnectivityMinusOne,

maxnoofNeighbours,


maxnoofNRCellBands,


maxnoofPDUSessions,


maxnoofPLMNs,


maxnoofProtectedResourcePatterns,


maxnoofQoSFlows,


maxnoofRANAreaCodes,


maxnoofRANAreasinRNA,


maxnoofSCellGroups,


maxnoofSCellGroupsplus1,


maxnoofSliceItems,

maxnoofsupportedTACs,


maxnoofsupportedPLMNs,


maxnoofTAI,


maxnoofTAIsinAoI,

maxnoofTNLAssociations,

maxnoofUEContexts,


maxNRARFCN,


maxNrOfErrors,


maxnoofRANNodesinAoI,


maxnooftimeperiods,


maxnoofLTEV2XSidelinkCarriers,

maxnoofNRSidelinkCarriers
FROM XnAP-Constants


Criticality,


ProcedureCode,


ProtocolIE-ID,


TriggeringMessage

FROM XnAP-CommonDataTypes


ProtocolExtensionContainer{},


ProtocolIE-Single-Container{},


XNAP-PROTOCOL-EXTENSION,


XNAP-PROTOCOL-IES

FROM XnAP-Containers;

--------------------------------------------------------------NEXT CHANGE-------------------------------------------------------------
-- L

LastVisitedCell-Item ::= CHOICE {


nG-RAN-Cell





LastVisitedNGRANCellInformation,


e-UTRAN-Cell




LastVisitedEUTRANCellInformation,


uTRAN-Cell





LastVisitedUTRANCellInformation,


gERAN-Cell





LastVisitedGERANCellInformation,


choice-extension



ProtocolIE-Single-Container { { LastVisitedCell-Item-ExtIEs} }
}

LastVisitedCell-Item-ExtIEs XNAP-PROTOCOL-IES ::= {


...

}

LastVisitedEUTRANCellInformation ::= OCTET STRING
LastVisitedGERANCellInformation
::= OCTET STRING

LastVisitedNGRANCellInformation
::= OCTET STRING
LastVisitedUTRANCellInformation
::= OCTET STRING

LCID ::= INTEGER (1..32, ...)

ListOfCells ::= SEQUENCE (SIZE(1..maxnoofCellsinAoI)) OF CellsinAoI-Item

CellsinAoI-Item ::= SEQUENCE {


pLMN-Identity


PLMN-Identity,


ng-ran-cell-id


NG-RAN-Cell-Identity,


iE-Extensions


ProtocolExtensionContainer { {CellsinAoI-Item-ExtIEs} } OPTIONAL,


...

}

CellsinAoI-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {


...

}

ListOfRANNodesinAoI ::= SEQUENCE (SIZE(1.. maxnoofRANNodesinAoI)) OF GlobalNG-RANNodesinAoI-Item

GlobalNG-RANNodesinAoI-Item ::= SEQUENCE {


global-NG-RAN-Node-ID

GlobalNG-RANNode-ID,


iE-Extensions

ProtocolExtensionContainer { {GlobalNG-RANNodesinAoI-Item-ExtIEs} } OPTIONAL,


...

}

GlobalNG-RANNodesinAoI-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {


...

}

ListOfTAIsinAoI ::= SEQUENCE (SIZE(1..maxnoofTAIsinAoI)) OF TAIsinAoI-Item

TAIsinAoI-Item ::= SEQUENCE {


pLMN-Identity

PLMN-Identity,


tAC




TAC,


iE-Extensions

ProtocolExtensionContainer { {TAIsinAoI-Item-ExtIEs} } OPTIONAL,


...

}

TAIsinAoI-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {


...

}

LocationInformationSNReporting ::= ENUMERATED {


pSCell,


...

}

LocationReportingInformation ::= SEQUENCE {


eventType


EventType,


reportArea


ReportArea,


areaOfInterest

AreaOfInterestInformation


OPTIONAL,

iE-Extensions

ProtocolExtensionContainer { {LocationReportingInformation-ExtIEs} } OPTIONAL,


...

}

LocationReportingInformation-ExtIEs XNAP-PROTOCOL-EXTENSION ::={


...

}

LowerLayerPresenceStatusChange ::= ENUMERATED {


release-lower-layers,


re-establish-lower-layers,


...

}

LTEV2XSidelinkInfoList ::= SEQUENCE (SIZE (1..maxnoofLTEV2XSidelinkCarriers)) OF LTEV2XSidelinkInfo-Item

LTEV2XSidelinkInfo-Item ::= SEQUENCE {


lteV2XSidelinkCarrier


E-UTRAARFCN,


...
}

--------------------------------------------------------------NEXT CHANGE-------------------------------------------------------------
-- N

NE-DC-TDM-Pattern ::= SEQUENCE {



subframeAssignment


ENUMERATED {sa0,sa1,sa2,sa3,sa4,sa5,sa6},



harqOffset




INTEGER (0..9),



iE-Extension



ProtocolExtensionContainer { {NE-DC-TDM-Pattern-ExtIEs}}
OPTIONAL,



...

}

NE-DC-TDM-Pattern-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {

...

}

NeighbourInformation-E-UTRA ::= SEQUENCE (SIZE(1..maxnoofNeighbours)) OF NeighbourInformation-E-UTRA-Item

NeighbourInformation-E-UTRA-Item ::= SEQUENCE {


e-utra-PCI


E-UTRAPCI,


e-utra-cgi


E-UTRA-CGI,


earfcn



E-UTRAARFCN,


tac




TAC,


ranac



RANAC

















OPTIONAL,


iE-Extensions

ProtocolExtensionContainer { {NeighbourInformation-E-UTRA-Item-ExtIEs} } 
OPTIONAL,


...

}

NeighbourInformation-E-UTRA-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::={


{ ID id-LTEV2XSidelinkInfoList
CRITICALITY ignore
EXTENSION LTEV2XSidelinkInfoList
PRESENCE optional }|


{ ID id-NRSidelinkInfoList

CRITICALITY ignore
EXTENSION NRSidelinkInfoList

PRESENCE optional },


...

}

NeighbourInformation-NR ::= SEQUENCE (SIZE(1..maxnoofNeighbours)) OF NeighbourInformation-NR-Item

NeighbourInformation-NR-Item ::= SEQUENCE {


nr-PCI







NRPCI,


nr-cgi







NR-CGI,


tac








TAC,


ranac







RANAC













OPTIONAL,


nr-mode-info





NeighbourInformation-NR-ModeInfo,


connectivitySupport




Connectivity-Support,

measurementTimingConfiguration

OCTET STRING,

iE-Extensions


ProtocolExtensionContainer { {NeighbourInformation-NR-Item-ExtIEs} } 
OPTIONAL,


...

}

NeighbourInformation-NR-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::={


{ ID id-LTEV2XSidelinkInfoList
CRITICALITY ignore
EXTENSION LTEV2XSidelinkInfoList
PRESENCE optional }|


{ ID id-NRSidelinkInfoList

CRITICALITY ignore
EXTENSION NRSidelinkInfoList

PRESENCE optional },


...

}

NeighbourInformation-NR-ModeInfo ::= CHOICE {


fdd-info



NeighbourInformation-NR-ModeFDDInfo,


tdd-info



NeighbourInformation-NR-ModeTDDInfo,


choice-extension

ProtocolIE-Single-Container { {NeighbourInformation-NR-ModeInfo-ExtIEs} }
}

NeighbourInformation-NR-ModeInfo-ExtIEs XNAP-PROTOCOL-IES ::= {


...

}

NeighbourInformation-NR-ModeFDDInfo ::= SEQUENCE {


ul-NR-FreqInfo

NRFrequencyInfo,

dl-NR-FequInfo

NRFrequencyInfo,

ie-Extensions

ProtocolExtensionContainer { {NeighbourInformation-NR-ModeFDDInfo-ExtIEs} } OPTIONAL,


...

}

NeighbourInformation-NR-ModeFDDInfo-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {


...

}

NeighbourInformation-NR-ModeTDDInfo ::= SEQUENCE {


nr-FreqInfo


NRFrequencyInfo,

ie-Extensions

ProtocolExtensionContainer { {NeighbourInformation-NR-ModeTDDInfo-ExtIEs} } OPTIONAL,


...

}

NeighbourInformation-NR-ModeTDDInfo-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {


...

}

NG-RAN-Cell-Identity ::= CHOICE {


nr





NR-Cell-Identity,


e-utra




E-UTRA-Cell-Identity,


choice-extension

ProtocolIE-Single-Container { {NG-RAN-Cell-Identity-ExtIEs} }
}

NG-RAN-Cell-Identity-ExtIEs XNAP-PROTOCOL-IES ::= {


...

}

NG-RAN-CellPCI ::= CHOICE {


nr




NRPCI,


e-utra



E-UTRAPCI,


choice-extension
ProtocolIE-Single-Container { {NG-RAN-CellPCI-ExtIEs} }

}

NG-RAN-CellPCI-ExtIEs XNAP-PROTOCOL-IES ::= {


...

}

NG-RANnodeUEXnAPID ::= INTEGER (0.. 4294967295)

NonDynamic5QIDescriptor ::= SEQUENCE {


fiveQI





FiveQI,


priorityLevelQoS


PriorityLevelQoS












OPTIONAL,


averagingWindow



AveragingWindow













OPTIONAL,


maximumDataBurstVolume

MaximumDataBurstVolume 











OPTIONAL,

iE-Extension



ProtocolExtensionContainer { {NonDynamic5QIDescriptor-ExtIEs } }
OPTIONAL,


...

}

NonDynamic5QIDescriptor-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {


...

}

NRARFCN
::= INTEGER (0.. maxNRARFCN)

NR-Cell-Identity

::= BIT STRING (SIZE (36))

NG-RAN-Cell-Identity-ListinRANPagingArea ::= SEQUENCE (SIZE (1..maxnoofCellsinRNA)) OF NG-RAN-Cell-Identity

NR-CGI ::= SEQUENCE {


plmn-id



PLMN-Identity,

nr-CI



NR-Cell-Identity,


iE-Extension

ProtocolExtensionContainer { {NR-CGI-ExtIEs} } 
OPTIONAL,


...

}

NR-CGI-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {


...

}

NRFrequencyBand ::= INTEGER (1..1024, ...)

NRFrequencyBand-List ::= SEQUENCE (SIZE(1..maxnoofNRCellBands)) OF NRFrequencyBandItem

NRFrequencyBandItem ::= SEQUENCE {


nr-frequency-band


NRFrequencyBand,


supported-SUL-Band-List

SupportedSULBandList










OPTIONAL,


iE-Extension



ProtocolExtensionContainer { {NRFrequencyBandItem-ExtIEs} } 
OPTIONAL,


...

}

NRFrequencyBandItem-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {


...

}

NRFrequencyInfo ::= SEQUENCE {


nrARFCN



NRARFCN,


sul-information

SUL-Information











OPTIONAL,


frequencyBand-List

NRFrequencyBand-List,


iE-Extension

ProtocolExtensionContainer { {NRFrequencyInfo-ExtIEs} }

OPTIONAL,


...

}

NRFrequencyInfo-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {


...

}

NRModeInfo ::= CHOICE {


fdd






NRModeInfoFDD,


tdd






NRModeInfoTDD,


choice-extension


ProtocolIE-Single-Container { {NRModeInfo-ExtIEs} }
}

NRModeInfo-ExtIEs XNAP-PROTOCOL-IES ::= {


...

}

NRModeInfoFDD ::= SEQUENCE {


ulNRFrequencyInfo


NRFrequencyInfo,


dlNRFrequencyInfo


NRFrequencyInfo,


ulNRTransmissonBandwidth
NRTransmissionBandwidth,


dlNRTransmissonBandwidth
NRTransmissionBandwidth,


iE-Extension

ProtocolExtensionContainer { {NRModeInfoFDD-ExtIEs} } 
OPTIONAL,


...

}

NRModeInfoFDD-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {


...

}

NRModeInfoTDD ::= SEQUENCE {


nrFrequencyInfo


NRFrequencyInfo,


nrTransmissonBandwidth
NRTransmissionBandwidth,


iE-Extension


ProtocolExtensionContainer { {NRModeInfoTDD-ExtIEs} } 
OPTIONAL,


...

}

NRModeInfoTDD-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {


...

}

NRNRB ::= ENUMERATED { nrb11, nrb18, nrb24, nrb25, nrb31, nrb32, nrb38, nrb51, nrb52, nrb65, nrb66, nrb78, nrb79, nrb93, nrb106, nrb107, nrb121, nrb132, nrb133, nrb135, nrb160, nrb162, nrb189, nrb216, nrb217, nrb245, nrb264, nrb270, nrb273, ...}

NRPCI ::= INTEGER (0..1007, ...)

NRSCS ::= ENUMERATED { scs15, scs30, scs60, scs120, ...}

NRSidelinkInfoList ::= SEQUENCE (SIZE (1..maxnoofNRSidelinkCarriers)) OF NRSidelinkInfo-Item

NRSidelinkInfo-Item ::= SEQUENCE {


nrSidelinkCarrier



NRFrequencyInfo,


...
}

NRTransmissionBandwidth
::= SEQUENCE {


nRSCS
NRSCS,


nRNRB
NRNRB,


iE-Extensions



ProtocolExtensionContainer { {NRTransmissionBandwidth-ExtIEs} } OPTIONAL,


...

}

NRTransmissionBandwidth-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {

...

}
NumberOfAntennaPorts-E-UTRA ::= ENUMERATED {an1, an2, an4, ...}

--------------------------------------------------------------NEXT CHANGE-------------------------------------------------------------
-- Served Cells E-UTRA IEs

ServedCellInformation-E-UTRA ::= SEQUENCE {


e-utra-pci







E-UTRAPCI,


e-utra-cgi







E-UTRA-CGI,


tac









TAC,


ranac








RANAC




















OPTIONAL,


broadcastPLMNs






SEQUENCE (SIZE(1..maxnoofBPLMNs)) OF ServedCellInformation-E-UTRA-perBPLMN,


e-utra-mode-info





ServedCellInformation-E-UTRA-ModeInfo,

numberofAntennaPorts




NumberOfAntennaPorts-E-UTRA















OPTIONAL,


prach-configuration





E-UTRAPRACHConfiguration















OPTIONAL,


mBSFNsubframeInfo





MBSFNSubframeInfo-E-UTRA















OPTIONAL,


multibandInfo






E-UTRAMultibandInfoList
















OPTIONAL,

freqBandIndicatorPriority



ENUMERATED {not-broadcast, broadcast, ...} 











OPTIONAL,


bandwidthReducedSI





ENUMERATED {scheduled, ...}















OPTIONAL,


protectedE-UTRAResourceIndication

ProtectedE-UTRAResourceIndication













OPTIONAL,


iE-Extensions



ProtocolExtensionContainer { {ServedCellInformation-E-UTRA-ExtIEs} }




OPTIONAL,


...

}

ServedCellInformation-E-UTRA-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {

{ ID id-BPLMN-ID-Info-EUTRA

CRITICALITY ignore
EXTENSION BPLMN-ID-Info-EUTRA

PRESENCE optional }|

{ ID id-LTEV2XSidelinkInfoList
CRITICALITY ignore
EXTENSION LTEV2XSidelinkInfoList
PRESENCE optional }|

{ ID id-NRSidelinkInfoList

CRITICALITY ignore
EXTENSION NRSidelinkInfoList

PRESENCE optional },

...

}

--------------------------------------------------------------NEXT CHANGE-------------------------------------------------------------
-- Served Cells NR IEs

ServedCellInformation-NR ::= SEQUENCE {


nrPCI







NRPCI,


cellID







NR-CGI,


tac








TAC,


ranac







RANAC





OPTIONAL,


broadcastPLMN





BroadcastPLMNs,


nrModeInfo






NRModeInfo,


measurementTimingConfiguration

OCTET STRING,


connectivitySupport




Connectivity-Support,



iE-Extensions





ProtocolExtensionContainer { {ServedCellInformation-NR-ExtIEs} } OPTIONAL,


...

}

ServedCellInformation-NR-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {


{ ID id-BPLMN-ID-Info-NR

CRITICALITY ignore
EXTENSION BPLMN-ID-Info-NR

PRESENCE optional }|


{ ID id-LTEV2XSidelinkInfoList
CRITICALITY ignore
EXTENSION LTEV2XSidelinkInfoList
PRESENCE optional }|


{ ID id-NRSidelinkInfoList

CRITICALITY ignore
EXTENSION NRSidelinkInfoList

PRESENCE optional },


...

}

--------------------------------------------------------------NEXT CHANGE-------------------------------------------------------------
-- **************************************************************

--

-- Lists

--

-- **************************************************************

maxEARFCN








INTEGER ::= 262143
maxnoofAllowedAreas






INTEGER ::= 16
maxnoofAMFRegions






INTEGER ::= 16

maxnoofAoIs








INTEGER ::= 64

maxnoofBPLMNs







INTEGER ::= 12
maxnoofCellsinAoI






INTEGER ::= 256

maxnoofCellsinUEHistoryInfo




INTEGER ::= 16

maxnoofCellsinNG-RANnode




INTEGER ::= 16384

maxnoofCellsinRNA






INTEGER ::= 32

maxnoofCellsUEMovingTrajectory



INTEGER ::= 16
maxnoofDRBs








INTEGER ::= 32

maxnoofEUTRABands






INTEGER ::= 16

maxnoofEUTRABPLMNs






INTEGER ::= 6

maxnoofEPLMNs







INTEGER ::= 15

maxnoofForbiddenTACs






INTEGER ::= 4096

maxnoofMBSFNEUTRA






INTEGER ::= 8

maxnoofMultiConnectivityMinusOne            INTEGER ::= 3

maxnoofNeighbours






INTEGER ::= 1024

maxnoofNRCellBands






INTEGER ::= 32

maxnoofPLMNs







INTEGER ::= 16

maxnoofPDUSessions






INTEGER ::= 256

maxnoofProtectedResourcePatterns


INTEGER ::= 16
maxnoofQoSFlows







INTEGER ::= 64
maxnoofRANAreaCodes






INTEGER ::= 32

maxnoofRANAreasinRNA





INTEGER ::= 16

maxnoofRANNodesinAoI





INTEGER ::= 64
maxnoofSCellGroups






INTEGER ::= 3

maxnoofSCellGroupsplus1





INTEGER ::= 4

maxnoofSliceItems






INTEGER ::= 1024

maxnoofsupportedPLMNs





INTEGER ::= 12
maxnoofsupportedTACs





INTEGER ::= 256
maxnoofTAI








INTEGER ::= 16
maxnoofTAIsinAoI 






INTEGER ::= 16

maxnooftimeperiods






INTEGER ::= 2

maxnoofTNLAssociations





INTEGER ::= 32
maxnoofUEContexts






INTEGER ::= 8192
maxNRARFCN








INTEGER ::= 3279165

maxNrOfErrors







INTEGER ::= 256

maxnoofLTEV2XSidelinkCarriers 



INTEGER ::= 8 (FFS)
maxnoofNRSidelinkCarriers




INTEGER ::= 8 (FFS)
-- **************************************************************

--

-- IEs

--

-- **************************************************************

id-ActivatedServedCells



















ProtocolIE-ID ::= 0

id-ActivationIDforCellActivation
















ProtocolIE-ID ::= 1

id-admittedSplitSRB




















ProtocolIE-ID ::= 2

id-admittedSplitSRBrelease


















ProtocolIE-ID ::= 3

id-AMF-Region-Information


















ProtocolIE-ID ::= 4

id-AssistanceDataForRANPaging

















ProtocolIE-ID ::= 5

id-BearersSubjectToCounterCheck

















ProtocolIE-ID ::= 6

id-Cause






















ProtocolIE-ID ::= 7

id-cellAssistanceInfo-NR


















ProtocolIE-ID ::= 8

id-ConfigurationUpdateInitiatingNodeChoice














ProtocolIE-ID ::= 9

id-CriticalityDiagnostics


















ProtocolIE-ID ::= 10
id-XnUAddressInfoperPDUSession-List
















ProtocolIE-ID ::= 11

id-DRBsSubjectToStatusTransfer-List
















ProtocolIE-ID ::= 12

id-ExpectedUEBehaviour



















ProtocolIE-ID ::= 13
id-GlobalNG-RAN-node-ID



















ProtocolIE-ID ::= 14

id-GUAMI






















ProtocolIE-ID ::= 15

id-indexToRatFrequSelectionPriority
















ProtocolIE-ID ::= 16
id-initiatingNodeType-ResourceCoordRequest














ProtocolIE-ID ::= 17

id-List-of-served-cells-E-UTRA

















ProtocolIE-ID ::= 18

id-List-of-served-cells-NR


















ProtocolIE-ID ::= 19

id-LocationReportingInformation

















ProtocolIE-ID ::= 20

id-MAC-I






















ProtocolIE-ID ::= 21

id-MaskedIMEISV





















ProtocolIE-ID ::= 22

id-M-NG-RANnodeUEXnAPID



















ProtocolIE-ID ::= 23
id-MN-to-SN-Container



















ProtocolIE-ID ::= 24
id-MobilityRestrictionList


















ProtocolIE-ID ::= 25
id-new-NG-RAN-Cell-Identity


















ProtocolIE-ID ::= 26

id-newNG-RANnodeUEXnAPID


















ProtocolIE-ID ::= 27

id-UEReportRRCTransfer



















ProtocolIE-ID ::= 28

id-oldNG-RANnodeUEXnAPID


















ProtocolIE-ID ::= 29

id-OldtoNewNG-RANnodeResumeContainer















ProtocolIE-ID ::= 30

id-PagingDRX





















ProtocolIE-ID ::= 31

id-PCellID






















ProtocolIE-ID ::= 32

id-PDCPChangeIndication



















ProtocolIE-ID ::= 33
id-PDUSessionAdmittedAddedAddReqAck
















ProtocolIE-ID ::= 34

id-PDUSessionAdmittedModSNModConfirm















ProtocolIE-ID ::= 35

id-PDUSessionAdmitted-SNModResponse
















ProtocolIE-ID ::= 36

id-PDUSessionNotAdmittedAddReqAck
















ProtocolIE-ID ::= 37

id-PDUSessionNotAdmitted-SNModResponse















ProtocolIE-ID ::= 38

id-PDUSessionReleasedList-RelConf
















ProtocolIE-ID ::= 39
id-PDUSessionReleasedSNModConfirm
















ProtocolIE-ID ::= 40
id-PDUSessionResourcesActivityNotifyList














ProtocolIE-ID ::= 41
id-PDUSessionResourcesAdmitted-List
















ProtocolIE-ID ::= 42
id-PDUSessionResourcesNotAdmitted-List















ProtocolIE-ID ::= 43
id-PDUSessionResourcesNotifyList
















ProtocolIE-ID ::= 44
id-PDUSession-SNChangeConfirm-List
















ProtocolIE-ID ::= 45
id-PDUSession-SNChangeRequired-List
















ProtocolIE-ID ::= 46

id-PDUSessionToBeAddedAddReq

















ProtocolIE-ID ::= 47
id-PDUSessionToBeModifiedSNModRequired















ProtocolIE-ID ::= 48
id-PDUSessionToBeReleasedList-RelRqd















ProtocolIE-ID ::= 49

id-PDUSessionToBeReleased-RelReq
















ProtocolIE-ID ::= 50

id-PDUSessionToBeReleasedSNModRequired















ProtocolIE-ID ::= 51

id-RANPagingArea




















ProtocolIE-ID ::= 52
id-PagingPriority




















ProtocolIE-ID ::= 53
id-requestedSplitSRB



















ProtocolIE-ID ::= 54
id-requestedSplitSRBrelease


















ProtocolIE-ID ::= 55

id-ResetRequestTypeInfo



















ProtocolIE-ID ::= 56
id-ResetResponseTypeInfo


















ProtocolIE-ID ::= 57
id-RespondingNodeTypeConfigUpdateAck















ProtocolIE-ID ::= 58

id-respondingNodeType-ResourceCoordResponse














ProtocolIE-ID ::= 59

id-ResponseInfo-ReconfCompl


















ProtocolIE-ID ::= 60

id-RRCConfigIndication



















ProtocolIE-ID ::= 61

id-RRCResumeCause




















ProtocolIE-ID ::= 62

id-SCGConfigurationQuery


















ProtocolIE-ID ::= 63
id-selectedPLMN





















ProtocolIE-ID ::= 64
id-ServedCellsToActivate


















ProtocolIE-ID ::= 65

id-servedCellsToUpdate-E-UTRA

















ProtocolIE-ID ::= 66

id-ServedCellsToUpdateInitiatingNodeChoice














ProtocolIE-ID ::= 67

id-servedCellsToUpdate-NR


















ProtocolIE-ID ::= 68

id-s-ng-RANnode-SecurityKey


















ProtocolIE-ID ::= 69

id-S-NG-RANnodeUE-AMBR



















ProtocolIE-ID ::= 70

id-S-NG-RANnodeUEXnAPID



















ProtocolIE-ID ::= 71
id-SN-to-MN-Container



















ProtocolIE-ID ::= 72

id-sourceNG-RANnodeUEXnAPID


















ProtocolIE-ID ::= 73

id-SplitSRB-RRCTransfer



















ProtocolIE-ID ::= 74
id-TAISupport-list




















ProtocolIE-ID ::= 75

id-TimeToWait





















ProtocolIE-ID ::= 76

id-Target2SourceNG-RANnodeTranspContainer














ProtocolIE-ID ::= 77
id-targetCellGlobalID



















ProtocolIE-ID ::= 78

id-targetNG-RANnodeUEXnAPID


















ProtocolIE-ID ::= 79

id-target-S-NG-RANnodeID


















ProtocolIE-ID ::= 80

id-TraceActivation




















ProtocolIE-ID ::= 81

id-UEContextID





















ProtocolIE-ID ::= 82

id-UEContextInfoHORequest


















ProtocolIE-ID ::= 83

id-UEContextInfoRetrUECtxtResp

















ProtocolIE-ID ::= 84

id-UEContextInfo-SNModRequest

















ProtocolIE-ID ::= 85
id-UEContextKeptIndicator


















ProtocolIE-ID ::= 86

id-UEContextRefAtSN-HORequest

















ProtocolIE-ID ::= 87
id-UEHistoryInformation



















ProtocolIE-ID ::= 88

id-UEIdentityIndexValue



















ProtocolIE-ID ::= 89
id-UERANPagingIdentity



















ProtocolIE-ID ::= 90

id-UESecurityCapabilities


















ProtocolIE-ID ::= 91
id-UserPlaneTrafficActivityReport
















ProtocolIE-ID ::= 92
id-XnRemovalThreshold 



















ProtocolIE-ID ::= 93

id-DesiredActNotificationLevel

















ProtocolIE-ID ::= 94
id-AvailableDRBIDs 




















ProtocolIE-ID ::= 95

id-AdditionalDRBIDs 



















ProtocolIE-ID ::= 96

id-SpareDRBIDs 





















ProtocolIE-ID ::= 97

id-RequiredNumberOfDRBIDs 


















ProtocolIE-ID ::= 98

id-TNLA-To-Add-List




















ProtocolIE-ID ::= 99
id-TNLA-To-Update-List



















ProtocolIE-ID ::= 100
id-TNLA-To-Remove-List



















ProtocolIE-ID ::= 101
id-TNLA-Setup-List




















ProtocolIE-ID ::= 102
id-TNLA-Failed-To-Setup-List

















ProtocolIE-ID ::= 103
id-PDUSessionToBeReleased-RelReqAck
















ProtocolIE-ID ::= 104
id-S-NG-RANnodeMaxIPDataRate-UL

















ProtocolIE-ID ::= 105

id-PDUSessionResourceSecondaryRATUsageList














ProtocolIE-ID ::= 107

id-Additional-UL-NG-U-TNLatUPF-List
















ProtocolIE-ID ::= 108

id-SecondarydataForwardingInfoFromTarget-List













ProtocolIE-ID ::= 109

id-LocationInformationSNReporting
















ProtocolIE-ID ::= 110

id-LocationInformationSN


















ProtocolIE-ID ::= 111

id-LastE-UTRANPLMNIdentity


















ProtocolIE-ID ::= 112

id-S-NG-RANnodeMaxIPDataRate-DL

















ProtocolIE-ID ::= 113

id-MaxIPrate-DL





















ProtocolIE-ID ::= 114

id-SecurityResult




















ProtocolIE-ID ::= 115

id-S-NSSAI






















ProtocolIE-ID ::= 116

id-MR-DC-ResourceCoordinationInfo
















ProtocolIE-ID ::= 117

id-AMF-Region-Information-To-Add
















ProtocolIE-ID ::= 118

id-AMF-Region-Information-To-Delete
















ProtocolIE-ID ::= 119

id-OldQoSFlowMap-ULendmarkerexpected















ProtocolIE-ID ::= 120

id-RANPagingFailure




















ProtocolIE-ID ::= 121

id-UERadioCapabilityForPaging

















ProtocolIE-ID ::= 122

id-PDUSessionDataForwarding-SNModResponse














ProtocolIE-ID ::= 123

id-DRBsNotAdmittedSetupModifyList
















ProtocolIE-ID ::= 124

id-Secondary-MN-Xn-U-TNLInfoatM

















ProtocolIE-ID ::= 125

id-NE-DC-TDM-Pattern



















ProtocolIE-ID ::= 126

id-PDUSessionCommonNetworkInstance
















ProtocolIE-ID ::= 127

id-BPLMN-ID-Info-EUTRA



















ProtocolIE-ID ::= 128

id-BPLMN-ID-Info-NR




















ProtocolIE-ID ::= 129

id-InterfaceInstanceIndication

















ProtocolIE-ID ::= 130

id-S-NG-RANnode-Addition-Trigger-Ind
















ProtocolIE-ID ::= 131

id-DefaultDRB-Allowed



















ProtocolIE-ID ::= 132

id-LTEV2XSidelinkInfoList


















ProtocolIE-ID ::= xxx
id-NRSidelinkInfoList



















ProtocolIE-ID ::= yyy
END

-- ASN1STOP
-------------------------------------------------------------- CHANGE  END -------------------------------------------------------------
3GPP


