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1   Introduction
This paper provides the TP on higher layer duplication for solution 4 based on [R3-195796], as specified in section 2. 
2   TP for TS 38.413
8.2.1
PDU Session Resource Setup

8.2.1.1
General

The purpose of the PDU Session Resource Setup procedure is to assign resources on Uu and NG-U for one or several PDU sessions and the corresponding QoS flows, and to setup corresponding DRBs for a given UE. The procedure uses UE-associated signalling.

8.2.1.2
Successful Operation
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Figure 8.2.1.2-1: PDU session resource setup: successful operation

<Unchanged Text Omitted>
For each PDU session the NG-RAN node shall store the UL NG-U UP TNL Information IE included in the PDU Session Resource Setup Request Transfer IE contained in the PDU SESSION RESOURCE SETUP REQUEST message and use it as the uplink termination point for the user plane data for this PDU session.

For each PDU session, if the Additional UL NG-U UP TNL Information IE is included in the PDU Session Resource Setup Request Transfer IE contained in the PDU SESSION RESOURCE SETUP REQUEST message, the NG-RAN node may allocate for this split PDU session resources for an additional NG-U transport bearer for some or all of the QoS flows present in the QoS Flow Setup Request List IE and it shall indicate these QoS flows in the Additional DL QoS Flow per TNL Information IE in the PDU Session Resource Setup Response Transfer IE. In case the Additional DL QoS Flow per TNL Information IE is not included the SMF shall consider the proposed additional UL NG-U UP TNL information as available again.
For each PDU session, if the Network Instance IE is included in the PDU Session Resource Setup Request Transfer IE contained in the PDU SESSION RESOURCE SETUP REQUEST message and the Common Network Instance IE is not present, the NG-RAN node shall, if supported, use it when selecting transport network resource as specified in TS 23.501 [9].

For each PDU session, if the Common Network Instance IE is included in the PDU Session Resource Setup Request Transfer IE contained in the PDU SESSION RESOURCE SETUP REQUEST message, the NG-RAN node shall, if supported, use it when selecting transport network resource as specified in TS 23.501 [9].
For each PDU session, if the Redundant UL NG-U UP TNL Information IE is included in the PDU Session Resource Setup Request Transfer IE of the PDU SESSION RESOURCE SETUP REQUEST message, the NG-RAN node shall, if supported, use it as the uplink termination point for the user plane data for this PDU session for the redundant transmission and it shall include the Redundant QoS Flow per TNL Information IE in the PDU Session Resource Setup Response Transfer IE as described in TS 23.501 [9]. 
For each PDU session, if the Additional Redundant UL NG-U UP TNL Information IE is included in the PDU Session Resource Setup Request Transfer IE contained in the PDU SESSION RESOURCE SETUP REQUEST message, the NG-RAN node may allocate for this split PDU session resources for an additional redundant NG-U transport bearer for some or all of the QoS flows present in the QoS Flow Setup Request List IE and it shall indicate these QoS flows in the Additional Redundant DL QoS Flow per TNL Information IE in the PDU Session Resource Setup Response Transfer IE. In case the Additional Redundant DL QoS Flow per TNL Information IE is not included the SMF shall consider the proposed additional Redundant UL NG-U UP TNL information as available again.
For each PDU session, if the Redundant Common Network Instance IE is included in the PDU Session Resource Setup Request Transfer IE contained in the PDU SESSION RESOURCE SETUP REQUEST message, the NG-RAN node shall, if supported, use it when selecting transport network resource for the redundant transmission as specified in TS 23.501 [9].
Editor’s note: FFS whether further clarification on the Redundant Common Network Instance for PDU session split case is needed. 
<Unchanged Text Omitted>
For each PDU session in the PDU SESSION RESOURCE SETUP REQUEST message, if the Additional QoS Flow Information IE is included in the QoS Flow Level QoS Parameters IE in the PDU Session Resource Setup Request Transfer IE of the PDU SESSION RESOURCE SETUP REQUEST message, the NG-RAN node may consider it for the DRB allocation process. It is up to NG-RAN node implementation to decide whether and how to use it.
For each PDU session in the PDU SESSION RESOURCE SETUP REQUEST message, if the Redundant QoS Flow Information IE is included in the QoS Flow Level QoS Parameters IE in the PDU Session Resource Setup Request Transfer IE of the PDU SESSION RESOURCE SETUP REQUEST message, the NG-RAN node may consider it for the redundant transmission.
<Unchanged Text Omitted>
----------------------------------------------------------Next Change--------------------------------------------------------
8.2.3
PDU Session Resource Modify

8.2.3.1
General

The purpose of the PDU Session Resource Modify procedure is to enable configuration modifications of already established PDU session(s) for a given UE. It is also to enable the setup, modification and release of the QoS flow for already established PDU session(s). The procedure uses UE-associated signalling.

8.2.3.2
Successful Operation
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Figure 8.2.3.2-1: PDU session resource modify: successful operation

<Unchanged Text Omitted>
For each PDU session, if the Common Network Instance IE is included in the PDU Session Resource Modify Request Transfer IE contained in the PDU SESSION RESOURCE MODIFY REQUEST message, the NG-RAN node shall, if supported, use it as specified in TS 23.501 [9].
For each PDU session, if the Redundant Common Network Instance IE is included in the PDU Session Resource Modify Request Transfer IE contained in the PDU SESSION RESOURCE MODIFY REQUEST message, the NG-RAN node shall, if supported, use it for the redundant transmission as specified in TS 23.501 [9].
Editor’s note: FFS whether further clarification on the Redundant Common Network Instance for PDU session split case is needed. 
For each PDU session included in the PDU Session Resource Modify Request List IE:
-
For each QoS flow included in the QoS Flow Add or Modify Request List IE, based on the QoS Flow Level QoS Parameters IE, the NG-RAN node may establish, modify or release the DRB configuration and may change allocation of resources on NG or Uu accordingly. The NG-RAN node shall associate each QoS flow accepted to setup or modify with a DRB of the PDU session. The associated DRB for the QoS flow accepted to modify may not change.
-
For each QoS flow included in the QoS Flow to Release List IE, the NG-RAN node shall de-associate the QoS flow with the previously associated DRB.
-
The NG-RAN node shall pass the NAS-PDU IE received for the PDU session to the UE when modifying the PDU session configuration. The NG-RAN node does not send the NAS PDUs associated to the failed PDU sessions to the UE. 

-
The NG-RAN node may change allocation of resources on NG according to the requested target configuration.
-
If the PDU Session Aggregate Maximum Bit Rate IE is included in the PDU Session Resource Modify Request Transfer IE, the NG-RAN node shall store and use the received PDU Session Aggregate Maximum Bit Rate value when enforcing traffic policing for Non-GBR QoS flows for the concerned UE as specified in TS 23.501 [9].
-
If the UL NG-U UP TNL Modify List IE is included in the PDU Session Resource Modify Request Transfer IE, the NG-RAN node shall update the transport layer information for the uplink data accordingly for the concerned transport bearers identified by the DL NG-U UP TNL Information IE included in the PDU Session Resource Modify Request Transfer IE for the concerned PDU session.

-
If the Additional UL NG-U UP TNL Information IE is included in the PDU Session Resource Modify Request Transfer IE, the NG-RAN node may allocate resources for an additional NG-U transport bearer for some or all of the QoS flows present in the QoS Flow Add or Modify Request List IE and it shall indicate these QoS flows in the Additional DL QoS Flow per TNL Information IE in the PDU Session Resource Modify Response Transfer IE. In case the Additional DL QoS Flow per TNL Information IE is not included the SMF shall consider the proposed additional UL NG-U UP TNL information as available again.

-
In case more than one NG-U transport bearers have been set up for the PDU session, if all the QoS flows associated to one existing NG-U transport bearer are included in the QoS Flow to Release List IE in the PDU Session Resource Modify Request Transfer IE, the NG-RAN node and 5GC shall consider that the concerned NG-U transport bearer is removed for the PDU session, and both NG-RAN node and 5GC shall therefore consider the related NG-U UP TNL information as available again.
-
If the Redundant UL NG-U UP TNL Information IE is included in the PDU Session Resource Modify Request Transfer IE, the NG-RAN node shall update the transport layer information for the uplink data accordingly for the concerned transport bearer identified by the Redundant DL NG-U UP TNL Information IE included in the PDU Session Resource Modify Request Transfer IE for the concerned PDU session.

-
If the Additional Redundant UL NG-U UP TNL Information IE is included in the PDU Session Resource Modify Request Transfer IE, the NG-RAN node may allocate resources for an additional redundant NG-U transport bearer for some or all of the QoS flows present in the QoS Flow Add or Modify Request List IE and it shall indicate these QoS flows in the Additional Redundant DL QoS Flow per TNL Information IE in the PDU Session Resource Modify Response Transfer IE. In case the Additional Redundant DL QoS Flow per TNL Information IE is not included the SMF shall consider the proposed additional Redundant UL NG-U UP TNL information as available again.

<Unchanged Text Omitted>
----------------------------------------------------------Next Change--------------------------------------------------------
8.2.5
PDU Session Resource Modify Indication

8.2.5.1
General

The purpose of the PDU Session Resource Modify Indication procedure is for the NG-RAN node to request modification of the established PDU session(s). The procedure uses UE-associated signalling.

8.2.5.2
Successful Operation
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Figure 8.2.5.2-1: PDU session resource modify indication: successful operation

<Unchanged Text Omitted>
For each PDU session for which the Additional DL QoS Flow per TNL Information IE is included in the PDU Session Resource Modify Indication Transfer IE in the PDU SESSION RESOURCE MODIFY INDICATION message, the SMF shall consider for this split PDU session each included DL transport layer address(es) as the new downlink termination point(s) for the included associated QoS flows and it may provide the associated UL transport layer address(s) in the Additional NG-U UP TNL Information IE in the PDU Session Resource Modify Confirm Transfer IE in the PDU SESSION RESOURCE MODIFY CONFIRM message.
For each PDU session for which the Redundant DL QoS Flow per TNL Information IE is included in the PDU Session Resource Modify Indication Transfer IE in the PDU SESSION RESOURCE MODIFY INDICATION message, the SMF shall consider the included DL transport layer address as the new DL transport layer address for the included associated QoS flows for redundant transmission and it may provide the associated UL transport layer address in the Redundant UL NG-U UP TNL Information IE in the PDU Session Resource Modify Confirm Transfer IE in the PDU SESSION RESOURCE MODIFY CONFIRM message.
For each PDU session for which the Additional Redundant DL QoS Flow per TNL Information IE is included in the PDU Session Resource Modify Indication Transfer IE in the PDU SESSION RESOURCE MODIFY INDICATION message, the SMF shall consider for this split PDU session each included DL transport layer address(es) as the new downlink termination point(s) for the included associated QoS flows and it may provide the associated UL transport layer address(s) in the Additional Redundant NG-U UP TNL Information IE in the PDU Session Resource Modify Confirm Transfer IE in the PDU SESSION RESOURCE MODIFY CONFIRM message for the redundant transmission.
<Unchanged Text Omitted>
----------------------------------------------------------Next Change--------------------------------------------------------

8.4.2
Handover Resource Allocation

8.4.2.1
General

The purpose of the Handover Resource Allocation procedure is to reserve resources at the target NG-RAN node for the handover of a UE.

8.4.2.2
Successful Operation
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Figure 8.4.2.2-1: Handover resource allocation: successful operation

<Unchanged Text Omitted>
Upon receiving the PDU Session Resource Setup List IE contained in the HANDOVER REQUEST message, the target NG-RAN node shall behave the same as defined in the PDU Session Resource Setup procedure. The target NG-RAN node shall report to the AMF in the HANDOVER REQUEST ACKNOWLEDGE message the result for each PDU session resource requested to be setup. In particular, for each PDU session resource successfully setup, it shall include the Handover Request Acknowledge Transfer IE containing the following information:

-
The list of QoS flows which have been successfully established in the QoS Flow Setup Response List IE.

-
The Data Forwarding Accepted IE if the data forwarding for the QoS flow is accepted.
-
The list of QoS flows which have failed to be established, if any, in the QoS Flow Failed to Setup List IE.
-
The UP transport layer information to be used for the PDU session.

-
The security result associated to the PDU session.
-
The redundant UP transport layer information to be used for the redundant transmission for the PDU session.
<Unchanged Text Omitted>
----------------------------------------------------------Next Change--------------------------------------------------------
8.4.4
Path Switch Request

8.4.4.1
General

The purpose of the Path Switch Request procedure is to request the switch of the downlink termination point of the NG-U transport bearer towards a new termination point.

8.4.4.2
Successful Operation
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Figure 8.4.4.2-1: Path switch request: successful operation

<Unchanged Text Omitted>
For each PDU session for which the DL NG-U TNL Information Reused IE set to "true" is included in the Path Switch Request Transfer IE of the PATH SWITCH REQUEST message, the SMF shall, if supported, consider that the DL TNL information contained in the DL NG-U UP TNL Information IE has been reused.
For each PDU session for which the Additional Redundant DL QoS Flow per TNL Information IE is included in the Path Switch Request Transfer IE of the PATH SWITCH REQUEST message, the SMF may use each included UP transport layer information as the downlink termination point for the included associated QoS flows for this PDU session split in different tunnels for the redundant transmission.
For each PDU session for which the Redundant DL NG-U TNL Information Reused IE is included in the Path Switch Request Transfer IE of the PATH SWITCH REQUEST message, the SMF shall, if supported, consider the included DL transport layer address as the DL transport layer address for the redundant transmission as specified in TS 23.501 [9]. 
If the Security Indication IE is included within the Path Switch Request Acknowledge Transfer IE of the PATH SWITCH REQUEST ACKNOWLEDGE message, the NG-RAN node shall behave as specified in TS 33.501 [13].

If the UL NG-U UP TNL Information IE is included within the Path Switch Request Acknowledge Transfer IE of the PATH SWITCH REQUEST ACKNOWLEDGE message, the NG-RAN node shall store this information and use it as the uplink termination point for the user plane data for this PDU session.

If the Additional NG-U UP TNL Information IE is included within the Path Switch Request Acknowledge Transfer IE of the PATH SWITCH REQUEST ACKNOWLEDGE message, the NG-RAN node shall store this information and use the included UL NG-U UP TNL Information IE(s) as the uplink termination point(s) of the user plane data for this PDU session split in different tunnel.
If the Redundant UL NG-U UP TNL Information IE is included within the Path Switch Request Acknowledge Transfer IE of the PATH SWITCH REQUEST ACKNOWLEDGE message, the NG-RAN node shall store this information and use it as the uplink termination point for the user plane data for the redundant transmission for this PDU session as specified in TS 23.501 [9].
If the Additional Redundant NG-U UP TNL Information IE is included within the Path Switch Request Acknowledge Transfer IE of the PATH SWITCH REQUEST ACKNOWLEDGE message, the NG-RAN node shall store this information and use the included UL NG-U UP TNL Information IE(s) as the uplink termination point(s) of the user plane data for this PDU session split in different tunnel.
<Unchanged Text Omitted>
----------------------------------------------------------Next Change--------------------------------------------------------
9.3.1.12
QoS Flow Level QoS Parameters

This IE defines the QoS parameters to be applied to a QoS flow.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	CHOICE QoS Characteristics
	M
	
	
	
	
	

	>Non-dynamic 5QI
	
	
	
	
	-
	

	>>Non Dynamic 5QI Descriptor
	M
	
	9.3.1.28
	
	-
	

	>Dynamic 5QI
	
	
	
	
	-
	

	>>Dynamic 5QI Descriptor
	M
	
	9.3.1.18
	
	-
	

	Allocation and Retention Priority
	M
	
	9.3.1.19
	
	-
	

	GBR QoS Flow Information
	O
	
	9.3.1.10
	This IE shall be present for GBR QoS flows and is ignored otherwise.
	-
	

	Reflective QoS Attribute
	O
	
	ENUMERATED (subject to, …)
	Details in TS 23.501 [9]. This IE may be present in case of Non-GBR QoS flows and is ignored otherwise.
	-
	

	Additional QoS Flow Information
	O
	
	ENUMERATED (more likely, …)
	This IE indicates that traffic for this QoS flow is likely to appear more often than traffic for other flows established for the PDU session.

This IE may be present in case of Non-GBR QoS flows and is be ignored otherwise.
	-
	

	Redundant QoS Flow Information
	O
	
	ENUMERATED (true, …)
	This IE indicates that this QoS flow is requested for the redundant transmission.
	YES
	ignore


Editor’s note: FFS whether to put the Redundant QoS Flow Information at the same level as QoS Flow Level QoS Parameters. 
----------------------------------------------------------Next Change--------------------------------------------------------
9.3.4.1
PDU Session Resource Setup Request Transfer

This IE is transparent to the AMF.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	PDU Session Aggregate Maximum Bit Rate
	O
	
	9.3.1.102
	This IE shall be present when at least one Non-GBR QoS flow is being setup and is ignored otherwise.
	YES
	reject

	UL NG-U UP TNL Information
	M
	
	UP Transport Layer Information

9.3.2.2
	UPF endpoint of the NG-U transport bearer, for delivery of UL PDUs.
	YES
	reject

	Additional UL NG-U UP TNL Information 
	O
	
	UP Transport Layer Information List

9.3.2.12
	UPF endpoint of the additional NG-U transport bearer(s), for delivery of UL PDUs for split PDU session.
	YES
	reject

	Data Forwarding Not Possible
	O
	
	9.3.1.63
	This IE may be present in case of HANDOVER REQUEST message and is ignored otherwise.
	YES
	reject

	PDU Session Type
	M
	
	9.3.1.52
	
	YES
	reject

	Security Indication
	O
	
	9.3.1.27
	
	YES
	reject

	Network Instance
	O
	
	9.3.1.113
	This IE is ignored if the Common Network Instance IE is included.
	YES
	reject

	QoS Flow Setup Request List
	
	1
	
	
	YES
	reject

	>QoS Flow Setup Request Item
	
	1..<maxnoofQoSFlows>
	
	
	-
	

	>>QoS Flow Identifier
	M
	
	9.3.1.51
	
	-
	

	>>QoS Flow Level QoS Parameters
	M
	
	9.3.1.12
	
	-
	

	>>E-RAB ID
	O
	
	9.3.2.3
	
	-
	

	Common Network Instance
	O
	
	9.3.1.120
	
	YES
	ignore

	Redundant UL NG-U UP TNL Information 
	O
	
	UP Transport Layer Information

9.3.2.2
	UPF endpoint of the NG-U transport bearer, for delivery of UL PDUs for the redundant transmission.
	YES
	ignore

	Additional Redundant UL NG-U UP TNL Information
	O
	
	UP Transport Layer Information List

9.3.2.12
	UPF endpoint of the additional NG-U transport bearer(s), for delivery of redundant UL PDUs for split PDU session.
	YES
	ignore

	Redundant Common Network Instance
	O
	
	Network Instance
9.3.1.120
	
	YES
	ignore


	Range bound
	Explanation

	maxnoofQoSFlows
	Maximum no. of QoS flows allowed within one PDU session. Value is 64.


9.3.4.2
PDU Session Resource Setup Response Transfer

This IE is transparent to the AMF.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	DL QoS Flow per TNL Information
	M
	
	QoS Flow per TNL Information

9.3.2.8
	NG-RAN node endpoint of the NG-U transport bearer for delivery of DL PDUs, together with associated QoS flows.
	-
	

	Additional DL QoS Flow per TNL Information
	O
	
	QoS Flow per TNL Information List
9.3.2.1
	NG-RAN node endpoint of the additional NG-U transport bearer(s) for delivery of DL PDUs for split PDU session, together with associated QoS flows.
	-
	

	Security Result
	O
	
	9.3.1.59
	
	-
	

	QoS Flow Failed to Setup List
	O
	
	QoS Flow List with Cause

9.3.1.13
	
	-
	

	Redundant DL QoS Flow per TNL Information
	O
	
	QoS Flow per TNL Information

9.3.2.8
	
	YES
	ignore

	Additional Redundant DL QoS Flow per TNL Information
	O
	
	QoS Flow per TNL Information List

9.3.2.1
	NG-RAN node endpoint of the additional NG-U transport bearer(s) for delivery of redundant DL PDUs for split PDU session, together with associated QoS flows.
	YES
	ignore


9.3.4.3
PDU Session Resource Modify Request Transfer

This IE is transparent to the AMF.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	PDU Session Aggregate Maximum Bit Rate
	O
	
	9.3.1.102
	
	YES
	reject

	UL NG-U UP TNL Modify List
	
	0..1
	
	
	YES
	reject

	>UL NG-U UP TNL Modify Item
	
	1..<maxnoofMultiConnectivity>
	
	
	-
	

	>>UL NG-U UP TNL Information
	M
	
	UP Transport Layer Information

9.3.2.2
	UPF endpoint of the NG-U transport bearer, for delivery of UL PDUs.
	-
	

	>>DL NG-U UP TNL Information
	M
	
	UP Transport Layer Information

9.3.2.2
	Identifies the NG-U transport bearer at the NG-RAN node.
	-
	

	>>Redundant UL NG-U UP TNL Information
	O
	
	UP Transport Layer Information

9.3.2.2
	UPF endpoint of the NG-U transport bearer, for delivery of UL PDUs for the redundant transmission.
	YES
	ignore

	>>Redundant DL NG-U UP TNL Information
	O
	
	UP Transport Layer Information

9.3.2.2
	Identifies the NG-U transport bearer at the NG-RAN node for the redundant transmission.
	YES
	ignore

	Network Instance
	O
	
	9.3.1.113
	This IE is ignored if the Common Network Instance IE is included.
	YES
	reject

	QoS Flow Add or Modify Request List
	
	0..1
	
	
	YES
	reject

	>QoS Flow Add or Modify Request Item
	
	1..<maxnoofQoSFlows>
	
	
	-
	

	>>QoS Flow Identifier
	M
	
	9.3.1.51
	
	-
	

	>>QoS Flow Level QoS Parameters
	O
	
	9.3.1.12
	
	-
	

	>>E-RAB ID
	O
	
	9.3.2.3
	
	-
	

	QoS Flow to Release List
	O
	
	QoS Flow List with Cause

9.3.1.13
	
	YES
	reject

	Additional UL NG-U UP TNL Information
	O
	
	UP Transport Layer Information List

9.3.2.12
	UPF endpoint of the additional NG-U transport bearer(s) proposed for delivery of UL PDUs for split PDU session.
	YES
	reject

	Common Network Instance
	O
	
	9.3.1.120
	
	YES
	ignore

	Additional Redundant UL NG-U UP TNL Information
	O
	
	UP Transport Layer Information List

9.3.2.12
	UPF endpoint of the additional NG-U transport bearer(s) proposed for delivery of redundant UL PDUs for split PDU session.
	YES
	ignore

	Redundant Common Network Instance
	O
	
	Network Instance
9.3.1.120
	
	YES
	ignore


	Range bound
	Explanation

	maxnoofQoSFlows
	Maximum no. of QoS flows allowed within one PDU session. Value is 64.

	maxnoofMultiConnectivity
	Maximum no. of connectivity allowed for a UE. Value is 4. The current version of the specification supports up to 2 connectivity.


9.3.4.4
PDU Session Resource Modify Response Transfer

This IE is transparent to the AMF.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	DL NG-U UP TNL Information
	O
	
	UP Transport Layer Information

9.3.2.2
	NG-RAN node endpoint of the NG-U transport bearer, for delivery of DL PDUs.
	-
	

	UL NG-U UP TNL Information
	O
	
	UP Transport Layer Information

9.3.2.2
	Identifies the NG-U transport bearer at the 5GC node.
	-
	

	QoS Flow Add or Modify Response List
	
	0..1
	
	
	-
	

	>QoS Flow Add or Modify Response Item
	
	1..<maxnoofQoSFlows>
	
	
	-
	

	>>QoS Flow Identifier
	M
	
	9.3.1.51
	
	-
	

	Additional DL QoS Flow per TNL Information
	O
	
	QoS Flow per TNL Information List
9.3.2.1
	NG-RAN node endpoint of the additional NG-U transport bearer(s) for delivery of DL PDUs for split PDU session, together with associated QoS flows.
	-
	

	QoS Flow Failed to Add or Modify List
	O
	
	QoS Flow List with Cause

9.3.1.13
	
	-
	

	Additional NG-U UP TNL Information
	O
	
	UP Transport Layer Information Pair List

9.3.2.11
	NG-RAN node endpoint of the NG-U transport bearer corresponding to the modified UPF endpoint received in the PDU Session Resource Modify Request Transfer IE in case of PDU session split. 
	YES
	ignore

	Redundant DL NG-U UP TNL Information 
	O
	
	UP Transport Layer Information

9.3.2.2
	NG-RAN node endpoint of the NG-U transport bearer, for delivery of DL PDUs for the redundant transmission.
	YES
	ignore

	Redundant UL NG-U UP TNL Information 
	O
	
	UP Transport Layer Information

9.3.2.2
	Identifies the NG-U transport bearer at the 5GC node for the redundant transmission.
	YES
	ignore

	Additional Redundant DL QoS Flow per TNL Information
	O
	
	QoS Flow per TNL Information List
9.3.2.1
	NG-RAN node endpoint of the additional NG-U transport bearer(s) for delivery of redundant DL PDUs for split PDU session, together with associated QoS flows.
	YES
	ignore

	Additional Redundant NG-U UP TNL Information
	O
	
	UP Transport Layer Information Pair List

9.3.2.11
	NG-RAN node endpoint of the NG-U transport bearer for delivery of redundant DL PDUs corresponding to the modified UPF endpoint received in the PDU Session Resource Modify Request Transfer IE in case of PDU session split. 
	YES
	ignore


	Range bound
	Explanation

	maxnoofQoSFlows
	Maximum no. of QoS flows allowed within one PDU session. Value is 64.


----------------------------------------------------------Next Change--------------------------------------------------------
9.3.4.6
PDU Session Resource Modify Indication Transfer

This IE is transparent to the AMF.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	DL QoS Flow per TNL Information
	M
	
	QoS Flow per TNL Information

9.3.2.8
	NG-RAN node endpoint of the NG-U transport bearer for delivery of DL PDUs, together with associated QoS flows.
	-
	

	Additional DL QoS Flow per TNL Information
	O
	
	QoS Flow per TNL Information List

9.3.2.1
	NG-RAN node endpoint of the additional NG-U transport bearer(s) for delivery of DL PDUs for split PDU session, together with associated QoS flows
	-
	

	Secondary RAT Usage Information
	O
	
	9.3.1.114
	
	YES
	ignore

	Security Result
	O
	
	9.3.1.59
	Current UP security status
	YES
	ignore

	Redundant DL QoS Flow per TNL Information
	O
	
	QoS Flow per TNL Information

9.3.2.8
	NG-RAN node endpoint of the NG-U transport bearer for delivery of DL PDUs for the redundant transmission, together with associated QoS flows.
	YES
	ignore

	Additional Redundant DL QoS Flow per TNL Information
	O
	
	QoS Flow per TNL Information List

9.3.2.1
	NG-RAN node endpoint of the additional NG-U transport bearer(s) for delivery of Redundant DL PDUs for split PDU session, together with associated QoS flows
	YES
	ignore


9.3.4.7
PDU Session Resource Modify Confirm Transfer

This IE is transparent to the AMF.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	QoS Flow Modify Confirm List
	
	1
	
	
	-
	

	>QoS Flow Modify Confirm Item
	
	1..<maxnoofQoSFlows>
	
	
	-
	

	>>QoS Flow Identifier
	M
	
	9.3.1.51
	
	-
	

	UL NG-U UP TNL Information
	M
	
	UP Transport Layer Information

9.3.2.2
	UPF endpoint of the NG-U transport bearer corresponding to the DL NG-U UP TNL Information IE received in the PDU Session Resource Modify Indication Transfer IE.
	-
	

	Additional NG-U UP TNL Information
	O
	
	UP Transport Layer Information Pair List

9.3.2.11
	NG-RAN node endpoint of the NG-U transport bearer indicated in the PDU Session Resource Modify Indication Transfer IE and the corresponding UPF endpoint for split PDU session.
	-
	

	QoS Flow Failed to Modify List
	O
	
	QoS Flow List with Cause

9.3.1.13
	
	-
	

	Redundant UL NG-U UP TNL Information
	O
	
	UP Transport Layer Information

9.3.2.2
	UPF endpoint of the NG-U transport bearer identified by the above redundant DL NG-U UP TNL Information IE for the redundant transmission.
	YES
	ignore

	Additional Redundant NG-U UP TNL Information
	O
	
	UP Transport Layer Information Pair List

9.3.2.11
	NG-RAN node endpoint of the NG-U transport bearer for the redundant transmission indicated in the PDU Session Resource Modify Indication Transfer IE and the corresponding UPF endpoint for split PDU session.
	YES
	ignore


	Range bound
	Explanation

	maxnoofQoSFlows
	Maximum no. of QoS flows allowed within one PDU session. Value is 64.


9.3.4.8
Path Switch Request Transfer

This IE is transparent to the AMF.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	DL NG-U UP TNL Information
	M
	
	UP Transport Layer Information

9.3.2.2
	NG-RAN node endpoint of the NG-U transport bearer, for delivery of DL PDUs.
	-
	

	DL NG-U TNL Information Reused
	O
	
	ENUMERATED (true, …)
	Indicates that DL NG-U TNL Information has been reused.
	-
	

	User Plane Security Information
	O
	
	9.3.1.60
	
	-
	

	QoS Flow Accepted List
	
	1
	
	QoS flows associated with the DL NG-U UP TNL Information IE.
	-
	

	>QoS Flow Accepted Item
	
	1..<maxnoofQoSFlows>
	
	
	-
	

	>>QoS Flow Identifier
	M
	
	9.3.1.51
	
	-
	

	Additional DL QoS Flow per TNL Information
	O
	
	QoS Flow per TNL Information List
9.3.2.1
	NG-RAN node endpoint of the additional NG-U transport bearer(s) for delivery of DL PDUs for split PDU session, together with associated QoS flows.
	YES
	ignore

	Redundant DL NG-U UP TNL Information
	O
	
	UP Transport Layer Information

9.3.2.2
	NG-RAN node endpoint of the NG-U transport bearer, for delivery of redundant DL PDUs.
	YES
	ignore

	Redundant DL NG-U TNL Information Reused
	O
	
	ENUMERATED (true, …)
	Indicates that Redundant DL NG-U TNL Information has been reused.
	YES
	ignore

	Additional Redundant DL QoS Flow per TNL Information
	O
	
	QoS Flow per TNL Information List

9.3.2.1
	NG-RAN node endpoint of the additional NG-U transport bearer(s) for delivery of Redundant DL PDUs for split PDU session, together with associated QoS flows.
	YES
	ignore


	Range bound
	Explanation

	maxnoofQoSFlows
	Maximum no. of QoS flows allowed within one PDU session. Value is 64.


9.3.4.9
Path Switch Request Acknowledge Transfer

This IE is transparent to the AMF.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	UL NG-U UP TNL Information
	O
	
	UP Transport Layer Information

9.3.2.2
	UPF endpoint of the NG-U transport bearer corresponding to the DL NG-U UP TNL Information IE received in the Path Switch Request Transfer IE.
	-
	

	Security Indication
	O
	
	9.3.1.27
	
	-
	

	Additional NG-U UP TNL Information
	O
	
	UP Transport Layer Information Pair List

9.3.2.11
	NG-RAN node endpoint of the NG-U transport bearer indicated in the Path Switch Request Transfer IE and the corresponding UPF endpoint for split PDU session.
	YES
	ignore

	Redundant UL NG-U UP TNL Information 
	O
	
	UP Transport Layer Information

9.3.2.2
	UPF endpoint of the NG-U transport bearer, for delivery of UL PDUs for the redundant transmission.
	YES
	ignore

	Additional Redundant NG-U UP TNL Information
	O
	
	UP Transport Layer Information Pair List

9.3.2.11
	NG-RAN node endpoint of the NG-U transport bearer for the redundant transmission indicated in the Path Switch Request Transfer IE and the corresponding UPF endpoint for split PDU session.
	YES
	ignore


----------------------------------------------------------Next Change--------------------------------------------------------
9.3.4.11
Handover Request Acknowledge Transfer

This IE is transparent to the AMF.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	DL NG-U UP TNL Information
	M
	
	UP Transport Layer Information

9.3.2.2
	NG-RAN node endpoint of the NG-U transport bearer, for delivery of DL PDUs.
	-
	

	DL Forwarding UP TNL Information
	O
	
	UP Transport Layer Information

9.3.2.2
	To deliver forwarded DL PDUs.
	-
	

	Security Result
	O
	
	9.3.1.59
	
	-
	

	QoS Flow Setup Response List
	M
	
	QoS Flow List with Data Forwarding 9.3.2.13
	QoS flows associated with the DL NG-U UP TNL Information IE.
	-
	

	QoS Flow Failed to Setup List
	O
	
	QoS Flow List with Cause

9.3.1.13
	
	-
	

	Data Forwarding Response DRB List
	O
	
	9.3.1.77
	
	-
	

	Additional DL UP TNL Information for HO List
	
	0..1
	
	
	YES
	ignore

	>Additional DL UP TNL Information for HO Item
	
	1..<maxnoofMultiConnectivityMinusOne>
	
	Additional DL UP TNL Information for split PDU session, in the same order as the UPF endpoint of the additional NG-U transport bearer(s) received in the PDU Session Request Setup Transfer IE of the Handover Request message.
	-
	

	>>Additional DL NG-U UP TNL Information
	M
	
	UP Transport Layer Information

9.3.2.2
	NG-RAN node endpoint of the additional NG-U transport bearer for delivery of DL PDUs.
	-
	

	>>Additional QoS Flow Setup Response List
	M
	
	QoS Flow List with Data Forwarding 9.3.2.13
	QoS flows associated with the Additional DL NG-U UP TNL Information IE.
	-
	

	>>Additional DL Forwarding UP TNL Information
	O
	
	UP Transport Layer Information

9.3.2.2
	NG-RAN node endpoint to deliver forwarded DL PDUs.
	-
	

	>>Additional Redundant DL NG-U UP TNL Information
	M
	
	UP Transport Layer Information

9.3.2.2
	NG-RAN node endpoint of the additional NG-U transport bearer for delivery of redundant DL PDUs.
	YES
	ignore

	UL Forwarding UP TNL Information
	O
	
	UP Transport Layer Information

9.3.2.2
	To deliver forwarded UL PDUs
	YES
	reject

	Redundant DL NG-U UP TNL Information
	O
	
	UP Transport Layer Information

9.3.2.2
	NG-RAN node endpoint of the NG-U transport bearer, for delivery of DL PDUs for the redundant transmission.
	YES
	ignore


	Range bound
	Explanation

	maxnoofQoSFlows
	Maximum no. of QoS flows allowed within one PDU session. Value is 64.

	maxnoofMultiConnectivityMinusOne
	Maximum no. of connectivity allowed for a UE minus one. Value is 3. The current version of the specification supports 1.
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