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----Start of the First Change----
8.2.1	E-RAB Setup
8.2.1.1	General
The purpose of the E-RAB Setup procedure is to assign resources on Uu and S1 for one or several E-RABs and to setup corresponding Data Radio Bearers for a given UE. The procedure uses UE-associated signalling.
8.2.1.2	Successful Operation


Figure 8.2.1.2-1: E-RAB Setup procedure. Successful operation.
The MME initiates the procedure by sending an E-RAB SETUP REQUEST message to the eNB. 
-	The E-RAB SETUP REQUEST message shall contain the information required by the eNB to build the E-RAB configuration consisting of at least one E-RAB and for each E-RAB to setup include an E-RAB to be Setup Item IE. 
Upon reception of the E-RAB SETUP REQUEST message, and if resources are available for the requested configuration, the eNB shall execute the requested E-RAB configuration. For each E-RAB and based on the E-RAB level QoS parameters IE the eNB shall establish a Data Radio Bearer and allocate the required resources on Uu. The eNB shall pass the NAS-PDU IE and the value contained in the E-RAB ID IE received for the E-RAB for each established Data Radio Bearer to the UE. The eNB does not send the NAS PDUs associated to the failed Data radio bearers to the UE. The eNB shall allocate the required resources on S1 for the E-RABs requested to be established.
If the Correlation ID IE is included in the E-RAB SETUP REQUEST message towards the eNB with L-GW function for LIPA operation, then the eNB shall use this information for LIPA operation for the concerned E-RAB.
If the SIPTO Correlation ID IE is included in the E-RAB SETUP REQUEST message towards the eNB with L-GW function for SIPTO@LN operation, then the eNB shall use this information for SIPTO@LN operation for the concerned E-RAB. 
If the Bearer Type IE is included in the E-RAB SETUP REQUEST message and is set to “non IP”, then the eNB shall not perform header compression for the concerned E-RAB.
If the Bearer Type IE is included in the E-RAB SETUP REQUEST message and is set to “Ethernet”, then the eNB shall take this into account to perform header compression appropriately for the concerned E-RAB.
The E-RAB SETUP REQUEST message may contain 
-	the UE Aggregate Maximum Bit Rate IE. 
If the UE Aggregate Maximum Bit Rate IE is included in the E-RAB SETUP REQUEST the eNB shall
-	replace the previously provided UE Aggregate Maximum Bit Rate by the received UE Aggregate Maximum Bit Rate in the UE context;
-	use the received UE Aggregate Maximum Bit Rate for non-GBR Bearers for the concerned UE.
If the UE Aggregate Maximum Bit Rate IE is not contained in the E-RAB SETUP REQUEST message, the eNB shall use the previously provided UE Aggregate Maximum Bit Rate which is stored in the UE context. 
----Start of the Next Change----
8.3.1	Initial Context Setup
8.3.1.1	General
The purpose of the Initial Context Setup procedure is to establish the necessary overall initial UE Context including E-RAB context, the Security Key, Handover Restriction List, UE Radio capability and UE Security Capabilities etc. The procedure uses UE-associated signalling.
8.3.1.2	Successful Operation


Figure 8.3.1.2-1: Initial Context Setup procedure. Successful operation.
In case of the establishment of an E-RAB the EPC must be prepared to receive user data before the INITIAL CONTEXT SETUP RESPONSE message has been received by the MME. If no UE-associated logical S1-connection exists, the UE-associated logical S1-connection shall be established at reception of the INITIAL CONTEXT SETUP REQUEST message.
The INITIAL CONTEXT SETUP REQUEST message shall contain within the E-RAB to be Setup List IE the information required by the eNB to build the new E-RAB configuration consisting of at least one additional E-RAB. 
The E-RAB to be Setup Item IE may contain:
-	the NAS-PDU IE,
-	the Correlation ID IE in case of LIPA operation,
-	the SIPTO Correlation ID IE in case of SIPTO@LN operation,
-	the Bearer Type IE.
The INITIAL CONTEXT SETUP REQUEST message may contain
-	the Trace Activation IE.
-	the Handover Restriction List IE, which may contain roaming or access restrictions.
-	the UE Radio Capability IE.
-	the Subscriber Profile ID for RAT/Frequency priority IE.
-	the CS Fallback Indicator IE.
-	the SRVCC Operation Possible IE.
-	the CSG Membership Status IE.
-	the Registered LAI IE.
-	the GUMMEI IE, which indicates the MME serving the UE, and shall only be present according to subclauses 4.6.2 and 4.7.6.6 of TS 36.300 [14].
-	the MME UE S1AP ID 2 IE, which indicates the MME UE S1AP ID assigned by the MME, and shall only be present according to subclause 4.6.2 of TS 36.300 [14]. 
-	the Management Based MDT Allowed IE.
-	the Management Based MDT PLMN List IE.
-	the Additional CS Fallback Indicator IE.
-	the Masked IMEISV IE.
-	the Expected UE Behaviour IE.
-	the ProSe Authorized IE.
-	the UE User Plane CIoT Support Indicator IE.
-	the V2X Services Authorized IE.
-	the UE Sidelink Aggregate Maximum Bit Rate IE.
-	the NR UE Security Capabilities IE.
-	the Aerial UE subscription information IE.
-	the Pending Data Indication IE.
The INITIAL CONTEXT SETUP REQUEST message shall contain the Subscriber Profile ID for RAT/Frequency priority IE, if available in the MME.
If the Correlation ID IE is included in the INITIAL CONTEXT SETUP REQUEST message towards the eNB with L-GW function for LIPA operation, then the eNB shall use this information for LIPA operation for the concerned E-RAB.
If the SIPTO Correlation ID IE is included in the INITIAL CONTEXT SETUP REQUEST message towards the eNB with L-GW function for SIPTO@LN operation, then the eNB shall use this information for SIPTO@LN operation for the concerned E-RAB.
If the Bearer Type IE is included in the INITIAL CONTEXT SETUP REQUEST message and is set to “non IP”, then the eNB shall not perform header compression for the concerned E-RAB.
If the Bearer Type IE is included in the INITIAL CONTEXT SETUP REQUEST message and is set to “Ethernet”, then the eNB shall take this into account to perform header compression appropriately for the concerned E-RAB.
If the Masked IMEISV IE is contained in the INITIAL CONTEXT SETUP REQUEST the target eNB shall, if supported, use it to determine the characteristics of the UE for subsequent handling.
If the Expected UE Behaviour IE is included in the INITIAL CONTEXT SETUP REQUEST message, the eNB shall, if supported, store this information and may use it to determine the RRC connection time.
----Start of the Next Change----
8.4.2	Handover Resource Allocation
8.4.2.1	General
The purpose of the Handover Resource Allocation procedure is to reserve resources at the target eNB for the handover of a UE.
8.4.2.2	Successful Operation


Figure 8.4.2.2-1: Handover resource allocation: successful operation
The MME initiates the procedure by sending the HANDOVER REQUEST message to the target eNB. The HANDOVER REQUEST message may contain the Handover Restriction List IE, which contains roaming or access restrictions.
If the Handover Restriction List IE is contained in the HANDOVER REQUEST message, the target eNB shall store this information in the UE context. This information shall however not be considered whenever one of the handed over E-RABs has a particular ARP value (TS 23.401 [11]).
The target eNB shall use the information in Handover Restriction List IE if present in the HANDOVER REQUEST message to
-	determine a target for subsequent mobility action for which the eNB provides information about the target of the mobility action towards the UE;
-	select a proper SCG during dual connectivity operation.
If the Handover Restriction List IE is not contained in the HANDOVER REQUEST message, the target eNB shall consider that no roaming and no access restriction apply to the UE.
Upon reception of the HANDOVER REQUEST message the eNB shall store the received UE Security Capabilities IE in the UE context and use it to prepare the configuration of the AS security relation with the UE.
If the SRVCC Operation Possible IE is included in the HANDOVER REQUEST message, the target eNB shall store the content of the received SRVCC Operation Possible IE in the UE context and, if supported, use it as defined in TS 23.216 [9].
Upon reception of the HANDOVER REQUEST message the eNB shall store the received Security Context IE in the UE context and the eNB shall use it to derive the security configuration as specified in TS 33.401 [15].
If the Trace Activation IE is included in the HANDOVER REQUEST message, the target eNB shall if supported, initiate the requested trace function as described in TS 32.422 [10]. In particular, the eNB shall, if supported:
-	if the Trace Activation IE does not include the MDT Configuration IE, initiate the requested trace session as described in TS 32.422 [10];
-	if the Trace Activation IE includes the MDT Activation IE, within the MDT Configuration IE, set to “Immediate MDT and Trace”, initiate the requested trace session and MDT session as described in TS 32.422 [10];
-	if the Trace Activation IE includes the MDT Activation IE, within the MDT Configuration IE, set to “Immediate MDT Only”, “Logged MDT only” or “Logged MBSFN MDT”, initiate the requested MDT session as described in TS 32.422 [10] and the target eNB shall ignore Interfaces To Trace IE, and Trace Depth IE.
-	if the Trace Activation IE includes the MDT Location Information IE, within the MDT Configuration IE, store this information and take it into account in the requested MDT session.
-	if the Trace Activation IE includes the Signalling based MDT PLMN List IE, within the MDT Configuration IE, the eNB may use it to propagate the MDT Configuration as described in TS 37.320 [31].
-	if the Trace Activation IE includes the MBSFN-ResultToLog IE, within the MDT Configuration IE, take it into account for MDT Configuration as described in TS 37.320 [31].
-	if the Trace Activation IE includes the MBSFN-AreaId IE in the MBSFN-ResultToLog IE, within the MDT Configuration IE, take it into account for MDT Configuration as described in TS 37.320 [31].
-	if the Trace Activation IE includes the UE Application layer measurement configuration IE, initiate the requested trace session and QoE Measurement Collection function as described in TS 36.300 [14].
-	if the Trace Activation IE includes the Bluetooth Measurement Configuration IE, within the MDT Configuration IE, take it into account for MDT Configuration as described in TS 37.320 [31].
-	if the Trace Activation IE includes the WLAN Measurement Configuration IE, within the MDT Configuration IE, take it into account for MDT Configuration as described in TS 37.320 [31].
If the CSG Id IE is received in the HANDOVER REQUEST message, the eNB shall compare the received value with the CSG Id broadcast by the target cell.
If the CSG Membership Status IE is received in the HANDOVER REQUEST message and the CSG Membership Status is set to “member”, the eNB may provide the QoS to the UE as for member provided that the CSG Id received in the HANDOVER REQUEST messages corresponds to the CSG Id broadcast by the target cell.
If the CSG Membership Status IE and the CSG Id IE are received in the HANDOVER REQUEST message and the CSG Id does not correspond to the CSG Id broadcast by the target cell, the eNB may provide the QoS to the UE as for a non member and shall send back in the HANDOVER REQUEST ACKNOWLEDGE message the actual CSG Id broadcast by the target cell.
If the target cell is CSG cell or hybrid cell, the target eNB shall include the CSG ID IE in the HANDOVER REQUEST ACKNOWLEDGE message.
If the target eNB receives the CSG Id IE and the CSG Membership Status IE is set to “non member” in the HANDOVER REQUEST message and the target cell is a closed cell and at least one of the E-RABs has a particular ARP value (see TS 23.401 [11]), the eNB shall send back the HANDOVER REQUEST ACKNOWLEDGE message to the MME accepting those E-RABs and failing the other E-RABs.
If the Subscriber Profile ID for RAT/Frequency priority IE is contained in the Source eNB to Target eNB Transparent Container IE, the target eNB shall store the content of the received Subscriber Profile ID for RAT/Frequency priority IE in the UE context and use it as defined in TS 36.300 [14].
Upon reception of the UE History Information IE, which is included within the Source eNB to Target eNB Transparent Container IE in the HANDOVER REQUEST message, the target eNB shall collect the information defined as mandatory in the UE History Information IE and shall, if supported, collect the information defined as optional in the UE History Information IE, for as long as the UE stays in one of its cells, and store the collected information to be used for future handover preparations.
Upon reception of the UE History Information from the UE IE, which is included within the Source eNB to Target eNB Transparent Container IE in the HANDOVER REQUEST message, the target eNB shall, if supported, store the collected information, to be used for future handover preparations.
If the Mobility Information IE is included within the Source eNB to Target eNB Transparent Container IE in the HANDOVER REQUEST message, the target eNB shall, if supported, store this information and use it as defined in TS 36.300 [14].
If the Expected UE Behaviour IE is included in the HANDOVER REQUEST message, the eNB shall, if supported, store this information and may use it to determine the RRC connection time. 
If the Bearer Type IE is included in the HANDOVER REQUEST message and is set to “non IP”, then the eNB shall not perform header compression for the concerned E-RAB.
If the Bearer Type IE is included in the HANDOVER REQUEST message and is set to “Ethernet”, then the eNB shall take this into account to perform header compression appropriately for the concerned E-RAB.
After all necessary resources for the admitted E-RABs have been allocated, the target eNB shall generate the HANDOVER REQUEST ACKNOWLEDGE message. The target eNB shall include in the E-RABs Admitted List IE the E-RABs for which resources have been prepared at the target cell. The E-RABs that have not been admitted in the target cell, if any, shall be included in the E-RABs Failed to Setup List IE.
----Start of the Next Change----
[bookmark: _Toc13759439]9.1.3.1	E-RAB SETUP REQUEST
This message is sent by the MME and is used to request the eNB to assign resources on Uu and S1 for one or several E-RABs.
Direction: MME  eNB
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	reject

	MME UE S1AP ID
	M
	
	9.2.3.3
	
	YES
	reject

	eNB UE S1AP ID
	M
	
	9.2.3.4
	
	YES
	reject

	UE Aggregate Maximum Bit Rate
	O
	
	9.2.1.20
	
	YES
	reject

	E-RAB to be Setup List
	
	1
	
	
	YES
	reject

	>E-RAB To Be Setup Item IEs
	
	1 ..  <maxnoof E-RABs>
	
	
	EACH
	reject

	>>E-RAB ID
	M
	
	9.2.1.2
	
	-
	

	>>E-RAB Level QoS Parameters 
	M
	
	9.2.1.15
	Includes necessary QoS parameters.
	-
	

	>>Transport Layer Address 
	M
	
	9.2.2.1
	
	-
	

	>>GTP-TEID
	M
	
	9.2.2.2
	EPC TEID.
	-
	

	>>NAS-PDU
	M
	
	9.2.3.5
	
	-
	

	>>Correlation ID
	O
	
	9.2.1.80
	
	YES
	ignore

	>>SIPTO Correlation ID
	O
	
	Correlation ID
9.2.1.80
	
	YES
	ignore

	>>Bearer Type
	O
	
	9.2.1.116
	
	YES
	ignorereject



	Range bound
	Explanation

	maxnoofE-RABs
	Maximum no. of E-RAB allowed towards one UE, the maximum value is 256. 



----Start of the Next Change----
[bookmark: _Ref469454216][bookmark: _Toc13759449]9.1.4.1	INITIAL CONTEXT SETUP REQUEST
This message is sent by the MME to request the setup of a UE context.
Direction: MME  eNB
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	reject

	MME UE S1AP ID
	M
	
	9.2.3.3
	
	YES
	reject

	eNB UE S1AP ID
	M
	
	9.2.3.4
	
	YES
	reject

	UE Aggregate Maximum Bit Rate
	M
	
	9.2.1.20
	
	YES
	reject

	E-RAB to Be Setup List
	
	1
	
	
	YES
	reject

	>E-RAB to Be Setup Item IEs
	
	1 .. <maxnoofE-RABs>
	
	
	EACH
	reject

	>>E-RAB ID
	M
	
	9.2.1.2
	
	-
	

	>>E-RAB Level QoS Parameters
	M
	
	9.2.1.15
	Includes necessary QoS parameters.
	-
	

	>>Transport Layer Address
	M
	
	9.2.2.1
	
	-
	

	>>GTP-TEID
	M
	
	9.2.2.2
	
	-
	

	>>NAS-PDU
	O
	
	9.2.3.5
	
	-
	

	>>Correlation ID
	O
	
	9.2.1.80
	
	YES
	ignore

	>>SIPTO Correlation ID
	O
	
	Correlation ID
9.2.1.80
	
	YES
	ignore

	>>Bearer Type
	O
	
	9.2.1.116
	
	YES
	rejectignore

	UE Security Capabilities
	M
	
	9.2.1.40
	
	YES
	reject

	Security Key
	M
	
	9.2.1.41
	The KeNB is provided after the key-generation in the MME, see TS 33.401 [15].
	YES
	reject

	Trace Activation
	O
	
	9.2.1.4
	
	YES
	ignore

	Handover Restriction List
	O
	
	9.2.1.22

	
	YES
	ignore

	UE Radio Capability
	O
	
	9.2.1.27
	
	YES
	ignore

	Subscriber Profile ID for RAT/Frequency priority
	O
	
	9.2.1.39
	
	YES
	ignore

	CS Fallback Indicator
	O
	
	9.2.3.21
	
	YES
	reject

	SRVCC Operation Possible
	O
	
	9.2.1.58
	
	YES
	ignore

	CSG Membership Status
	O
	
	9.2.1.73
	
	YES
	ignore

	Registered LAI
	O
	
	9.2.3.1
	
	YES
	ignore

	GUMMEI
	O
	
	9.2.3.9
	This IE indicates the MME serving the UE.
	YES
	ignore

	MME UE S1AP ID 2
	O
	
	9.2.3.3
	This IE indicates the MME UE S1AP ID assigned by the MME.
	YES
	ignore

	Management Based MDT Allowed
	O
	
	9.2.1.83
	
	YES
	ignore

	Management Based MDT PLMN List
	O
	
	MDT PLMN List
9.2.1.89
	
	YES
	ignore

	Additional CS Fallback Indicator
	C-ifCSFBhighpriority
	
	9.2.3.37
	
	YES
	ignore

	Masked IMEISV
	O
	
	9.2.3.38
	
	YES
	ignore

	Expected UE Behaviour
	O
	
	9.2.1.96
	
	YES
	ignore

	ProSe Authorized
	O
	
	9.2.1.99
	
	YES
	ignore

	UE User Plane CIoT Support Indicator
	O
	
	9.2.1.113
	
	YES
	ignore

	V2X Services Authorized
	O
	
	9.2.1.120
	
	YES
	ignore

	UE Sidelink Aggregate Maximum Bit Rate
	O
	
	9.2.1.122
	This IE applies only if the UE is authorized for V2X services.
	YES
	ignore

	Enhanced Coverage Restricted
	O
	
	9.2.1.123
	
	YES
	ignore

	NR UE Security Capabilities
	O
	
	9.2.1.127
	
	YES
	ignore

	CE-mode-B Restricted
	O
	
	9.2.1.129
	
	YES
	ignore

	Aerial UE subscription information
	O
	
	9.2.1.136
	
	YES
	ignore

	Pending Data Indication
	O
	
	9.2.3.55
	
	YES
	ignore

	Subscription Based UE Differentiation Information
	O
	
	9.2.1.140
	
	YES
	ignore



	Range bound
	Explanation

	maxnoofE-RABs
	Maximum no. of E-RAB allowed towards one UE, the maximum value is 256. 



	Condition
	Explanation

	ifCSFBhighpriority
	This IE shall be present if the CS Fallback Indicator IE is set to “CS Fallback High Priority”.



----Start of the Next Change----
[bookmark: _Toc13759477]9.1.5.4	HANDOVER REQUEST
This message is sent by the MME to the target eNB to request the preparation of resources.
Direction: MME  eNB.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	reject

	MME UE S1AP ID
	M
	
	9.2.3.3
	
	YES
	reject

	Handover Type
	M
	
	9.2.1.13
	
	YES
	reject

	Cause
	M
	
	9.2.1.3
	
	YES
	ignore

	UE Aggregate Maximum Bit Rate
	M
	
	9.2.1.20
	
	YES
	reject

	E-RABs To Be Setup List
	
	1
	
	
	YES
	reject

	>E-RABs To Be Setup Item IEs
	
	1 .. <maxnoofE-RABs>
	
	
	EACH
	reject

	>>E-RAB ID 
	M
	
	9.2.1.2
	
	-
	

	>>Transport Layer Address
	M
	
	9.2.2.1
	
	-
	

	>>GTP-TEID
	M
	
	9.2.2.2
	To deliver UL PDUs.
	-
	

	>>E-RAB Level QoS Parameters
	M
	
	9.2.1.15
	Includes necessary QoS parameters.
	-
	

	>>Data Forwarding Not Possible
	O
	
	9.2.1.76
	
	YES
	ignore

	>>Bearer Type
	O
	
	9.2.1.116
	
	YES
	rejectignore

	Source to Target Transparent Container
	M
	
	9.2.1.56
	
	YES
	reject

	UE Security Capabilities
	M
	
	9.2.1.40
	
	YES
	reject

	Handover Restriction List
	O
	
	9.2.1.22
	
	YES
	ignore

	Trace Activation
	O
	
	9.2.1.4
	
	YES
	ignore

	Request Type
	O
	
	9.2.1.34
	
	YES
	ignore

	SRVCC Operation Possible
	O
	
	9.2.1.58
	
	YES
	ignore

	Security Context
	M
	
	9.2.1.26
	
	YES
	reject

	NAS Security Parameters to E-UTRAN
	C-iffromUTRANGERAN
	
	9.2.3.31
	The eNB shall use this IE as specified in TS 33.401 [15].
	YES
	reject

	CSG Id
	O
	
	9.2.1.62
	
	YES
	reject

	CSG Membership Status
	O
	
	9.2.1.73
	
	YES
	ignore

	GUMMEI
	O
	
	9.2.3.9
	This IE indicates the MME serving the UE.
	YES
	ignore

	MME UE S1AP ID 2
	O
	
	9.2.3.3
	This IE indicates the MME UE S1AP ID assigned by the MME.
	YES
	ignore

	Management Based MDT Allowed
	O
	
	9.2.1.83
	
	YES
	ignore

	Management Based MDT PLMN List
	O
	
	MDT PLMN List
9.2.1.89
	
	YES
	ignore

	Masked IMEISV
	O
	
	9.2.3.38
	
	YES
	ignore

	Expected UE Behaviour
	O
	
	9.2.1.96
	
	YES
	ignore

	ProSe Authorized
	O
	
	9.2.1.99
	
	YES
	ignore

	UE User Plane CIoT Support Indicator
	O
	
	9.2.1.113
	
	YES
	ignore

	V2X Services Authorized
	O
	
	9.2.1.120
	
	YES
	ignore

	UE Sidelink Aggregate Maximum Bit Rate
	O
	
	9.2.1.122
	This IE applies only if the UE is authorized for V2X services.
	YES
	ignore

	Enhanced Coverage Restricted
	O
	
	9.2.1.123
	
	YES
	ignore

	NR UE Security Capabilities
	O
	
	9.2.1.127
	
	YES
	ignore

	CE-mode-B Restricted
	O
	
	9.2.1.129
	
	YES
	ignore

	Aerial UE subscription information
	O
	
	9.2.1.136
	
	YES
	ignore

	Pending Data Indication
	O
	
	9.2.3.55
	
	YES
	ignore

	Subscription Based UE Differentiation Information
	O
	
	9.2.1.140
	
	YES
	ignore


----Start of the Next Change----
[bookmark: _Toc13759664]9.2.1.116	Bearer Type
This IE is used to support Non-IP and Ethernet data as specified in TS 23.401 [11].
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Bearer Type
	M
	
	ENUMERATED
(non IP, …, Ethernet)
	





	

---Start of the Next Change----
[bookmark: _Toc13759756]9.3.3	PDU Definitions
-- **************************************************************
--
-- PDU definitions for S1AP.
--
-- **************************************************************

S1AP-PDU-Contents { 
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
eps-Access (21) modules (3) s1ap (1) version1 (1) s1ap-PDU-Contents (1) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************
--
-- IE parameter types from other modules.
--
-- **************************************************************

IMPORTS
	
	UEAggregateMaximumBitrate,
	BearerType,
	Cause,
//skip the unchanged part
-- **************************************************************
--
-- HANDOVER RESOURCE ALLOCATION ELEMENTARY PROCEDURE
--
-- **************************************************************

-- **************************************************************
--
-- Handover Request
--
-- **************************************************************

HandoverRequest ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container		{ {HandoverRequestIEs} },
	...
}

HandoverRequestIEs S1AP-PROTOCOL-IES ::= {
	{ ID id-MME-UE-S1AP-ID							CRITICALITY reject	TYPE MME-UE-S1AP-ID						PRESENCE mandatory}|
	{ ID id-HandoverType							CRITICALITY reject	TYPE HandoverType						PRESENCE mandatory}|
	{ ID id-Cause									CRITICALITY ignore	TYPE Cause								PRESENCE mandatory}|
	{ ID id-uEaggregateMaximumBitrate				CRITICALITY reject	TYPE UEAggregateMaximumBitrate			PRESENCE mandatory}|
	{ ID id-E-RABToBeSetupListHOReq					CRITICALITY reject	TYPE E-RABToBeSetupListHOReq			PRESENCE mandatory}|
	{ ID id-Source-ToTarget-TransparentContainer	CRITICALITY reject	TYPE Source-ToTarget-TransparentContainer	PRESENCE mandatory}|
	{ ID id-UESecurityCapabilities					CRITICALITY reject	TYPE UESecurityCapabilities			PRESENCE mandatory}|
	{ ID id-HandoverRestrictionList					CRITICALITY ignore	TYPE HandoverRestrictionList			PRESENCE optional}|
	{ ID id-TraceActivation							CRITICALITY ignore	TYPE TraceActivation					PRESENCE optional}|
	{ ID id-RequestType								CRITICALITY ignore	TYPE RequestType						PRESENCE optional}|
	{ ID id-SRVCCOperationPossible					CRITICALITY ignore	TYPE SRVCCOperationPossible			PRESENCE optional}|
	{ ID id-SecurityContext							CRITICALITY reject	TYPE SecurityContext					PRESENCE mandatory}|
	{ ID id-NASSecurityParameterstoE-UTRAN			CRITICALITY reject	TYPE NASSecurityParameterstoE-UTRAN		PRESENCE conditional
	-- This IE shall be present if the Handover Type IE is set to the value "UTRANtoLTE" or "GERANtoLTE" --				}|
	{ ID id-CSG-Id									CRITICALITY reject	TYPE CSG-Id								PRESENCE optional}|
	{ ID id-CSGMembershipStatus						CRITICALITY ignore	TYPE CSGMembershipStatus				PRESENCE optional}|
	{ ID id-GUMMEI-ID								CRITICALITY ignore	TYPE GUMMEI								PRESENCE optional}|
	{ ID id-MME-UE-S1AP-ID-2						CRITICALITY ignore	TYPE MME-UE-S1AP-ID						PRESENCE optional}|
	{ ID id-ManagementBasedMDTAllowed				CRITICALITY ignore	TYPE ManagementBasedMDTAllowed			PRESENCE optional}|
	{ ID id-ManagementBasedMDTPLMNList				CRITICALITY ignore	TYPE MDTPLMNList						PRESENCE optional}|
	{ ID id-Masked-IMEISV							CRITICALITY ignore	TYPE Masked-IMEISV						PRESENCE optional}|
	{ ID id-ExpectedUEBehaviour						CRITICALITY ignore	TYPE ExpectedUEBehaviour				PRESENCE optional}|
	{ ID id-ProSeAuthorized							CRITICALITY ignore	TYPE ProSeAuthorized					PRESENCE optional}|
	{ ID id-UEUserPlaneCIoTSupportIndicator			CRITICALITY ignore	TYPE UEUserPlaneCIoTSupportIndicator 		PRESENCE optional}|
	{ ID id-V2XServicesAuthorized					CRITICALITY ignore	TYPE V2XServicesAuthorized			PRESENCE optional}|
	{ ID id-UESidelinkAggregateMaximumBitrate		CRITICALITY ignore	TYPE UESidelinkAggregateMaximumBitrate		PRESENCE optional}|
	{ ID id-EnhancedCoverageRestricted				CRITICALITY ignore	TYPE EnhancedCoverageRestricted			PRESENCE optional}|
	{ ID id-NRUESecurityCapabilities				CRITICALITY ignore	TYPE NRUESecurityCapabilities			PRESENCE optional}|
	{ ID id-CE-ModeBRestricted						CRITICALITY ignore	TYPE CE-ModeBRestricted					PRESENCE optional}|
	{ ID id-AerialUEsubscriptionInformation			CRITICALITY ignore	TYPE AerialUEsubscriptionInformation				PRESENCE optional}|
	{ ID id-PendingDataIndication					CRITICALITY ignore	TYPE PendingDataIndication			PRESENCE optional}|
	{ ID id-Subscription-Based-UE-DifferentiationInfo		CRITICALITY ignore	TYPE Subscription-Based-UE-DifferentiationInfo		PRESENCE optional},
	...
}

E-RABToBeSetupListHOReq 					::= E-RAB-IE-ContainerList { {E-RABToBeSetupItemHOReqIEs} }

E-RABToBeSetupItemHOReqIEs S1AP-PROTOCOL-IES ::= {
	{ ID id-E-RABToBeSetupItemHOReq				CRITICALITY reject	TYPE E-RABToBeSetupItemHOReq			PRESENCE mandatory	},
	...
}

E-RABToBeSetupItemHOReq ::= SEQUENCE {
	e-RAB-ID							E-RAB-ID,
	transportLayerAddress				TransportLayerAddress,
	gTP-TEID							GTP-TEID,
	e-RABlevelQosParameters				E-RABLevelQoSParameters,
	iE-Extensions						ProtocolExtensionContainer { {E-RABToBeSetupItemHOReq-ExtIEs} }		OPTIONAL,
	...
}

E-RABToBeSetupItemHOReq-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {
	{ ID id-Data-Forwarding-Not-Possible		CRITICALITY ignore	EXTENSION Data-Forwarding-Not-Possible	PRESENCE optional}|
	{ ID id-BearerType							CRITICALITY rejectignore	EXTENSION BearerType					PRESENCE optional},
	...
}
//skip the unchanged part
-- **************************************************************
--
-- E-RAB SETUP ELEMENTARY PROCEDURE
--
-- **************************************************************

-- **************************************************************
--
-- E-RAB Setup Request
--
-- **************************************************************

E-RABSetupRequest ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       { {E-RABSetupRequestIEs} },
	...
}

E-RABSetupRequestIEs S1AP-PROTOCOL-IES ::= {
	{ ID id-MME-UE-S1AP-ID					CRITICALITY reject	TYPE MME-UE-S1AP-ID						PRESENCE mandatory	}|
	{ ID id-eNB-UE-S1AP-ID					CRITICALITY reject	TYPE ENB-UE-S1AP-ID						PRESENCE mandatory	}|
	{ ID id-uEaggregateMaximumBitrate		CRITICALITY reject	TYPE UEAggregateMaximumBitrate			PRESENCE optional	}|
	{ ID id-E-RABToBeSetupListBearerSUReq	CRITICALITY reject	TYPE E-RABToBeSetupListBearerSUReq	PRESENCE mandatory	},
	...
}

E-RABToBeSetupListBearerSUReq ::= SEQUENCE (SIZE(1.. maxnoofE-RABs)) OF ProtocolIE-SingleContainer { {E-RABToBeSetupItemBearerSUReqIEs} }

E-RABToBeSetupItemBearerSUReqIEs 	S1AP-PROTOCOL-IES ::= {
	{ ID id-E-RABToBeSetupItemBearerSUReq	 CRITICALITY reject 	TYPE E-RABToBeSetupItemBearerSUReq 	PRESENCE mandatory },
	...
}

E-RABToBeSetupItemBearerSUReq ::= SEQUENCE {
	e-RAB-ID						E-RAB-ID,
	e-RABlevelQoSParameters			E-RABLevelQoSParameters,
	transportLayerAddress			TransportLayerAddress,
	gTP-TEID						GTP-TEID,
	nAS-PDU							NAS-PDU,
	iE-Extensions					ProtocolExtensionContainer { {E-RABToBeSetupItemBearerSUReqExtIEs} } OPTIONAL,
	...
}


E-RABToBeSetupItemBearerSUReqExtIEs S1AP-PROTOCOL-EXTENSION ::= {
	{ ID id-Correlation-ID			CRITICALITY ignore	EXTENSION Correlation-ID		PRESENCE optional}|
	{ ID id-SIPTO-Correlation-ID	CRITICALITY ignore	EXTENSION Correlation-ID		PRESENCE optional}|
	{ ID id-BearerType				CRITICALITY rejectignore	EXTENSION BearerType			PRESENCE optional},
	...
}

//skip the unchanged part
-- **************************************************************
--
-- INITIAL CONTEXT SETUP ELEMENTARY PROCEDURE
--
-- **************************************************************

-- **************************************************************
--
-- Initial Context Setup Request
--
-- **************************************************************

InitialContextSetupRequest ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       { {InitialContextSetupRequestIEs} },
	...
}

InitialContextSetupRequestIEs S1AP-PROTOCOL-IES ::= {
	{ ID id-MME-UE-S1AP-ID					CRITICALITY reject	TYPE MME-UE-S1AP-ID						PRESENCE mandatory}|
	{ ID id-eNB-UE-S1AP-ID					CRITICALITY reject	TYPE ENB-UE-S1AP-ID						PRESENCE mandatory}|
	{ ID id-uEaggregateMaximumBitrate		CRITICALITY reject	TYPE UEAggregateMaximumBitrate			PRESENCE mandatory}|
	{ ID id-E-RABToBeSetupListCtxtSUReq		CRITICALITY reject	TYPE E-RABToBeSetupListCtxtSUReq		PRESENCE mandatory}|
	{ ID id-UESecurityCapabilities			CRITICALITY reject	TYPE UESecurityCapabilities				PRESENCE mandatory}|
	{ ID id-SecurityKey						CRITICALITY reject	TYPE SecurityKey						PRESENCE mandatory}|
	{ ID id-TraceActivation					CRITICALITY ignore	TYPE TraceActivation					PRESENCE optional}|
	{ ID id-HandoverRestrictionList			CRITICALITY ignore	TYPE HandoverRestrictionList			PRESENCE optional}|
	{ ID id-UERadioCapability				CRITICALITY ignore	TYPE UERadioCapability					PRESENCE optional}|
	{ ID id-SubscriberProfileIDforRFP		CRITICALITY ignore	TYPE SubscriberProfileIDforRFP			PRESENCE optional}|
	{ ID id-CSFallbackIndicator				CRITICALITY reject	TYPE CSFallbackIndicator				PRESENCE optional}|
	{ ID id-SRVCCOperationPossible			CRITICALITY ignore	TYPE SRVCCOperationPossible				PRESENCE optional}|
	{ ID id-CSGMembershipStatus				CRITICALITY ignore	TYPE CSGMembershipStatus				PRESENCE optional}|
	{ ID id-RegisteredLAI					CRITICALITY ignore	TYPE LAI								PRESENCE optional}|
	{ ID id-GUMMEI-ID						CRITICALITY ignore	TYPE GUMMEI								PRESENCE optional}|
	{ ID id-MME-UE-S1AP-ID-2				CRITICALITY ignore	TYPE MME-UE-S1AP-ID						PRESENCE optional}|
	{ ID id-ManagementBasedMDTAllowed		CRITICALITY ignore	TYPE ManagementBasedMDTAllowed			PRESENCE optional}|
	{ ID id-ManagementBasedMDTPLMNList		CRITICALITY ignore	TYPE MDTPLMNList						PRESENCE optional}|
	{ ID id-AdditionalCSFallbackIndicator	CRITICALITY ignore	TYPE AdditionalCSFallbackIndicator	PRESENCE conditional}|
	{ ID id-Masked-IMEISV					CRITICALITY ignore	TYPE Masked-IMEISV						PRESENCE optional}|
	{ ID id-ExpectedUEBehaviour				CRITICALITY ignore	TYPE ExpectedUEBehaviour				PRESENCE optional}|
	{ ID id-ProSeAuthorized					CRITICALITY ignore	TYPE ProSeAuthorized					PRESENCE optional}|
	{ ID id-UEUserPlaneCIoTSupportIndicator	CRITICALITY ignore	TYPE UEUserPlaneCIoTSupportIndicator	PRESENCE optional}|
	{ ID id-V2XServicesAuthorized			CRITICALITY ignore	TYPE V2XServicesAuthorized				PRESENCE optional}|
	{ ID id-UESidelinkAggregateMaximumBitrate		CRITICALITY ignore	TYPE UESidelinkAggregateMaximumBitrate	PRESENCE optional}|
	{ ID id-EnhancedCoverageRestricted		CRITICALITY ignore	TYPE EnhancedCoverageRestricted			PRESENCE optional}|
	{ ID id-NRUESecurityCapabilities				CRITICALITY ignore	TYPE NRUESecurityCapabilities			PRESENCE optional}|
	{ ID id-CE-ModeBRestricted				CRITICALITY ignore	TYPE CE-ModeBRestricted			PRESENCE optional}|
	{ ID id-AerialUEsubscriptionInformation	CRITICALITY ignore	TYPE AerialUEsubscriptionInformation				PRESENCE optional}|
	{ ID id-PendingDataIndication			CRITICALITY ignore	TYPE PendingDataIndication				PRESENCE optional}|
	{ ID id-Subscription-Based-UE-DifferentiationInfo		CRITICALITY ignore	TYPE Subscription-Based-UE-DifferentiationInfo		PRESENCE optional},
	...
}




E-RABToBeSetupListCtxtSUReq ::= SEQUENCE (SIZE(1.. maxnoofE-RABs)) OF ProtocolIE-SingleContainer { {E-RABToBeSetupItemCtxtSUReqIEs} }

E-RABToBeSetupItemCtxtSUReqIEs 	S1AP-PROTOCOL-IES ::= {
	{ ID id-E-RABToBeSetupItemCtxtSUReq	CRITICALITY reject	TYPE E-RABToBeSetupItemCtxtSUReq		PRESENCE mandatory	},
	...
}

E-RABToBeSetupItemCtxtSUReq ::= SEQUENCE {
	e-RAB-ID						E-RAB-ID,
	e-RABlevelQoSParameters			E-RABLevelQoSParameters,
	transportLayerAddress			TransportLayerAddress,
	gTP-TEID						GTP-TEID,
	nAS-PDU							NAS-PDU		OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { {E-RABToBeSetupItemCtxtSUReqExtIEs} } OPTIONAL,
	...
}


E-RABToBeSetupItemCtxtSUReqExtIEs S1AP-PROTOCOL-EXTENSION ::= {
	{ ID id-Correlation-ID					CRITICALITY ignore	EXTENSION Correlation-ID			PRESENCE optional}|
	{ ID id-SIPTO-Correlation-ID			CRITICALITY ignore	EXTENSION Correlation-ID			PRESENCE optional}|
	{ ID id-BearerType						CRITICALITY rejectignore	EXTENSION BearerType				PRESENCE optional},
	...
}

---Start of the Next Change----
9.3.4	Information Element Definitions
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************

S1AP-IEs {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
eps-Access (21) modules (3) s1ap (1) version1 (1) s1ap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS
	id-E-RABInformationListItem,
	id-E-RABItem,
	id-Bearers-SubjectToStatusTransfer-Item,
	id-Time-Synchronisation-Info,
	id-x2TNLConfigurationInfo,
	id-eNBX2ExtendedTransportLayerAddresses,
//skip the unchanged part
-- B

[bookmark: _GoBack]Bearers-SubjectToStatusTransferList ::= SEQUENCE (SIZE(1.. maxnoofE-RABs)) OF ProtocolIE-SingleContainer { { Bearers-SubjectToStatusTransfer-ItemIEs } }

Bearers-SubjectToStatusTransfer-ItemIEs S1AP-PROTOCOL-IES ::= {
	{ ID id-Bearers-SubjectToStatusTransfer-Item	CRITICALITY ignore	TYPE Bearers-SubjectToStatusTransfer-Item 	PRESENCE mandatory	},
	...
}

Bearers-SubjectToStatusTransfer-Item ::= SEQUENCE {
	e-RAB-ID								E-RAB-ID,
	uL-COUNTvalue							COUNTvalue,
	dL-COUNTvalue							COUNTvalue,
	receiveStatusofULPDCPSDUs				ReceiveStatusofULPDCPSDUs			OPTIONAL,
	iE-Extensions							ProtocolExtensionContainer { {Bearers-SubjectToStatusTransfer-ItemExtIEs} } OPTIONAL,
	...
}

Bearers-SubjectToStatusTransfer-ItemExtIEs S1AP-PROTOCOL-EXTENSION ::= {
	{ ID id-ULCOUNTValueExtended						CRITICALITY ignore	EXTENSION COUNTValueExtended				PRESENCE optional}|
	{ ID id-DLCOUNTValueExtended						CRITICALITY ignore	EXTENSION COUNTValueExtended				PRESENCE optional}|
	{ ID id-ReceiveStatusOfULPDCPSDUsExtended			CRITICALITY ignore	EXTENSION ReceiveStatusOfULPDCPSDUsExtended		PRESENCE optional}|
	{ ID id-ULCOUNTValuePDCP-SNlength18					CRITICALITY ignore	EXTENSION COUNTvaluePDCP-SNlength18			PRESENCE optional}|
	{ ID id-DLCOUNTValuePDCP-SNlength18					CRITICALITY ignore	EXTENSION COUNTvaluePDCP-SNlength18			PRESENCE optional}|
	{ ID id-ReceiveStatusOfULPDCPSDUsPDCP-SNlength18	CRITICALITY ignore	EXTENSION ReceiveStatusOfULPDCPSDUsPDCP-SNlength18	PRESENCE optional},
	...
}

BearerType ::= ENUMERATED {
	non-IP,
	...,
	ethernet
}

BitRate	::= INTEGER (0..10000000000) 

BluetoothMeasurementConfiguration ::= SEQUENCE {
	bluetoothMeasConfig             BluetoothMeasConfig,
	bluetoothMeasConfigNameList		BluetoothMeasConfigNameList     OPTIONAL,
	bt-rssi                         ENUMERATED {true, ...}          OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { { BluetoothMeasurementConfiguration-ExtIEs } } OPTIONAL,
	...
}

BluetoothMeasurementConfiguration-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {
	...
}

BluetoothMeasConfigNameList ::= SEQUENCE (SIZE(1..maxnoofBluetoothName)) OF BluetoothName

BluetoothMeasConfig::= ENUMERATED {setup,...}

BluetoothName ::= OCTET STRING (SIZE (1..248))

BPLMNs ::= SEQUENCE (SIZE(1.. maxnoofBPLMNs)) OF PLMNidentity

BroadcastCancelledAreaList ::= CHOICE {
	cellID-Cancelled				CellID-Cancelled,
	tAI-Cancelled					TAI-Cancelled,
	emergencyAreaID-Cancelled		EmergencyAreaID-Cancelled,
	...
}

BroadcastCompletedAreaList ::= CHOICE {
	cellID-Broadcast				CellID-Broadcast,
	tAI-Broadcast					TAI-Broadcast,
	emergencyAreaID-Broadcast		EmergencyAreaID-Broadcast,
	...
}


-- C
---End of the Changes----
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