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8.4.2.2
Successful Operation
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Figure 8.4.2.2-1: Handover resource allocation: successful operation

The AMF initiates the procedure by sending the HANDOVER REQUEST message to the target NG-RAN node.

If the Masked IMEISV IE is contained in the HANDOVER REQUEST message the target NG-RAN node shall, if supported, use it to determine the characteristics of the UE for subsequent handling.

Omitted text
If the RRC Inactive Transition Report Request IE is included in the HANDOVER REQUEST message, the NG-RAN node shall, if supported, store this information in the UE context.

If the Redirection for Voice EPS Fallback IE is included in the HANDOVER REQUEST message, the NG-RAN node shall, if supported, store it and use it in a subsequent decision of EPS fallback for voice as specified in TS 23.502 [10].
After all necessary resources for the admitted PDU session resources have been allocated, the target NG-RAN node shall generate the HANDOVER REQUEST ACKNOWLEDGE message.

If the LTE-M Indication Request IE is included in the HANDOVER REQUEST message the NG-RAN node shall, if supported, include the LTE-M capability in the LTE-M Indication IE in the HANDOVER REQUEST ACKNOWLEDGE message.
Omitted text
8.6.1.2
Successful Operation
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Figure 8.6.1.2-1: Initial UE message

The NG-RAN node initiates the procedure by sending an INITIAL UE MESSAGE message to the AMF. The NG-RAN node shall allocate a unique RAN UE NGAP ID to be used for the UE and the NG-RAN node shall include this identity in the INITIAL UE MESSAGE message. 

Omitted text
If the LTE-M Indication IE is included in the INITIAL UE MESSAGE message the AMF shall, if supported, use it according to TS 23.501 [x].

Omitted text
8.6.2.2
Successful Operation
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Figure 8.6.2.2-1: Downlink NAS transport

The AMF initiates the procedure by sending a DOWNLINK NAS TRANSPORT message to the NG-RAN node. If the UE-associated logical NG-connection is not established, the AMF shall allocate a unique AMF UE NGAP ID to be used for the UE and include that in the DOWNLINK NAS TRANSPORT message; by receiving the AMF UE NGAP ID IE in the DOWNLINK NAS TRANSPORT message, the NG-RAN node establishes the UE-associated logical NG-connection.

Omitted text
If the LTE-M Indication Request IE is included in the DOWNLINK NAS TRANSPORT message the NG-RAN node shall, if supported, include the LTE-M capability in the LTE-M Indication IE in the UE RADIO CAPABILITY INFO INDICATION message.
Omitted text
8.14.1.2
Successful Operation
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Figure 8.14.1.2-1: UE radio capability info indication

The NG-RAN node controlling a UE-associated logical NG connection initiates the procedure by sending a UE RADIO CAPABILITY INFO INDICATION message to the AMF including the UE radio capability information.

The UE RADIO CAPABILITY INFO INDICATION message may also include paging specific UE radio capability information within the UE Radio Capability for Paging IE.

The UE radio capability information received by the AMF shall replace previously stored corresponding UE radio capability information in the AMF for the UE, as described in TS 23.501 [9].

If the LTE-M Indication IE is included in the UE RADIO CAPABILITY INFO INDICATION message the AMF shall, if supported, use it according to TS 23.501 [x].

Omitted text
8.3.a.2
Successful Operation
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Figure 8.3.a.2-1: Connection Establishment Indication procedure. Successful operation.
The AMF initiates the procedure by sending a CONNECTION ESTABLISHMENT INDICATION message to the NG-RAN node.

If the UE-associated logical NG-connection is not established, the AMF shall allocate a unique AMF UE NGAP ID to be used for the UE and include it in the CONNECTION ESTABLISHMENT INDICATION message.

If the UE Radio Capability IE is included in the CONNECTION ESTABLISHMENT INDICATION message, the NG-RAN node shall store this information in the UE context, and use it as defined in TS 38.300 [8].

If the End Indication IE is included in the CONNECTION ESTABLISHMENT INDICATION message and set to "no further data", the NG-RAN node shall consider that there are no further NAS PDUs to be transmitted for this UE.
If the S-NSSAI IE is contained in the CONNECTION ESTABLISHMENT INDICATION message, the NG-RAN node shall store this information in the UE context, and use it as specified in TS 23.501 [9].

If the Allowed NSSAI IE is contained in the CONNECTION ESTABLISHMENT INDICATION message, the NG-RAN node shall store this information in the UE context, and use it as specified in TS 23.501 [9].
If the LTE-M Indication Request IE is included in the CONNECTION ESTABLISHMENT INDICATION message the NG-RAN node shall, if supported, include the LTE-M capability in the LTE-M Indication IE in the UE RADIO CAPABILITY INFO INDICATION message.
Omitted text
9.2.3.4
HANDOVER REQUEST

This message is sent by the AMF to the target NG-RAN node to request the preparation of resources.

Direction: AMF ( NG-RAN node.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	AMF UE NGAP ID
	M
	
	9.3.3.1
	
	YES
	reject

	Handover Type
	M
	
	9.3.1.22
	
	YES
	reject

	Cause
	M
	
	9.3.1.2
	
	YES
	ignore

	UE Aggregate Maximum Bit Rate
	M
	
	9.3.1.58
	
	YES
	reject

	Core Network Assistance Information for RRC INACTIVE
	O
	
	9.3.1.15
	
	YES
	ignore

	UE Security Capabilities 
	M
	
	9.3.1.86
	
	YES
	reject

	Security Context
	M
	
	9.3.1.88
	
	YES
	reject

	New Security Context Indicator
	O
	
	9.3.1.55
	
	YES
	reject

	NASC
	O
	
	NAS-PDU

9.3.3.4
	Containing either the “Intra N1 mode NAS transparent container” or the “S1 mode to N1 mode NAS transparent container” specified in TS 24.501 [26].
	YES
	reject

	PDU Session Resource Setup List
	
	1
	
	
	YES
	reject

	>PDU Session Resource Setup Item
	
	1..<maxnoofPDUSessions>
	
	
	-
	

	>>PDU Session ID 
	M
	
	9.3.1.50
	
	-
	

	>>S-NSSAI
	M
	
	9.3.1.24
	
	-
	

	>>Handover Request Transfer
	M
	
	OCTET STRING
	Containing the PDU Session Resource Setup Request Transfer IE specified in subclause 9.3.4.1.
	-
	

	Allowed NSSAI
	M
	
	9.3.1.31
	Indicates the S-NSSAIs permitted by the network.
	YES
	reject

	Trace Activation
	O
	
	9.3.1.14
	
	YES
	ignore

	Masked IMEISV
	O
	
	9.3.1.54
	
	YES
	ignore

	Source to Target Transparent Container
	M
	
	9.3.1.20
	
	YES
	reject

	Mobility Restriction List
	O
	
	9.3.1.85
	
	YES
	ignore

	Location Reporting Request Type
	O
	
	9.3.1.65
	
	YES
	ignore

	RRC Inactive Transition Report Request
	O
	
	9.3.1.91
	
	YES
	ignore

	GUAMI
	M
	
	9.3.3.3
	
	YES
	reject

	Redirection for Voice EPS Fallback 
	O
	
	9.3.1.116
	
	YES
	ignore

	CN Assisted RAN Parameters Tuning
	O
	
	9.3.1.119
	
	YES
	ignore

	LTE-M Indication Request
	O
	
	9.3.1.x
	
	YES
	ignore


	Range bound
	Explanation

	maxnoofPDUSessions
	Maximum no. of PDU sessions allowed towards one UE. Value is 256.


9.2.3.5
HANDOVER REQUEST ACKNOWLEDGE

This message is sent by the target NG-RAN node to inform the AMF about the prepared resources at the target.

Direction: NG-RAN node ( AMF.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	AMF UE NGAP ID
	M
	
	9.3.3.1
	
	YES
	ignore

	RAN UE NGAP ID
	M
	
	9.3.3.2
	Allocated at the target NG-RAN node.
	YES
	ignore

	PDU Session Resource Admitted List
	
	1
	
	
	YES
	ignore

	>PDU Session Resource Admitted Item
	
	1..<maxnoofPDUSessions>
	
	
	-
	

	>>PDU Session ID 
	M
	
	9.3.1.50
	
	-
	

	>>Handover Request Acknowledge Transfer
	M
	
	OCTET STRING
	Containing the Handover Request Acknowledge Transfer IE specified in subclause 9.3.4.11.
	-
	

	PDU Session Resource Failed to Setup List
	
	0..1
	
	
	YES
	ignore

	>PDU Session Resource Failed to Setup Item
	
	1..<maxnoofPDUSessions>
	
	
	-
	

	>>PDU Session ID
	M
	
	9.3.1.50
	
	-
	

	>>Handover Resource Allocation Unsuccessful Transfer
	M
	
	OCTET STRING
	Containing the Handover Resource Allocation Unsuccessful Transfer IE specified in subclause 9.3.4.19.
	-
	

	Target to Source Transparent Container
	M
	
	9.3.1.21
	
	YES
	reject

	Criticality Diagnostics
	O
	
	9.3.1.3
	
	YES
	ignore

	LTE-M Indication
	O
	
	9.3.1.y
	
	YES
	ignore


	Range bound
	Explanation

	maxnoofPDUSessions
	Maximum no. of PDU sessions allowed towards one UE. Value is 256.


Next change
9.2.5.1
INITIAL UE MESSAGE

This message is sent by the NG-RAN node to transfer the initial layer 3 message to the AMF over the NG interface.

Direction: NG-RAN node ( AMF
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	ignore

	RAN UE NGAP ID
	M
	
	9.3.3.2
	
	YES
	reject

	NAS-PDU
	M
	
	9.3.3.4
	
	YES
	reject

	User Location Information
	M
	
	9.3.1.16
	
	YES
	reject

	RRC Establishment Cause
	M
	
	9.3.1.111
	
	YES
	ignore

	5G-S-TMSI
	O
	
	9.3.3.20
	
	YES
	reject

	AMF Set ID
	O
	
	9.3.3.12
	
	YES
	ignore

	UE Context Request
	O
	
	ENUMERATED (requested, ...)
	
	YES
	ignore

	Allowed NSSAI
	O
	
	9.3.1.31
	
	YES
	reject

	Source to Target AMF Information Reroute
	O
	
	9.3.3.27
	
	YES
	ignore

	LTE-M Indication
	O
	
	9.3.1.y
	
	YES
	ignore


Next change
9.2.5.2
DOWNLINK NAS TRANSPORT

This message is sent by the AMF and is used for carrying NAS information over the NG interface.
Direction: AMF ( NG-RAN node
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	ignore

	AMF UE NGAP ID
	M
	
	9.3.3.1
	
	YES
	reject

	RAN UE NGAP ID
	M
	
	9.3.3.2
	
	YES
	reject

	Old AMF
	O
	
	AMF Name

9.3.3.21
	
	YES
	reject

	RAN Paging Priority
	O 
	
	9.3.3.15
	
	YES
	ignore

	NAS-PDU
	M
	
	9.3.3.4
	
	YES
	reject

	Mobility Restriction List
	O
	
	9.3.1.85
	
	YES
	ignore

	Index to RAT/Frequency Selection Priority
	O
	
	9.3.1.61
	
	YES
	ignore

	UE Aggregate Maximum Bit Rate
	O
	
	9.3.1.58
	
	YES
	ignore

	Allowed NSSAI
	O
	
	9.3.1.31
	Indicates the S-NSSAIs permitted by the network.
	YES
	reject

	UE Radio Capability
	O
	
	9.3.1.74
	
	YES
	ignore

	LTE-M Indication Request
	O
	
	9.3.1.x
	
	YES
	ignore


Next change
9.2.13.1
UE RADIO CAPABILITY INFO INDICATION

This message is sent by the NG-RAN node to provide UE radio capability related information to the AMF.
Direction: NG-RAN node ( AMF
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	ignore

	AMF UE NGAP ID
	M
	
	9.3.3.1
	
	YES
	reject

	RAN UE NGAP ID
	M
	
	9.3.3.2
	
	YES
	reject

	UE Radio Capability
	M
	
	9.3.1.74
	
	YES
	ignore

	UE Radio Capability for Paging
	O
	
	9.3.1.68
	
	YES
	ignore

	LTE-M Indication
	O
	
	9.3.1.y
	
	YES
	ignore


Next change
9.2.2.A
CONNECTION ESTABLISHMENT INDICATION

This message is sent by the AMF to complete the establishment of the UE-associated logical NG-connection.
Direction: AMF ( NG-RAN node
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	AMF UE NGAP ID
	M
	
	9.3.3.1
	
	YES
	ignore

	RAN UE NGAP ID
	M
	
	9.3.3.2
	
	YES
	ignore

	UE Radio Capability
	O
	
	9.3.1.74
	
	YES
	ignore

	End Indication

	O
	
	9.3.1.aaa
	
	YES
	ignore

	S-NSSAI
	O
	
	9.3.1.24
	
	YES
	ignore

	Allowed NSSAI
	O
	
	9.3.1.31
	Indicates the S-NSSAIs permitted by the network
	YES
	ignore

	LTE-M Indication Request
	O
	
	9.3.1.x
	
	YES
	ignore


Next change
9.3.1.x
LTE-M Indication Request

This element is provided by the 5GC to request the NG-RAN node to inform if the UE indicates category M1 or M2 in its UE Radio Capability.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	LTE-M Indication Request
	M
	
	ENUMERATED (LTE-M request, ...)
	


9.3.1.y
LTE-M Indication

This element is provided by the NG-RAN node to inform that the UE indicates category M1 or M2 in its UE Radio Capability.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	LTE-M Indication
	M
	
	ENUMERATED (LTE-M, non-LTE-M, ...)
	


9.4.4
PDU Definitions

-- ASN1START

-- **************************************************************

--

-- PDU definitions for NGAP.

--

-- **************************************************************

NGAP-PDU-Contents { 

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

ngran-Access (22) modules (3) ngap (1) version1 (1) ngap-PDU-Contents (1) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


AllowedNSSAI,


AMFName,


AMFSetID,


AMF-TNLAssociationSetupList,


AMF-TNLAssociationToAddList,


AMF-TNLAssociationToRemoveList,


AMF-TNLAssociationToUpdateList,


AMF-UE-NGAP-ID,

AssistanceDataForPaging,


BroadcastCancelledAreaList,


BroadcastCompletedAreaList,


CancelAllWarningMessages,


Cause,


CellIDListForRestart,


CNAssistedRANTuning,


ConcurrentWarningMessageInd,


CoreNetworkAssistanceInformationForInactive,


CPTransportLayerInformation,

CriticalityDiagnostics,


DataCodingScheme,


DirectForwardingPathAvailability,


EmergencyAreaIDListForRestart,


EmergencyFallbackIndicator,


EN-DCSONConfigurationTransfer,


EUTRA-CGI,


FiveG-S-TMSI,


GlobalRANNodeID,


GUAMI,


HandoverFlag,


HandoverType,


IMSVoiceSupportIndicator,


IndexToRFSP,


InfoOnRecommendedCellsAndRANNodesForPaging,

LTE-M-Indication,


LTE-M-Indication-Request,


LocationReportingRequestType,


MaskedIMEISV,


MessageIdentifier,


MobilityRestrictionList,


NAS-PDU,


NASSecurityParametersFromNGRAN,

NewSecurityContextInd,


NGRAN-CGI,


NGRAN-TNLAssociationToRemoveList,


NGRANTraceID,


NR-CGI,


NRPPa-PDU,


NumberOfBroadcastsRequested,


OverloadResponse,


OverloadStartNSSAIList,


PagingDRX,


PagingOrigin,


PagingPriority,


PDUSessionAggregateMaximumBitRate,


PDUSessionResourceAdmittedList,


PDUSessionResourceFailedToModifyListModCfm,


PDUSessionResourceFailedToModifyListModRes,


PDUSessionResourceFailedToSetupListCxtFail,

PDUSessionResourceFailedToSetupListCxtRes,


PDUSessionResourceFailedToSetupListHOAck,


PDUSessionResourceFailedToSetupListPSReq,


PDUSessionResourceFailedToSetupListSURes,


PDUSessionResourceHandoverList,


PDUSessionResourceListCxtRelCpl,


PDUSessionResourceListCxtRelReq,


PDUSessionResourceListHORqd,


PDUSessionResourceModifyListModCfm,


PDUSessionResourceModifyListModInd,


PDUSessionResourceModifyListModReq,


PDUSessionResourceModifyListModRes,


PDUSessionResourceNotifyList,

PDUSessionResourceReleasedListNot,


PDUSessionResourceReleasedListPSAck,


PDUSessionResourceReleasedListPSFail,


PDUSessionResourceReleasedListRelRes,

PDUSessionResourceSecondaryRATUsageList,


PDUSessionResourceSetupListCxtReq,


PDUSessionResourceSetupListCxtRes,


PDUSessionResourceSetupListHOReq,


PDUSessionResourceSetupListSUReq,


PDUSessionResourceSetupListSURes,

PDUSessionResourceSwitchedList,

PDUSessionResourceToBeSwitchedDLList,

PDUSessionResourceToReleaseListHOCmd,


PDUSessionResourceToReleaseListRelCmd,


PLMNSupportList,


PWSFailedCellIDList,


RANNodeName,


RANPagingPriority,


RANStatusTransfer-TransparentContainer,


RAN-UE-NGAP-ID,


RedirectionVoiceFallback,


RelativeAMFCapacity,


RepetitionPeriod,


ResetType,

RoutingID,


RRCEstablishmentCause,

RRCInactiveTransitionReportRequest,


RRCState,


SecurityContext,

SecurityKey,


SerialNumber,


ServedGUAMIList,


SliceSupportList,


S-NSSAI,


SONConfigurationTransfer,


SourceToTarget-TransparentContainer,


SourceToTarget-AMFInformationReroute,


SupportedTAList,


TAIListForPaging,


TAIListForRestart,


TargetID,


TargetToSource-TransparentContainer,


TimeToWait,


TNLAssociationList,


TraceActivation,


TrafficLoadReductionIndication,

TransportLayerAddress,


UEAggregateMaximumBitRate,


UE-associatedLogicalNG-connectionList,


UEContextRequest,


UE-NGAP-IDs,


UEPagingIdentity,


UEPresenceInAreaOfInterestList,


UERadioCapability,


UERadioCapabilityForPaging,


UERetentionInformation,


UESecurityCapabilities,


UnavailableGUAMIList,


UserLocationInformation,


WarningAreaCoordinates,

WarningAreaList,


WarningMessageContents,


WarningSecurityInfo,


WarningType

FROM NGAP-IEs


PrivateIE-Container{},


ProtocolExtensionContainer{},


ProtocolIE-Container{},


ProtocolIE-ContainerList{},


ProtocolIE-ContainerPair{},


ProtocolIE-SingleContainer{},


NGAP-PRIVATE-IES,


NGAP-PROTOCOL-EXTENSION,


NGAP-PROTOCOL-IES,


NGAP-PROTOCOL-IES-PAIR

FROM NGAP-Containers


id-AllowedNSSAI,


id-AMFName,


id-AMFOverloadResponse,


id-AMFSetID,


id-AMF-TNLAssociationFailedToSetupList,


id-AMF-TNLAssociationSetupList,


id-AMF-TNLAssociationToAddList,


id-AMF-TNLAssociationToRemoveList,


id-AMF-TNLAssociationToUpdateList,


id-AMFTrafficLoadReductionIndication,


id-AMF-UE-NGAP-ID,


id-AssistanceDataForPaging,


id-BroadcastCancelledAreaList,


id-BroadcastCompletedAreaList,


id-CancelAllWarningMessages,


id-Cause,


id-CellIDListForRestart,


id-CNAssistedRANTuning,

id-ConcurrentWarningMessageInd,


id-CoreNetworkAssistanceInformationForInactive,


id-CriticalityDiagnostics,


id-DataCodingScheme,


id-DefaultPagingDRX,


id-DirectForwardingPathAvailability,


id-EmergencyAreaIDListForRestart,


id-EmergencyFallbackIndicator,


id-ENDC-SONConfigurationTransferDL,


id-ENDC-SONConfigurationTransferUL,


id-EUTRA-CGI,


id-FiveG-S-TMSI,


id-GlobalRANNodeID,


id-GUAMI,


id-HandoverFlag,


id-HandoverType,


id-IMSVoiceSupportIndicator,


id-IndexToRFSP,


id-InfoOnRecommendedCellsAndRANNodesForPaging,

id-LTE-M-Indication,


id-LTE-M-Indication-Request,


id-LocationReportingRequestType,


id-MaskedIMEISV,


id-MessageIdentifier,


id-MobilityRestrictionList,


id-NAS-PDU,


id-NASC,


id-NASSecurityParametersFromNGRAN,


id-NewAMF-UE-NGAP-ID,


id-NewGUAMI,


id-NewSecurityContextInd,

id-NGAP-Message,


id-NGRAN-CGI,


id-NGRAN-TNLAssociationToRemoveList,


id-NGRANTraceID,


id-NR-CGI,


id-NRPPa-PDU,


id-NumberOfBroadcastsRequested,

Asn1 not modified
-- **************************************************************

--

-- HANDOVER REQUEST

--

-- **************************************************************

HandoverRequest ::= SEQUENCE {


protocolIEs

ProtocolIE-Container

{ {HandoverRequestIEs} },


...

}

HandoverRequestIEs NGAP-PROTOCOL-IES ::= {


{ ID id-AMF-UE-NGAP-ID






CRITICALITY reject
TYPE AMF-UE-NGAP-ID








PRESENCE mandatory
}|


{ ID id-HandoverType






CRITICALITY reject
TYPE HandoverType








PRESENCE mandatory
}|


{ ID id-Cause








CRITICALITY ignore
TYPE Cause










PRESENCE mandatory
}|


{ ID id-UEAggregateMaximumBitRate



CRITICALITY reject
TYPE UEAggregateMaximumBitRate




PRESENCE mandatory
}|


{ ID id-CoreNetworkAssistanceInformationForInactive

CRITICALITY ignore
TYPE CoreNetworkAssistanceInformationForInactive


PRESENCE optional

}|


{ ID id-UESecurityCapabilities




CRITICALITY reject
TYPE UESecurityCapabilities





PRESENCE mandatory
}|


{ ID id-SecurityContext






CRITICALITY reject
TYPE SecurityContext







PRESENCE mandatory
}|


{ ID id-NewSecurityContextInd




CRITICALITY reject
TYPE NewSecurityContextInd





PRESENCE optional

}|


{ ID id-NASC








CRITICALITY reject
TYPE NAS-PDU









PRESENCE optional

}|


{ ID id-PDUSessionResourceSetupListHOReq

CRITICALITY reject
TYPE PDUSessionResourceSetupListHOReq


PRESENCE mandatory
}|


{ ID id-AllowedNSSAI






CRITICALITY reject
TYPE AllowedNSSAI








PRESENCE mandatory
}|


{ ID id-TraceActivation






CRITICALITY ignore
TYPE TraceActivation







PRESENCE optional

}|


{ ID id-MaskedIMEISV






CRITICALITY ignore
TYPE MaskedIMEISV








PRESENCE optional

}|


{ ID id-SourceToTarget-TransparentContainer

CRITICALITY reject
TYPE SourceToTarget-TransparentContainer

PRESENCE mandatory
}|


{ ID id-MobilityRestrictionList




CRITICALITY ignore
TYPE MobilityRestrictionList





PRESENCE optional

}|

{ ID id-LocationReportingRequestType


CRITICALITY ignore
TYPE LocationReportingRequestType



PRESENCE optional

}|


{ ID id-RRCInactiveTransitionReportRequest

CRITICALITY ignore
TYPE RRCInactiveTransitionReportRequest

PRESENCE optional

}|


{ ID id-GUAMI








CRITICALITY reject
TYPE GUAMI










PRESENCE mandatory
}|


{ ID id-RedirectionVoiceFallback



CRITICALITY ignore
TYPE RedirectionVoiceFallback




PRESENCE optional

}|


{ ID id-CNAssistedRANTuning





CRITICALITY ignore
TYPE CNAssistedRANTuning






PRESENCE optional

}|


{ ID id-LTE-M-Indication-Request



CRITICALITY ignore
TYPE LTE-M-Indication-Request




PRESENCE optional

},

...

}

-- **************************************************************

--

-- HANDOVER REQUEST ACKNOWLEDGE

--

-- **************************************************************

HandoverRequestAcknowledge ::= SEQUENCE {


protocolIEs

ProtocolIE-Container

{ {HandoverRequestAcknowledgeIEs} },


...

}

HandoverRequestAcknowledgeIEs NGAP-PROTOCOL-IES ::= {


{ ID id-AMF-UE-NGAP-ID







CRITICALITY ignore
TYPE AMF-UE-NGAP-ID










PRESENCE mandatory
}|


{ ID id-RAN-UE-NGAP-ID







CRITICALITY ignore
TYPE RAN-UE-NGAP-ID










PRESENCE mandatory
}|


{ ID id-PDUSessionResourceAdmittedList



CRITICALITY ignore
TYPE PDUSessionResourceAdmittedList




PRESENCE mandatory
}|


{ ID id-PDUSessionResourceFailedToSetupListHOAck
CRITICALITY ignore
TYPE PDUSessionResourceFailedToSetupListHOAck

PRESENCE optional

}|


{ ID id-TargetToSource-TransparentContainer


CRITICALITY reject
TYPE TargetToSource-TransparentContainer


PRESENCE mandatory
}|


{ ID id-CriticalityDiagnostics





CRITICALITY ignore
TYPE CriticalityDiagnostics







PRESENCE optional

}|


{ ID id-LTE-M-Indication






CRITICALITY ignore
TYPE LTE-M-Indication



PRESENCE optional

},


...

}

Next change
-- **************************************************************

--

-- INITIAL UE MESSAGE

--

-- **************************************************************

InitialUEMessage ::= SEQUENCE {


protocolIEs

ProtocolIE-Container

{ {InitialUEMessage-IEs} },


...

}

InitialUEMessage-IEs NGAP-PROTOCOL-IES ::= {


{ ID id-RAN-UE-NGAP-ID






CRITICALITY reject
TYPE RAN-UE-NGAP-ID








PRESENCE mandatory
}|


{ ID id-NAS-PDU








CRITICALITY reject
TYPE NAS-PDU









PRESENCE mandatory
}|


{ ID id-UserLocationInformation




CRITICALITY reject
TYPE UserLocationInformation





PRESENCE mandatory
}|


{ ID id-RRCEstablishmentCause




CRITICALITY ignore
TYPE RRCEstablishmentCause





PRESENCE mandatory
}|


{ ID id-FiveG-S-TMSI






CRITICALITY reject
TYPE FiveG-S-TMSI








PRESENCE optional

}|


{ ID id-AMFSetID







CRITICALITY ignore
TYPE AMFSetID









PRESENCE optional

}|


{ ID id-UEContextRequest





CRITICALITY ignore
TYPE UEContextRequest







PRESENCE optional

}|


{ ID id-AllowedNSSAI






CRITICALITY reject
TYPE AllowedNSSAI








PRESENCE optional

}|


{ ID id-SourceToTarget-AMFInformationReroute
CRITICALITY ignore
TYPE SourceToTarget-AMFInformationReroute
PRESENCE optional

}|


{ ID id-LTE-M-Indication






CRITICALITY ignore
TYPE LTE-M-Indication



PRESENCE optional

},


...

}

Next change
-- **************************************************************

--

-- DOWNLINK NAS TRANSPORT

--

-- **************************************************************

DownlinkNASTransport ::= SEQUENCE {


protocolIEs

ProtocolIE-Container

{ {DownlinkNASTransport-IEs} },


...

}

DownlinkNASTransport-IEs NGAP-PROTOCOL-IES ::= {


{ ID id-AMF-UE-NGAP-ID




CRITICALITY reject
TYPE AMF-UE-NGAP-ID




PRESENCE mandatory
}|


{ ID id-RAN-UE-NGAP-ID




CRITICALITY reject
TYPE RAN-UE-NGAP-ID




PRESENCE mandatory
}|


{ ID id-OldAMF






CRITICALITY reject
TYPE AMFName





PRESENCE optional

}|


{ ID id-RANPagingPriority



CRITICALITY ignore
TYPE RANPagingPriority



PRESENCE optional

}|


{ ID id-NAS-PDU






CRITICALITY reject
TYPE NAS-PDU





PRESENCE mandatory
}|


{ ID id-MobilityRestrictionList


CRITICALITY ignore
TYPE MobilityRestrictionList

PRESENCE optional

}|


{ ID id-IndexToRFSP





CRITICALITY ignore
TYPE IndexToRFSP




PRESENCE optional

}|


{ ID id-UEAggregateMaximumBitRate

CRITICALITY ignore
TYPE UEAggregateMaximumBitRate

PRESENCE optional

}|


{ ID id-AllowedNSSAI




CRITICALITY reject
TYPE AllowedNSSAI




PRESENCE optional

}|


{ ID id-LTE-M-Indication-Request

CRITICALITY ignore
TYPE LTE-M-Indication-Request



PRESENCE optional

},


...

}

-- **************************************************************

-- **************************************************************

--

-- UE RADIO CAPABILITY INFO INDICATION

--

-- **************************************************************

UERadioCapabilityInfoIndication ::= SEQUENCE {


protocolIEs


ProtocolIE-Container

{ {UERadioCapabilityInfoIndicationIEs} },


...

}

UERadioCapabilityInfoIndicationIEs NGAP-PROTOCOL-IES ::= {


{ ID id-AMF-UE-NGAP-ID




CRITICALITY reject
TYPE AMF-UE-NGAP-ID




PRESENCE mandatory
}|


{ ID id-RAN-UE-NGAP-ID




CRITICALITY reject
TYPE RAN-UE-NGAP-ID




PRESENCE mandatory
}|


{ ID id-UERadioCapability



CRITICALITY ignore
TYPE UERadioCapability



PRESENCE mandatory
}|


{ ID id-UERadioCapabilityForPaging

CRITICALITY ignore
TYPE UERadioCapabilityForPaging

PRESENCE optional

}|

{ ID id-LTE-M-Indication






CRITICALITY ignore
TYPE LTE-M-Indication



PRESENCE optional

},


...

}

-- **************************************************************
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-- **************************************************************

--

-- CONNECTION ESTABLISHMENT INDICATION

--

-- **************************************************************

ConnectionEstablishmentIndication ::= SEQUENCE {


protocolIEs

ProtocolIE-Container

{ {ConnectionEstablishmentIndicationIEs} },


...

}

ConnectionEstablishmentIndicationIEs NGAP-PROTOCOL-IES ::= {


{ ID id-AMF-UE-NGAP-ID






CRITICALITY reject
TYPE AMF-UE-NGAP-ID








PRESENCE mandatory
}|
omitted asn1

{ ID id-LTE-M-Indication-Request






CRITICALITY ignore
TYPE LTE-M-Indication-Request



PRESENCE optional

},


...

}

Next change
9.4.5
Information Element Definitions

-- ASN1START

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

NGAP-IEs {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

ngran-Access (22) modules (3) ngap (1) version1 (1) ngap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN
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LocationReportingRequestType ::= SEQUENCE {


eventType









EventType,

reportArea









ReportArea,


areaOfInterestList







AreaOfInterestList







OPTIONAL,

locationReportingReferenceIDToBeCancelled

LocationReportingReferenceID




OPTIONAL,
-- The above IE shall be present if the event type is set to “stop reporting UE presence in the area of interest”


iE-Extensions

ProtocolExtensionContainer { {LocationReportingRequestType-ExtIEs} }

OPTIONAL,

...

}

LocationReportingRequestType-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


{ ID id-LocationReportingAdditionalInfo
CRITICALITY ignore
EXTENSION LocationReportingAdditionalInfo

PRESENCE optional },


...

}

LTE-M-Indication ::= ENUMERATED {lte-m,non-lte-m, ... }

LTE-M-Indication-Request ::= ENUMERATED {lte-m-request, ... }

-- M

Next change
9.4.7
Constant Definitions

-- ASN1START

-- **************************************************************

--

-- Constant definitions

--

-- **************************************************************

NGAP-Constants { 

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

ngran-Access (22) modules (3) ngap (1) version1 (1) ngap-Constants (4) } 

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN
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id-EndpointIPAddressAndPort







ProtocolIE-ID ::= 169


id-LocationReportingAdditionalInfo





ProtocolIE-ID ::= 170


id-SourceToTarget-AMFInformationReroute




ProtocolIE-ID ::= 171

id-LTE-M-Indication









ProtocolIE-ID ::= xxx

id-LTE-M-Indication-Request







ProtocolIE-ID ::= xxx
END

-- ASN1STOP

