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1
Introduction

RAN3 reached some agreements related to Time Sensitive Communications (TSC) at RAN3#105, which are captured in the NR IIoT BL CRs. In this paper, we propose resolutions for the remaining open issues:

1)
Where to introduce the TSC Assistance Information IE?

2)
Encoding of the Periodicity IE

3)
Encoding of the Burst Arrival Time IE

4)
Encoding of the CN Packet Delay Budget IE
2
Discussion
This paper provides the TP for the XnAP baseline CR, in alignment with the proposals for NGAP in R3-196567 [1].

Appendix A is the TP in case TSC Assistance Information IE is included inside the QoS Flow Level QoS Parameters IE (Option A in section 2.1 of [1]).

Appendix B is an alternative TP in case TSC Assistance Information IE is included outside the QoS Flow Level QoS Parameters IE (Option B in section 2.1 of [1]) in the following XnAP messages:
1)
HANDOVER REQUEST
2)
RETRIEVE UE CONTEXT RESPONSE

3)
S-NODE ADDITION REQUEST
4)
S-NODE MODIFICATION REQUEST
In case of Dual Connectivity, the scheduler on the SN operates independently from the scheduler on the MN. Therefore, the TSCAI should be included in the S-Node Addition and Modification procedures, regardless of the location of the PDCP and the type of bearer (i.e. always provided by the MN).
Proposal:
Agree to the text proposal for XnAP in either appendix A or B, in alignment with NGAP agreements.
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Appendix: TP for TS 38.423 BL CR, Option A
Beginning of Text Proposal for TS 38.423 
9.2.3.5
QoS Flow Level QoS Parameters
This IE defines the QoS Parameters to be applied to a QoS flow.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	CHOICE QoS Characteristics
	M
	
	
	

	>Non Dynamic 5QI
	
	
	
	

	>>Non dynamic 5QI Descriptor
	M
	
	9.2.3.8
	

	>Dynamic 5QI
	
	
	
	

	>>Dynamic 5QI Descriptor
	M
	
	9.2.3.9
	

	Allocation and Retention Priority
	M 
	
	9.2.3.7
	

	GBR QoS Flow Information
	O
	
	9.2.3.6
	This IE shall be present for GBR QoS flows and is ignored otherwise.

	Reflective QoS Attribute
	O
	
	ENUMERATED (subject to, ...)
	Reflective QoS is specified in TS 23.501 [7]. This IE applies to Non-GBR bearers only and is ignored otherwise.

	Additional QoS flow Information
	O
	
	ENUMERATED (more likely, …)
	If this IE is set to "more likely", this indicates that traffic for this QoS flow is likely to appear more often than traffic for other flows established for the PDU session. This IE may be present in case of Non-GBR flows only and is ignored otherwise.

	Redundant QoS Flow Information 
	O
	
	ENUMERATED (true, …)
	This IE indicates that this QoS flow is requested for the redundant transmission.

	TSC Traffic Characteristics
	O
	
	9.2.3.x
	This IE may be present in case of GBR QoS flows and is ignored otherwise.


Editor’s note: starting assumption is that the Redundant QoS Flow Information IE is inside QoS profile but this can be re-discussed. 

Next Change
9.2.3.8
Non dynamic 5QI Descriptor

This IE defines QoS characteristics for a standardized or pre-configured 5QI for downlink and uplink.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	5QI
	M
	
	INTEGER (0..255, ...)
	This IE contains the standardized or pre-configured 5QI as specified in TS 23.501 [7}
	-
	

	Priority Level
	O
	
	9.2.3.62
	Priority level is specified in TS 23.501 [7]. When included, it overrides standardized or pre-configured value.
	-
	

	Averaging Window
	O
	
	9.2.3.14
	This IE applies to GBR QoS Flows only. Averaging window is specified in TS 23.501 [7]. When included, it overrides standardized or pre-configured value.
	-
	

	Maximum Data Burst Volume
	O
	
	9.2.3.15
	Maximum Data Burst Volume is specified in TS 23.501 [7]. When included, it overrides standardized or pre-configured value. If the 5QI refers to a non delay critical QoS flow the IE shall be ignored.
	-
	

	CN Packet Delay Budget
	O
	
	Packet Delay Budget

9.2.3.12
	Core Network Packet Delay Budget is specified in TS 23.501 [7].

This IE may be present in case of GBR QoS flows and is ignored otherwise.
	YES
	ignore


9.2.3.9
Dynamic 5QI Descriptor

This IE defines the QoS characteristics for a non-standardized or not pre-configured 5QI for downlink and uplink.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Priority Level
	M
	
	9.2.3.62
	Priority level is specified in TS 23.501 [7].
	-
	

	Packet Delay Budget
	M
	
	9.2.3.12
	Packet Delay Budget is specified in TS 23.501 [7].
	-
	

	Packet Error Rate
	M
	
	9.2.3.13
	Packet Error Rate is specified in TS 23.501 [7].
	-
	

	5QI
	O
	
	INTEGER (0..255, ...)
	This IE contains the dynamically assigned 5QI as specified in TS 23.501 [7].
	-
	

	Delay Critical
	C-ifGBRflow
	
	ENUMERATED (Delay critical, Non-delay critical, ...)
	This IE indicates whether the GBR QoS flow is delay critical as specified in TS 23.501 [7].
	-
	

	Averaging Window
	C-ifGBRflow
	
	9.2.3.14
	Averaging window is specified in TS 23.501 [7].
	-
	

	Maximum Data Burst Volume
	O
	
	9.2.3.15
	Maximum Data Burst Volume is specified in TS 23.501 [7]. This IE shall be included if the Delay Critical IE is set to "delay critical" and shall be ignored otherwise.
	-
	

	CN Packet Delay Budget
	O
	
	Packet Delay Budget

9.2.3.12
	Core Network Packet Delay Budget is specified in TS 23.501 [7].

This IE may be present in case of GBR QoS flows and is ignored otherwise.
	YES
	ignore


	Condition
	Explanation

	ifGBRflow
	This IE shall be present if the GBR QoS Flow Information IE is present in the QoS Flow Level QoS Parameters IE.


Next Change
9.2.3.12
Packet Delay Budget

This IE indicates the Packet Delay Budget for a QoS flow.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Packet Delay Budget
	M
	
	INTEGER (0..1023, ...)
	Upper bound value for the delay that a packet may experience expressed in units of 0.5ms.

	Fractional Part of PDB
	O
	
	INTEGER (1..49)
	If present, overall packet delay budget is obtained by adding the value of this IE to the Packet Delay Budget. Expressed in units of 0.01 ms. 


Next Change
9.2.3.x
TSC Traffic Characteristics

This IE provides the traffic characteristics of TSC QoS flows.


	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	TSC Assistance Information Downlink
	O
	
	TSC Assistance Information

9.2.3.y
	

	TSC Assistance Information Uplink
	O
	
	TSC Assistance Information

9.2.3.y
	


9.2.3.y
TSC Assistance Information

This IE provides the TSC assistance information for a TSC QoS flow in the uplink or downlink (see TS 23.501 [7]). 

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Periodicity
	M
	
	9.2.3.z1
	

	Burst Arrival Time
	O
	
	9.2.3.z2
	


Next Change
9.2.3.z1
Periodicity
This IE indicates the Periodicity of the TSC QoS flow as defined in TS 23.501 [7]. 

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Periodicity
	M
	
	INTEGER (0..1280)
	Periodicity expressed in units of 0.5 ms

	Fractional Part of Periodicity
	O
	
	INTEGER (1..499)
	If present, periodicity is obtained by adding the value of this IE to the Periodicity IE. Expressed in units of 1 us.


9.2.3.z2
Burst Arrival Time

This IE indicates the Burst Arrival Time of the TSC QoS flow as defined in TS 23.501 [7]. 

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Burst Arrival Time
	M
	
	OCTET STRING
	Encoded in the same format as the ReferenceTime IE as defined in TS 38.331 [10]. The value is truncated to 1 us granularity.


B
Appendix: TP for TS 38.423 BL CR, Option B

Beginning of Text Proposal for TS 38.423 
9.2.1.1
PDU Session Resources To Be Setup List

This IE contains PDU session resource related information used at UE context transfer between NG-RAN nodes.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	PDU Session Resources To Be Setup List
	
	1
	
	
	–
	

	>PDU Session Resources To Be Setup Item
	
	1 .. <maxnoof PDU sessions >
	
	
	–
	

	>>PDU Session ID
	M
	
	9.2.3.18
	
	–
	

	>>S-NSSAI
	M
	
	9.2.3.21
	
	–
	

	>>PDU Session Resource Aggregate Maximum Bitrate
	O
	
	PDU Session Aggregate Maximum Bit Rate

9.2.3.69
	This IE shall be present when at least one Non-GBR QoS Flow has been setup.
	–
	

	>>UL NG-U UP TNL Information at UPF 
	M
	
	UP Transport Layer Information 9.2.3.30
	UPF endpoint of the NG-U transport bearer. For delivery of UL PDUs
	–
	

	>>Additional UL NG-U UP TNL Information at UPF List
	O
	
	Additional UP Transport Layer Information 9.2.1.32
	Additional UPF endpoint of the NG-U transport bearer. For delivery of UL PDUs
	YES
	ignore

	>>Source DL NG-U TNL Information  
	O
	
	UP Transport Layer Information 9.2.3.30
	Indicates the possibility to keep the NG-U GTP-U tunnel termination point at the target NG-RAN node.
	–
	

	>>Security Indication
	O
	
	9.2.3.52
	
	–
	

	>>PDU Session Type
	M
	
	9.2.3.19
	
	–
	

	>>Network Instance
	O
	
	9.2.3.85
	This IE is ignored if the Common Network Instance IE is present.
	–
	

	>>QoS Flows To Be Setup List
	
	1
	
	
	–
	

	>>>QoS Flows To Be Setup Item
	
	1 .. <maxnoofQoSFlows>
	
	
	–
	

	>>>>QoS Flow Identifier
	M
	
	9.2.3.10
	
	–
	

	>>>>QoS Flow Level QoS Parameters 
	M
	
	9.2.3.5
	
	–
	

	>>>>E-RAB ID
	O
	
	INTEGER (0..15, …)
	
	–
	

	>>>>TSC Traffic Characteristics
	O
	
	9.2.3.x
	This IE may be present in case of GBR QoS flows and is ignored otherwise.
	YES
	ignore

	>>Data Forwarding and Offloading Info from source NG-RAN node
	O
	
	9.2.1.17
	
	–
	

	>> Common Network Instance
	O
	
	9.2.3.92
	
	YES
	Ignore

	>>Redundant UL NG-U UP TNL Information at UPF 
	O
	
	UP Transport Layer Information 9.2.3.30
	UPF endpoint of the NG-U transport bearer. For delivery of UL PDUs for the redundant transmission
	–
	

	>>Additional Redundant UL NG-U UP TNL Information at UPF List
	O
	
	Additional UP Transport Layer Information 9.2.1.32
	Additional Redundant UPF endpoint of the NG-U transport bearer. For delivery of UL PDUs
	YES
	ignore

	>>Redundant Common Network Instance
	O
	
	Network Instance

9.2.3.92
	
	YES
	ignore


	Range bound
	Explanation

	maxnoofPDUSessions
	Maximum no. of PDU sessions. Value is 256

	maxnoofQoSFlows
	Maximum no. of QoS flows allowed within one PDU session. Value is 64.


Next Change
9.2.1.5
PDU Session Resource Setup Info – SN terminated

This IE contains information for the addition of S-NG-RAN node resources related to a PDU session for DRBs configured with an SN terminated bearer option.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	UL NG-U UP TNL Information at UPF
	M
	
	UP Transport Layer Information 9.2.3.30
	UPF endpoint of the NG-U transport bearer. For delivery of UL PDUs
	–
	

	PDU Session Type
	M
	
	9.2.3.19
	
	–
	

	Network Instance
	O
	
	9.2.3.85
	This IE shall be ignored if the Common Network Instance IE is present.
	–
	

	QoS Flows To Be Setup List
	
	1
	
	
	–
	

	>QoS Flow To Be Setup Item
	
	1 .. <maxnoofQoSFlows>
	
	
	–
	

	>>QoS Flow Identifier 
	M
	
	9.2.3.10
	
	–
	

	>>QoS Flow Level QoS Parameters 
	M
	
	9.2.3.5
	For GBR QoS flows, this IE contains GBR QoS flow information as received at NG-C 
	–
	

	>>Offered GBR QoS Flow Information 
	O
	
	GBR QoS Flow Information

9.2.3.6
	This IE contains M-Node offered GBR QoS Flow Information. 
	–
	

	>>TSC Traffic Characteristics
	O
	
	9.2.3.x
	This IE may be present in case of GBR QoS flows and is ignored otherwise.
	YES
	ignore

	Data Forwarding and Offloading Info from source NG-RAN node
	O
	
	9.2.1.17
	
	–
	

	Security Indication
	O
	
	9.2.3.52
	
	–
	

	Security Result
	O
	
	9.2.3.67
	
	YES
	reject

	Common Network Instance
	O
	
	9.2.3.92
	
	YES
	Ignore

	Default DRB Allowed
	O
	
	9.2.3.93
	
	YES
	ignore

	Redundant UL NG-U UP TNL Information at UPF
	O
	
	UP Transport Layer Information

9.3.2.2
	UPF endpoint of the NG-U transport bearer. For delivery of UL PDUs for the redundant transmission.
	–
	

	Redundant Common Network Instance 
	
	
	9.2.3.92
	
	YES
	ignore


	Range bound
	Explanation

	maxnoofQoSFlows
	Maximum no. of QoS flows. Value is 64


Next Change
9.2.1.7
PDU Session Resource Setup Info – MN terminated

This IE contains information for the addition of S-NG-RAN node resources related to a PDU session for DRBs configured with an MN terminated bearer option.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	PDU Session Type
	M
	
	9.2.3.19
	
	–
	

	DRBs To Be Setup List
	
	1
	
	
	–
	

	>DRBs to Be Setup Item
	
	1 .. <maxnoofDRBs>
	
	
	–
	

	>>DRB ID
	M
	
	9.2.3.33
	
	–
	

	>>MN UL PDCP UP TNL Information
	M
	
	UP Transport Parameters 9.2.3.76
	M-NG-RAN node endpoint(s) of a DRB’s Xn-U transport bearer at its PDCP resource. For delivery of UL PDUs.
	–
	

	>>RLC Mode
	M
	
	9.2.3.28
	Indicates the RLC mode to be used in the assisting node.
	–
	

	>>UL Configuration
	O
	
	9.2.3.75
	Information about UL usage in the S-NG-RAN node.
	–
	

	>>DRB QoS
	M
	
	QoS Flow Level QoS Parameters
9.2.3.5
	
	–
	

	>>PDCP SN Length
	O
	
	9.2.3.63
	Indicates the PDCP SN length of the DRB.
	–
	

	>>secondary MN UL PDCP UP TNL Information
	O
	
	UP Transport Parameters 9.2.3.76
	M-NG-RAN node endpoint(s) of a DRB’s Xn transport bearer at its PDCP resource. For delivery of UL PDUs in case of PDCP duplication.
	–
	

	>>Duplication Activation
	O
	
	9.2.3.71
	Information on the initial state of UL PDCP duplication
	–
	

	>>QoS Flows Mapped To DRB List
	
	1
	
	
	–
	

	>>>QoS Flows Mapped To DRB Item
	
	1 .. <maxnoofQoSFlows>
	
	
	–
	

	>>>>QoS Flow Identifier 
	M
	
	9.2.3.10
	
	–
	

	>>>>QoS Flow Level QoS Parameters 
	M
	
	9.2.3.5
	
	–
	

	>>>>QoS Flow Mapping Indication
	O
	
	9.2.3.79
	
	–
	

	>>>>TSC Traffic Characteristics
	O
	
	9.2.3.x
	This IE may be present in case of GBR QoS flows and is ignored otherwise.
	YES
	ignore


	Range bound
	Explanation

	maxnoofDRBs
	Maximum no. of DRBs allowed towards one UE. Value is 32. 

	maxnoofQoSFlows
	Maximum no. of QoS flows allowed within one PDU session. Value is 64.


Next Change
9.2.1.9
PDU Session Resource Modification Info – SN terminated

This IE contains information related to a PDU session resource for an M-NG-RAN node initiated request to modify DRBs configured with an SN terminated bearer option.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	UL NG-U UP TNL Information at UPF
	O
	
	UP Transport Layer Information 9.2.3.30
	UPF endpoint of the NG-U transport bearer. For delivery of UL PDUs
	–
	

	Network Instance
	O
	
	9.2.3.85
	This IE shall be ignored if the Common Network Instance IE is present.
	–
	

	QoS Flows To Be Setup List
	
	0..1
	
	
	–
	

	>QoS Flows To Be Setup Item
	
	1 .. <maxnoofQoSFlows>
	
	
	–
	

	>>QoS Flow Identifier 
	M
	
	9.2.3.10
	
	–
	

	>>QoS Flow Level QoS Parameters 
	M
	
	9.2.3.5
	For GBR QoS flows, this IE contains GBR QoS flow information as received at NG-C 
	–
	

	>>Offered GBR QoS Flow Information 
	O
	
	GBR QoS Flow Information

9.2.3.6
	This IE contains M-Node offered GBR QoS Flow Information. 
	–
	

	>>TSC Traffic Characteristics
	O
	
	9.2.3.x
	This IE may be present in case of GBR QoS flows and is ignored otherwise.
	YES
	ignore

	Data Forwarding and Offloading Info from source NG-RAN node
	O
	
	9.2.1.17
	Applicable for the QoS flows contained in the QoS Flows To Be Setup List IE.
	–
	

	QoS Flows To Be Modified List
	
	0..1
	
	
	–
	

	>QoS Flows To Be Modified Item
	
	1 .. <maxnoofQoSFlows>
	
	
	–
	

	>>QoS Flow Identifier 
	M
	
	9.2.3.10
	
	–
	

	>>QoS Flow Level QoS Parameters 
	O
	
	9.2.3.5
	For GBR QoS flows, this IE contains GBR QoS flow information as received at NG-C 
	–
	

	>>Offered GBR QoS Flow Information 
	O
	
	GBR QoS Flow Information

9.2.3.6
	This IE contains M-Node offered GBR QoS Flow Information. 
	–
	

	>>TSC Traffic Characteristics
	O
	
	9.2.3.x
	This IE may be present in case of GBR QoS flows and is ignored otherwise.
	YES
	ignore

	QoS Flows To Be Released List
	
	0..1
	QoS Flow List with Cause

9.2.1.4
	
	–
	

	DRBs To Be Modified List
	
	0..1
	
	
	–
	

	>DRBs to Be Modified Item
	
	1 .. <maxnoofDRBs>
	
	
	–
	

	>>DRB ID
	M
	
	9.2.3.33
	
	–
	

	>>MN DL CG UP TNL Information
	O
	
	UP Transport Parameters 9.2.3.76
	M-NG-RAN node GTP-U endpoint(s) of a DRB’s Xn transport bearer at its lower layer MCG resource. For delivery of DL PDUs.
	–
	

	>>secondary MN DL PDCP UP TNL Information
	O
	
	UP Transport Parameters 9.2.3.76
	M-NG-RAN node GTP-U endpoint(s) of a DRB’s Xn transport bearer at its lower layer MCG resource. For delivery of DL PDUs in case of PDCP duplication.
	–
	

	>>LCID
	O
	
	9.2.3.70
	LCID for primary path if PDCP duplication is applied
	–
	

	>>RLC Status
	O
	
	9.2.3.80
	
	–
	

	DRBs To Be Released List
	O
	
	DRB List with Cause

9.2.1.28
	
	–
	

	Common Network Instance
	O
	
	9.2.3.92
	
	YES
	Ignore

	Default DRB Allowed
	O
	
	9.2.3.93
	
	YES
	ignore

	Redundant UL NG-U UP TNL Information at UPF
	O
	
	UP Transport Layer Information

9.3.2.2
	UPF endpoint of the NG-U transport bearer. For delivery of UL PDUs for the redundant transmission
	–
	

	Redundant Common Network Instance 
	O
	
	9.2.3.92
	
	YES
	ignore

	Redundant Tunnel Release Indicator (FFS)
	O
	
	ENUMERATED (true, …)
	Indicates to release the redundant NG-U tunnel.
	–
	


	Range bound
	Explanation

	maxnoofQoSFlows
	Maximum no. of QoS flows. Value is 64.


Next Change
9.2.1.11
PDU Session Resource Modification Info – MN terminated

This IE contains information related to PDU session resource for an M-NG-RAN node initiated request to modify DRBs configured with an MN terminated bearer option.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	PDU Session Type
	M
	
	9.2.3.19
	
	–
	

	DRBs To Be Setup List
	
	0..1
	
	
	–
	

	>DRBs to Be Setup Item
	
	1 .. <maxnoof DRBs>
	
	
	–
	

	>>DRB ID
	M
	
	9.2.3.33
	
	–
	

	>>MN UL PDCP UP TNL Information
	M
	
	UP Transport Parameters 9.2.3.76
	M-NG-RAN node endpoint(s) of a DRB’s Xn transport bearer at its PDCP resource. For delivery of UL PDUs.
	–
	

	>>RLC Mode
	M
	
	9.2.3.28
	Indicates the RLC mode to be used in the assisting node.
	–
	

	>>UL Configuration
	O
	
	9.2.3.75
	Information about UL usage in the S-NG-RAN node.
	–
	

	>>DRB QoS
	M
	
	QoS Flow Level QoS Parameters
9.2.3.5
	
	–
	

	>>PDCP SN Length
	O
	
	9.2.3.63
	Indicates the PDCP SN length of the DRB.
	–
	

	>>secondary MN UL PDCP UP TNL Information
	O
	
	UP Transport Parameters 9.2.3.76
	M-NG-RAN node endpoint(s) of a DRB’s Xn transport bearer at its PDCP resource. For delivery of UL PDUs in case of PDCP duplication.
	–
	

	>>Duplication Activation
	O
	
	9.2.3.71
	Information on the initial state of UL PDCP duplication
	–
	

	>>QoS Flows Mapped to DRB List
	
	1
	
	
	–
	

	>>>QoS Flows Mapped To DRB Item
	
	1 .. <maxnoofQoSFlows>
	
	
	–
	

	>>>>QoS Flow Identifier 
	M
	
	9.2.3.10
	
	–
	

	>>>>QoS Flow Level QoS Parameters 
	M
	
	9.2.3.5
	
	–
	

	>>>>QoS Flow Mapping Indication
	O
	
	9.2.3.79
	
	–
	

	>>>>TSC Traffic Characteristics
	O
	
	9.2.3.x
	This IE may be present in case of GBR QoS flows and is ignored otherwise.
	YES
	ignore

	DRBs To Be Modified List
	
	0..1
	
	
	–
	

	>DRBs to Be Modified Item
	
	1 .. <maxnoofDRBs>
	
	
	–
	

	>>DRB ID
	M
	
	9.2.3.33
	
	–
	

	>>MN UL PDCP UP TNL Information
	O
	
	UP Transport Parameters 9.2.3.76
	M-NG-RAN node endpoint(s) of a DRB’s Xn transport bearer at its PDCP resource. For delivery of UL PDUs.
	–
	

	>>DRB QoS
	O
	
	QoS Flow Level QoS Parameters
9.2.3.5
	
	–
	

	>>secondary MN UL PDCP UP TNL Information
	O
	
	UP Transport Parameters 9.2.3.76
	M-NG-RAN node endpoint(s) of a DRB’s Xn transport bearer at its PDCP resource. For delivery of UL PDUs in case of PDCP duplication.
	–
	

	>>UL Configuration
	O
	
	9.2.3.75
	Information about UL usage in the S-NG-RAN node.
	–
	

	>>PDCP Duplication Configuration
	O
	
	9.2.3.86
	
	–
	

	>>Duplication Activation
	O
	
	9.2.3.71
	
	–
	

	>>QoS Flows Mapped To DRB List
	
	0..1
	
	Overwriting the existing QoS Flow List
	–
	

	>>>QoS Flows Mapped To DRB Item
	
	1 .. <maxnoof QoS Flows>
	
	
	–
	

	>>>>QoS Flow Identifier 
	M
	
	9.2.3.10
	
	–
	

	>>>>QoS Flow Level QoS Parameters 
	M
	
	9.2.3.5
	
	–
	

	>>>>QoS Flow Mapping Indication
	O
	
	9.2.3.79
	
	–
	

	>>>>TSC Traffic Characteristics
	O
	
	9.2.3.x
	This IE may be present in case of GBR QoS flows and is ignored otherwise.
	YES
	ignore

	DRBs To Be Released List
	O
	
	DRB List with Cause

9.2.1.28
	
	–
	


	Range bound
	Explanation

	maxnoofDRBs
	Maximum no. of DRBs allowed towards one UE. Value is 32. 

	maxnoofQoSFlows
	Maximum no. of QoS flows allowed within one PDU session. Value is 64.


Next Change
9.2.3.8
Non dynamic 5QI Descriptor

This IE defines QoS characteristics for a standardized or pre-configured 5QI for downlink and uplink.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	5QI
	M
	
	INTEGER (0..255, ...)
	This IE contains the standardized or pre-configured 5QI as specified in TS 23.501 [7}
	-
	

	Priority Level
	O
	
	9.2.3.62
	Priority level is specified in TS 23.501 [7]. When included, it overrides standardized or pre-configured value.
	-
	

	Averaging Window
	O
	
	9.2.3.14
	This IE applies to GBR QoS Flows only. Averaging window is specified in TS 23.501 [7]. When included, it overrides standardized or pre-configured value.
	-
	

	Maximum Data Burst Volume
	O
	
	9.2.3.15
	Maximum Data Burst Volume is specified in TS 23.501 [7]. When included, it overrides standardized or pre-configured value. If the 5QI refers to a non delay critical QoS flow the IE shall be ignored.
	-
	

	CN Packet Delay Budget
	O
	
	Packet Delay Budget

9.2.3.12
	Core Network Packet Delay Budget is specified in TS 23.501 [7].

This IE may be present in case of GBR QoS flows and is ignored otherwise.
	YES
	ignore


9.2.3.9
Dynamic 5QI Descriptor

This IE defines the QoS characteristics for a non-standardized or not pre-configured 5QI for downlink and uplink.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Priority Level
	M
	
	9.2.3.62
	Priority level is specified in TS 23.501 [7].
	-
	

	Packet Delay Budget
	M
	
	9.2.3.12
	Packet Delay Budget is specified in TS 23.501 [7].
	-
	

	Packet Error Rate
	M
	
	9.2.3.13
	Packet Error Rate is specified in TS 23.501 [7].
	-
	

	5QI
	O
	
	INTEGER (0..255, ...)
	This IE contains the dynamically assigned 5QI as specified in TS 23.501 [7].
	-
	

	Delay Critical
	C-ifGBRflow
	
	ENUMERATED (Delay critical, Non-delay critical, ...)
	This IE indicates whether the GBR QoS flow is delay critical as specified in TS 23.501 [7].
	-
	

	Averaging Window
	C-ifGBRflow
	
	9.2.3.14
	Averaging window is specified in TS 23.501 [7].
	-
	

	Maximum Data Burst Volume
	O
	
	9.2.3.15
	Maximum Data Burst Volume is specified in TS 23.501 [7]. This IE shall be included if the Delay Critical IE is set to "delay critical" and shall be ignored otherwise.
	-
	

	CN Packet Delay Budget
	O
	
	Packet Delay Budget

9.2.3.12
	Core Network Packet Delay Budget is specified in TS 23.501 [7].

This IE may be present in case of GBR QoS flows and is ignored otherwise.
	YES
	ignore


	Condition
	Explanation

	ifGBRflow
	This IE shall be present if the GBR QoS Flow Information IE is present in the QoS Flow Level QoS Parameters IE.


Next Change
9.2.3.12
Packet Delay Budget

This IE indicates the Packet Delay Budget for a QoS flow.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Packet Delay Budget
	M
	
	INTEGER (0..1023, ...)
	Upper bound value for the delay that a packet may experience expressed in units of 0.5ms.

	Fractional Part of PDB
	O
	
	INTEGER (1..49)
	If present, overall packet delay budget is obtained by adding the value of this IE to the Packet Delay Budget. Expressed in units of 0.01 ms. 


Next Change
9.2.3.x
TSC Traffic Characteristics

This IE provides the traffic characteristics of TSC QoS flows.


	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	TSC Assistance Information Downlink
	O
	
	TSC Assistance Information

9.2.3.y
	

	TSC Assistance Information Uplink
	O
	
	TSC Assistance Information

9.2.3.y
	


9.2.3.y
TSC Assistance Information

This IE provides the TSC assistance information for a TSC QoS flow in the uplink or downlink (see TS 23.501 [7]). 

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Periodicity
	M
	
	9.2.3.z1
	

	Burst Arrival Time
	O
	
	9.2.3.z2
	


Next Change
9.2.3.z1
Periodicity
This IE indicates the Periodicity of the TSC QoS flow as defined in TS 23.501 [7]. 

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Periodicity
	M
	
	INTEGER (0..1280)
	Periodicity expressed in units of 0.5 ms

	Fractional Part of Periodicity
	O
	
	INTEGER (1..499)
	If present, periodicity is obtained by adding the value of this IE to the Periodicity IE. Expressed in units of 1 us.


9.2.3.z2
Burst Arrival Time

This IE indicates the Burst Arrival Time of the TSC QoS flow as defined in TS 23.501 [7]. 

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Burst Arrival Time
	M
	
	OCTET STRING
	Encoded in the same format as the ReferenceTime IE as defined in TS 38.331 [10]. The value is truncated to 1 us granularity.


