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9.1.1.8	RETRIEVE UE CONTEXT REQUEST
This message is sent by the new NG-RAN node to request the old NG-RAN node to transfer the UE Context to the new NG-RAN.
Direction: new NG-RAN node  old NG-RAN node.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	reject

	New NG-RAN node UE XnAP ID reference
	M
	
	NG-RAN node UE XnAP ID
9.2.3.16
	Allocated at the new NG-RAN node
	YES
	reject

	UE Context ID
	M
	
	9.2.3.40
	
	YES
	reject

	Integrity protection
	M
	
	BIT STRING (SIZE (16)) 
	RRC Resume:
ResumeMAC-I either contained in the RRC ResumeRequest or the RRCResumeRequest1 message as defined in TS 38.331 [10])
or the ShortResumeMAC-I in the RRCConnection ResumeRequest message as defined in TS 36.331 [14])
RRC Reestablishment:
ShortMAC-I contained in the RRCReestablishmentRequest as defined in TS 38.331 [10])
or the ShortMAC-I in the RRCConnection ReestablishmentRequest message as defined in TS 36.331 [14]).
	YES
	reject

	New Cell Identifier
	M
	
	NG-RAN Cell Identity
9.2.2.9
	RRC Resume:
Corresponds to the targetCellIdentity within the VarResumeMAC-Input as specified in TS 38.331 [10] or the cellIdentity within the VarShortINACTIVE-MAC-Input as specified in TS 36.331 [14].
RRC Reestablishment:
Corresponds to the targetCellIdentity within the VarShortMAC-Input as specified in TS 38.331 [10] or the cellIdentity within the VarShortMAC-Input as specified in TS 36.331 [14].
	YES
	reject

	RRC Resume Cause
	O
	
	9.2.3.61
	In case of RNA Update, contains the cause value provided by the UE in the RRC ResumeRequest or the RRCResumeRequest message, as defined in TS 38.331 [10],
or in the RRCConnection ResumeRequest message, as defined in TS 36.331 [14].
	YES
	ignore

	New cell ARFCN
	O
	
	NG-RAN ARFCN 9.2.2.X
	The NG-RAN ARFCN corresponds to the New Cell Identifier IE.
	YES
	reject


Start of next change

[bookmark: _Toc20955278]9.2.2.X	NG-RAN ARFCN
This IE contains either an NR or an E-UTRA ARFCN.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	CHOICE ARFCN
	M
	
	
	

	>NR
	
	
	
	

	>>NR ARFCN
	M
	
	INTEGER (0.. maxNRARFCN)
	RF Reference Frequency as defined in TS 38.104 [24], section 5.4.2.1. The frequency provided in this IE identifies the absolute frequency position of the reference resource block (Common RB 0) of the carrier. Its lowest subcarrier is also known as Point A.

	>E-UTRA
	
	
	
	

	>>E-UTRA ARFCN
	M
	
	E-UTRA ARFCN 
9.2.2.21
	



	Range bound
	Explanation

	maxNRARFCN
	Maximum value of NRARFCNs. Value is 3279165.
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[bookmark: _Toc20955407]9.3.4	PDU Definitions
-- ASN1START
-- **************************************************************
--
-- PDU definitions for XnAP.
--
-- **************************************************************

XnAP-PDU-Contents {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)
ngran-access (22) modules (3) xnap (2) version1 (1) xnap-PDU-Contents (1) }

DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

-- **************************************************************
--
-- IE parameter types from other modules.
--
-- **************************************************************

IMPORTS

	ActivationIDforCellActivation,
	AMF-Region-Information,
	AMF-UE-NGAP-ID,
	AS-SecurityInformation,
	AssistanceDataForRANPaging,
	BitRate,
	Cause,
[bookmark: _Hlk514062653]	CellAssistanceInfo-NR,
	CPTransportLayerInformation,
	TNLA-To-Add-List,
	TNLA-To-Update-List,
	TNLA-To-Remove-List,
	TNLA-Setup-List,
	TNLA-Failed-To-Setup-List,
	CriticalityDiagnostics,
	XnUAddressInfoperPDUSession-List,
	DataTrafficResourceIndication,
	DeliveryStatus,
	DesiredActNotificationLevel,
	DRB-ID,
	DRB-List,
	DRB-Number,
	DRBsSubjectToStatusTransfer-List,
	DRBToQoSFlowMapping-List,
	E-UTRA-CGI,
	ExpectedUEBehaviour,
	GlobalNG-RANNode-ID,
	GlobalNG-RANCell-ID,
	GUAMI,
	InterfaceInstanceIndication,
	I-RNTI,
	LocationInformationSNReporting,
	LocationReportingInformation,
	LowerLayerPresenceStatusChange,
	MR-DC-ResourceCoordinationInfo,
	ServedCells-E-UTRA,
	ServedCells-NR,
	ServedCellsToUpdate-E-UTRA,
	ServedCellsToUpdate-NR,
	MAC-I,
[bookmark: _Hlk515435313]	MaskedIMEISV,
	MobilityRestrictionList,
	NG-RAN-ARFCN,
	NG-RANnodeUEXnAPID,
	NR-CGI,
	NE-DC-TDM-Pattern,
	PagingDRX,
	PagingPriority,
	PLMN-Identity,
	PDCPChangeIndication,
	PDUSessionAggregateMaximumBitRate,
	PDUSession-ID,
	PDUSession-List,
	PDUSession-List-withCause,
	PDUSession-List-withDataForwardingFromTarget,
	PDUSession-List-withDataForwardingRequest,
	PDUSessionResourcesAdmitted-List,
	PDUSessionResourcesNotAdmitted-List,
	PDUSessionResourcesToBeSetup-List,
	PDUSessionResourceChangeRequiredInfo-SNterminated,
	PDUSessionResourceChangeRequiredInfo-MNterminated,
	PDUSessionResourceChangeConfirmInfo-SNterminated,
	PDUSessionResourceChangeConfirmInfo-MNterminated,
	PDUSessionResourceSecondaryRATUsageList,
	PDUSessionResourceSetupInfo-SNterminated,
	PDUSessionResourceSetupInfo-MNterminated,
	PDUSessionResourceSetupResponseInfo-SNterminated,
	PDUSessionResourceSetupResponseInfo-MNterminated,
	PDUSessionResourceModificationInfo-SNterminated,
	PDUSessionResourceModificationInfo-MNterminated,
	PDUSessionResourceModificationResponseInfo-SNterminated,
	PDUSessionResourceModificationResponseInfo-MNterminated,
	PDUSessionResourceModConfirmInfo-SNterminated,
	PDUSessionResourceModConfirmInfo-MNterminated,
	PDUSessionResourceModRqdInfo-SNterminated,
	PDUSessionResourceModRqdInfo-MNterminated,
	PDUSessionType,
	QoSFlowIdentifier,
	QoSFlowNotificationControlIndicationInfo,
	QoSFlows-List,
	RANPagingArea,
	ResetRequestTypeInfo,
	ResetResponseTypeInfo,
	RFSP-Index,
	RRCConfigIndication,
	RRCResumeCause,
	SCGConfigurationQuery,
	SecurityIndication,
	S-NG-RANnode-SecurityKey,
	SpectrumSharingGroupID,
	SplitSRBsTypes,
	S-NG-RANnode-Addition-Trigger-Ind,
	S-NSSAI,
	TAISupport-List,
	Target-CGI,
	TimeToWait,
	TraceActivation,
	UEAggregateMaximumBitRate,
	UEContextID,
	UEContextInfoRetrUECtxtResp,
	UEContextKeptIndicator,
	UEHistoryInformation,
	UEIdentityIndexValue,
	UERadioCapabilityForPaging,
	UERANPagingIdentity,
	UESecurityCapabilities,
	UPTransportLayerInformation,
	UserPlaneTrafficActivityReport,
	XnBenefitValue,
	RANPagingFailure,
	NG-RANARFCN

FROM XnAP-IEs

	PrivateIE-Container{},
	ProtocolExtensionContainer{},
	ProtocolIE-Container{},
	ProtocolIE-ContainerList{},
	ProtocolIE-ContainerPair{},
	ProtocolIE-ContainerPairList{},
	ProtocolIE-Single-Container{},
	XNAP-PRIVATE-IES,
	XNAP-PROTOCOL-EXTENSION,
	XNAP-PROTOCOL-IES,
	XNAP-PROTOCOL-IES-PAIR
FROM XnAP-Containers


	id-ActivatedServedCells,
	id-ActivationIDforCellActivation,
	id-AdditionalDRBIDs,
	id-AMF-Region-Information,
	id-AMF-Region-Information-To-Add,
	id-AMF-Region-Information-To-Delete,
	id-AssistanceDataForRANPaging,
	id-AvailableDRBIDs,
	id-Cause,
	id-cellAssistanceInfo-NR,
	id-ConfigurationUpdateInitiatingNodeChoice,
	id-UEContextID,
	id-CriticalityDiagnostics,
	id-XnUAddressInfoperPDUSession-List,
	id-DesiredActNotificationLevel,
	id-DRBsSubjectToStatusTransfer-List,
	id-ExpectedUEBehaviour,
	id-GlobalNG-RAN-node-ID,
	id-GUAMI,
	id-indexToRatFrequSelectionPriority,
	id-List-of-served-cells-E-UTRA,
	id-List-of-served-cells-NR,
	id-LocationInformationSN,
	id-LocationInformationSNReporting,
	id-LocationReportingInformation,
	id-MAC-I,
	id-MaskedIMEISV,
	id-MN-to-SN-Container,
	id-MobilityRestrictionList,
	id-M-NG-RANnodeUEXnAPID,
	id-new-NG-RAN-Cell-Identity,
	id-newNG-RANnodeUEXnAPID,
	id-oldNG-RANnodeUEXnAPID,
	id-OldtoNewNG-RANnodeResumeContainer,
	id-PagingDRX,
	id-PagingPriority,
	id-PCellID,
	id-PDUSessionResourceSecondaryRATUsageList,
	id-PDUSessionResourcesActivityNotifyList,
	id-PDUSessionResourcesAdmitted-List,
	id-PDUSessionResourcesNotAdmitted-List,
	id-PDUSessionResourcesNotifyList,
	id-PDUSessionToBeAddedAddReq,
	id-PDUSessionToBeReleased-RelReqAck,
	id-RANPagingArea,
	id-requestedSplitSRB,
	id-RequiredNumberOfDRBIDs,
	id-ResetRequestTypeInfo,
	id-ResetResponseTypeInfo,
	id-RespondingNodeTypeConfigUpdateAck,
[bookmark: _Hlk519075372]	id-RRCResumeCause,
	id-selectedPLMN,
	id-ServedCellsToActivate,
	id-servedCellsToUpdate-E-UTRA,
	id-ServedCellsToUpdateInitiatingNodeChoice,
	id-servedCellsToUpdate-NR,
	id-sourceNG-RANnodeUEXnAPID,
	id-SpareDRBIDs,
	id-S-NG-RANnodeMaxIPDataRate-UL,
	id-S-NG-RANnodeMaxIPDataRate-DL,
	id-S-NG-RANnodeUEXnAPID,
	id-TAISupport-list,
	id-Target2SourceNG-RANnodeTranspContainer,
	id-targetCellGlobalID,
	id-targetNG-RANnodeUEXnAPID,
	id-TimeToWait,
	id-TNLA-To-Add-List,
	id-TNLA-To-Update-List,
	id-TNLA-To-Remove-List,
	id-TNLA-Setup-List,
	id-TNLA-Failed-To-Setup-List,
	id-TraceActivation,
	id-UEContextInfoHORequest,
	id-UEContextInfoRetrUECtxtResp,
	id-UEContextKeptIndicator,
	id-UEContextRefAtSN-HORequest,
	id-UEHistoryInformation,
	id-UEIdentityIndexValue,
	id-UERANPagingIdentity,
	id-UESecurityCapabilities,
	id-UserPlaneTrafficActivityReport,
	id-XnRemovalThreshold,
	id-PDUSessionAdmittedAddedAddReqAck,
	id-PDUSessionNotAdmittedAddReqAck,
	id-SN-to-MN-Container,
	id-RRCConfigIndication,
	id-SplitSRB-RRCTransfer,
	id-UEReportRRCTransfer,
	id-PDUSessionReleasedList-RelConf,
	id-BearersSubjectToCounterCheck,
	id-PDUSessionToBeReleasedList-RelRqd,
	id-ResponseInfo-ReconfCompl,
	id-initiatingNodeType-ResourceCoordRequest,
	id-respondingNodeType-ResourceCoordResponse,
	id-PDUSessionToBeReleased-RelReq,
	id-PDUSession-SNChangeRequired-List,
	id-PDUSession-SNChangeConfirm-List,
	id-PDCPChangeIndication,
	id-SCGConfigurationQuery,
	id-UEContextInfo-SNModRequest,
	id-requestedSplitSRBrelease,
	id-PDUSessionAdmitted-SNModResponse,
	id-PDUSessionNotAdmitted-SNModResponse,
	id-admittedSplitSRB,
	id-admittedSplitSRBrelease,
	id-PDUSessionAdmittedModSNModConfirm,
	id-PDUSessionReleasedSNModConfirm,
	id-s-ng-RANnode-SecurityKey,
	id-PDUSessionToBeModifiedSNModRequired,
	id-S-NG-RANnodeUE-AMBR,
	id-PDUSessionToBeReleasedSNModRequired,
	id-target-S-NG-RANnodeID,
	id-S-NSSAI,
	id-MR-DC-ResourceCoordinationInfo,
	id-RANPagingFailure,
	id-UERadioCapabilityForPaging,
	id-PDUSessionDataForwarding-SNModResponse,
	id-Secondary-MN-Xn-U-TNLInfoatM,
	id-NE-DC-TDM-Pattern,
	id-InterfaceInstanceIndication,
	id-S-NG-RANnode-Addition-Trigger-Ind,
	id-new-NG-RAN-ARFCN,


<partially omitted>
-- **************************************************************
--
-- RETRIEVE UE CONTEXT REQUEST
--
-- **************************************************************

RetrieveUEContextRequest ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container	{{RetrieveUEContextRequest-IEs}},
	...
}

RetrieveUEContextRequest-IEs XNAP-PROTOCOL-IES ::= {
	{ ID id-newNG-RANnodeUEXnAPID					CRITICALITY reject		TYPE NG-RANnodeUEXnAPID							PRESENCE mandatory}|
	{ ID id-UEContextID								CRITICALITY reject		TYPE UEContextID									PRESENCE mandatory}|
	{ ID id-MAC-I									CRITICALITY reject		TYPE MAC-I											PRESENCE mandatory}|
	{ ID id-new-NG-RAN-Cell-Identity				CRITICALITY reject		TYPE NG-RAN-Cell-Identity						PRESENCE mandatory}|
	{ ID id-RRCResumeCause							CRITICALITY ignore		TYPE RRCResumeCause									PRESENCE optional },
	...
	{ ID id-new-NG-RAN-ARFCN						CRITICALITY reject		TYPE NG-RAN-ARFCN									PRESENCE optional},

}
Start of next change
[bookmark: _Toc20955408]9.3.5	Information Element definitions
-- ASN1START
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************
<partially omitted>
[bookmark: _Hlk513548571]NRTransmissionBandwidth	::= SEQUENCE {
	nRSCS	NRSCS,
	nRNRB	NRNRB,
	iE-Extensions				ProtocolExtensionContainer { {NRTransmissionBandwidth-ExtIEs} } OPTIONAL,
	...
}

NRTransmissionBandwidth-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


[bookmark: _Hlk515385418]NumberOfAntennaPorts-E-UTRA ::= ENUMERATED {an1, an2, an4, ...}

NG-RAN-ARFCN ::= CHOICE {
	nrARFCN				NRARFCN,
	eARFCN				E-UTRAARFCN,
}

-- O
Start of next change
[bookmark: _Toc20955410]9.3.7	Constant definitions
-- ASN1START
-- **************************************************************
--
-- Constant definitions
--
-- **************************************************************
<partially omitted>
id-PDUSessionDataForwarding-SNModResponse															ProtocolIE-ID ::= 123
id-DRBsNotAdmittedSetupModifyList																	ProtocolIE-ID ::= 124
id-Secondary-MN-Xn-U-TNLInfoatM																		ProtocolIE-ID ::= 125
id-NE-DC-TDM-Pattern																				ProtocolIE-ID ::= 126
id-PDUSessionCommonNetworkInstance																	ProtocolIE-ID ::= 127
id-BPLMN-ID-Info-EUTRA																				ProtocolIE-ID ::= 128
id-BPLMN-ID-Info-NR																					ProtocolIE-ID ::= 129
id-InterfaceInstanceIndication																		ProtocolIE-ID ::= 130
id-S-NG-RANnode-Addition-Trigger-Ind																ProtocolIE-ID ::= 131
id-DefaultDRB-Allowed																				ProtocolIE-ID ::= 132
id-new-NG-RANARFCN																					ProtocolIE-ID ::= XXX

END
-- ASN1STOP
End of the change
