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<<<<<<<<<<<<<<<<<<<< First Change >>>>>>>>>>>>>>>>>>>>
[bookmark: _Toc20955280][bookmark: _Toc20955296]9.2.2.11	Served Cell Information NR
This IE contains cell configuration information of an NR cell that a neighbouring NG-RAN node may need for the Xn AP interface.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	NR-PCI
	M
	
	INTEGER (0..1007, …)
	NR Physical Cell ID
	–
	

	NR CGI
	M
	
	9.2.2.7
	
	–
	

	TAC
	M
	
	9.2.2.5
	Tracking Area Code
	–
	

	RANAC
	O
	
	RAN Area Code
9.2.2.6
	
	–
	

	Broadcast PLMNs
	
	1..<maxnoofBPLMNs>
	
	Broadcast PLMNs
	–
	

	>PLMN Identity
	M
	
	9.2.2.4
	
	–
	

	CHOICE NR-Mode-Info
	M
	
	
	
	–
	

	>FDD
	
	
	
	
	
	

	>>FDD Info
	
	1
	
	
	–
	

	>>>UL NR Frequency Info
	M
	
	NR Frequency Info
9.2.2.19
	
	–
	

	>>>DL NR Frequency Info
	M
	
	NR Frequency Info
9.2.2.19
	
	–
	

	>>>UL Transmission Bandwidth
	M
	
	NR Transmission Bandwidth
9.2.2.20
	
	–
	

	>>>DL Transmission Bandwidth
	M
	
	NR Transmission Bandwidth
9.2.2.20
	
	–
	

	>TDD
	
	
	
	
	
	

	>>TDD Info
	
	1
	
	
	–
	

	>>>Frequency Info
	M
	
	NR Frequency Info
9.2.2.19
	
	–
	

	>>>Transmission Bandwidth
	M
	
	NR Transmission Bandwidth
9.2.2.20
	
	–
	

	Measurement Timing Configuration
	M
	
	OCTET STRING
	Contains the MeasurementTimingConfiguration inter-node message for the served cell, as defined in TS 38.331 [10].
	–
	

	Connectivity Support
	M
	
	9.2.2.28
	
	–
	

	Broadcast PLMN Identity Info List NR
	
	0..<maxnoofBPLMNs-1>
	
	This IE corresponds to the PLMN-IdentityInfoList IE in SIB1 as specified in TS 38.331 [8]. The PLMN Identities and associated information contained in this IE are provided in the same order as broadcast in SIB1.
	YES
	ignore

	>Broadcast PLMNs
	
	1..<maxnoofBPLMNs>
	
	Broadcast PLMNs
	–
	

	>>PLMN Identity
	M
	
	9.2.2.4
	
	–
	

	>TAC
	M
	
	9.2.2.5
	
	–
	

	>NR Cell Identity
	M
	
	BIT STRING (SIZE(36))
	
	–
	

	>RANAC
	O
	
	RAN Area Code
9.2.2.6
	
	–
	

	>NPN Broadcast Information
	O
	
	9.2.2.x5
	
	YES
	reject

	NPN Broadcast Information
	O
	
	9.2.2.x5
	
	YES
	reject



	Range bound
	Explanation

	maxnoofBPLMNs
	Maximum no. of broadcast PLMNs by a cell. Value is 12.

	maxnoofBPLMNs-1
	Maximum no. of PLMN Ids.broadcast a cell minus 1. Value is 11.



<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
9.2.3.53	Mobility Restriction List
This IE defines roaming or access restrictions for subsequent mobility actions for which the NR-RAN provides information about the target of the mobility action towards the UE, e.g., handover, or for SCG selection during dual connectivity operation or for assigning proper RNAs. If the NG-RAN receives the Mobility Restriction List IE, it shall overwrite previously received restriction information. NG-RAN behaviour upon receiving this IE is specified in TS 23.501 [7].
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Serving PLMN
	M
	
	PLMN Identity
9.2.2.4
	
	–
	

	Equivalent PLMNs
	
	0..<maxnoofEPLMNs>
	
	Allowed PLMNs in addition to Serving PLMN.
This list corresponds to the list of “equivalent PLMNs” as defined in TS 24.501 [30].
This list is part of the roaming restriction information. Roaming restrictions apply to PLMNs other than the Serving PLMN and Equivalent PLMNs.
	–
	

	>PLMN Identity
	M
	
	9.2.2.4
	
	–
	

	RAT Restrictions
	
	0..<maxnoofPLMNs>
	
	This IE contains RAT restriction related information as specified in TS 23.501 [7].
	–
	

	>PLMN Identity
	M
	
	9.2.2.4
	
	–
	

	>RAT Restriction Information
	M
	
	BIT STRING {
e-UTRA (0),
nR (1) }
(SIZE(8, …))
	Each position in the bitmap represents a RAT.
If a bit is set to "1", the respective RAT is restricted for the UE.
If a bit is set to "0", the respective RAT is not restricted for the UE.
This version of the specification does not use bits 2-7, the sending node shall set bits 2-7 to "0", the sender shall ignore bits 2-7. 
	–
	

	Forbidden Area Information
	
	0..<maxnoofPLMNs>
	
	This IE contains Forbidden Area information as specified in TS 23.501 [7].
	–
	

	>PLMN Identity
	M
	
	9.2.2.4
	
	–
	

	>Forbidden TACs
	
	1..<maxnoofForbiddenTACs>
	
	
	–
	

	>>TAC
	M
	
	9.2.2.5
	The TAC of the forbidden TAI.
	–
	

	Service Area Information
	
	0..<maxnoofPLMNs>
	
	This IE contains Service Area Restriction information as specified in TS 23.501 [7].
	–
	

	>PLMN Identity
	M
	
	9.2.2.4
	
	–
	

	>Allowed TACs
	
	0..<maxnooAllowedAreas>
	
	
	–
	

	>>TAC
	M
	
	9.2.2.5
	The TAC of the allowed TAI.
	–
	

	>Not Allowed TACs
	
	0..<maxnooAllowedAreas>
	
	
	–
	

	>>TAC
	M
	
	9.2.2.5
	The TAC of the not-allowed TAI.
	–
	

	Last E-UTRAN PLMN Identity
	O
	
	9.2.2.4
	Indicates the E-UTRAN PLMN ID from where the UE formerly handed over to 5GS and which is preferred in case of subsequent mobility to EPS.
	YES
	ignore

	CHOICE NPN Mobility Information
	O
	
	
	
	YES
	reject

	>SNPN Information
	
	
	
	
	
	

	>>Serving NID
	O
	
	NID
9.2.2.x1
	NOTE: if this IE is included, the Equivalent PLMNs IE and the Last E-UTRAN PLMN IE are not included, following principles specified in TS 23.501 [7].
	-
	

	>PNI-NPN Information
	
	
	
	
	
	

	>>Subscribed PNI-NPN Identities
	M
	
	Subscribed PNI-NPN Identity List
9.2.2.x2
	
	-
	

	>>PNI-NPN support indication
	O
	
	ENUMERATED (PNI-NPN only, ...)
	Indicates whether the UE is only allowed to access CAG cells, as specified in TS 23.501 [9].
	-
	



	Range bound
	Explanation

	maxnoofEPLMNs
	Maximum no. of equivalent PLMNs. Value is 15.

	maxnoofPLMNs
	Maximum no. of allowed PLMNs. Value is 16.

	maxnoofForbiddenTACs
	Maximum no. of forbidden Tracking Area Codes. Value is 4096.

	maxnoofAllowedAreas
	Maximum no. of allowed or not allowed Tracking Areas. Value is 16.



<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
9.2.2.x1	NID
This IE contains the Network Identifier of an SNPN, as specified in 23.501 [7].
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	NID
	M
	
	Editor’s Note: To be defined.
	



9.2.2.x2	CAG Identifier
This IE contains the Closed Access Group Identifier of an PNI-NPN, as specified in 23.501 [7].
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	CAG ID
	M
	
	Editor’s Note: To be defined.
	



9.2.2.x3	Subscribed PNI-NPN Identity List
This IE contains a list of PNI-NPN Identities.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	PNI-NPN Identity List
	
	1..<maxnoofsubscribedCAGs>
	
	

	>PLMN Identity
	
	
	9.2.2.4
	

	>CAG Identifier
	
	
	9.2.2.x2
	



	Range bound
	Explanation

	maxnoofsubscribedCAGs
	Maximum no. of CAGs subscribed by the UE. Value is 256.
Editor’s Note: This value is FFS.



[bookmark: _Toc14207653]9.2.2.x4	Broadcast CAG ID List
This IE contains a list of PNI-NPN Identities.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Broadcast CAG ID List
	
	1..<maxnoofCAGs>
	
	

	>CAG Identity
	
	
	9.2.2.x2
	



	Range bound
	Explanation

	maxnoofCAGs
	Maximum no. of CAGs broadcast in a cell. Value is 12.



9.2.2.x6	Broadcast NID List
This IE contains a list of NIDs.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Broadcast NID List
	
	1..<maxnoofNIDs>
	
	

	>NID
	
	
	9.2.2.x1
	



	Range bound
	Explanation

	maxnoofNIDs
	Maximum no. of NIDs broadcast in a cell. Value is 12.



9.2.2.x5	NPN Broadcast Information
This IE contains NPN related broadcast information.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	CHOICE NPN Broadcast Information
	M
	
	
	

	>SNPN Information
	
	
	
	

	>>Broadcast NID List
	O
	
	9.2.2.x6
	

	>PNI-NPN Information
	
	
	
	

	>>Broadcast CAG ID List
	M
	
	9.2.2.x4
	



<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
9.2.3.41	Assistance Data for RAN Paging
This IE provides assistance information for RAN paging.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	RAN Paging Attempt Information 
	O
	
	9.2.3.42
	
	-
	

	NPN Paging Assistance Information
	O
	
	9.2.3.x7
	
	YES
	ignore



<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
9.2.3.x7	NPN Paging Assistance Information
This IE contains NPN Paging Assistance Information.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	CHOICE NPN Mobility Information
	O
	
	
	

	>PNI-NPN Information
	
	
	
	

	>>CAG List for NPN Paging Assistance
	
	
	Subscribed PNI-NPN Identity List
9.2.2.x3
	



<<<<<<<<<<<<<<<<<<<< End of Changes >>>>>>>>>>>>>>>>>>>>

