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[bookmark: _Toc367182965]<<<<<<<<<<<<<<<<<<<< 1st Change >>>>>>>>>>>>>>>>>>>>
[bookmark: _Toc20955638][bookmark: _Hlk24068666]9.3.1.58	PDCP SN Status Information
This IE contains information about PDCP PDU transfer status of a DRB.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	PDCP Status Transfer UL
	
	1
	
	
	–
	

	>Receive Status Of PDCP SDU
	O
	
	BIT STRING (1.. 131072)
	The first bit indicates the status of the SDU after the First Missing UL PDCP SDU.
The Nth bit indicates the status of the UL PDCP SDU in position (N + First Missing SDU Number) modulo (1 + the maximum value of the PDCP-SN).

0: PDCP SDU has not been received.
1: PDCP SDU has been received correctly.
	–
	

	>UL COUNT Value
	M
	
	PDCP Count
9.3.1.35
	PDCP-SN and Hyper Frame Number of the first missing UL SDU
	–
	

	PDCP Status Transfer DL
	
	1
	
	
	–
	

	>DL COUNT Value
	M
	
	PDCP Count
9.3.1.35
	PDCP-SN and Hyper Frame Number that the target NG-RAN node (handover) or the NG-RAN node to which the DRB context is transferred (dual connectivity) should assign for the next DL SDU not having an SN yetuse as defined in TS 38.300 and TS 38.401.
	–
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