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Introduction

The TP below capture the agreements made during the following CB: 

CB: # 47_CHOdatafwd

- check details

- can early legacy data forwarding work for CHO? If not, we use early data forwarding as defined in DAPS
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TP for NR Mob BL CR for TS 38.300
<<<<<<<<<<<<<<<<<<<< 1st Change >>>>>>>>>>>>>>>>>>>>
9.2.3.2a.3
Data Forwarding

Editor’s note: This section is a placeholder for Data Forwarding for CHO, and may be moved or removed depending on how RAN2 describes CHO, whether by a new section or within the section 9.2.3.2 for the legacy HO. 
In case of Conditional Handover, if the late data forwarding is applied, the source NG-RAN node initiates data forwarding once it knows which target NG-RAN node the UE has successfully accessed. In that case the behavior of the Conditional Handover data forwarding follows the same behavior as defined in 9.2.3.2.3 for the intra-system handover data forwarding. If the early data forwarding is applied instead, the source NG-RAN node initiates data forwarding before the UE executes the handover, to one or multiple candidate target nodes, as defined in 9.2.3.2a.2 and 9.2.3.2.3 for early data forwarding in the intra-system handover.
Editor’s note:Further changes are expected in 9.2.3.2a.2 and 9.2.3.2.a3 for the support of early data forwarding


<<<<<<<<<<<<<<<<<<<< End of Changes >>>>>>>>>>>>>>>>>>>>
