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1.

Introduction
After the online discussion, the comeback is as below.
CB: #NRIIOT4_Sol4

- capture the agreements above

- discuss the left open issues

(ZTE)

Summary of offline in R3-197708
NG AP TP Rev in R3-197709 ZTE
Xn AP TP Rev in R3-197710 E///
E1 AP TP Rev in R3-197711 CATT
This paper is used to provide the offline progress based on the Comeback.
2. Summary
Agreement:

The redundant indicator is included at same level of QoS Flow Level QoS Parameters, see in R3-196651
IE Criticality as ignore
Open issues:
1. Is the Redundant Release Indicator needed in the PDU session modification procedure?
According to company’s contributions, majority companies think it is not needed to introduce explicit redundant release indicator. However, at least one company suggests to further think of it.

Proposal 1: It is FFS whether it is needed to introduce explicit redundant release indicator.

2. Can the redundancy characteristic of a QoS/PDU Session can be changed, implicitly way can be used
In TS23.501, there is text “If redundant transmission has been activated on the PDU Session, and the SMF decides to stop redundant transmission, the SMF indicates the UPF to release the CN Tunnel Info which is used as the redundancy tunnel of the PDU Session, and also indicates the UPF to stop packet duplication and elimination for the corresponding QoS Flow(s).”

However, some companies suggest to discussion it in the future meeting.

Proposal 2: It is FFS redundancy characteristic of a QoS/PDU Session can be changed 

3. Is the redundant network instance needed for transport network resource selection?
According to company’s contributions, majority companies think the redundant network instance is needed for transport network resource selection.
The Additional UL NG-U UP TNL Information for split case in DC also may belong to different network instance. So we should have the Network Instance for each tunnel. 
Proposal 3: The redundant network instance is needed for transport network resource selection.
Proposal 4: Each N3 tunnel may belong to different Network Instance and discuss how to correct it in specification in next meeting
3. Conclusion
During the online discussion, we have the following agreement.

The redundant indicator is included at same level of QoS Flow Level QoS Parameters, see in R3-196651
IE Criticality as ignore
After offline discussion, we have the following agreements.
Proposal 1: It is FFS whether it is needed to introduce explicit redundant release indicator.

Proposal 2: It is FFS whether redundancy characteristic of a QoS/PDU Session can be changed. 
Proposal 3: The redundant network instance is needed for transport network resource selection.
Proposal 4: Each N3 tunnel may belong to different Network Instance and discuss how to correct it in specification in next meeting.
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