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[bookmark: _Toc5694397][bookmark: _Toc5694408]9.3.1.5	Global RAN Node ID
This IE is used to globally identify an NG-RAN node (see TS 38.300 [8]).
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	CHOICE NG-RAN node
	M
	
	
	

	>gNB
	
	
	
	

	>>Global gNB ID
	M
	
	9.3.1.6
	

	>ng-eNB
	
	
	
	

	>>Global ng-eNB ID
	M
	
	9.3.1.8
	

	>N3IWF
	
	
	
	

	>>Global N3IWF ID
	M
	
	9.3.1.57
	

	>TNGF
	
	
	
	

	>>Global TNGF ID
	M
	
	9.3.1.yy
	

	>TWIF
	
	
	
	

	>>Global TWIF ID
	M
	
	9.3.1.aa
	


[bookmark: _Hlk18043178]
Editor’s Note:	It is FFS whether a W-AGF ID needs to be explicitly defined or can be mapped e.g. on other existing (R)AN node IDs.
/********Skip to next change**********/
9.3.1.16	User Location Information
This IE is used to provide location information of the UE.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	CHOICE User Location Information
	M
	
	
	
	-
	

	>E-UTRA user location information
	
	
	
	
	
	

	>>E-UTRA CGI
	M
	
	9.3.1.9
	
	-
	

	>>TAI
	M
	
	9.3.3.11
	
	-
	

	>>Age of Location
	O
	
	Time Stamp
9.3.1.75
	Indicates the UTC time when the location information was generated.
	-
	

	>>PSCell Information
	O
	
	NG-RAN CGI
9.3.1.73
	
	YES
	ignore

	>NR user location information
	
	
	
	
	
	

	>>NR CGI
	M
	
	9.3.1.7
	
	-
	

	>>TAI
	M
	
	9.3.3.11
	
	-
	

	>>Age of Location
	O
	
	Time Stamp
9.3.1.75
	Indicates the UTC time when the location information was generated.
	-
	

	>>PSCell Information
	O
	
	NG-RAN CGI
9.3.1.73
	
	YES
	ignore

	>N3IWF user location information
	
	
	
	
	
	

	>>IP Address
	M
	
	Transport Layer Address 
9.3.2.4
	UE's local IP address used to reach the N3IWF
	-
	

	>>Port Number
	O
	
	OCTET STRING
(SIZE(2))
	UDP or TCP source port number if NAT is detected.
	-
	

	>TNGF user location information
	
	
	
	
	
	

	>>TNAP ID
	M
	
	FFS
	TNAP Identifier used to identify the TNAP. Details in TS 23.501 [9].
	-
	

	>>IP Address
	M
	
	Transport Layer Address 
9.3.2.4
	UE's local IP address used to reach the TNGF.
	-
	

	>>Port Number
	O
	
	OCTET STRING
(SIZE(2))
	UDP or TCP source port number if NAT is detected.
	-
	



[bookmark: _Hlk18043413]Editor’s Note:	It is FFS whether a User Location Information relevant for aW-AGF needs to be explicitly defined or can be mapped e.g. on other existing NGAP IEs, whether it needs to be defined in NGAP and whether a single IE wouldn’t be sufficient.
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[bookmark: _Toc5694449]9.3.1.yy	Global TNGF ID
This IE is used to globally identify a TNGF.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	PLMN Identity
	M
	
	9.3.3.5
	

	CHOICE TNGF ID
	M
	
	
	

	>TNGF ID
	
	
	
	

	>>TNGF ID
	M
	
	FFS
	





/********Skip to next change**********/

9.3.1.aa	Global TWIF ID
This IE is used to globally identify a TWIF.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	PLMN Identity
	M
	
	9.3.3.5
	

	CHOICE TWIF ID
	M
	
	
	

	>TWIF ID
	
	
	
	

	>>TWIF ID
	M
	
	FFS
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