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[bookmark: _Toc5694322]                                            -----First change----
[bookmark: _Toc14165947]9.3.1.96	Last Visited Cell Information
This IE may contain cell specific information.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	CHOICE Last Visited Cell Information
	M
	
	
	

	>NG-RAN Cell
	
	
	
	

	>>Last Visited NG-RAN Cell Information
	M
	
	9.3.1.97
	

	>E-UTRAN Cell
	
	
	
	

	>>Last Visited E-UTRAN Cell Information
	M
	
	OCTET STRING
	Defined in TS 36.413 [16].

	>UTRAN Cell
	
	
	
	

	>>Last Visited UTRAN Cell Information
	M
	
	OCTET STRING
	Defined in TS 25.413 [28].

	>GERAN Cell
	
	
	
	

	>>Last Visited GERAN Cell Information
	M
	
	OCTET STRING
	Defined in TS 36.413 [16].

	Last Visited PSCell Item
	
	0..<maxnoofPSCellsinUEHistoryInfo>
	
	Most recent information is added to the top of this list.

	>Last Visited PSCell Information
	M
	
	9.3.1.X
	



	Range bound
	Explanation

	maxnoofPSCellsinUEHistoryInfo
	Maximum no. of PScells in the UE history information. Value is 8.



9.3.1.97	Last Visited NG-RAN Cell Information
This IE contains information about a cell. In case of NR cell, this IE contains information about a set of NR cells with the same NR ARFCN for reference point A, and the Global Cell ID IE identifies one of the NR cells in the set. The information is to be used for RRM purposes.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Global Cell ID
	M
	
	NG-RAN CGI
9.3.1.73
	

	Cell Type
	M
	
	9.3.1.98
	

	Time UE Stayed in Cell
	M
	
	INTEGER (0..4095)
	The duration of time the UE stayed in the cell, or set of NR cells with the same NR ARFCN for reference point A, in seconds. If the duration is more than 4095s, this IE is set to 4095.

	Time UE Stayed in Cell Enhanced Granularity
	O
	
	INTEGER (0..40950)
	The duration of time the UE stayed in the cell, or set of NR cells with the same NR ARFCN for reference point A, in 1/10 seconds. If the duration is more than 4095s, this IE is set to 40950.

	HO Cause Value
	O
	
	Cause
9.3.1.2
	The cause for the handover.

	SSB-Index
	M
	
	INTEGER (0..maxNrofSSBs-1)
	the first used SSB index



	Range bound
	Explanation

	maxNrofSSBs
	Maximum no. of SSBs. Value is 63.



[bookmark: _Toc14165946]9.3.1.X	Last Visited PSCell Information
This IE may contain cell specific information.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	CHOICE Last Visited PSCell Information
	M
	
	
	

	>NG-RAN PSCell
	
	
	
	

	>>Last Visited NG-RAN PSCell ID
	M
	
	NG-RAN CGI
9.3.1.73
	

	>E-UTRAN PSCell
	
	
	
	

	>>Last Visited E-UTRAN PSCell ID
	M
	
	E-UTRA CGI
9.3.1.9
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