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1   Introduction
At last RAN3#105 and RAN3#105bis discussions started on NPN.

It has been decided to organize the discussions around key topics. 

The following addresses the paging topic.

The summary of offline discussions on Paging aspects is available in [3].

TP for NPN BL CR for TS38.300 
16.x
Stand-alone NPN

16.x.x1
Paging

When receiving a paging message over an NG interface instance corresponding to an SNPN, the NG-RAN node may do some paging optimization by avoiding to page in cells which are not compatible with this SNPN.  

For UEs in RRC_INACTIVE state, the NG-RAN node may page a neighbour NG-RAN node including the serving SNPN ID so that the neighbour NG-RAN node can do some paging optimization by avoiding to page in cells which are not compatible with the received SNPN ID.  

16.y
Public Network Integrated NPN

16.y.y1
Paging

The NG-RAN node may receive a paging message including the list of CAGs allowed for the UE, and whether the UE is allowed to access PLMN cells. The NG-RAN node may use this information to do some paging optimization by avoiding to page in cells on which the UE is not allowed to camp.   

For UEs in RRC_INACTIVE state, the NG-RAN node may page a neighbour NG-RAN node including the list of CAGs allowed for the UE, and whether the UE is allowed to access PLMN cells. The neighbour NG-RAN node may use this information to do some paging optimization by avoiding to page in cells on which the UE is not allowed to camp.   
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